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10.2.16h
MBMS General Information
This message is transmitted periodically by UTRAN to inform UEs about the general MBMS (configuration) information. The message contents does not change within a modification period.


RLC-SAP: UM

Logical channel: MCCH


Direction: UTRAN ( UE
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message type
	MP
	
	Message Type
	
	REL-6

	MBMS preferred frequency information
	OP
	
	MBMS preferred frequency information 10.3.7.43a
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-6

	MBMS timers and counters
	MP
	
	MBMS specific timers and counters 10.3.9a.11
	
	REL-6

	MICH configuration information
	MP
	
	MICH configuration information

10.3.9a.14
	
	REL-6

	Cell group identity
	MP
	
	Bit string (12)
	Identifies the group of cells for which the same common RLC and PDCP entity is used as the current cell
	REL-6

	Default MSCH configuration information
	OP
	
	MSCH configuration information 10.3.9a.16
	The default MSCH configuration
	REL-6

	Indicate changes in MBMS Selected Services
	MP
	
	Boolean
	TRUE means the UE indicates changes in MBMS Selected Services while in URA_PCH, CELL_PCH or in CELL_FACH

Default value is FALSE

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE has the value FALSE.
	REL-6

	MBSFN inter frequency neighbour list
	OP
	
	MBSFN inter frequency neighbour list 10.3.7.43b
	May be included for FDD and 3.84/7.68 Mcps TDD if the cell is operating in MBSFN mode
	Rel-7

	Network Standard Time Information
	OP
	
	Network standard time information 10.3.9a.17
	Only for 1.28 Mcps TDD
	Rel-8


10.2.16i
MBMS Modification request
The UE transmits this message to request UTRAN to take certain actions to improve the UE's ability to receive its (prioritised) activated MBMS services and/ or sessions.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE ( UTRAN
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message type
	MP
	
	Message Type
	
	REL-6

	UE information elements
	
	
	
	
	REL-6

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	REL-6

	MBMS information elements
	
	
	
	
	REL-6

	MBMS preferred frequency request
	OP
	
	MBMS service identity 10.3.9a.8
	The MBMS preferred frequency the UE would like to be moved to. The MBMS preferred frequency is identified by the identity of the MBMS service the UE would like to receive.
	REL-6

	MBMS RB list requested to be released
	OP
	1 to <maxRB>
	
	RBs of lower priority MBMS services inhibiting reception of a higher priority service
	REL-6

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	REL-6

	MBMS Selected Service Info
	MP
	
	MBMS Selected Service Info 10.3.9a.7b
	
	REL-6

	Support of MBMS service change for a ptp RB
	OP
	
	Enumerated (TRUE)
	In this version of the specification, this IE has no meaning but it shall be included upon the conditions specified in subclause 8.7.6.2a.
	REL-6


[…]

11.3
Information element definitions

[…]

TransportChannelReconfiguration-r10-IEs ::= SEQUENCE {

MBMSGeneralInformation ::= SEQUENCE {


-- MBMS General Information IEs



mbms-PreferredFrequencyInfo

MBMS-PreferredFrequencyList-r6

OPTIONAL,



mbms-TimersAndCounters


MBMS-TimersAndCounters-r6,



michConfigurationInfo


MBMS-MICHConfigurationInfo-r6,



cellGroupIdentity



MBMS-CellGroupIdentity-r6,



mschDefaultConfigurationInfo
MBMS-MSCH-ConfigurationInfo-r6

OPTIONAL,


-- Non critical extensions



v6b0NonCriticalExtensions

SEQUENCE {




mbmsGeneralInformation-v6b0ext
MBMSGeneralInformation-v6b0ext-IEs,



v770NonCriticalExtensions

SEQUENCE {





mbmsGeneralInformation-v770ext
MBMSGeneralInformation-v770ext-IEs,





v860NonCriticalExtensions

SEQUENCE {






mbmsGeneralInformation-v860ext
MBMSGeneralInformation-v860ext-IEs,







v890NoncriticalExtensions
SEQUENCE {








mbmsGeneralInformation-v890ext
MBMSGeneralInformation-v890ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

MBMSGeneralInformation-v6b0ext-IEs ::= SEQUENCE {



indicateChangeInSelectedServices
BOOLEAN

}
[…]

-- ***************************************************

--

-- MBMS MODIFICATION REQUEST

--

-- ***************************************************

MBMSModificationRequest ::= SEQUENCE {


-- MBMS Modification Request IEs



mbms-PreferredFreqRequest

MBMS-ServiceIdentity-r6



OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,


-- Non critical extensions



v6b0NonCriticalExtensions

SEQUENCE {




mbmsModificationRequest-v6b0ext
MBMSModificationRequest-v6b0ext-IEs,



v6f0NonCriticalExtensions

SEQUENCE {





mbmsModificationRequest-v6f0ext
MBMSModificationRequest-v6f0ext-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

MBMSModificationRequest-v6b0ext-IEs ::= SEQUENCE {



mbmsSelectedServiceInfo


MBMS-SelectedServiceInfo
}

MBMSModificationRequest-v6f0ext-IEs ::= SEQUENCE {



mbmsSupportOfServiceChangeForAPtpRB
ENUMERATED { true }



OPTIONAL

}
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