Page 1



3GPP TSG-RAN2 Meeting #73bis 
(
R2-112557
Shanghai, China, 11 – 15 April, 2011
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	36.331
	CR
	
	(

rev
	
	(

Current version:
	10.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	 Further updates on L1 parameters

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core
	
	Date: (

	15/04/2011

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Based on agreements from RAN1#64 on the L1 parameters for CA and UL/DL MIMO further updates are needed in RRC. 
 

	
	

	Summary of change:
(

	The CR captures the following agreements from RAN2#73bis:

1. Introduce 2 sets of A/N resources with each set containing 4 resource values for PUCCH format 1b with channel selection in PUCCH-ConfigDedicated-v10x0. Each resource has the value range INTEGER (0..2047). 

2. Remove the text ‘when one or more SCells are configured’ from the field description of pucch-Format. 

3: Introduce tdd-AckNackFeedbackMode-v10x0 with ENUMERATED {channelSelection, spare1} in PUCCH-ConfigDedicated-v10x0. This parameter should be optional Need OR for TDD. Also the Condition on Rel-8/9 tdd-AckNackFeedbackMode needs to be updated to indicate that the Rel-8/9 tdd-AckNackFeedbackMode is mandatory present when the tdd-AckNackFeedbackMode-v10x0 is not present.

4: Remove the FFS if (part of) tpc-PDCCH-ConfigPUSCH is needed in PhysicalConfigDedicatedSCell. 

5. No need to introduce a new parameter for PMI-disabling in Rel10. Instead update the definition of the rel-9 parameter pmi-RI-Report to achieve the functionality of PMI disabling for TM9.
6: Remove the FFS whether SORTD can be used together with ackNackRepetition. 

7: Remove the Cond TDD on srs-ConfigApDCI-Format1a. 

8: Change the field name srs-ConfigApDCI-Format1a to srs-ConfigApDCI-Format1a2b2c. And add a comment that it is FFS whether a clarification is needed in RRC to indicate that the triggering bit may be always present in DCI format 2C.    

9: Remove FFS whether srs-Hoppingbandwidth and duration should be introduced for aperiodic SRS and remove the srs-HoppingBandwidthAp and durationAp from SRS-ConfigAp.

10: Update the FFS ‘all value ranges FFS’ to ‘FFS on the value ranges for the srs-BandwidthAp and the freqDomainPositionAp’.

11: Change the value range of srs-ConfigIndexAp to INTEGER (0..31) but add a comment that the value range is still to be confirmed. 
12: allow delta signalling on srs-ConfigApDCI-Format4 and srs-ActivateAp. 
13. the reference for n1PUCCH-AN-RepP1 has been updated.


	
	

	Consequences if 
(

not approved:
	Incomplete specification.

	
	

	Clauses affected:
(

	6.3.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	Affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


6.3.2 Radio resource control information elements
–
CQI-ReportConfig
The IE CQI-ReportConfig is used to specify the CQI reporting configuration.

CQI-ReportConfig information elements
-- ASN1START

CQI-ReportConfig ::=



SEQUENCE {


cqi-ReportModeAperiodic


ENUMERATED {












rm12, rm20, rm22, rm30, rm31,












spare3, spare2, spare1} OPTIONAL, 


-- Need OR


nomPDSCH-RS-EPRE-Offset



INTEGER (-1..6),


cqi-ReportPeriodic



CQI-ReportPeriodic
OPTIONAL 



-- Need ON

}

CQI-ReportConfig-v920 ::=

SEQUENCE {


cqi-Mask-r9





ENUMERATED {setup}

OPTIONAL,

-- Cond cqi-Setup


pmi-RI-Report-r9



ENUMERATED {setup}

OPTIONAL

-- Cond PMIRI

}

CQI-ReportConfig-r10 ::=
SEQUENCE {


cqi-ReportModeAperiodic-r10


ENUMERATED {












rm12, rm20, rm22, rm30, rm31,












spare3, spare2, spare1} 
OPTIONAL,
-- Need OR


nomPDSCH-RS-EPRE-Offset-r10


INTEGER (-1..6),


cqi-ReportPeriodic-r10



CQI-ReportPeriodic-r10


OPTIONAL,
-- Need ON


aperiodicCSI-Trigger-r10


SEQUENCE {





trigger1-r10




BIT STRING (SIZE (8)),




trigger2-r10




BIT STRING (SIZE (8))


}
















OPTIONAL,
-- Need ON


pmi-RI-Report-r9




ENUMERATED {setup}



OPTIONAL,
-- Cond PMIRI


csi-SubframePatternConfig-r10

CHOICE {



release






NULL,



setup






SEQUENCE {




csi-SubframePattern-r10


SEQUENCE {





csi-SubframeSet1-r10


MeasSubframePattern-r10,





csi-SubframeSet2-r10


MeasSubframePattern-r10




},




cqi-ReportPeriodicIndex-r10

SEQUENCE {





cqi-pmi-ConfigIndex2-r10

INTEGER (0..1023),





ri-ConfigIndex2-r10



INTEGER (0..1023)

OPTIONAL
-- Need OR




}

OPTIONAL













-- Cond Periodic



}


}
















OPTIONAL
-- Need ON
}

CQI-ReportConfigSCell-r10 ::=



SEQUENCE {


cqi-ReportModeAperiodic-r10


ENUMERATED {












rm12, rm20, rm22, rm30, rm31,












spare3, spare2, spare1} OPTIONAL, 


-- Need OR


nomPDSCH-RS-EPRE-Offset-r10



INTEGER (-1..6),


cqi-ReportPeriodicSCell-r10


CQI-ReportPeriodic-r10


OPTIONAL,
-- Need ON


pmi-RI-Report-r9




ENUMERATED {setup}



OPTIONAL
-- Cond PMIRI

}

CQI-ReportPeriodic ::=

CHOICE {


release






NULL,


setup






SEQUENCE {



cqi-PUCCH-ResourceIndex



INTEGER (0..1185),



cqi-pmi-ConfigIndex




INTEGER (0..1023),



cqi-FormatIndicatorPeriodic


CHOICE {




widebandCQI






NULL,




subbandCQI






SEQUENCE {




k








INTEGER (1..4)




}



},



ri-ConfigIndex





INTEGER (0..1023) 
OPTIONAL, 



-- Need OR



simultaneousAckNackAndCQI


BOOLEAN


}

}

CQI-ReportPeriodic-r10 ::=

CHOICE {


release







NULL,


setup







SEQUENCE {



cqi-PUCCH-ResourceIndex-r10


INTEGER (0..1184),



cqi-PUCCH-ResourceIndexP1-r10

INTEGER (0..1184)



OPTIONAL,
-- Need OR



cqi-pmi-ConfigIndex-r10



INTEGER (0..1023),



cqi-FormatIndicatorPeriodic-r10

CHOICE {




widebandCQI-r10





SEQUENCE {





csi-ReportMode-r10

ENUMERATED {submode1, submode2}

OPTIONAL
-- Need OR




},




subbandCQI-r10





SEQUENCE {





k-r10







INTEGER (1..4),





periodicityFactor-r10



ENUMERATED {n2, n4}




}



},



ri-ConfigIndex-r10




INTEGER (0..1023)
OPTIONAL,



-- Need OR



simultaneousAckNackAndCQI-r10

BOOLEAN,



cqi-Mask-r9





ENUMERATED {setup}

OPTIONAL



-- Need OR

}

}

-- ASN1STOP

	CQI-ReportConfig field descriptions

	aperiodicCSI-Trigger

indicates for which serving cell(s) the aperiodic CSI report is triggered when one or more SCells are configured. trigger1 corresponds to the CSI request field ‘10’ and trigger2 corresponds to the CSI request field ‘11’, see TS 36.213 [23, table 7.2.1-1A]. The leftmost bit, bit 0 in the bit string corresponds to the cell with ServCellIndex=0 and bit 1 in the bit string corresponds to the cell with ServCellIndex=1 etc. Each bit has either value ‘0’ (means no aperiodic CSI report is triggered) or value ‘1’ (means the aperiodic CSI report is triggered). At most 5 bits can be set to value ‘1’ in the bit string. The (same) configuration applies for all serving cells i.e. for the PCell as well as for SCells, if configured.

	cqi-Mask

Limits CQI/PMI/RI reports to the on-duration period of the DRX cycle, see TS 36.321 [6]. The (same) configuration applies for all serving cells i.e. for the PCell as well as for SCells, if configured.

	csi-ReportMode

Parameter: PUCCH_format1-1_CSI_reporting_mode, see TS 36.213 [23, 7.2.2].

	cqi-FormatIndicatorPeriodic

Parameter: PUCCH CQI Feedback Type, see TS 36.213 [23, table 7.2.2-1]. Depending on transmissionMode, reporting mode is implicitly given from the table.

	cqi-pmi-ConfigIndex

Parameter: CQI/PMI Periodicity and Offset Configuration Index ICQI/PMI, see TS 36.213 [23, tables 7.2.2-1A and 7.2.2-1C]. If subframe subsets for CSI (CQI/PMI/RI) reporting are configured (i.e. csi-SubframePattern is configured), the parameter applies to the subframe subset corresponding to csi-SubframeSet1.

	cqi-pmi-ConfigIndex2

Parameter: CQI/PMI Periodicity and Offset Configuration Index ICQI/PMI, see TS 36.213 [23, tables 7.2.2-1A and 7.2.2-1C]. The parameter applies to the subframe subset corresponding to csi-SubframeSet2.

	cqi-PUCCH-ResourceIndex

Parameter 
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for antenna port P0, see TS 36.213 [23, 7.2]. E-UTRAN does not apply value ‘1185’.

	cqi-PUCCH-ResourceIndexP1

Parameter: 
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for antenna port P1, see TS 36.213 [23, 7.2].

	cqi-ReportModeAperiodic

Parameter: reporting mode. Value rm12 corresponds to Mode 1-2, rm20 corresponds to Mode 2-0, rm22 corresponds to Mode 2-2 etc. PUSCH reporting modes are described in TS 36.213 [23, 7.2.1].

	K

Parameter: K, see TS 36.213 [23, 7.2.2].

	nomPDSCH-RS-EPRE-Offset

Parameter: 
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 see TS 36.213 [23, 7.2.3]. Actual value = IE value * 2 [dB].

	periodicityFactor

Parameter: 
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, see TS 36.213 [23, 7.2.2].

	pmi-RI-Report

See TS 36.213 [23, 7.2]. For tm8, the presence of this field means PMI/RI reporting is configured; otherwise the PMI/RI reporting is not configured. For tm9, if the csi-RS-Ports = 1, the presence of this field means the CQI calculation is based on CSI-RS and the PMI/RI reporting is not configured whereas if the csi-RS-Ports > 1, the presence of this field means the CQI calculation is based on CSI-RS and the PMI/RI reporting is configured. For tm9, the absence of this field means the CQI calculation is based on CRS and the PMI/RI reporting is not configured. This field is applicable only when transmissionMode is set to tm8 or tm9.

	ri-ConfigIndex

Parameter: RI Config Index IRI, see TS 36.213 [23, 7.2.2-1B]. If subframe subsets for CSI (CQI/PMI/RI) reporting are configured (i.e. csi-SubframePattern is configured), the parameter applies to the subframe subset corresponding to csi-SubframeSet1.

	ri-ConfigIndex2

Parameter: RI Config Index IRI, see TS 36.213 [23, 7.2.2-1B]. The parameter applies to the subframe subset corresponding to csi-SubframeSet2.

	simultaneousAckNackAndCQI

Parameter: Simultaneous-AN-and-CQI. see TS 36.213 [23, 10.1] TRUE indicates that simultaneous transmission of ACK/NACK and CQI is allowed. For SCells this field is not applicable and the UE shall ignore the value.


	Conditional presence
	Explanation

	cqi-Setup
	The field is optional present, need OR, if the cqi-ReportPeriodic in the cqi-ReportConfig is set to ‘setup’. If the field cqi-ReportPeriodic is present and set to ‘release’, the field is not present and the UE shall delete any existing value for this field. Otherwise the field is not present and the UE takes no action i.e. continues to use the existing value, if previously configured.

	Periodic
	The field is optional present, need OR, if cqi-ReportPeriodic is included and set to ‘setup’. If the field cqi-ReportPeriodic is present and set to ‘release’, the field is not present and the UE shall delete any existing value for this field. Otherwise the field is not present and the UE takes no action i.e. continues to use the existing value, if previously configured.

	PMIRI
	The field is optional present, need OR, if cqi-ReportPeriodic is included and set to ‘setup’, or cqi-ReportModeAperiodic is included. If the field cqi-ReportPeriodic is present and set to ‘release’ and cqi-ReportModeAperiodic is absent, the field is not present and the UE shall delete any existing value for this field. Otherwise the field is not present and the UE takes no action i.e. continues to use the existing value, if previously configured.


-- IEs omitted until next change

–
PhysicalConfigDedicated
The IE PhysicalConfigDedicated is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated information element
-- ASN1START

PhysicalConfigDedicated ::=

SEQUENCE {


pdsch-ConfigDedicated



PDSCH-ConfigDedicated


OPTIONAL,

-- Need ON


pucch-ConfigDedicated



PUCCH-ConfigDedicated


OPTIONAL,

-- Need ON


pusch-ConfigDedicated



PUSCH-ConfigDedicated


OPTIONAL,

-- Need ON


uplinkPowerControlDedicated


UplinkPowerControlDedicated

OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


cqi-ReportConfig




CQI-ReportConfig



OPTIONAL,

-- Cond CQI-r8


soundingRS-UL-ConfigDedicated

SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON


antennaInfo






CHOICE {



explicitValue





AntennaInfoDedicated,



defaultValue





NULL


}

OPTIONAL,















-- Cond AI-r8


schedulingRequestConfig



SchedulingRequestConfig

OPTIONAL, 


-- Need ON


...,


[[
cqi-ReportConfig-v920



CQI-ReportConfig-v920

OPTIONAL,

-- Need ON



antennaInfo-v920




AntennaInfoDedicated-v920
OPTIONAL

-- Need ON


]],


[[
antennaInfo-r10




CHOICE {




explicitValue




AntennaInfoDedicated-r10,




defaultValue




NULL



}

OPTIONAL,














-- Cond AI-r10



cif-Presence




BOOLEAN






OPTIONAL,
-- Need ON


cqi-ReportConfig-r10


CQI-ReportConfig-r10


OPTIONAL,

-- Cond CQI-r10



csi-RS-Config-r10



CSI-RS-Config-r10



OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v10x0

PUCCH-ConfigDedicated-v10x0

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v10x0

PUSCH-ConfigDedicated-v10x0

OPTIONAL,

-- Need ON



schedulingRequestConfig-v10x0
SchedulingRequestConfig-v10x0
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v10x0










SoundingRS-UL-ConfigDedicated-v10x0
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10









SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,
-- Need ON



ul-AntennaInfo-r10



UL-AntennaInfo-r10



OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v10x0
UplinkPowerControlDedicated-v10x0
OPTIONAL
-- Need ON


]]

}

PhysicalConfigDedicatedSCell-r10 ::=

SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration




SEQUENCE {



antennaInfo-r10





AntennaInfoDedicated-r10


OPTIONAL,
-- Need ON



crossCarrierSchedulingConfig-r10
CrossCarrierSchedulingConfig-r10
OPTIONAL,
-- Need ON



csi-RS-Config-r10




CSI-RS-Config-r10



OPTIONAL,
-- Need ON



pdsch-ConfigDedicated-r10


PDSCH-ConfigDedicated


OPTIONAL
-- Need ON


}















OPTIONAL, 
-- Cond SCellAdd


-- UL configuration


ul-Configuration




SEQUENCE {



pusch-ConfigDedicated-r10


PUSCH-ConfigDedicatedSCell-r10

OPTIONAL,
-- Need ON



uplinkPowerControlDedicated-r10

UplinkPowerControlDedicatedSCell-r10
OPTIONAL,
-- Need ON




cqi-ReportConfigSCell-r10


CQI-ReportConfigSCell-r10
OPTIONAL,
-- Need ON



soundingRS-UL-ConfigDedicated-r10
SoundingRS-UL-ConfigDedicated
OPTIONAL,
-- Need ON



soundingRS-UL-ConfigDedicated-v10x0










SoundingRS-UL-ConfigDedicated-v10x0
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10









SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,
-- Need ON



ul-AntennaInfo-r10




UL-AntennaInfo-r10


OPTIONAL
-- Need ON


}
















OPTIONAL,
-- Cond CommonUL


...

}

-- ASN1STOP

	PhysicalConfigDedicated field descriptions

	antennaInfo

A choice is used to indicate whether the antennaInfo is signalled explicitly or set to the default antenna configuration as specified in section 9.2.4.

	tpc-PDCCH-ConfigPUCCH

PDCCH configuration for power control of PUCCH using format 3/3A, see TS 36.212 [22].

	tpc-PDCCH-ConfigPUSCH

PDCCH configuration for power control of PUSCH using format 3/3A, see TS 36.212 [22].


	Conditional presence
	Explanation

	AI-r8
	The field is optionally present, need ON, if antennaInfoDedicated-r10 is absent. Otherwise the field is not present

	AI-r10
	The field is optionally present, need ON, if antennaInfoDedicated is absent. Otherwise the field is not present

	CommonUL
	The field is mandatory present if ul-Configuration of RadioResourceConfigCommonSCell-r10 is present; otherwise it is optional, need ON.

	CQI-r8
	The field is optionally present, need ON, if cqi-ReportConfig-r10 is absent. Otherwise the field is not present

	CQI-r10
	The field is optionally present, need ON, if cqi-ReportConfig and cqi-ReportConfig-v920 are absent. Otherwise the field is not present

	SCellAdd
	The field is mandatory present if cellIdentification is present; otherwise it is optional, need ON.


NOTE 1:
During handover, the UE performs a MAC reset, which involves reverting to the default CQI/ SRS/ SR configuration in accordance with subclause 5.3.13 and TS 36.321 [6, 5.9 & 5.2]. Hence, for these parts of the dedicated radio resource configuration, the default configuration (rather than the configuration used in the source PCell) is used as the basis for the delta signalling that is included in the message used to perform handover.

NOTE 2:
Since delta signalling is not supported for the common SCell configuration, E-UTRAN can only add and release the uplink of an SCell by releasing and adding the concerned SCell.

-- IE omitted until next change

–
PUCCH-Config
The IE PUCCH-ConfigCommon and IE PUCCH-ConfigDedicated are used to specify the common and the UE specific PUCCH configuration respectively.

PUCCH-Config information elements
-- ASN1START

PUCCH-ConfigCommon ::=



SEQUENCE {


deltaPUCCH-Shift




ENUMERATED {ds1, ds2, ds3},


nRB-CQI







INTEGER (0..98),


nCS-AN







INTEGER (0..7),


n1PUCCH-AN






INTEGER (0..2047)

}

PUCCH-ConfigDedicated ::=


SEQUENCE {


ackNackRepetition




CHOICE{



release







NULL,



setup







SEQUENCE {




repetitionFactor




ENUMERATED {n2, n4, n6, spare1},




n1PUCCH-AN-Rep





INTEGER (0..2047)



}


},


tdd-AckNackFeedbackMode



ENUMERATED {bundling, multiplexing}
OPTIONAL
-- Cond TDD

}

PUCCH-ConfigDedicated-v10x0 ::=

SEQUENCE {


pucch-Format-r10




CHOICE {



format3







SEQUENCE {




n3PUCCH-AN-List-r10
SEQUENCE (SIZE (4)) OF INTEGER (0..549)
OPTIONAL,
-- Need ON




twoAntennaPortActivatedPUCCH-Format3-r10

CHOICE {






release










NULL,





setup










SEQUENCE {






n3PUCCH-AN-ListP1-r10
SEQUENCE (SIZE (4)) OF INTEGER (0..549)





}




}















OPTIONAL
-- Need ON



},



channelSelection



SEQUENCE {




n1PUCCH-AN-CS-List-r10
SEQUENCE (SIZE (1..2)) OF N1PUCCH-AN-CS-r10


}

}

















OPTIONAL,
-- Need OR


twoAntennaPortActivatedPUCCH-Format1a1b-r10

ENUMERATED {true}

OPTIONAL,
-- Need OR


simultaneousPUCCH-PUSCH-r10





ENUMERATED {true}

OPTIONAL,
-- Need OR



n1PUCCH-AN-RepP1-r10






INTEGER (0..2047)

OPTIONAL,
-- Need OR

tdd-AckNackFeedbackMode-v10x0
ENUMERATED {channelSelection, spare1}
OPTIONAL
-- Need OR
}
N1PUCCH-AN-CS-r10
::= SEQUENCE (SIZE (1..4)) OF INTEGER ..2047)
-- ASN1STOP

	PUCCH-Config field descriptions

	ackNackRepetition

Parameter indicates whether ACK/NACK repetition is configured, see TS 36.213 [23, 10.1].

	deltaPUCCH-Shift

Parameter: 
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, see 36.211, 5.4.1, where ds1 corresponds to value 1 ds2 to 2 etc.

	n1PUCCH-AN

Parameter: 
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, see TS 36.213 [23, 10.1].

	n1PUCCH-AN-Rep

Parameter: 
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for antenna port P0, see TS 36.213 [23, 10.1].

	n1PUCCH-AN-RepP1

Parameter: 
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for antenna port P1, see TS 36.213 [23, 10.1].

	n1PUCCH-AN-CS-List

Parameter and reference: tbd

	n3PUCCH-AN-List

Parameter: 
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for antenna port P0, see TS 36.213 [23, 10.1]. 

	n3PUCCH-AN-ListP1

Parameter: 
[image: image10.wmf])

,

3

(

PUCCH

p

n

for antenna port P1, see TS 36.213 [23, tbd].

	nCS-An

Parameter: 
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see TS 36.211 [21, 5.4].

	nRB-CQI

Parameter: 
[image: image12.wmf](2)
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, see TS 36.211 [21, 5.4].

	pucch-Format

Parameter indicates one of the PUCCH formats for transmission of HARQ-ACK, see TS 36.213 [23, 10.1].

	repetitionFactor

Parameter 
[image: image13.wmf]ANRep
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 see TS 36.213 [23, 10.1] where n2 corresponds to repetition factor 2, n4 to 4.

	simultaneousPUCCH-PUSCH

Parameter indicates whether simultaneous PUCCH and PUSCH transmissions is configured, see TS 36.213 [23, 10.1 and 5.1.1].

	tdd-AckNackFeedbackMode

Parameter indicates one of the TDD ACK/NACK feedback modes used, see TS 36.213 [23, 10.1.3]. bundling corresponds to use of ACK/NACK bundling whereas, multiplexing corresponds to ACK/NACK multiplexing as defined in Tables 10.1.3-2, 10.1.3-3, and 10.1.3-4 in TS 36.213 [23]. channelSelection corresponds to use of Tables 10.1.3-5, 10.1.3-6, and 10.1.3-7 in TS 36.213 [23]. The same value applies to both ACK/NACK feedback modes on PUCCH as well as on PUSCH. For TDD configuration 5, E-UTRAN should always set this field to bundling.

	twoAntennaPortActivatedPUCCH-Format1a1b

Indicates whether two antenna ports are configured for PUCCH format 1a/1b for HARQ-ACK, see TS 36.213 [23, 10.1].


	Conditional presence
	Explanation

	TDD
	The field is mandatory present for TDD, if the tdd-AckNackFeedbackMode-v10x0 is not present. If the tdd-AckNackFeedbackMode-v10x0 is present, the field is not present. It is not present for FDD and the UE shall delete any existing value for this field.


-- IEs omitted until next change

–
SoundingRS-UL-Config

The IE SoundingRS-UL-Config is used to specify the uplink Sounding RS configuration for periodic and aperiodic sounding.
SoundingRS-UL-Config information element
-- ASN1START

SoundingRS-UL-ConfigCommon ::=

CHOICE {


release







NULL,


setup







SEQUENCE {



srs-BandwidthConfig




ENUMERATED {bw0, bw1, bw2, bw3, bw4, bw5, bw6, bw7},



srs-SubframeConfig




ENUMERATED {













sc0, sc1, sc2, sc3, sc4, sc5, sc6, sc7,













sc8, sc9, sc10, sc11, sc12, sc13, sc14, sc15},



ackNackSRS-SimultaneousTransmission
BOOLEAN,



srs-MaxUpPts





ENUMERATED {true}


OPTIONAL
-- Cond TDD


}

}

SoundingRS-UL-ConfigDedicated ::=
CHOICE{


release







NULL,


setup







SEQUENCE {



srs-Bandwidth





ENUMERATED {bw0, bw1, bw2, bw3},



srs-HoppingBandwidth



ENUMERATED {hbw0, hbw1, hbw2, hbw3},



freqDomainPosition




INTEGER (0..23),



duration






BOOLEAN,



srs-ConfigIndex





INTEGER (0..1023),



transmissionComb




INTEGER (0..1),



cyclicShift






ENUMERATED {cs0, cs1, cs2, cs3, cs4, cs5, cs6, cs7}


}

}

SoundingRS-UL-ConfigDedicated-v10x0 ::=
SEQUENCE {


srs-AntennaPort-r10




ENUMERATED {an1, an2, an4, spare1}

}

SoundingRS-UL-ConfigDedicatedAperiodic-r10 ::=
CHOICE{


release







NULL,


setup







SEQUENCE {


-- The value range of srs-ConfigIndexAp is to be confirmed


srs-ConfigIndexAp-r10



INTEGER (0..31),



srs-ConfigApDCI-Format4-r10


SEQUENCE (SIZE (1..3)) OF SRS-ConfigAp-r10
OPTIONAL,--Need ON


srs-ActivateAp-r10




CHOICE {





release






NULL,





setup






SEQUENCE {






srs-ConfigApDCI-Format0-r10


SRS-ConfigAp-r10,






srs-ConfigApDCI-Format1a2b2c-r10

SRS-ConfigAp-r10






-- FFS if a clarification is needed in RRC to indicate that the triggering bit may always be present in DCI format 2C




}



}
















OPTIONAL
-- Need ON

}

}

SRS-ConfigAp-r10 ::= SEQUENCE {


-- FFS on the value ranges of the srs-BandwidthAp and the freqDomainPositionAp

srs-AntennaPortAp-r10



ENUMERATED {an1, an2, an4, spare1},


srs-BandwidthAp-r10




ENUMERATED {bw0, bw1, bw2, bw3},





freqDomainPositionAp-r10


INTEGER (0..23),


transmissionCombAp-r10



INTEGER (0..1),


cyclicShiftAp-r10




ENUMERATED {cs0, cs1, cs2, cs3, cs4, cs5, cs6, cs7}

}



















-- ASN1STOP

	SoundingRS-UL-Config field descriptions

	ackNackSRS-SimultaneousTransmission

Parameter: Simultaneous-AN-and-SRS, see TS 36.213 [23, 8.2]. For SCells this field is not applicable and the UE shall ignore the value.

	cyclicShift

Parameter: n_SRS. See TS 36.211 [21, 5.5.3.1], where cs0 corresponds to 0 etc.

	cyclicShiftAp

Parameter: n_SRS. See TS 36.211 [21, 5.5.3.1], where cs0 corresponds to 0 etc.

	Duration

Parameter: Duration. See TS 36.213 [21, 8.2]. FALSE corresponds to “single” and value TRUE to “indefinite”.

	freqDomainPosition

Parameter: 
[image: image14.wmf]RRC

n

, see TS 36.211 [21, 5.5.3.2].

	freqDomainPositionAp

Parameter: 
[image: image15.wmf]RRC

n

, see TS 36.211 [21, 5.5.3.2].

	srs-AntennaPort

parameter indicates the number of antenna ports used for periodic sounding reference signal transmission, see TS 36.211 [21, 5.5.3].

	srs-AntennaPortAp

parameter indicates the number of antenna ports used for aperiodic sounding reference signal transmission, see TS 36.211 [21, 5.5.3].

	srs-Bandwidth

Parameter: 
[image: image16.wmf]SRS

B

, see TS 36.211 [21, tables 5.5.3.2-1, 5.5.3.2-2, 5.5.3.2-3 and 5.5.3.2-4].

	srs-BandwidthAp

Parameter: 
[image: image17.wmf]SRS

B

, see TS 36.211 [21, tables 5.5.3.2-1, 5.5.3.2-2, 5.5.3.2-3 and 5.5.3.2-4].

	srs-BandwidthConfig

Parameter: SRS Bandwidth Configuration. See TS 36.211, [21, table 5.5.3.2-1, 5.5.3.2-2, 5.5.3.2-3 and 5.5.3.2– 4]. Actual configuration depends on UL bandwidth. bw0 corresponds to value 0, bw1 to value 1 and so on.

	srs-ConfigIndex
Parameter: ISRS. See TS 36.213 [23, table8.2-1].

	srs-ConfigIndexAp
Parameter: ISRS. See TS 36.213 [23, table 8.2-1].

	srs-HoppingBandwidth

Parameter: SRS hopping bandwidth 
[image: image18.wmf]}
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, see TS 36.211 [21, 5.5.3.2] where hbw0 corresponds to value 0, hbw1 to value 1 and so on.

	srs-MaxUpPts

Parameter: srsMaxUpPts, see TS 36.211 [21, 5.5.3.2]. If this field is present, reconfiguration of 
[image: image19.wmf]max

0

,

SRS

m

 applies for UpPts, otherwise reconfiguration does not apply.

	srs-SubframeConfig

Parameter: SRS SubframeConfiguration. See TS 36.211, [21, table 5.5.3.3-1] applies for FDD whereas TS 36.211, [21, table 5.5.3.3-2] applies for TDD. sc0 corresponds to value 0, sc1 to value 1 and so on.

	transmissionComb

Parameter: 
[image: image20.wmf]}
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, see TS 36.211 [21, 5.5.3.2].

	transmissionCombAp

Parameter: 
[image: image21.wmf]}
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, see TS 36.211 [21, 5.5.3.2].


	Conditional presence
	Explanation

	TDD
	This field is optional present for TDD, need OR; it is not present for FDD and the UE shall delete any existing value for this field.


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1286564774.unknown

_1350555060.unknown

_1352576422.unknown

_1355517427.unknown

_1343632172.unknown

_1345375221.unknown

_1286778904.unknown

_1310887569.unknown

_1272996932.unknown

_1276604974.unknown

_1283604539.unknown

_1285753136.unknown

_1275804874.unknown

_1276604940.unknown

_1265562620.unknown

