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1. Overall Description:

At RAN2 #73bis meeting, RAN2 has discussed and confirmed how the inter-RAT/Intra-UMTS SR-VCC procedure should work and would like to share the understating with RAN3.
For SR-VCC, in RRC (TS 25.331), IE SR-VCC Info (containing NONCE) and IE RAB info to replace are signalled to UE and target RNC receives these parameters from source RNC in the Source RNC to Target RNC Transparent Container defined in TS 25.413 to set the corresponding parameters in the RRC messages. The corresponding parameters in the Source RNC to Target RNC Transparent Container are SRVCC Information IE and PS RAB To Be Replaced IE, respectively. These RRC parameters are only needed for SR-VCC from UMTS to UMTS/GSM. For LTE to UMTS/GSM SR-VCC, to avoid any impacts to the target RNS/BSS, the target RNC/BSS does not provide these parameters to the UE because the necessary parameter is provided in the source side. (i.e, DL NAS Counter value to generate CS key) PS RAB in the source LTE, which is replaced with CS RAB, is implicitly indicated to UE because the QCI value of this bearer for VoIP will be always “1” and NAS layer indicates QCI for the bearer.
To capture the fact above, RAN2 clarified when those parameters are included in TS 25.331. RAN2 thinks it should be clarify this fact also in RAN3 specification i.e. for TS 25.413, SRVCC Information IE and PS RAB To Be Replaced IE should be included in The Source RNC to the Target RNC Transparent Container only for SR-VCC from UMTS to UMTS (i.e, not for SR-VCC from LTE to UMTS). 
2. Actions:

To RAN3 group:
RAN2 kindly asks RAN3 to take into account the information provided above and to clarify the usage of the SRVCC Information IE and the PS RAB To Be Replaced IE in the The Source RNC to the Target RNC Transparent Container in the specification under RAN3 control, if see useful.
To CT1/SA2 group:
RAN2 kindly asks CT1 and SA2 whether they see any problem on current RAN2 solution (I,e, Using QCI=1 to determine PS bearer to be replaced due to LTE to UMTS/GSM SR-VCC. 

To SA2 group:

RAN2 kindly asks SA2 whether QCI of the EPS bearer for VoIP is always "1" or if different scenarios shall be taken into account by RAN2 for the purpose explained above. 
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