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1 Introduction
In RAN2#72bis, it was discussed to early cancel CSFB call initiation in [1] and concluded that no improvement is needed. In this document, we would like to clarify early canceling CSFB call initiation is already allowed in the redirection to UTRAN case according to the current UTRAN RRC specification [2].
2 Discussion
The CSFB procedure defined for Rel-8/9/10 as below is to redirect the UE in LTE cell to a UTRAN cell to initiate the CS call:
· RRCConnectionRelease message containing redirection information, which causes the UE to attempt to camp on a suitable UTRAN cell as specified in section 5.2.7 of [3].
When the UE in LTE connected mode receives the RRCConnecitonRelease message, the UE enters idle mode and select the UTRAN cell. The UE performs UTRAN RRC connection establishment procedure to the selected UTRAN cell. If a user cancels the CS call initiation before the UE enters UTRAN RRC connected mode, the UE is allowed to abort the RRC connection establishment according to section below quoted from [2]. In other words, the specification alreay allows that the UE to early cancel the CS call initiation without entering the UTRAN RRC connected mode if the cancellation request is made before entering the UTRAN RRC connected mode.
8.1.3.5a
Abortion of RRC connection establishment
If the UE has not yet entered UTRA RRC Connected mode and the RRC connection establishment is to be aborted as specified in subclause 8.1.8, the UE shall:

1>
consider the procedure to be unsuccessful;

1>
perform the actions when entering idle mode as specified in subclause 8.5.2.

The procedure ends.
Based on the above, we propsoe:
Proposal 1: RAN2 to confirm that it is already allowed to cancel the CSFB call as desribed above.
3 Conclusion
RAN2 is kindly asked to confirm proposal below. 
Proposal 1: RAN2 to confirm that it is already allowed to cancel the CSFB call as desribed above.
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