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	1. CA can  only be configured to UEs in RRC_CONNECTED. So when UE leaves RRC_CONNECTED, it is resonable to release all the SCell configurations.
2. Accordingly, the triggers for releasing SCell(s) should include “leaving RRC_CONNECTED”.

	
	

	Summary of change:
(

	1. In subclause 5.3.12, when UE leaves RRC_CONNECTED, UE performs SCell release procedure.
2. In subclause 5.3.10.3a, adding the SCell release trigger “leaving RRC_CONNECTED”.
Impact analysis:
Impacted functionality:
UE leaving RRC_CONNECTED procedure and SCell release procedure.
Inter-operability:
1. If the network is implemented according to the CR and the UE is not, there is probability that the UE will still keep SCell configurations after it leaves RRC_CONNECTED.
2. If the UE is implemented according to the CR and the network is not, there is no interoperability issue.
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not approved:
	Some non-useful configurations are still kept after the UE leaves RRC_CONNECTED..
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5.3.10.3a
SCell release

The UE shall:

1>
if the release is triggered by reception of the sCellToReleaseList:

2>
for each sCellIndex value included in the sCellToReleaseList:

3>
if the current UE configuration includes an SCell with value sCellIndex:

4>
release the SCell;

1>
if the release is triggered by RRC connection re-establishment or leaving RRC_CONNECTED:

2>
release all SCells that are part of the current UE configuration;
Next Modified Subclause
5.3.12
UE actions upon leaving RRC_CONNECTED

Upon leaving RRC_CONNECTED, the UE shall:

1>
reset MAC;

1>
stop all timers that are running except T320 and T330;
1>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established RBs;
1> release the SCell(s), if configured;
1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE  and perform procedures as specified in TS 36.304 [4, 5.2.7];
End of change
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