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--------------------------------------------------Start of change-----------------------------------------------
–
CQI-ReportConfig
The IE CQI-ReportConfig is used to specify the CQI reporting configuration.

CQI-ReportConfig information elements
-- ASN1START

CQI-ReportConfig ::=



SEQUENCE {


cqi-ReportModeAperiodic


ENUMERATED {












rm12, rm20, rm22, rm30, rm31,












spare3, spare2, spare1} OPTIONAL, 


-- Need OR


nomPDSCH-RS-EPRE-Offset



INTEGER (-1..6),


cqi-ReportPeriodic



CQI-ReportPeriodic
OPTIONAL 



-- Need ON

}

CQI-ReportConfig-v920 ::=

SEQUENCE {


cqi-Mask-r9





ENUMERATED {setup}

OPTIONAL,

-- Cond cqi-Setup


pmi-RI-Report-r9



ENUMERATED {setup}

OPTIONAL

-- Cond PMIRI

}

CQI-ReportConfig-r10 ::=
SEQUENCE {


cqi-ReportModeAperiodic-r10


ENUMERATED {












rm12, rm20, rm22, rm30, rm31,












spare3, spare2, spare1} 
OPTIONAL,
-- Need OR


nomPDSCH-RS-EPRE-Offset-r10


INTEGER (-1..6),


cqi-ReportPeriodic-r10



CQI-ReportPeriodic-r10


OPTIONAL,
-- Need ON


aperiodicCSI-Trigger-r10


SEQUENCE {





trigger1-r10




BIT STRING (SIZE (8)),




trigger2-r10




BIT STRING (SIZE (8))


}
















OPTIONAL,
-- Need ON


pmi-RI-Report-r9




ENUMERATED {setup}



OPTIONAL,
-- Cond PMIRI


csi-SubframePatternConfig-r10

CHOICE {



release






NULL,



setup






SEQUENCE {




csi-SubframePattern-r10


SEQUENCE {





csi-SubframeSet1-r10


MeasSubframePattern-r10,





csi-SubframeSet2-r10


MeasSubframePattern-r10




},




cqi-ReportPeriodicIndex-r10

SEQUENCE {





cqi-pmi-ConfigIndex2-r10

INTEGER (0..1023),





ri-ConfigIndex2-r10



INTEGER (0..1023)

OPTIONAL
-- Need OR




}

OPTIONAL













-- Cond Periodic



}


}
















OPTIONAL
-- Need ON

}

CQI-ReportConfigSCell-r10 ::=



SEQUENCE {


cqi-ReportModeAperiodic-r10


ENUMERATED {












rm12, rm20, rm22, rm30, rm31,












spare3, spare2, spare1} OPTIONAL, 


-- Need OR


nomPDSCH-RS-EPRE-Offset-r10



INTEGER (-1..6),


cqi-ReportPeriodicSCell-r10


CQI-ReportPeriodic-r10


OPTIONAL,
-- Need ON


pmi-RI-Report-r9




ENUMERATED {setup}



OPTIONAL
-- Cond PMIRI

}

CQI-ReportPeriodic ::=

CHOICE {


release






NULL,


setup






SEQUENCE {



cqi-PUCCH-ResourceIndex



INTEGER (0..1185),



cqi-pmi-ConfigIndex




INTEGER (0..1023),



cqi-FormatIndicatorPeriodic


CHOICE {




widebandCQI






NULL,




subbandCQI






SEQUENCE {




k








INTEGER (1..4)




}



},



ri-ConfigIndex





INTEGER (0..1023) 
OPTIONAL, 



-- Need OR



simultaneousAckNackAndCQI


BOOLEAN


}

}

CQI-ReportPeriodic-r10 ::=

CHOICE {


release







NULL,


setup







SEQUENCE {



cqi-PUCCH-ResourceIndex-r10


INTEGER (0..1184),



cqi-PUCCH-ResourceIndexP1-r10

INTEGER (0..1184)



OPTIONAL,
-- Need OR



cqi-pmi-ConfigIndex-r10



INTEGER (0..1023),



cqi-FormatIndicatorPeriodic-r10

CHOICE {




widebandCQI-r10





SEQUENCE {





csi-ReportMode-r10

ENUMERATED {submode1, submode2}

OPTIONAL
-- Need OR




},




subbandCQI-r10





SEQUENCE {





k-r10







INTEGER (1..4),





periodicityFactor-r10



ENUMERATED {n2, n4}




}



},



ri-ConfigIndex-r10




INTEGER (0..1023)
OPTIONAL,



-- Need OR



simultaneousAckNackAndCQI-r10

BOOLEAN,



cqi-Mask-r9





ENUMERATED {setup}

OPTIONAL



-- Need OR


}

}

-- ASN1STOP

	CQI-ReportConfig field descriptions

	aperiodicCSI-Trigger

indicates for which serving cell(s) the aperiodic CSI report is triggered when one or more SCells are configured. trigger1 corresponds to the CSI request field ‘10’ and trigger2 corresponds to the CSI request field ‘11’, see TS 36.213 [23, table 7.2.1-1A]. The leftmost bit, bit 0 in the bit string corresponds to the cell with ServCellIndex=0 and bit 1 in the bit string corresponds to the cell with ServCellIndex=1 etc. Each bit has either value ‘0’ (means no aperiodic CSI report is triggered) or value ‘1’ (means the aperiodic CSI report is triggered). At most 5 bits can be set to value ‘1’ in the bit string. The (same) configuration applies for all serving cells i.e. for the PCell as well as for SCells, if configured.

	cqi-Mask

Limits CQI/PMI/RI reports to the on-duration period of the DRX cycle, see TS 36.321 [6]. The (same) configuration applies for all serving cells i.e. for the PCell as well as for SCells, if configured.

	csi-ReportMode

Parameter: PUCCH_format1-1_CSI_reporting_mode, see TS 36.213 [23, 7.2.2].

	cqi-FormatIndicatorPeriodic

Parameter: PUCCH CQI Feedback Type, see TS 36.213 [23, table 7.2.2-1]. Depending on transmissionMode, reporting mode is implicitly given from the table.

	cqi-pmi-ConfigIndex

Parameter: CQI/PMI Periodicity and Offset Configuration Index ICQI/PMI, see TS 36.213 [23, tables 7.2.2-1A and 7.2.2-1C]. If subframe subsets for CSI (CQI/PMI/RI) reporting are configured (i.e. csi-SubframePattern is configured), the parameter applies to the subframe subset corresponding to csi-SubframeSet1.

	cqi-pmi-ConfigIndex2

Parameter: CQI/PMI Periodicity and Offset Configuration Index ICQI/PMI, see TS 36.213 [23, tables 7.2.2-1A and 7.2.2-1C]. The parameter applies to the subframe subset corresponding to csi-SubframeSet2.

	cqi-PUCCH-ResourceIndex

Parameter 
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for antenna port P0, see TS 36.213 [23, 7.2]. E-UTRAN does not apply value ‘1185’.

	cqi-PUCCH-ResourceIndexP1

Parameter: 
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for antenna port P1, see TS 36.213 [23, 7.2].

	cqi-ReportModeAperiodic

Parameter: reporting mode. Value rm12 corresponds to Mode 1-2, rm20 corresponds to Mode 2-0, rm22 corresponds to Mode 2-2 etc. PUSCH reporting modes are described in TS 36.213 [23, 7.2.1].

	K

Parameter: K, see TS 36.213 [23, 7.2.2].

	nomPDSCH-RS-EPRE-Offset

Parameter: 
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 see TS 36.213 [23, 7.2.3]. Actual value = IE value * 2 [dB].

	periodicityFactor

Parameter: 
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, see TS 36.213 [23, 7.2.2].

	pmi-RI-Report

See TS 36.213 [23, 7.2]. The presence of this field means PMI/RI reporting is configured for tm8. For tm9, if number of CSI-RS port = 1, the presence of this field means PMI/RI is not  configured and CQI calculation is based on CSI-RS whereas if number of CSI-RS port > 1, the presence of this field means PMI/RI is configured and CQI calculation is based on CSI-RS. This field is applicable only when transmissionMode is set to tm8 and tm9; otherwise PMI/RI reporting is not configured and CQI calculation is based on CRS.

	ri-ConfigIndex

Parameter: RI Config Index IRI, see TS 36.213 [23, 7.2.2-1B]. If subframe subsets for CSI (CQI/PMI/RI) reporting are configured (i.e. csi-SubframePattern is configured), the parameter applies to the subframe subset corresponding to csi-SubframeSet1.

	ri-ConfigIndex2

Parameter: RI Config Index IRI, see TS 36.213 [23, 7.2.2-1B]. The parameter applies to the subframe subset corresponding to csi-SubframeSet2.

	simultaneousAckNackAndCQI

Parameter: Simultaneous-AN-and-CQI. see TS 36.213 [23, 10.1] TRUE indicates that simultaneous transmission of ACK/NACK and CQI is allowed. For SCells this field is not applicable and the UE shall ignore the value.


	Conditional presence
	Explanation

	cqi-Setup
	The field is optional present, need OR, if the cqi-ReportPeriodic in the cqi-ReportConfig is set to ‘setup’. If the field cqi-ReportPeriodic is present and set to ‘release’, the field is not present and the UE shall delete any existing value for this field. Otherwise the field is not present and the UE takes no action i.e. continues to use the existing value, if previously configured.

	Periodic
	The field is optional present, need OR, if cqi-ReportPeriodic is included and set to ‘setup’. If the field cqi-ReportPeriodic is present and set to ‘release’, the field is not present and the UE shall delete any existing value for this field. Otherwise the field is not present and the UE takes no action i.e. continues to use the existing value, if previously configured.

	PMIRI
	The field is optional present, need OR, if cqi-ReportPeriodic is included and set to ‘setup’, or cqi-ReportModeAperiodic is included. If the field cqi-ReportPeriodic is present and set to ‘release’ and cqi-ReportModeAperiodic is absent, the field is not present and the UE shall delete any existing value for this field. Otherwise the field is not present and the UE takes no action i.e. continues to use the existing value, if previously configured.


--------------------------------------------------End of change------------------------------------------------
--------------------------------------------------Start of change-----------------------------------------------
–
PhysicalConfigDedicated
The IE PhysicalConfigDedicated is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated information element
-- ASN1START

PhysicalConfigDedicated ::=

SEQUENCE {


pdsch-ConfigDedicated



PDSCH-ConfigDedicated


OPTIONAL,

-- Need ON


pucch-ConfigDedicated



PUCCH-ConfigDedicated


OPTIONAL,

-- Need ON


pusch-ConfigDedicated



PUSCH-ConfigDedicated


OPTIONAL,

-- Need ON


uplinkPowerControlDedicated


UplinkPowerControlDedicated

OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


cqi-ReportConfig




CQI-ReportConfig



OPTIONAL,

-- Cond CQI-r8


soundingRS-UL-ConfigDedicated

SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON


antennaInfo






CHOICE {



explicitValue





AntennaInfoDedicated,



defaultValue





NULL


}

OPTIONAL,















-- Cond AI-r8


schedulingRequestConfig



SchedulingRequestConfig

OPTIONAL, 


-- Need ON


...,


[[
cqi-ReportConfig-v920



CQI-ReportConfig-v920

OPTIONAL,

-- Need ON



antennaInfo-v920




AntennaInfoDedicated-v920
OPTIONAL

-- Need ON


]],


[[
antennaInfo-r10




CHOICE {




explicitValue




AntennaInfoDedicated-r10,




defaultValue




NULL



}

OPTIONAL,














-- Cond AI-r10



cif-Presence




BOOLEAN






OPTIONAL,
-- Need ON


cqi-ReportConfig-r10


CQI-ReportConfig-r10


OPTIONAL,

-- Cond CQI-r10



csi-RS-Config-r10



CSI-RS-Config-r10



OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v10x0

PUCCH-ConfigDedicated-v10x0

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v10x0

PUSCH-ConfigDedicated-v10x0

OPTIONAL,

-- Need ON



schedulingRequestConfig-v10x0
SchedulingRequestConfig-v10x0
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v10x0










SoundingRS-UL-ConfigDedicated-v10x0
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10









SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,
-- Need ON



ul-AntennaInfo-r10



UL-AntennaInfo-r10



OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v10x0
UplinkPowerControlDedicated-v10x0
OPTIONAL
-- Need ON


]]

}

PhysicalConfigDedicatedSCell-r10 ::=

SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration




SEQUENCE {



antennaInfo-r10





AntennaInfoDedicated-r10


OPTIONAL,
-- Need ON



crossCarrierSchedulingConfig-r10
CrossCarrierSchedulingConfig-r10
OPTIONAL,
-- Need ON



csi-RS-Config-r10




CSI-RS-Config-r10



OPTIONAL,
-- Need ON



pdsch-ConfigDedicated-r10


PDSCH-ConfigDedicated


OPTIONAL
-- Need ON


}















OPTIONAL, 
-- Cond SCellAdd


-- UL configuration


ul-Configuration




SEQUENCE {



pusch-ConfigDedicated-r10


PUSCH-ConfigDedicatedSCell-r10

OPTIONAL,
-- Need ON



uplinkPowerControlDedicated-r10

UplinkPowerControlDedicatedSCell-r10
OPTIONAL,
-- Need ON




cqi-ReportConfigSCell-r10


CQI-ReportConfigSCell-r10
OPTIONAL,
-- Need ON



soundingRS-UL-ConfigDedicated-r10
SoundingRS-UL-ConfigDedicated
OPTIONAL,
-- Need ON



soundingRS-UL-ConfigDedicated-v10x0










SoundingRS-UL-ConfigDedicated-v10x0
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10









SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,
-- Need ON



ul-AntennaInfo-r10




UL-AntennaInfo-r10


OPTIONAL
-- Need ON


}
















OPTIONAL,
-- Cond CommonUL


...

}

-- ASN1STOP

	PhysicalConfigDedicated field descriptions

	antennaInfo

A choice is used to indicate whether the antennaInfo is signalled explicitly or set to the default antenna configuration as specified in section 9.2.4.

	tpc-PDCCH-ConfigPUCCH

PDCCH configuration for power control of PUCCH using format 3/3A, see TS 36.212 [22].

	tpc-PDCCH-ConfigPUSCH

PDCCH configuration for power control of PUSCH using format 3/3A, see TS 36.212 [22].


	Conditional presence
	Explanation

	AI-r8
	The field is optionally present, need ON, if antennaInfoDedicated-r10 is absent. Otherwise the field is not present

	AI-r10
	The field is optionally present, need ON, if antennaInfoDedicated is absent. Otherwise the field is not present

	CommonUL
	The field is mandatory present if ul-Configuration of RadioResourceConfigCommonSCell-r10 is present; otherwise it is optional, need ON.

	CQI-r8
	The field is optionally present, need ON, if cqi-ReportConfig-r10 is absent. Otherwise the field is not present

	CQI-r10
	The field is optionally present, need ON, if cqi-ReportConfig and cqi-ReportConfig-v920 are absent. Otherwise the field is not present

	SCellAdd
	The field is mandatory present if cellIdentification is present; otherwise it is optional, need ON.


NOTE 1:
During handover, the UE performs a MAC reset, which involves reverting to the default CQI/ SRS/ SR configuration in accordance with subclause 5.3.13 and TS 36.321 [6, 5.9 & 5.2]. Hence, for these parts of the dedicated radio resource configuration, the default configuration (rather than the configuration used in the source PCell) is used as the basis for the delta signalling that is included in the message used to perform handover.

NOTE 2:
Since delta signalling is not supported for the common SCell configuration, E-UTRAN can only add and release the uplink of an SCell by releasing and adding the concerned SCell.

--------------------------------------------------End of change------------------------------------------------
--------------------------------------------------Start of change-----------------------------------------------
–
PUCCH-Config
The IE PUCCH-ConfigCommon and IE PUCCH-ConfigDedicated are used to specify the common and the UE specific PUCCH configuration respectively.

PUCCH-Config information elements
-- ASN1START

PUCCH-ConfigCommon ::=



SEQUENCE {


deltaPUCCH-Shift




ENUMERATED {ds1, ds2, ds3},


nRB-CQI







INTEGER (0..98),


nCS-AN







INTEGER (0..7),


n1PUCCH-AN






INTEGER (0..2047)

}

PUCCH-ConfigDedicated ::=


SEQUENCE {


ackNackRepetition




CHOICE{



release







NULL,



setup







SEQUENCE {




repetitionFactor




ENUMERATED {n2, n4, n6, spare1},




n1PUCCH-AN-Rep





INTEGER (0..2047)



}


},


tdd-AckNackFeedbackMode



ENUMERATED {bundling, multiplexing}
OPTIONAL
-- Cond TDD

}

PUCCH-ConfigDedicated-v10x0 ::=

SEQUENCE {


pucch-Format-r10




CHOICE {



format3







SEQUENCE {




n3PUCCH-AN-List-r10
SEQUENCE (SIZE (4)) OF INTEGER (0..549)
OPTIONAL,
-- Need ON




twoAntennaPortActivatedPUCCH-Format3-r10

CHOICE {






release










NULL,





setup










SEQUENCE {






n3PUCCH-AN-ListP1-r10
SEQUENCE (SIZE (4)) OF INTEGER (0..549)





}




}















OPTIONAL
-- Need ON



},



channelSelection



SEQUENCE {




n1PUCCH-AN-CS-List
SEQUENCE (SIZE (1..2)) OF n1PUCCH-AN-CS-List-r10


}


}

















OPTIONAL,
-- Need OR


twoAntennaPortActivatedPUCCH-Format1a1b-r10

ENUMERATED {true}

OPTIONAL,
-- Need OR


simultaneousPUCCH-PUSCH-r10





ENUMERATED {true}

OPTIONAL,
-- Need OR



n1PUCCH-AN-RepP1-r10






INTEGER (0..2047)

OPTIONAL,
-- Need OR

tdd-AckNackFeedbackMode-r10





ENUMERATED {bundling, multiplexing,














channelSelection, spare1}
}
n1PUCCH-AN-CS-List-r10
::=


SEQUENCE (SIZE (1..4)) OF INTEGER (0..2047)

-- ASN1STOP

	PUCCH-Config field descriptions

	ackNackRepetition

Parameter indicates whether ACK/NACK repetition is configured, see TS 36.213 [23, 10.1].

	deltaPUCCH-Shift

Parameter: 
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	n1PUCCH-AN

Parameter: 
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	n1PUCCH-AN-Rep

Parameter: 
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for antenna port P0, see TS 36.213 [23, 10.1].

	n1PUCCH-AN-RepP1

Parameter: 
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for antenna port P1, see TS 36.213 [23, 10.1].

	n1PUCCH-AN-CS-List

Parameter: 
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 for PUCCH format 1b with channel selection HARQ-ACK, see TS36.213 [23, 10.1] 

	n3PUCCH-AN-List

Parameter: 
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for antenna port P0, see TS 36.213 [23, 10.1]. 

	n3PUCCH-AN-ListP1

Parameter: 
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for antenna port P1, see TS 36.213 [23, tbd].

	nCS-An

Parameter: 
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see TS 36.211 [21, 5.4].

	nRB-CQI

Parameter: 
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, see TS 36.211 [21, 5.4].

	pucch-Format

Parameter indicates one of the PUCCH formats for transmission of HARQ-ACK when one or more SCells are configured, see TS 36.213 [23, 10.1].

	repetitionFactor

Parameter 
[image: image14.wmf]ANRep

N

 see TS 36.213 [23, 10.1] where n2 corresponds to repetition factor 2, n4 to 4.

	simultaneousPUCCH-PUSCH

Parameter indicates whether simultaneous PUCCH and PUSCH transmissions is configured, see TS 36.213 [23, 10.1 and 5.1.1].

	tdd-AckNackFeedbackMode

Parameter indicates one of the two TDD ACK/NACK feedback modes used, see TS 36.213 [23, 7.3, 10.1.3]. bundling corresponds to use of ACK/NACK bundling, multiplexing corresponds to ACK/NACK multiplexing, and channelSelection corresponds to channel selection based on Table 10.1.3-5, 10.1.3-6 and 10.1.3-7. 
The same value applies to both ACK/NACK feedback modes on PUCCH as well as on PUSCH. For TDD configuration 5, E-UTRAN should always set this field to bundling.

	twoAntennaPortActivatedPUCCH-Format1a1b

Indicates whether two antenna ports are configured for PUCCH format 1a/1b for HARQ-ACK, see TS 36.213 [23, 10.1].


	Conditional presence
	Explanation

	TDD
	The field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.


--------------------------------------------------End of change------------------------------------------------
--------------------------------------------------Start of change-----------------------------------------------
–
SoundingRS-UL-Config

The IE SoundingRS-UL-Config is used to specify the uplink Sounding RS configuration for periodic and aperiodic sounding.
SoundingRS-UL-Config information element
-- ASN1START

SoundingRS-UL-ConfigCommon ::=

CHOICE {


release







NULL,


setup







SEQUENCE {



srs-BandwidthConfig




ENUMERATED {bw0, bw1, bw2, bw3, bw4, bw5, bw6, bw7},



srs-SubframeConfig




ENUMERATED {













sc0, sc1, sc2, sc3, sc4, sc5, sc6, sc7,













sc8, sc9, sc10, sc11, sc12, sc13, sc14, sc15},



ackNackSRS-SimultaneousTransmission
BOOLEAN,



srs-MaxUpPts





ENUMERATED {true}


OPTIONAL
-- Cond TDD


}

}

SoundingRS-UL-ConfigDedicated ::=
CHOICE{


release







NULL,


setup







SEQUENCE {



srs-Bandwidth





ENUMERATED {bw0, bw1, bw2, bw3},



srs-HoppingBandwidth



ENUMERATED {hbw0, hbw1, hbw2, hbw3},



freqDomainPosition




INTEGER (0..23),



duration






BOOLEAN,



srs-ConfigIndex





INTEGER (0..1023),



transmissionComb




INTEGER (0..1),



cyclicShift






ENUMERATED {cs0, cs1, cs2, cs3, cs4, cs5, cs6, cs7}


}

}

SoundingRS-UL-ConfigDedicated-v10x0 ::=
SEQUENCE {


srs-AntennaPort-r10




ENUMERATED {an1, an2, spare2, spare1}

}

SoundingRS-UL-ConfigDedicatedAperiodic-r10 ::=
CHOICE{


release







NULL,


setup







SEQUENCE {



srs-ConfigIndexAp-r10



INTEGER (0..31),
-- FFS whether to extend srs-ConfigIndexAp-r10 into (0..36) for FDD and (0..44) for TDD


srs-ConfigApDCI-Format4-r10


SEQUENCE (SIZE (1..3)) OF SRS-ConfigAp-r10,



srs-ActivateAp-r10




CHOICE {





release






NULL,





setup






SEQUENCE {






srs-ConfigApDCI-Format0-r10


SRS-ConfigAp-r10,






srs-ConfigApDCI-Format1a-r10

SRS-ConfigAp-r10





}



}


}

}

SRS-ConfigAp-r10 ::= SEQUENCE {


srs-AntennaPortAp-r10



ENUMERATED {an1, an2, spare2, spare1},


srs-BandwidthAp-r10




ENUMERATED {bw0, bw1, bw2, bw3},
-- value range FFS




freqDomainPositionAp-r10


INTEGER (0..23),




-- value range FFS

transmissionCombAp-r10



INTEGER (0..1),


cyclicShiftAp-r10




ENUMERATED {cs0, cs1, cs2, cs3, cs4, cs5, cs6, cs7}

}



















-- ASN1STOP

	SoundingRS-UL-Config field descriptions

	ackNackSRS-SimultaneousTransmission

Parameter: Simultaneous-AN-and-SRS, see TS 36.213 [23, 8.2]. For SCells this field is not applicable and the UE shall ignore the value.

	cyclicShift

Parameter: n_SRS. See TS 36.211 [21, 5.5.3.1], where cs0 corresponds to 0 etc.

	cyclicShiftAp

Parameter: n_SRS. See TS 36.211 [21, 5.5.3.1], where cs0 corresponds to 0 etc.

	duration

Parameter: Duration. See TS 36.213 [21, 8.2]. FALSE corresponds to “single” and value TRUE to “indefinite”.

	freqDomainPosition

Parameter: 
[image: image15.wmf]RRC

n

, see TS 36.211 [21, 5.5.3.2].

	freqDomainPositionAp

Parameter: 
[image: image16.wmf]RRC

n

, see TS 36.211 [21, 5.5.3.2].

	srs-AntennaPort

parameter indicates the number of antenna ports used for periodic sounding reference signal transmission, see TS 36.211 [21, 5.5.3].

	srs-AntennaPortAp

parameter indicates the number of antenna ports used for aperiodic sounding reference signal transmission, see TS 36.211 [21, 5.5.3].

	srs-Bandwidth

Parameter: 
[image: image17.wmf]SRS

B

, see TS 36.211 [21, tables 5.5.3.2-1, 5.5.3.2-2, 5.5.3.2-3 and 5.5.3.2-4].

	srs-BandwidthAp

Parameter: 
[image: image18.wmf]SRS

B

, see TS 36.211 [21, tables 5.5.3.2-1, 5.5.3.2-2, 5.5.3.2-3 and 5.5.3.2-4].

	srs-BandwidthConfig

Parameter: SRS Bandwidth Configuration. See TS 36.211, [21, table 5.5.3.2-1, 5.5.3.2-2, 5.5.3.2-3 and 5.5.3.2– 4]. Actual configuration depends on UL bandwidth. bw0 corresponds to value 0, bw1 to value 1 and so on.

	srs-ConfigIndex
Parameter: ISRS. See TS 36.213 [23, table8.2-1].

	srs-ConfigIndexAp
Parameter: ISRS. See TS 36.213 [23, table 8.2-1].

	srs-HoppingBandwidth

Parameter: SRS hopping bandwidth 
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, see TS 36.211 [21, 5.5.3.2] where hbw0 corresponds to value 0, hbw1 to value 1 and so on.

	srs-MaxUpPts

Parameter: srsMaxUpPts, see TS 36.211 [21, 5.5.3.2]. If this field is present, reconfiguration of 
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 applies for UpPts, otherwise reconfiguration does not apply.

	srs-SubframeConfig

Parameter: SRS SubframeConfiguration. See TS 36.211, [21, table 5.5.3.3-1] applies for FDD whereas TS 36.211, [21, table 5.5.3.3-2] applies for TDD. sc0 corresponds to value 0, sc1 to value 1 and so on.

	transmissionComb

Parameter: 
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, see TS 36.211 [21, 5.5.3.2].

	transmissionCombAp

Parameter: 
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	Conditional presence
	Explanation

	TDD
	This field is optional present for TDD, need OR; it is not present for FDD and the UE shall delete any existing value for this field.


--------------------------------------------------End of change------------------------------------------------
--------------------------------------------------Start of change-----------------------------------------------
–
UL-AntennaInfo

The IE UL-AntennaInfo is used to specify the UL antenna configuration.

UL-AntennaInfo information elements
-- ASN1START

UL-AntennaInfo-r10 ::=

SEQUENCE {


ul-TransmissionMode-r10



ENUMERATED {tm1, tm2, spare6, spare5,














spare4, spare3, spare2, spare1},




...

}

-- ASN1STOP

	UL-AntennaInfo field descriptions

	


	ul-TransmissionMode

Points to one of UL Transmission modes defined in TS 36.213 [23, 8.0] where tm1 refers to transmission mode 1, tm2 to transmission mode 2 etc.


--------------------------------------------------End of change------------------------------------------------
--------------------------------------------------Start of change-----------------------------------------------
–
UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], and the Feature Group Indicators for mandatory features (defined in Annex B.1) to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.

UE-EUTRA-Capability information element
-- ASN1START

UE-EUTRA-Capability ::=


SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..5),


pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measParameters





MeasParameters,


featureGroupIndicators



BIT STRING (SIZE (32))



OPTIONAL,


interRAT-Parameters



SEQUENCE {



utraFDD







IRAT-ParametersUTRA-FDD



OPTIONAL,



utraTDD128






IRAT-ParametersUTRA-TDD128



OPTIONAL,



utraTDD384






IRAT-ParametersUTRA-TDD384



OPTIONAL,



utraTDD768






IRAT-ParametersUTRA-TDD768



OPTIONAL,



geran







IRAT-ParametersGERAN




OPTIONAL,



cdma2000-HRPD





IRAT-ParametersCDMA2000-HRPD


OPTIONAL,



cdma2000-1xRTT





IRAT-ParametersCDMA2000-1XRTT


OPTIONAL


},


nonCriticalExtension



UE-EUTRA-Capability-v920-IEs

OPTIONAL

}

UE-EUTRA-Capability-v920-IEs ::=

SEQUENCE {


phyLayerParameters-v920



PhyLayerParameters-v920,


interRAT-ParametersGERAN-v920


IRAT-ParametersGERAN-v920,


interRAT-ParametersUTRA-v920


IRAT-ParametersUTRA-v920


OPTIONAL,


interRAT-ParametersCDMA2000-v920

IRAT-ParametersCDMA2000-1XRTT-v920
OPTIONAL,


deviceType-r9






ENUMERATED {noBenFromBatConsumpOpt}
OPTIONAL,


csg-ProximityIndicationParameters-r9
CSG-ProximityIndicationParameters-r9,


neighCellSI-AcquisitionParameters-r9
NeighCellSI-AcquisitionParameters-r9,


son-Parameters-r9





SON-Parameters-r9,


nonCriticalExtension




UE-EUTRA-Capability-v940-IEs

OPTIONAL

}

UE-EUTRA-Capability-v940-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v10xy-IEs

OPTIONAL

}

UE-EUTRA-Capability-v10xy-IEs ::=
SEQUENCE {


ue-Category-v10xy




INTEGER (6..8)






OPTIONAL,


rf-Parameters-v10xy




RF-Parameters-v10xy





OPTIONAL,


measParameters-v10xy



MeasParameters-v10xy




OPTIONAL,


interRAT-ParametersCDMA2000-v10xy
IRAT-ParametersCDMA2000-1XRTT-v10xy

OPTIONAL,


ue-BasedNetwPerfMeasParameters-r10
UE-BasedNetwPerfMeasParameters-r10

OPTIONAL,


nonCriticalExtension



SEQUENCE {}







OPTIONAL

}

AccessStratumRelease ::=


ENUMERATED {











rel8, rel9, rel10, spare5, spare4, spare3,











spare2, spare1, ...}

PDCP-Parameters ::=



SEQUENCE {


supportedROHC-Profiles



SEQUENCE {



profile0x0001





BOOLEAN,



profile0x0002





BOOLEAN,



profile0x0003





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0101





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0103





BOOLEAN,



profile0x0104





BOOLEAN


},


maxNumberROHC-ContextSessions

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24, cs32,












cs48, cs64, cs128, cs256, cs512, cs1024,












cs16384, spare2, spare1}



DEFAULT cs16,


...

}

PhyLayerParameters ::=



SEQUENCE {


ue-TxAntennaSelectionSupported

BOOLEAN,


ue-SpecificRefSigsSupported

BOOLEAN

}

PhyLayerParameters-v920 ::=

SEQUENCE {


enhancedDualLayerFDD-r9


ENUMERATED {supported}


OPTIONAL,


enhancedDualLayerTDD-r9


ENUMERATED {supported}


OPTIONAL

}

RF-Parameters ::=




SEQUENCE {


supportedBandListEUTRA



SupportedBandListEUTRA

}

RF-Parameters-v10xy ::=



SEQUENCE {


supportedBandCombination-r10


SupportedBandCombination-r10

}

SupportedBandCombination-r10 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-r10 

BandCombinationParameters-r10 ::= SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-r10

BandParameters-r10 ::= SEQUENCE {


bandEUTRA-r10




INTEGER (1..64),


bandParametersUL-r10


BandParametersUL-r10




OPTIONAL,


bandParametersDL-r10


BandParametersDL-r10




OPTIONAL

}

BandParametersUL-r10 ::= SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersUL-r10

CA-MIMO-ParametersUL-r10 ::= SEQUENCE {


ca-BandwidthClassUL-r10



CA-BandwidthClass-r10,


supportedMIMO-CapabilityUL-r10

MIMO-CapabilityUL-r10



OPTIONAL

}

BandParametersDL-r10 ::= SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersDL-r10

CA-MIMO-ParametersDL-r10 ::= SEQUENCE {


ca-BandwidthClassDL-r10



CA-BandwidthClass-r10,


supportedMIMO-CapabilityDL-r10

MIMO-CapabilityDL-r10



OPTIONAL

}

CA-BandwidthClass-r10 ::= ENUMERATED {a, b, c, d, e, f, ...}

MIMO-CapabilityUL-r10 ::= ENUMERATED {twoLayers, spare1}

MIMO-CapabilityDL-r10 ::= ENUMERATED {twoLayers, fourLayers, eightLayers}

SupportedBandListEUTRA ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA 

SupportedBandEUTRA ::=



SEQUENCE {


bandEUTRA






INTEGER (1..64),


halfDuplex






BOOLEAN

}

MeasParameters ::=




SEQUENCE {


bandListEUTRA





BandListEUTRA

}

MeasParameters-v10xy ::=


SEQUENCE {


bandCombinationListEUTRA-r10


BandCombinationListEUTRA-r10

}

BandListEUTRA ::=




SEQUENCE (SIZE (1..maxBands)) OF BandInfoEUTRA 

BandCombinationListEUTRA-r10 ::=
SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandInfoEUTRA

BandInfoEUTRA ::=




SEQUENCE {


interFreqBandList




InterFreqBandList,


interRAT-BandList




InterRAT-BandList

OPTIONAL

}

InterFreqBandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterFreqBandInfo

InterFreqBandInfo ::=



SEQUENCE {


interFreqNeedForGaps



BOOLEAN

}

InterRAT-BandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterRAT-BandInfo

InterRAT-BandInfo ::=



SEQUENCE {


interRAT-NeedForGaps



BOOLEAN

}

IRAT-ParametersUTRA-FDD ::=

SEQUENCE {


supportedBandListUTRA-FDD


SupportedBandListUTRA-FDD

}

IRAT-ParametersUTRA-v920 ::=

SEQUENCE {


e-RedirectionUTRA-r9



ENUMERATED {supported}

}

SupportedBandListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-FDD 

SupportedBandUTRA-FDD ::=


ENUMERATED {











bandI, bandII, bandIII, bandIV, bandV, bandVI,











bandVII, bandVIII, bandIX, bandX, bandXI,











bandXII, bandXIII, bandXIV, bandXV, bandXVI, ...,











bandXVII-8a0, bandXVIII-8a0, bandXIX-8a0, bandXX-8a0,











bandXXI-8a0, bandXXII-8a0, bandXXIII-8a0, bandXXIV-8a0,











bandXXV-8a0, bandXXVI-8a0, bandXXVII-8a0, bandXXVIII-8a0,











bandXXIX-8a0, bandXXX-8a0, bandXXXI-8a0, bandXXXII-8a0}

IRAT-ParametersUTRA-TDD128 ::=

SEQUENCE {


supportedBandListUTRA-TDD128

SupportedBandListUTRA-TDD128

}

SupportedBandListUTRA-TDD128 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD128 

SupportedBandUTRA-TDD128 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersUTRA-TDD384 ::=

SEQUENCE {


supportedBandListUTRA-TDD384

SupportedBandListUTRA-TDD384

}

SupportedBandListUTRA-TDD384 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD384 

SupportedBandUTRA-TDD384 ::=

ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

IRAT-ParametersUTRA-TDD768 ::=

SEQUENCE {


supportedBandListUTRA-TDD768

SupportedBandListUTRA-TDD768

}

SupportedBandListUTRA-TDD768 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD768 

SupportedBandUTRA-TDD768 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersGERAN ::=


SEQUENCE {


supportedBandListGERAN



SupportedBandListGERAN,


interRAT-PS-HO-ToGERAN



BOOLEAN

}

IRAT-ParametersGERAN-v920 ::=

SEQUENCE {


dtm-r9







ENUMERATED {supported}


OPTIONAL,


e-RedirectionGERAN-r9



ENUMERATED {supported}


OPTIONAL

}

SupportedBandListGERAN ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandGERAN 

SupportedBandGERAN ::=



ENUMERATED {











gsm450, gsm480, gsm710, gsm750, gsm810, gsm850,











gsm900P, gsm900E, gsm900R, gsm1800, gsm1900,











spare5, spare4, spare3, spare2, spare1, ...}

IRAT-ParametersCDMA2000-HRPD ::=
SEQUENCE {


supportedBandListHRPD



SupportedBandListHRPD,


tx-ConfigHRPD





ENUMERATED {single, dual},


rx-ConfigHRPD





ENUMERATED {single, dual}

}

SupportedBandListHRPD ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

IRAT-ParametersCDMA2000-1XRTT ::=
SEQUENCE {


supportedBandList1XRTT



SupportedBandList1XRTT,


tx-Config1XRTT





ENUMERATED {single, dual},


rx-Config1XRTT





ENUMERATED {single, dual}

}

IRAT-ParametersCDMA2000-1XRTT-v920 ::=
SEQUENCE {


e-CSFB-1XRTT-r9





ENUMERATED {supported},


e-CSFB-ConcPS-Mob1XRTT-r9


ENUMERATED {supported}


OPTIONAL
}

IRAT-ParametersCDMA2000-1XRTT-v10xy ::=
SEQUENCE {


e-CSFB-dual-1XRTT-r10



ENUMERATED {supported}

}

SupportedBandList1XRTT ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

CSG-ProximityIndicationParameters-r9 ::=
SEQUENCE {


intraFreqProximityIndication-r9
ENUMERATED {supported}


OPTIONAL,


interFreqProximityIndication-r9
ENUMERATED {supported}


OPTIONAL,


utran-ProximityIndication-r9

ENUMERATED {supported}


OPTIONAL

}

NeighCellSI-AcquisitionParameters-r9 ::=
SEQUENCE {


intraFreqSI-AcquisitionForHO-r9
ENUMERATED {supported}


OPTIONAL,


interFreqSI-AcquisitionForHO-r9
ENUMERATED {supported}


OPTIONAL,


utran-SI-AcquisitionForHO-r9

ENUMERATED {supported}


OPTIONAL

}

SON-Parameters-r9 ::=



SEQUENCE {


rach-Report-r9





ENUMERATED {supported}


OPTIONAL

}

UE-BasedNetwPerfMeasParameters-r10 ::=
SEQUENCE {


loggedMeasurementsIdle-r10



ENUMERATED {supported}

OPTIONAL,


standaloneGNSS-Location-r10



ENUMERATED {supported}

OPTIONAL

}

-- ASN1STOP

	UE-EUTRA-Capability field descriptions

	accessStratumRelease

Set to rel10 in this version of the specification.

	bandCombinationListEUTRA

One entry corresponding to each supported band combination listed in the same order as in supportedBandCombination. 

	bandEUTRA

E‑UTRA band as defined in TS 36.101 [42].

	bandListEUTRA

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.

	CA-BandwidthClass 

The CA bandwidth class supported by the UE as defined in TBD. 

	deviceType

UE may set the value to “noBenFromBatConsumpOpt” when it does not foresee to particularly benefit from NW-based battery consumption optimisation. Absence of this value means that the device does benefit from NW-based battery consumption optimisation.

	dtm

Indicates whether the UE supports DTM in GERAN.

	e-CSFB-1XRTT

Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT or not.

	e-CSFB-ConcPS-Mob1XRTT
Indicates whether the UE supports concurrent enhanced CS fallback to CDMA2000 1xRTT and PS handover/ redirection to CDMA2000 HRPD.

	e-CSFB-dual-1XRTT

Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT for dual Rx/Tx configuration. This bit can only be set to ‘supported’ if tx-Config1XRTT and rx-Config1XRTT are both set to ‘dual’.

	enhancedDualLayerTDD-Supported

Indicates whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for TDD or not. This bit shall be set to “TRUE” by a Rel-9 TDD UE when the functionality has been IOT tested.

	featureGroupIndicators

The definitions of the bits in the bit string are described in Annex B.

	halfDuplex

If halfDuplex is set to true, only half duplex operation is supported for the band, otherwise full duplex operation is supported.

	intraFreqProximityIndication

Indicates whether the UE supports proximity indication for intra-frequency E-UTRAN cells whose CSG Identities are in the UE’s CSG Whitelist.

	intraFreqSI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring intra-frequency cell.

	interFreqBandList

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.

	interFreqNeedForGaps

Indicates need for measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA or on the E-UTRA band combination given by the entry in bandCombinationListEUTRA and measuring on the E‑UTRA band given by the entry in interFreqBandList.

	interFreqProximityIndication

Indicates whether the UE supports proximity indication for inter-frequency E-UTRAN cells whose CSG Identities are in the UE’s CSG Whitelist.

	interFreqSI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring inter-frequency cell.

	interRAT-BandList

One entry corresponding to each supported band of another RAT listed in the same order as in the interRAT-Parameters.

	interRAT-NeedForGaps

Indicates need for DL measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA or on the E-UTRA band combination given by the entry in bandCombinationListEUTRA and measuring on the inter-RAT band given by the entry in the interRAT-BandList.

	interRAT-PS-HO-ToGERAN

Indicates whether the UE supports inter-RAT PS handover to GERAN or not.

	loggedMeasurementsIdle

Indicates whether the UE supports logged measurements in Idle mode.

	maxNumberROHC-ContextSessions

Set to the maximum number of concurrently active ROHC contexts supported by the UE. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on.

	MIMO-CapabilityDL

The number of supported layers for spatial multiplexing in DL. 

	MIMO-CapabilityUL

The number of supported layers for spatial multiplexing in UL.

	rach-Report

Indicates whether the UE supports delivery of rachReport.

	standaloneGNSS-Location

Indicates whether the UE is equipped with a standalone GNSS receiver that may be used to provide detailed location information in RRC measurement report and logged measurements.

	SupportedBandGERAN

GERAN band as defined in TS 45.005 [20].

	SupportedBandList1XRTT

One entry corresponding to each supported CDMA2000 1xRTT band class.

	SupportedBandListHRPD

One entry corresponding to each supported CDMA2000 HRPD band class.

	SupportedBandUTRA-FDD

UTRA band as defined in TS 25.101 [17].

	SupportedBandUTRA-TDD128

UTRA band as defined in TS 25.102 [18].

	SupportedBandUTRA-TDD384

UTRA band as defined in TS 25.102 [18].

	SupportedBandUTRA-TDD768

UTRA band as defined in TS 25.102 [18].

	ue-Category

UE category as defined in TS 36.306 [5]. Set to values 1 to 8 in this version of the specification.

	ue-TxAntennaSelectionSupported

TRUE indicates that the UE is capable of supporting UE transmit antenna selection as described in TS 36.213 [23, 8.7].

	utran-ProximityIndication

Indicates whether the UE supports proximity indication for UTRAN cells whose CSG IDs are in the UE’s CSG Whitelist.

	utran-SI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring UMTS cell.

	


NOTE 1:
The IE UE-EUTRA-Capability does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.

NOTE 2:
All the combinations of CA-MIMO-ParametersUL and CA-MIMO-ParametersDL for one band and across all the bands in each BandCombinationParameters are supported by the UE and have the same measurement gap requirement (i.e. the same BandInfoEUTRA applies). The BandCombinationParameters for the same band combination can be included more than once.
--------------------------------------------------End of change------------------------------------------------
--------------------------------------------------Start of change-----------------------------------------------
6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxBandComb-r10



INTEGER ::=
0
-- Maximum number of band combinations. Value is FFS

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
0
-- Maximum number of supported CA BW classes per band












-- Value is FFS

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted cells












--
listed in SIB type 4 and 5

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers

maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier fequency


maxFreq





INTEGER ::= 8
-- Maximum number of EUTRA carrier frequencies

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMeasId




INTEGER ::= 32

maxObjectId




INTEGER ::= 32

maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxReportConfigId


INTEGER ::= 32

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 0
-- Maximum number of simultaneously aggregated bands












-- Value is FFS

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

-- ASN1STOP

NOTE: The value of maxDRB align with SA2.

--------------------------------------------------End of change------------------------------------------------
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