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Start of change 1
8.1.13
Signalling connection release procedure
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Figure 8.1.13-1: Signalling connection release procedure, normal case

8.1.13.1
General
The signalling connection release procedure is used to notify to the UE that one of its ongoing signalling connections has been released. The procedure does not initiate the release of the RRC connection.

8.1.13.2
Initiation of SIGNALLING CONNECTION RELEASE by the UTRAN
To initiate the procedure, the UTRAN transmits a SIGNALLING CONNECTION RELEASE message on DCCH using AM RLC.

8.1.13.3
Reception of SIGNALLING CONNECTION RELEASE by the UE
Upon reception of a SIGNALLING CONNECTION RELEASE message, the UE shall:

1>
indicate the release of the signalling connection and pass the value of the IE "CN domain identity" to upper layers;

1>
remove the signalling connection with the identity indicated by the IE "CN domain identity" from the variable ESTABLISHED_SIGNALLING_CONNECTIONS;
1> if the IE "Extended Wait Time" is present and the UE supports "delay tolerant access":


2> forward the IE "Extended Wait Time" to the upper layers;
1>
clear the entry for the SIGNALLING CONNECTION RELEASE message in the table "Accepted transactions" in the variable TRANSACTIONS;

1>
the procedure ends.

End of Change 1

Start of Change 2
10.2.46
SIGNALLING CONNECTION RELEASE
This message is used to notify the UE that its ongoing signalling connection to a CN domain has been released.


RLC-SAP: AM


Logical channel: DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	Integrity check info is included if integrity protection is applied
	

	Extended Wait Time
	OP
	
	Extended Wait Time 10.3.3.12a
	
	REL-10

	CN information elements
	
	
	
	
	

	CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	


End of Change 2

Start of Change 3
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

--Unrelated parts are omitted

-- ***************************************************

--

-- SIGNALLING CONNECTION RELEASE

--

-- ***************************************************

SignallingConnectionRelease ::= CHOICE {


r3







SEQUENCE {



signallingConnectionRelease-r3
SignallingConnectionRelease-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




signallingConnectionRelease-r3-add-ext

BIT STRING

OPTIONAL,




vaxyNonCriticalExtensions

SEQUENCE {





signallingConnectionRelease-vaxyext

SignallingConnectionRelease-vaxyext-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL




}
OPTIONAL


}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



SEQUENCE {}


}

}

SignallingConnectionRelease-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity

}

SignallingConnectionRelease-vaxyext-IEs ::= SEQUENCE {


extendedWaitTime 



ExtendedWaitTime




OPTIONAL

}

--Unrelated parts are omitted
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