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	In E-UTRA, if the UEInformationRequest message is received from a cell, UE transmits the UEInformationResponse message. But, if a cell changes due to handover, it is not necessary that the UEInformationResponse message that was not submitted at a source cell is transmitted to a target cell in response to the UEInformationRequest message received from a source cell.
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	The following sentence is added to 5.6.5.3.
“This procedure ends upon reception of a RRCConnectionReconfiguration message including the mobilityControlInfo or upon reception of the MobilityFromEUTRACommand message.”
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5.6.5.3
Reception of the UEInformationRequest message

Upon receiving the UEInformationRequest message, the UE shall:

1>
if rach-ReportReq is set to true, set the contents of the rach-Report in the UEInformationResponse message as follows: 

2>
set the numberOfPreamblesSent to indicate the number of preambles sent by MAC for the last successfully completed random access procedure;
2>
if contention resolution was not successful as specified in TS 36.321 [6] for at least one of the transmitted preambles for the last successfully completed random access procedure:

3>
set the contentionDetected to true;

2>
else:

3>
set the contentionDetected to false;

1>
if rlf-ReportReq is set to 'true' and the UE has radio link failure information or handover failure information available in VarRLF-Report and there is a plmn-Identity stored in VarRLF-Report and its value is equal to the RPLMN, set the rlf-Report in the UEInformationResponse message to the value of rlf-Report in VarRLF-Report;

1>
if the rlf-Report is included in UEInformationResponse:

2>
discard the rlf-Report from VarRLF-Report upon successful delivery of the UEInformationResponse message confirmed by lower layers.

1>
if the logMeasReportReq is present and the plmn-Identity stored in VarLogMeasReport is equal to the RPLMN:
2>
if VarLogMeasReport includes one or more logged measurement entries, set the contents of the logMeasReport in the UEInformationResponse message as follows:

3>
include the absoluteTimeStamp and set it to the value of absoluteTimeInfo in the VarLogMeasReport;

3>
include the traceReference and set it to the value of traceReference in the VarLogMeasReport;

3>

include the traceRecordingSession and set it to the value of traceRecordingSession in the VarLogMeasReport;
3>
include the logMeasInfoList and set it to include one or more entries from VarLogMeasReport starting from the entries logged first;
3>
if the VarLogMeasReport is not empty:

4>
include the logMeasAvailable and set it to true;
1>
if the logMeasReport is included in the UEInformationReponse:

2>
submit the UEInformationResponse message to lower layers for transmission via SRB2;

2>
discard the logged measurement entries included in the logMeasInfoList from VarLogMeasReport upon successful transmission of the UEInformationResponse message;
1>
else:

2>
submit the UEInformationResponse message to lower layers for transmission via SRB1;
This procedure ends upon reception of a RRCConnectionReconfiguration message including the mobilityControlInfo or upon reception of the MobilityFromEUTRACommand message.
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