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	In RAN3 #71meeting the MBMS Service Suspension and Resumption Function is specified. The following content has been captured in  section 15.8.2.7 inTS 36.300 Va30:

The MBMS Service Suspension and Resumption Function enables the MCE to inform the eNB that it may release the allocated RAN resources, may leave the IP multicast if already joined, update the notification of that MBMS service and suspend the MBSFN transmission while keeping the MBMS context for that service in the eNB. If the MCE subsequently inform the eNB for resumption, then the eNB can reallocate the RAN resources, update the notification of that MBMS service and resume the MBSFN transmission and join IP multicast if already left. This MBMS Services Suspension and Resumption function is implemented by the MBMS Scheduling Information procedure as described in subclause 15.8.3.3.

The following comments received at RAN2#71bis meeting are captured as well:

The MCCH change notification is also used for the counting request.
So, besides Session start , MBMS counting and Session resumptin can also trigger MBMS notification.
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	The agreement and comment listed above are captured in TS36.300.
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	The aforementioned agreements on MBMS enhancement are missing in TS 36.300.
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15.3.5
MCCH Structure

The following principles govern the MCCH structure:

-
One MBSFN Area is associated with one MCCH and one MCCH corresponds to one MBSFN Area;

-
The MCCH is sent on MCH;

-
MCCH consists of a single RRC message which lists all the MBMS services with ongoing sessions;

-
MCCH is transmitted by all cells within an MBSFN Area, except the MBSFN Area Reserved Cells;

-
MCCH is transmitted by RRC every MCCH repetition period;

-
MCCH uses a modification period;

-
A notification mechanism is used to announce changes of MCCH due to Session Start or Session Resumption or the presence of an MBMS counting request message;

-
The notification is sent periodically throughout the modification period preceding the change of MCCH, in MBSFN subframes configured for notification;

-
The DCI format 1C with M-RNTI is used for notification and includes an 8-bit bitmap to indicate the one or more MBSFN Area(s) in which the MCCH change(s);

-
The UE monitors more than one notification subframe per modification period;

-
When the UE receives a notification, it acquires the MCCH at the next modification period boundary;

-
The UE is informed of changes other than Session Start by MCCH monitoring at the modification period.
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