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-- FIRST CHANGE –
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xRTT
CDMA2000 1x Radio Transmission Technology

BCCH
Broadcast Control Channel
CSG
Closed Subscriber Group
DL-SCH
Downlink Shared Channel

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FDD
Frequency Division Duplex

GERAN
GSM/EDGE Radio Access Network
HARQ
Hybrid Automatic Repeat Request

HRPD
High Rate Packet Data

MAC
Medium Access Control

PDCP
Packet Data Convergence Protocol

PHR
Power Headroom Reporting
RACH
Random Access CHannel
RAT
Radio Access Technology

RLC
Radio Link Control

ROHC
RObust Header Compression

RRC
Radio Resource Control

SI
System Information
SON
Self Organizing Networks
SSAC
Service Specific Access Control
TDD
Time Division Duplex

TTI
Transmission Time Interval

UE
User Equipment

UL-SCH
Uplink Shared Channel 

UMTS
Universal Mobile Telecommunications System

UTRA
UMTS Terrestrial Radio Access

-- NEXT CHANGE --

4
UE radio access capability parameters

The following subclauses define the UE radio access capability parameters and minimum capabilities for MBMS capable UE. Only parameters for which there is the possibility for UEs to signal different values are considered as UE radio access capability parameters. Therefore, mandatory capabilities that are the same for all UEs are not listed here. Also capabilities which are optional or conditionally mandatory for UEs to implement but do not have UE radio access capability parameter are listed in this specification.
E-UTRAN needs to respect the signalled UE radio access capability parameters when configuring the UE and when scheduling the UE.

All parameters shown in italics are signalled and correspond to a field defined in TS 36.331 [5].

-- NEXT CHANGE --

X
Optional features without UE radio access capability parameters

The following subclauses list the optional UE features not having UE radio access capability.
NOTE: This chapter does not yet contain complete analysis of all features of this release of specification.
X.1
CSG features

It is optional for UE to support some parts of CSG cell and hybrid cell reselection features as specified in [5, B.2].

X.2
PWS features

X.2.1
ETWS

It is optional for UE to support ETWS reception as specified in [5].
X.2.2
CMAS

It is optional for UE to support CMAS reception as specified in [5].
X.3
MBMS features

It is optional for UE to support MBMS procedures as specified in [5].
X.4
SON Features
X.5
Positioning features

X.5.1
OTDOA inter-freq RSTD measurement indication

It is optional for UE to support delivery of InterFreqRSTDMeasurementIndication as specified in [5, 5.5.7].

Y
Conditionally Mandatory features
Y.1       Access control features

Y.1.1      SSAC

It is mandatory to support Service Specific Access Control as specified in [5, 5.3.3.10] for UEs which are IMS voice capable in LTE.
Y.1.2     CSFB Access Barring Control

It is mandatory to support CSFB Access Barring Control as specified in [5, 5.3.3.2] for UEs which are supporting CSFB to UTRA or GERAN. 
Y.2       Emergency call features

Y.2.1      IMS emergency call

It is mandatory to support IMS emergency call for UEs which are IMS voice capable in LTE.
Y.3       MAC features

Y.3.1      SR mask

It is mandatory to support configuration indicated by logicalChannelSR-Mask for UE which have set bit number 3 of featureGroupIndicators to “1” as specified in [5].
Y.3.2      Power Management Indicator in PHR

Power management indicator in PHR is mandatory to support for UE applying additional power backoff due to power management (as allowed by P-MPR [6]).
Y.4
Inter-RAT Mobility features

Y.4.1
High Priority CSFB redirection

It is mandatory to support the RRCConnectionRelease indicating 'cs-FallbackHighPriority' for UEs which are supporting CSFB to UTRA as specified in [5].

Y.5
Delay Tolerant Access Features

Y.5.1
extendedWaitTime

It is mandatory to support the RRCConnectionRelease with extendedWaitTime or RRCConnectionReject with extendedWaitTime for UEs which do support Delay Tolerant Access as specified in [5].
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