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-------------------------------------------------Start of change---------------------------------------------------------

8.5.63.3
Reception of LOGGING MEASUREMENT CONFIGURATION by the UE

Upon receiving the LOGGING MEASUREMENT CONFIGURATION message the UE shall:

1>
if stored, discard the existing logged measurement configuration as well as the logged measurement information as specified in 8.5.66;

1>
store the received IEs "Logging Duration", "Logging Interval", "Area Configuration" if included in IE "Logged Measurements Configuration Info" in variable LOGGED_MEAS_CONFIG and IEs "Absolute Time Info", "Trace reference", "Trace recording session" in variable LOGGED_MEAS_REPORT_VARIABLE;

1>
store the current Registered PLMN in the IE "MDT PLMN Identity" in variable LOGGED_MEAS_REPORT_VARIABLE;

1>
start timer T326 with the timer value set to the IE "Logging Duration".

NOTE:
The UE should not stop timer T326 unless explicitly stated when it  moves to another RAT.
--------------------------------------------------------2nd of change-------------------------------------------------------------
8.5.64.3
Reception of the UE INFORMATION REQUEST message by the UE

UE Shall:

1>
if IE "Logged Measurements Report Request" is present:

2>
if Registered PLMN is the same as the IE "MDT PLMN Identity" stored in variable LOGGED_MEAS_REPORT_VARIABLE:

3>
if an IE "Logged Measurement Info-FDD" or "Logged Measurement Info-TDD" in variable LOGGED_MEAS_REPORT_VARIABLE is present:

4> set IE "Logged Meas Report" in the UE INFORMATION RESPONSE as follows:

5>
include the IE "Absolute Time Info" and set it to the value of the IE "Absolute Time Info" in the variable LOGGED_MEAS_REPORT_VARIABLE;

5>
include the IE "Trace reference" and set it to the value of IE "Trace reference"  in the variable LOGGED_MEAS_REPORT_VARIABLE;

5>

include the IE "Trace recording session" and set it to the value of  IE"Trace recording session" in the variable LOGGED_MEAS_REPORT_VARIABLE;

5>
include the IEs "Logged Measurement Info-FDD" or "Logged Measurement Info-TDD" and set it to include, in the same order as logged, one or more entries from LOGGED_MEAS_REPORT_VARIABLE;
5>
clear the logged measurement results included in the list of IEs "Logged Measurement Info-FDD" or "Logged Measurement Info-TDD" from LOGGED_MEAS_REPORT_VARIABLE;
5>
if the variable LOGGED_MEAS_REPORT_VARIABLE is not empty:

6>
include IE "Logged Meas Available";

2>
transmit a UE INFORMATION RESPONSE message on the uplink DCCH using AM RLC.
-----------------------------------------------------3rd of change---------------------------------------------------------
8.5.65.2
Initiation

While T326 is running, the UE shall:

1>
perform this logging in accordance with the following:

2>
perform the logging while camping normally on an UTRA cell and the Registered PLMN is the same as the "MDT PLMN Identity" stored in variable LOGGED_MEAS_REPORT_VARIABLE  and, if the IE "Area Configuration" is present in variable LOGGED_MEAS_CONFIG, that is part of the concerned area;

2>
perform the logging at regular intervals, as defined by the IE "Logging Interval"in variable LOGGED_MEAS_CONFIG;

2>
when adding a logged measurement entry in variable LOGGED_MEAS_REPORT_VARIABLE, include the fields in accordance with the following:

3>
set the IE "Relative Time Stamp" to indicate time relative to the moment at which the logged measurement configuration was received;

3>
if GNSS location information became available during the last logging interval:

4>
if the UE has been able to calculate a 3-dimensional position:

5>
set IE "Ellipsoid point with altitude" to include the location coordinates;

4>else:

5>
set IE "Ellipsoid point" to include the location coordinates:

-----------------------------------------------------4th of change---------------------------------------------------------
13.4.49
LOGGED_MEAS_REPORT_VARIABLE

This variable includes the logged measurements information.This variable should not be deleted upon transition to Idle mode and when the UE move to another RAT. The UE shall store the logged measurements during 48 hours after expiry of the timer T326.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Trace reference
	MP
	
	
	Parameter trace reference: See TS 32.422 [81]
	REL-10

	>PLMN Identity
	MP
	
	PLMN identity 10.3.1.11
	PLMN Identity
	REL-10

	>Trace ID
	MP
	
	OCTET STRING (SIZE (3))
	
	REL-10

	Trace recording session
	MP
	
	OCTET STRING (SIZE (2))
	Parameter trace recording session reference: See TS 32.422 [81]
	REL-10

	MDT PLMN Identity
	MP
	
	PLMN identity 10.3.1.11
	
	REL-10

	Absolute Time Info
	MP
	
	Bit Sting (48)
	Indicates the reference to network absolute time absoluteTimeInfo provided at the point of measurement logging configuration. Format is YY-MM-DD HH:MM:SS using BCD encoding
	REL-10

	CHOICE mode
	MP
	
	
	
	REL-10

	>FDD
	
	
	
	
	REL-10

	>>List of measurements FDD
	
	0..MaxLoggedMeas
	
	
	REL-10

	>>>Logged Measurement Info-FDD
	MP
	
	Logged Measurement Info-FDD 10.3.7.129
	
	REL-10

	>TDD
	
	
	
	
	REL-10

	>>List of measurements TDD
	
	0..MaxLoggedMeas
	
	
	REL-10

	>>>Logged Measurement Info-TDD
	MP
	
	Logged Measurement Info-TDD 10.3.7.130
	
	REL-10


------------------------------------------------------------End of change-------------------------------------------------------------
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