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* * * First Change * * * 

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 25.133: “Requirements for support of radio resource management (FDD)”

[3]
3GPP TS 36.133: “Requirements for support of radio resource management (FDD)”

[4]
3GPP TS 25.331: "Radio Resource Control (RRC); Protocol specification"

[5]
3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification".

[6]
3GPP TS 32.422: “Subscriber and equipment trace; Trace control and configuration management”
[7]
3GPP TS 36.300: “Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access (E-UTRAN); Overall description; Stage 2”
* * * Next Change * * * 

5.2.1.1
Measurements and reporting triggers for Immediate MDT

Measurements to be performed for Immediate MDT purposes involve E-UTRAN reporting triggers and criteria utilized for RRM. In particular, the following measurements shall be supported for Immediate MDT performance:

Measurements:
· M1: RSRP and RSRQ measurement by UE
· M2: Power Headroom (PH) measurement by UE
· M3: Uplink signal strength/SINR measurement by eNB
RRC reporting triggers:
· For M1:
-
Periodic
-
Serving cell becomes worse than threshold; event A2

· For M2:
-
N/A

NOTE:
PHR is carried by MAC signalling. Thus, the existing mechanism of PHR transmission applies.

· For M3:
-
N/A
* * * Next Change * * * 

5.2.1.2
Enhancement to Radio Link Failure report

The Radio Link Failure report contains information related to the latest connection failure experienced by the UE.  The connection failure can be Radio Link Failure (RLF) or Handover Failure (HOF).  The contents of the RLF report and the procedure for retrieving it by an eNB are described in [7].  
RLF reports can be collected by OAM. Upon RLF/HOF detection in the UE, rlfReport defined in [5] also includes available location information on where RLF occurred, i.e. if detailed location information (e.g. GNSS location information) is available the reported location information in rlfReport consists of:

-
Latitude, longitude (mandatory)

-
Altitude (conditional on availability)
-
Velocity (conditional on availability)

-
Direction (conditional on availability).
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