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	Reason for change:
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	In the newest specification, the measurement reporting entry is removed when the corresponding measurement object is modified. The remove is reasonable when most of the parameters are modified except for cellForWhichToReportCGI(for reportCGI) and measCycleSCell(only for MeasObjectEUTRAN). Because reportCGI is independent to other measurement tasks such as event trigger measurement and period measurement, and measCycleSCell is only used for Scell. On the other hand, much more measurement reports would be triggered again. So it’s proposed not to remove the measurement reporting entry in this case. 
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(

	If the modification of measurement object only involves cellForWhichToReportCGI or measCycleSCell(only for MeasObjectEUTRAN), it’s proposed not to remove the corresponding measurement reporting entry.
Impact analysis

Impacted functionality

Measurement object addition/ modification.
Inter-operability

There are no inter-operability issues seen. 
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5.5.2.5
Measurement object addition/ modification

The UE shall:

1>
for each measObjectId included in the received measObjectToAddModList:

2>
if an entry with the matching measObjectId exists in the measObjectList within the VarMeasConfig, for this entry:

3>
replace the entry with the value received for this measObject, except for the fields cellsToAddModList, blackCellsToAddModList, cellsToRemoveList, blackCellsToRemoveList and measSubframePatternConfigNeigh;
3>
if the received measObject includes the cellsToRemoveList:

4>
for each cellIndex included in the cellsToRemoveList:

5>
remove the entry with the matching cellIndex from the cellsToAddModList;

3>
if the received measObject includes the cellsToAddModList:

4>
for each cellIndex value included in the cellsToAddModList:

5> if an entry with the matching cellIndex exists in the cellsToAddModList:

6>
replace the entry with the value received for this cellIndex;

5> else:

6>
add a new entry for the received cellIndex to the cellsToAddModList;

3>
if the received measObject includes the blackCellsToRemoveList:

4>
for each cellIndex included in the blackCellsToRemoveList:

5>
remove the entry with the matching cellIndex from the blackCellsToAddModList;

3>
if the received measObject includes the blackCellsToAddModList:

4>
for each cellIndex included in the blackCellsToAddModList:

5> if an entry with the matching cellIndex is included in the blackCellsToAddModList:

6>
replace the entry with the value received for this cellIndex;

5> else:

6> add a new entry for the received cellIndex to the blackCellsToAddModList;

3>
if the received measObject includes measSubframePatternConfigNeigh and it is set to ‘release’:

4>
release the time domain measurement resource restriction for neighbour cells, if previously configured;

4>
remove the measSubframeCellList, if previously configured;

3>
else if the received measObject includes measSubframePatternConfigNeigh and it is set to ‘setup’:

4>
apply the time domain measurement resource restriction for neighbour cells in accordance with the received MeasSubframePattern;

3>
for each measId associated with this measObjectId in the measIdList within the VarMeasConfig, if any, and

3> modification of fields in measurement object other than cellForWhichToReportCGI and measCycleSCell
:

4>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

4>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

2>
else:

3>
add a new entry for the received measObject to the measObjectList within VarMeasConfig;
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