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	As discussed in R2-112949, when MME is overloaded and eNB wants to reject the delay tolerant accesses with the extendedWaitTime, the WaitTime will have to be included in the same RRC Connection Reject message even if the eNB is not overloaded at all. This is because the WaitTime is a mandatory IE.
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	The following changes are introduced: 

1. In 5.3.3.8, start timer T302 only when the waitTimeOmitIndicator is absent.
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5.3.3.8
Reception of the RRCConnectionReject by the UE

The UE shall:

1>
stop timer T300;

1>
reset MAC and release the MAC configuration;

1>
if the waitTimeOmitIndicator is absent:
2>
start timer T302, with the timer value set to the waitTime;
1>
if the extendedWaitTime is present and the UE supports delay tolerant access:
2>
forward the extendedWaitTime to upper layers;

1>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access is applicable and mobile originating CS fallback, upon which the procedure ends;

6.2.2
Message definitions

--Unrelated parts are omitted

–
RRCConnectionReject
The RRCConnectionReject message is used to reject the RRC connection establishment.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: E‑UTRAN to UE

RRCConnectionReject message
-- ASN1START

RRCConnectionReject ::=



SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionReject-r8



RRCConnectionReject-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReject-r8-IEs ::=

SEQUENCE {


waitTime






INTEGER (1..16),


nonCriticalExtension



RRCConnectionReject-v8a0-IEs

OPTIONAL

}

RRCConnectionReject-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,
-- Need OP


nonCriticalExtension



RRCConnectionReject-v10x0-IEs

OPTIONAL

}

RRCConnectionReject-v10x0-IEs ::=
SEQUENCE {


extendedWaitTime-r10



INTEGER (1..4096)

OPTIONAL,
-- Need ON

waitTimeOmitIndicator-r10


ENUMERATED {true}

OPTIONAL,
-- Cond eWaitTime

nonCriticalExtension


SEQUENCE {}



OPTIONAL
-- Need OP

}
-- ASN1STOP

	RRCConnectionReject field descriptions

	extendedWaitTime

Value in seconds for the wait time for Delay Tolerant access requests.

	waitTime

Wait time value in seconds. 

	waitTimeOmitIndicator
Value ‘true’ indicates that the wait time shall be omitted.


	Conditional presence
	Explanation

	eWaitTime
	The field is optionally present, if extendedWaitTime is present; otherwise it is not present.
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