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1. Information
This document provides an overview and some side notes for the set of CRs on Rel-10 LTE UE capability signalling (to TS 36.306 and TS 36.331) which is provided to this meeting [1-7].
The table below briefly summarizes the CRs [1-7]

	Tdoc
	CR to
	Description

	R2-113159 [1]
	36.331
	No changes from the in principle technically endorsed CR in R2-112544 [8].
(the CR with eICIC measurement restrictions captured as FGI)

	R2-113160 [2]
	36.331
	No changes from the in principle technically endorsed CR in R2-112618 [9].
(the CR with eICIC measurement restrictions captured as UE capability)

	R2-112736 [3]
	36.306
	No changes from the in principle agreed CR in R2-112619 [10].

	R2-113164 [4]
	36.306
	No changes from the in principle technically endorsed CR in R2-112546 [11].
(the CR capturing only eICIC measurement restrictions)

	R2-113161 [5]
	36.331
	It is intended to superpose:

· R2-113159 by R2-113161
· R2-113160 by R2-113162.

R2-113161 and R2-113162 includes all contents of R2-113159 and R2-113160, respectively, and both additionally introduces:

· FGI for “Relative Tx phase continuity” as per the RAN4 LS in [12]

· UE capability signalling for “non contiguous RA” as per the RAN4 LS in [13]

	R2-113162 [6]
	36.331
	

	R2-113163 [7]
	36.306
	It is intended to superpose R2-112736 by R2-113163.

R2-113163 includes all contents of R2-112736 and additionally introduces UE capability for “non contiguous RA” as per the RAN4 LS in [13]


Side notes:

1) eICIC measurement restrictions

RAN plenary will be deciding during RAN#52 on whether support of eICIC measurement restrictions should be mandatory (with FGI) or optional (with capability signalling) for Rel-10 UEs. RAN2 has been tasked to provide technically endorsed CR for both cases, so that once the decision is taken, CRs will be ready for approval [14].

2) Relative phase continuity for UL MIMO

Whether FGI needs to be introduced or not for relative phase continuity for UL MIMO was pending RAN4 discussion. As in the RAN4 LS [12], RAN4 determined that FGI is necessary during RAN4#58AH. It is noted, however, that [12] has not indicated whether this FGI should be band common or band specific (the Rel-10 LTE feature list spreadsheet [15] indicated this aspect as FFS), and discussion on this aspect is expected to take place during RAN4#59 [16]. CRs provided in [5][6] introduces FGI for relative phase continuity for UL MIMO assuming that this FGI is band common, but the result of RAN4 discussion needs to be checked.

3) Non contiguous RA (i.e. “multi-cluster PUSCH” and “simultaneous PUCCH and PUSCH”)

How to define UE capability signalling for multi-cluster PUSCH and simultaneous PUCCH and PUSCH was also pending RAN4 discussion. This aspect was discussed during RAN4#xx, and the RAN4 decisions were liaised in [13]. CRs provided in [5][6][7] also introduces this UE capability according to RAN4 decisions.

4) RLF reporting
Whether RLF reporting would be mandatory or optional, and the necessity for FGI / capability signalling has not been decided yet. This discussion is expected to take place in RAN#52. CRs provided in [1-7] do not address RLF reporting.
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