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	Reason for change:
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	If tm9 UE is receiving MBMS service, the UE is required to buffer two different versions of data region (one decoded with extended CP and the other with normal CP) in the MBSFN subframes where the interested MBMS service is transmitted.
Because UE knows which MBSFN subframes are for MBMS transmission from MBMS configuration information and MCH Scheduling MAC CE, UE should not be forced to buffer PDSCH transmission in the subframe where MBMS transmission take place.

	
	

	Summary of change:
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	It is clarified that UE does not expect PDSCH transmission in a MBSFN subframe where UE knows that PMCH transmission takes place.
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	Buffering requirement for tm9 UE unnecessarily increase.
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5.2.2.9
Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:
1>
if the mbsfn-SubframeConfigList is included:

2> for each MBSFN subframes indicated in the mbsfn-SubframeConfigList;

3> if the configured transmissionMode is 'tm9' and the MBSFN subframe is not for PMCH transmission:

     4> consider that PDSCH transmission can occur;

 3> else: 


4> consider that no PDSCH transmission occur;
1>
apply the configuration included in the radioResourceConfigCommon;

1>
if upper layers indicate that a (UE specific) paging cycle is configured:

2>
Apply the shortest of the (UE specific) paging cycle and the defaultPagingCycle included in the radioResourceConfigCommon;

1>
apply the specified PCCH configuration defined in 9.1.1.3;

1>
not apply the timeAlignmentTimerCommon; 

1>
if in RRC_CONNECTED and UE is configured with RLF timer and constants values received within rlf-TimersAndConstants:

2>
The UE shall not update its values of the timers and constants in UE-TimersAndConstants except for the value of timer T300.
NOTE: 
The UE determines which sub-fames are for PMCH transmission from the MBMS configuration information and the MCH Scheduling Information (also from services the UE is not interested to receive). If UE does not have MBMS configuration information and the MCH Scheduling Information, UE consider all MBSFN subframes are not used for PMCH transmission.
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