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5.8.4.3
Reception of the MBMSCountingRequest message by the UE

Upon receiving the MBMSCountingRequest message, the UE in RRC_CONNECTED mode shall:

1>
if the UE is receiving via an MRB or interested to receive via an MRB at least one of the services in the received countingRequestList:
2>
if more than one entry is included in the mbsfn-AreaInfoList received in SystemInformationBlockType13:

3>
include the mbsfn-AreaId in the MBMSCountingResponse message and set it to the identity of the MBSFN area used to transfer the received MBMSCountingRequest message;
2>
for each MBMS service included in the received countingRequestList:
3>
if the UE is receiving via an MRB or interested to receive via an MRB this MBMS service:

4>
include the CountingResponseService in the countingResponseList within the MBMSCountingResponse message and set it to the index of the entry in the countingRequestList within the received MBMSCountingRequest that corresponds with the MBMS service the UE is receiving/ interested to receive;

2>
submit the MBMSCountingResponse message to lower layers for transmission upon which the procedure ends;
NOTE 1:
UEs that are receiving an MBMS User Service [56] by means of a Unicast Bearer Service [57] (i.e. via a DRB), but are interested to receive the concerned MBMS User Service [56] via an MBMS Bearer Service (i.e. via an MRB), respond to the counting request.

NOTE 2:
The UE treats the MBMSCountingRequest messages received in each modification period independently. In the unlikely case E-UTRAN would repeat an MBMSCountingRequest (i.e. including the same services) in a subsequent modification period, the UE responds again.
Next Modified Subclause
6.2.2
Message definitions

[…]

–
MBMSCountingResponse

The MBMSCountingResponse message is used by the UE to respond to an MBMSCountingRequest message.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

MBMSCountingResponse message
-- ASN1START

MBMSCountingResponse-r10 ::=


SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {



countingResponse-r10



MBMSCountingResponse-r10-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MBMSCountingResponse-r10-IEs ::=
SEQUENCE {


mbsfn-AreaId-r10



INTEGER (0..255) 




OPTIONAL,

countingResponseList-r10

CountingResponseList-r10


OPTIONAL,


lateNonCriticalExtension

OCTET STRING





OPTIONAL,


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}

CountingResponseList-r10 ::=

SEQUENCE (SIZE (1..maxServiceCount)) OF CountingResponseService-r10

CountingResponseService-r10 ::=

INTEGER (0.. maxServiceCount-1)
-- ASN1STOP
	MBMSCountingResponse field descriptions

	countingResponseList

List of MBMS services which the UE is receiving or interested in.

	mbsfn-AreaId
Indicates the MBSFN area where the UE receives the counting request.
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