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-----------------------Start of 1st change------------------------
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] apply.

Immediate MDT: MDT functionality involving measurement performance by UE in CONNECTED state and reporting of the measurements to eNB/RNC available at the time of reporting condition.

Logged MDT: MDT functionality involving measurement performance by UE in IDLE mode, CELL_PCH and URA_PCH states (when UE is in UTRA) at points in time when configured conditions are satisfied, its storage in measurement log for reporting to eNB/RNC at a later point in time.

MDT measurements: Measurements determined for MDT.

MDT PLMN: A PLMN that is the RPLMN for the UE at the point of receiving logged MDT measurement configuration.

-----------------------Start of 2nd change------------------------
5.1.2.2

Measurement reporting
For Immediate MDT, measurement results should provide available location information in the same way as for Logged MDT in Idle mode specified in 5.1.1.3.3, i.e. location information is based on available location information in the UE. Since ECGI or Cell-Id of the serving cell when the measurement was taken is always known in E-UTRAN or UTRAN respectively, thus, the Immediate MDT measurements are tagged by the UE with location data in the following manner:

-
Detailed location information (e.g. GNSS location information) is included if available in the UE when the measurement was taken. If detailed location information is available the reporting shall consist of latitude and longitude. Depending on availability, altitude may be also additionally included. The UE should include the available detailed location information only once. If the detailed location information is obtained by GNSS positioning method, GNSS time information shall be included. For both event based and periodic reporting (see 5.2.1.1), the detailed location information is included if the report is transmitted within the validity time after the detailed location information was obtained. The validity evaluation of detailed location information is left to UE implementation.

NOTE:
RF fingerprint information is provided as a part of neighbor cells measurement results
Normal RRC signalling in (E-)UTRA procedures are enhanced to support this.
-------------------------End of change--------------------------
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