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5.3.10.6
Physical channel reconfiguration

The UE shall:

1>
if the antennaInfo-r10 is included in the received physicalConfigDedicated and the previous version of this field that was received by the UE was antennaInfo (without suffix i.e. the version defined in REL-8):
2>
apply the default antenna configuration as specified in section 9.2.4;

1>
if the cqi-ReportConfig-r10 is included in the received physicalConfigDedicated and the previous version of this field that was received by the UE was cqi-ReportConfig (without suffix i.e. the version defined in REL-8):
2>
apply the default CQI reporting configuration as specified in 9.2.4;

NOTE:
Application of the default configuration involves release of all extensions introduced in REL-9 and later.

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to 'explicitValue':

2>
if the configured transmissionMode is not 'tm3' or 'tm4' or 'tm8':

3>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

2>
if the configured transmissionMode is 'tm8' and pmi-RI-Report is not present:

3>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to 'defaultValue':

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

<Cut until the next section>
5.3.13
UE actions upon PUCCH/ SRS release request

Upon receiving a PUCCH/ SRS release request from lower layers, the UE shall:

1>
apply the default physical channel configuration for CQI-ReportConfig and cqi-Mask if configured as specified in 9.2.4;

1>
apply the default physical channel configuration for soundingRS-UL-ConfigDedicated as specified in 9.2.4;

1>
apply the default physical channel configuration for schedulingRequestConfig as specified in 9.2.4;

NOTE:
Upon PUCCH/ SRS release request, the UE does not modify the soundingRS-UL-ConfigDedicatedAperiodic i.e. it does not apply the default for this field (release).
<Cut until the next section>
9.2
Default radio configurations

The following sections only list default values for REL-8 parameters included in protocol version v8.5.0. For all fields introduced in a later protocol version, the default value is "released" unless explicitly specified otherwise. For the following fields, introduced in a protocol version later than v8.5.0, the default corresponds with "value not applicable":

-
codeBookSubsetRestriction-v920;

-
pmi-RI-Report;

NOTE 1:
Value "N/A" indicates that the UE does not apply a specific value (i.e. upon switching to a default configuration, E-UTRAN can not assume the UE keeps the previously configured value). This implies that E-UTRAN needs to configure a value before invoking the related functionality.

NOTE 2:
In general, the signalling should preferably support a "release" option for fields introduced after v8.5.0. The "value not applicable" should be used restrictively, mainly limited to for fields which value is relevant only if another field is set to a value other than its default.
9.2.1
SRB configurations

9.2.1.1
SRB1

Parameters

	Name
	Value
	Semantics description
	Ver

	RLC configuration CHOICE
	am
	
	

	ul-RLC-Config

>t-PollRetransmit

>pollPDU

>pollByte

>maxRetxThreshold
	ms45

infinity

infinity

t4
	
	

	dl-RLC-Config

>t-Reordering

>t-StatusProhibit
	ms35

ms0
	
	

	Logical channel configuration
	
	
	

	priority
	1
	Highest priority
	

	prioritisedBitRate
	infinity
	
	

	bucketSizeDuration
	N/A
	
	

	logicalChannelGroup
	0
	
	

	
	
	
	


9.2.1.2
SRB2

Parameters

	Name
	Value
	Semantics description
	Ver

	RLC configuration CHOICE
	am
	
	

	ul-RLC-Config

>t-PollRetransmit

>pollPDU

>pollByte

>maxRetxThreshold
	ms45

infinity

infinity

t4
	
	

	dl-RLC-Config

>t-Reordering

>t-StatusProhibit
	ms35

ms0
	
	

	Logical channel configuration
	
	
	

	priority
	3
	
	

	prioritisedBitRate
	infinity
	
	

	bucketSizeDuration
	N/A
	
	

	logicalChannelGroup
	0
	
	

	
	
	
	


9.2.2
Default MAC main configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	MAC main configuration
	
	
	

	maxHARQ-tx
	n5
	
	

	periodicBSR-Timer
	infinity
	
	

	retxBSR-Timer
	sf2560
	
	

	ttiBundling
	FALSE
	
	

	drx-Config
	release
	
	

	phr-Config
	release
	
	

	sr-ProhibitTimer
	0
	
	

	
	
	
	

	
	
	
	

	
	
	
	


9.2.3
Default semi-persistent scheduling configuration

	SPS-Config

>sps-ConfigDL

>sps-ConfigUL
	release

release
	
	


9.2.4
Default physical channel configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDSCH-ConfigDedicated

>p-a
	dB0
	
	

	PUCCH-ConfigDedicated

> tdd-AckNackFeedbackMode

>ackNackRepetition
	bundling

release
	Only valid for TDD mode
	

	PUSCH-ConfigDedicated

>betaOffset-ACK-Index

>betaOffset-RI-Index

>betaOffset-CQI-Index
	10

12

15
	
	

	UplinkPowerControlDedicated

>p0-UE-PUSCH

>deltaMCS-Enabled

>accumulationEnabled

>p0-UE-PUCCH

>pSRS-Offset

> filterCoefficient
	0

en0 (disabled)

TRUE

0

7

fc4
	
	

	tpc-pdcch-ConfigPUCCH
	release
	
	

	tpc-pdcch-ConfigPUSCH
	release
	
	

	CQI-ReportConfig

> CQI-ReportPeriodic

> cqi-ReportModeAperiodic
> nomPDSCH-RS-EPRE-Offset
	release

N/A

N/A
	
	

	


	

	
	

	SoundingRS-UL-ConfigDedicated
	release
	
	

	AntennaInfoDedicated

>transmissionMode

>codebookSubsetRestriction

>ue-TransmitAntennaSelection
	tm1, tm2

N/A

release
	If the number of PBCH antenna ports is one, tm1 is used as default; otherwise tm2 is used as default
	

	

	
	
	

	SchedulingRequestConfig
	release
	
	


9.2.5
Default values timers and constants

Parameters

	Name
	Value
	Semantics description
	Ver

	t310
	ms1000
	
	

	n310
	n1
	
	

	t311
	ms1000
	
	

	n311
	n1
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