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8.5.65
Measurements logging

When in idle mode, CELL_PCH or URA_PCH state and Logged Measurements has been configured, the UE shall:

1>
Store the available measurements according to the logged measurements configuration in LOGGED_MEAS_CONFIG variable as specified in subclause 8.5.65.2.

8.5.65.1
General

This procedure specifies the logging of available measurements by a UE in idle mode, CELL_PCH or URA_PCH state that has logged measurements configuration

8.5.65.2
Initiation

While T326 is running, the UE shall:

1>
perform this logging in accordance with the following:
2>
if IE "PLMN Scope" is present:
3>
perform the logging while camping normally on an UTRA cell and the RPLMN of the UE is the same as one of the PLMNs in the IE "PLMN Identity" or IE "Equivalent PLMN Identity List"  stored in LOGGED_MEAS_REPORT_VARIABLE and, if the IE "Area Configuration" is present in variable LOGGED_MEAS_CONFIG, that is part of the concerned area;
2>
else:
3>
perform the logging while camping normally on an UTRA cell and the RPLMN of the UE is the same as the PLMN Identity stored in LOGGED_MEAS_REPORT_VARIABLE and, if the IE "Area Configuration" is present in variable LOGGED_MEAS_CONFIG, that is part of the concerned area;

2>
perform the logging at regular intervals, as defined by the IE "Logging Interval"in variable LOGGED_MEAS_CONFIG;

2>
when adding a logged measurement entry in variable LOGGED_MEAS_REPORT_VARIABLE, include the fields in accordance with the following:

3>
set the IE "Relative Time Stamp" to indicate time relative to the moment at which the logged measurement configuration was received;

3>
if GNSS location information became available during the last logging interval:

4>
if the UE has been able to calculate a 3-dimensional position:

5>
set IE "Ellipsoid point with altitude" to include the location coordinates;

4>else:

5>
set IE "Ellipsoid point" to include the location coordinates:
3>
set the IE "PLMN Identity" to indicate PLMN Identity of the cell the UE is camping on obtained from system information;
3>
set the IE "Cell ID" to indicate cell identity of the cell the UE is camping on obtained from system information;

3>
set the IE "CPICH Ec/N0" and "CPICH RSCP" to include measured quantities of the cell that the UE is camping on for UTRA FDD;

3>
set the "P-CCPCH RSCP" to include measured quantities for the cell that the UE is camping on for UTRA 1.28 Mcps TDD;

3>
set the IE "Logged Measurements Intra Frequency Neighbouring Cells list", "Logged Measurements Inter Frequency list", "Logged Measurements E-UTRA frequency list", in order of decreasing ranking quantity as used for cell re-selection in each frequency for at most the following number of neighbouring cells; 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency per RAT;
3>
set the IE "Logged Measurements GSM Neighbouring Cells list" in order of decreasing RXLEV.

NOTE:
The UE includes, only once, the latest available results of the measurement performed for cell reselection, which are performed in accordance with the regular performance requirements as specified in [19].

2>
when the memory reserved for the logging of measurements becomes full, stop timer T326 and  performs the same actions as performed upon expiry of T326, as specified in 8.5.63.4.

<Next changed section>
10.3.7.129
Logged Measurement Info-FDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Relative Time Stamp
	MP
	
	INTEGER (0..7200)
	Indicates the time of logging measurement results, measured relative to the Absolute Time Info, in seconds.
	REL-10

	Logged Measurements Serving Cell
	MP
	
	
	
	REL-10

	> PLMN Identity
	
	
	PLMN Identity

10.3.1.11
	
	REL-11

	>Cell ID
	MP
	
	Cell ID 10.3.2.2
	
	REL-10

	>CPICH RSCP
	MP
	
	Integer(0..91)
	CPICH RSCP of the serving Cell, when available

In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-10

	>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-10

	Logged Measurements Intra Frequency Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	Measurements done on neighbouring cells
	REL-10

	>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-10

	>CPICH RSCP
	MP
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-10

	>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-10

	Logged Measurements Inter Frequency list
	OP
	1.. MaxNumFDDFreqs
	
	Measurements done on neighbouring cells 
	REL-10

	>Frequency Info
	MP
	
	Frequency Info 10.3.6.36
	
	REL-10

	> Logged Measurements Inter-frequency Neighbouring Cells list
	MP
	1..MaxnumLoggedMeas
	
	
	REL-10

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-10

	>>CPICH RSCP
	MP
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-10

	>>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-10

	Logged Measurements Inter-RAT Neighbour cells list
	OP
	
	
	
	REL-10

	>Logged Measurements E-UTRA frequency list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-10

	>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]
	REL-10

	>> Logged Measurements E-UTRA Frequency Neighbours List
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-10

	>>>RSRP
	MP
	
	Integer (0..97)
	RSRP is mapped to a value between 0 and 97 [36.133].
	REL-10

	>>>RSRQ
	MP
	
	Integer (0..33)
	RSRQ_00 to RSRQ_33 in [36.133] are mapped to the value between 0 and 33. RSRQ_34 in [36.133] is mapped to the value 33.
	REL-10

	>Logged Measurements GSM Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	REL-10

	>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-10

	>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	REL-10

	>>GSM carrier RSSI
	MP
	Bit string(6)
	RXLEV is mapped to a value between 0 and 63, [46].  When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.
	
	REL-10

	CHOICE GNSS UE Position
	OP
	
	
	The position of the UE when the measurement is made
	REL-10

	>Ellipsoid
	
	
	
	
	REL-10

	>>Ellipsoid point 
	MP
	
	Ellipsoid point 10.3.8.4a
	
	REL-10

	>Ellipsoid with altitude
	
	
	
	
	REL-10

	>>Ellipsoid point with altitude
	MP
	
	Ellipsoid point with altitude 10.3.8.4b
	
	REL-10


10.3.7.130
Logged Measurement Info-TDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Relative Time Stamp
	MP
	
	INTEGER (0..7200)
	Indicates the time of logging measurement results, measured relative to the Absolute Time Info, in seconds.
	REL-10

	Logged Measurements Serving Cell
	MP
	
	
	
	REL-10

	> PLMN Identity
	
	
	PLMN Identity

10.3.1.11
	
	REL-11

	>Cell ID
	MP
	
	Cell ID 10.3.2.2
	
	REL-10

	>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm.

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-10

	Logged Measurements Intra Frequency list
	OP
	1.. MaxnumLoggedMeas
	
	Measurements done on neighbouring cells 
	REL-10

	>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	REL-10

	>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm. 

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-10

	Logged Measurements Inter Frequency Neighbouring Cells list
	OP
	1.. MaxNumTDDFreqs
	
	Measurements done on neighbouring cells 
	REL-10

	>Frequency Info
	MP
	
	Frequency Info 10.3.6.36
	
	REL-10

	>Logged Measurements Inter-frequency Neighbouring Cells list
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	REL-10

	>>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm.

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-10

	Logged Measurements Inter-RAT Neighbour cells list
	OP
	
	
	
	REL-10

	 >Logged Measurements E-UTRA frequency list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-10

	>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]
	REL-10

	>>Logged Measurements E-UTRA Frequency Neighbours List
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-10

	>>>RSRP
	MP
	
	Integer (0..97)
	RSRP is mapped to a value between 0 and 97 [36.133].
	REL-10

	>>>RSRQ
	MP
	
	Integer (0..33)
	RSRQ_00 to RSRQ_33 in [36.133] are mapped to the value between 0 and 33. RSRQ_34 in [36.133] is mapped to the value 33.
	REL-10

	>Logged Measurements GSM Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	REL-10

	>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-10

	>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	REL-10

	>>GSM carrier RSSI
	MP
	Bit string(6)
	RXLEV is mapped to a value between 0 and 63, [46].  When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.
	
	REL-10

	CHOICE GNSS UE Position
	OP
	
	
	The position of the UE when the measurement is made
	REL-10

	>Ellipsoid
	
	
	
	
	REL-10

	>>Ellipsoid point 
	MP
	
	Ellipsoid point 10.3.8.4a
	
	REL-10

	>Ellipsoid with altitude
	
	
	
	
	REL-10

	>>Ellipsoid point with altitude
	MP
	
	Ellipsoid point with altitude 10.3.8.4b
	
	REL-10


<Next changed section>
10.3.7.132
Logged Measurements Configuration Info

Parameters used to configure logged measurements.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Absolute Time Info
	MP
	
	Bit Sting (48)
	Indicates the reference to network absolute time absoluteTimeInfo provided at the point of measurement logging configuration. Format is YY-MM-DD HH:MM:SS using BCD encoding
	REL-10

	Logging Duration
	MP
	
	Enumerated (10 min,20 min, 40 min, 1 hour, 1 hour 30 min, 2 hour)
	Timer for logging duration. The timer is activated at the moment of configuration. When the timer expires the logging is stopped and the configuration is cleared. 2 spare values are needed.
	REL-10

	Logging Interval
	MP
	
	Enumerated (1.28, 2.56, 5.12, 10.24, 20.48, 30.72, 40.96, 61.44)
	Indicates periodicity for storing measurement results. UE behaviour is unspecified when the UE is configured with a DRX period larger than the logging interval.In seconds.
	REL-10

	Trace reference
	MP
	
	Trace Reference 10.3.7.133
	Parameter trace reference: See TS 32.422 [81]
	REL-10

	Trace recording session
	MP
	
	Trace Recording Session 10.3.7.134
	Parameter trace recording session reference: See TS 32.422 [81]
	REL-10

	TCE Id
	MP
	
	TCE Id 10.3.7.135
	Parameter TCE Id: See TS 32.422 [81]
	REL-10

	PLMN Scope
	OP
	
	Enumerated (TRUE)
	Indicates whether the UE should perform logging also in Equivalent PLMNs of the UE, if the Area Configuration is absent. If this IE is absent, the UE should perform logging in the entire RPLMN of the UE.
	REL-11

	CHOICE Area Configuration
	OP
	
	
	Indicates area for which the UE is requested to perform logging. 
	REL-10

	>Cell IDList
	
	1..32
	
	
	REL-10

	>>PLMN Identity
	
	
	PLMN Identity
10.3.1.11
	
	REL-11

	>>Cell ID
	MP
	
	Cell ID 10.3.2.2
	
	REL-10

	>Location Area Code List
	
	1..8
	
	
	REL-10

	>>LAI
	MP
	
	Location area identification 10.3.1.7
	
	REL-10

	>Routing Area Code List
	
	1..8
	
	
	REL-10

	>>RAI
	MP
	
	Routing area identification 10.3.1.16
	
	REL-10


<Next changed section>
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,


DedicatedPriorityInformation,


URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-v770ext,


CapabilityUpdateRequirement-v860ext,


CapabilityUpdateRequirement-r7,


CapabilityUpdateRequirement-r8,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringAlgorithm-r7,


CipheringModeInfo,


CipheringModeInfo-r7,


DelayRestrictionFlag,


DL-PhysChCapabilityFDD-v380ext,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


ExtendedWaitTime,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


FrequencyBandsIndicatorSupport,


GroupReleaseInformation,


H-RNTI,


High-MobilityDetected,

InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


IntegrityProtectionModeInfo-r7,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


PDCP-Capability-r4-ext,


PDCP-Capability-v770ext,

Pre-RedirectionInfo,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RedirectionInfo-v860ext,


RejectionCause,


ReleaseCause,


RF-CapabBandListFDDComp-ext2,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


SR-VCC-Info,


SR-VCC-SecurityRABInfo-v860ext,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


UE-CapabilityContainer-IEs,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-v860ext,


UE-ConnTimersAndConstants-r5,


UE-HSPA-Identities-r6,

UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapabBand-va40ext,

UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapability-v7e0ext,

UE-RadioAccessCapability-v7f0ext,


UE-RadioAccessCapability-v860ext,


UE-RadioAccessCapability-v880ext,


UE-RadioAccessCapability-v890ext,


UE-RadioAccessCapability-v920ext,


UE-RadioAccessCapability-va40ext,


UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp-v770ext,

UE-RadioAccessCapabilityComp2,

UE-RadioAccessCapabilityComp2-v770ext,


UE-RadioAccessCapabilityComp2-v7f0ext,


UE-RadioAccessCapabilityComp2-v860ext,


UE-RadioAccessCapabilityComp2-v920ext,


UE-RadioAccessCapabilityComp2-va40ext,


UE-RadioAccessCapabilityComp-TDD128,


UE-RadioAccessCapabilityInfo-v770ext,


UE-RadioAccessCapabilityInfo-TDD128-v8b0ext,

UE-SecurityInformation,


UE-SecurityInformation2,

UE-SpecificCapabilityInformation-LCRTDD,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


UTRAN-DRX-CycleLengthCoefficient-r7,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigIdentity-r6,


DefaultConfigForCellFACH,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PDCP-ROHC-TargetMode,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-r6,


RAB-Info-r7,

RAB-Info-Post,


RAB-InformationList,


RAB-InformationList-r6,


RAB-InformationReconfigList,


RAB-InformationReconfigList-r8,


RAB-InformationMBMSPtpList,


RAB-InformationSetup-r7,


RAB-InformationSetup-r8,


RAB-InformationSetup-v820ext,

RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RAB-InformationSetupList-r8,


RAB-InformationSetupList-v820ext,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationAffectedList-r7,


RB-InformationAffectedList-r8,


RB-InformationChangedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReconfigList-r7,


RB-InformationReconfigList-r8,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,


SRB-InformationSetupList-r8,


SRB-InformationSetupList2,


SRB-InformationSetupList2-r6,


SRB-InformationSetupList2-r7,


SRB-InformationSetupList2-r8,


UL-AMR-Rate,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DL-AddReconfTransChInfoList-r9,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DL-DeletedTransChInfoList-r7,


DRAC-StaticInformationList,


HARQ-Info-r7,


PowerOffsetInfoShort,

TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-AddReconfTransChInfoList-r8,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,

-- Physical Channel IEs :


AdditionalDLSecCellInfoListFDD,


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

CCTrCH-PowerControlInfo-r7,


ConstantValue,


ConstantValueTdd,


ControlChannelDRXInfo-TDD128-r8,


CPCH-SetInfo,


DHS-Sync,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformation-r7,


DL-CommonInformation-r8,


DL-CommonInformation-r10,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-HSPDSCH-Information-r6,

DL-HSPDSCH-Information-r7,


DL-HSPDSCH-Information-r8,


DL-HSPDSCH-Information-r8-ext,


DL-HSPDSCH-Information-r9,


DL-HSPDSCH-Information-r8-ext2,


DL-HSPDSCH-MultiCarrier-Information,


DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6, 


DL-InformationPerRL-List-r7,


DL-InformationPerRL-List-r8,


DL-InformationPerRL-List-v6b0ext,

DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-MultiCarrier-Information,


DL-PDSCH-Information,


DL-SecondaryCellInfoFDD,


DL-SecondaryCellInfoFDD-v890ext,


DL-SecondaryCellInfoFDD-r9,


DL-SecondaryCellInfoFDD-r10,


DL-TPC-PowerOffsetPerRL-List,


DLUL-HSPA-Information-r8,


DLUL-HSPA-Information-r9,


DLUL-HSPA-Information-r10,


DPC-Mode,


DPCH-CompressedModeStatusInfo,


DPCH-CompressedModeStatusInfo-r10,


DTX-DRX-TimingInfo-r7,


DTX-DRX-Info-r7,


DynamicPersistenceLevel,


E-DCH-ReconfigurationInfo,


E-DCH-ReconfigurationInfo-SecULFrequency,


E-DCH-ReconfigurationInfo-r7,


E-DCH-RL-InfoSameServingCell,


E-TFC-Boost-Info-r7,

E-DPDCH-PowerInterpolation,

EXT-UL-TimingAdvance,


Feedback-cycle-r7,

FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


HARQ-Preamble-Mode,

HS-DSCH-TBSizeTable,


HS-SCCH-LessInfo-r7,


HS-SICH-Power-Control-Info-TDD384,

HS-SICH-Power-Control-Info-TDD768,


MaxAllowedUL-TX-Power,


MIMO-Parameters-r7,


MIMO-Parameters-v7f0ext,


MIMO-Parameters-v7g0ext,


MIMO-Parameters-r8,


MIMO-Parameters-r9,


Multi-frequencyInfo-LCR-r7,


MU-MIMO-Info-TDD128,


OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-CapacityAllocationInfo-r7,


PDSCH-Identity,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4, 


PUSCH-CapacityAllocationInfo-r7,


PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-AdditionInformation-list-v6b0ext,


RL-AdditionInformationList-r7,


RL-AdditionInformationList-r8,


RL-AdditionInformationList-v890ext,


RL-AdditionInformationList-r9,


RL-AdditionInformationList-v950ext,


RL-AdditionInformationList-r10,


RL-AdditionInformationList-SecULFreq,


RL-RemovalInformationList,


RL-RemovalInformationList-SecULFreq,


SecondaryCellMIMOparametersFDD-v950ext,


Serving-HSDSCH-CellInformation,


Serving-HSDSCH-CellInformation-r7,


Serving-HSDSCH-CellInformation-r8,


Serving-HSDSCH-CellInformation-r9,


ServingCellChangeParameters,

SpecialBurstScheduling,


SPS-Information-TDD128-r8,


SSDT-Information,


SSDT-Information-r4,

SSDT-UL,


StandaloneMidambleInfo-TDD128,


TFC-ControlDuration,


TimeslotList,


TimeslotList-r4,


TimingMaintainedSynchInd,

TX-DiversityMode,


UL-16QAM-Config,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,

UL-DPCH-Info,


UL-DPCH-Info-r4, 


UL-DPCH-Info-r5,


UL-DPCH-Info-r6,


UL-DPCH-Info-r7,

UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,


UL-EDCH-Information-ext,

UL-EDCH-Information-r6,


UL-EDCH-Information-r7,


UL-EDCH-Information-r8,


UL-EDCH-Information-r9,


UL-MulticarrierEDCHInfo-TDD128,


UL-SecondaryCellInfoFDD,

UL-SynchronisationParameters-r4,


UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,


UL-TimingAdvanceControl-r7,

UpPCHposition-LCR,

-- Measurement IEs :


AdditionalMeasurementID-List,


AdditionalMeasurementID-List-r9,


CellDCHMeasOccasionInfo-TDD128-r9,


CSGProximityIndication,

DeltaRSCP,


Frequency-Band,


EventResults,


EventResults-v770ext,


EventResults-v860ext,


EventResults-va40ext,


EventResultsOnSecUlFreq,


EUTRA-EventResults,


EUTRA-MeasuredResults,


EUTRA-MeasuredResults-v920ext,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResults-v770ext,


MeasuredResults-v860ext,


MeasuredResults-v920ext,


MeasuredResultsOnSecUlFreq,


MeasuredResultsListOnSecUlFreq,


MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsList-v770xet,

MeasuredResultsList-v860ext,

MeasuredResultsList-v920ext,

MeasuredResultsOnRACH,


MeasuredResultsOnRACH-v7g0ext,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementCommand-r7,

MeasurementCommand-r8,


MeasurementCommand-r9,


MeasurementCommand-r10,

MeasurementIdentity,


MeasurementIdentity-r9,


MeasurementIdentityExt,


MeasurementReportingMode,


NewInterFreqCellList-v7b0ext,


NewInterFreqCellList-LCR-v8a0ext,


NewIntraFreqCellList-LCR-v8a0ext,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-AssistanceData-v770ext,


UE-Positioning-GPS-AssistanceData-v920ext,


UE-Positioning-GPS-AssistanceData-va40ext,


UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,


UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


UE-Positioning-OTDOA-MeasuredResultsTDD-ext,


UE-Positioning-GANSS-AssistanceData,


UE-Positioning-GANSS-AssistanceData-v860ext,


UE-Positioning-GANSS-AssistanceData-v920ext,


UE-Positioning-GANSS-AssistanceData-va40ext,

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


ETWS-Information,


ETWS-WarningSecurityInfo,


GSM-TargetCellInfoList,

GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,

InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-SecurityCapList,


IntraDomainNasNodeSelector,


MasterInformationBlock,


MIB-ValueTag,


ProtocolErrorMoreInformation,


Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type,


SysInfoType1,


SysInfoType3,


SysInfoType5,


SysInfoType7,


SysInfoType11,


SysInfoType11bis,


SysInfoType12,


SysInfoTypeSB1,


SysInfoTypeSB2,

-- MBMS IEs:


MBMS-CellGroupIdentity-r6,


MBMS-CommonRBInformationList-r6,


MBMS-CurrentCell-SCCPCHList-r6,


MBMS-JoinedInformation-r6,

MBMS-MICHConfigurationInfo-r6,


MBMS-MICHConfigurationInfo-v770ext,


MBMS-MICHConfigurationInfo-v890ext,


MBMS-ModifedServiceList-r6,


MBMS-ModifiedServiceList-LCR-v7c0ext,


MBMS-ModifiedServiceList-v770ext,


MBMS-MSCH-ConfigurationInfo-r6,


MBMS-NeighbouringCellSCCPCHList-r6,


MBMS-NeighbouringCellSCCPCHList-v770ext,


MBMS-NumberOfNeighbourCells-r6,

MBMS-PhyChInformationList-r6,


MBMS-PhyChInformationList-r7,


MBMS-PhyChInformationList-IMB384,


MBMS-PL-ServiceRestrictInfo-r6,


MBMS-PreferredFrequencyList-r6,


MBMS-PTMActivationTime-r6,


MBMS-SelectedServiceInfo,


MBMS-SelectedServicesShort,


MBMS-ServiceAccessInfoList-r6,


MBMS-ServiceIdentity-r6,


MBMS-ServiceSchedulingInfoList-r6,


MBMS-SIBType5-SCCPCHList-r6,


MBMS-TimersAndCounters-r6,


MBMS-TranspChInfoForEachCCTrCh-r6,


MBMS-TranspChInfoForEachTrCh-r6,


MBMS-UnmodifiedServiceList-r6,


MBMS-UnmodifiedServiceList-v770ext,

MBSFN-ClusterFrequency-r7,


MBSFN-InterFrequencyNeighbourList-r7,


MBSFN-InterFrequencyNeighbourList-v860ext,


MBMS-NetworkStandardTimeInformation-LCR-v890ext,


MBSFN-TDDInformation-LCR,


MBSFN-TDM-Info-List,

-- MDT IEs


LoggedMeasurementsConfigurationInfo,

LoggedMeasurementsConfigurationInfo-va50ext,

LoggedMeasReport,

LoggedMeasReport-va50ext,
-- UTRAN ANR IEs


LoggedANRConfigurationInfo,


LoggedANRReportInfoList
FROM InformationElements


maxSIBperMsg,


maxURNTI-Group
FROM Constant-definitions;

-- ***************************************************

--

-- LOGGING MEASUREMENT CONFIGURATION

--

-- ***************************************************

LoggingMeasurementConfiguration ::= SEQUENCE {


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


criticalExtensions



CHOICE {



r10





SEQUENCE {




loggingMeasurementConfiguration-r10-IEs


LoggingMeasurementConfiguration-r10-IEs,




-- Container for additional R10 extensions




loggingMeasurementConfiguration-r10-add-ext

BIT STRING

OPTIONAL,




va50NonCriticalExtensions
SEQUENCE { 




loggingMeasurementConfiguration-va50ext















LoggingMeasurementConfiguration-va50ext-IEs,






nonCriticalExtensions
SEQUENCE {}




}

OPTIONAL



},


criticalExtensions


SEQUENCE {}

}

}

LoggingMeasurementConfiguration-r10-IEs ::= SEQUENCE {


loggedMeasurementsConfigurationInfo

LoggedMeasurementsConfigurationInfo

OPTIONAL,


loggedANRConfigurationInfo



LoggedANRConfigurationInfo



OPTIONAL

}
LoggingMeasurementConfiguration-va50ext-IEs ::= SEQUENCE {


loggedMeasurementsConfigurationInfo











LoggedMeasurementsConfigurationInfo-va50ext

OPTIONAL,


loggedANRConfigurationInfo



LoggedANRConfigurationInfo



OPTIONAL

}

-- ***************************************************

--

-- UE INFORMATION RESPONSE

--

-- ***************************************************

UEInformationResponse ::= SEQUENCE {


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


loggedMeasReport



LoggedMeasReport


OPTIONAL,


loggedANRReportInfoList


LoggedANRReportInfoList

OPTIONAL,


va50NonCriticalExtensions


SEQUENCE {


loggedMeasReport


LoggedMeasReport-va50ext
OPTIONAL,



nonCriticalExtensions

SEQUENCE {}


OPTIONAL


}




OPTIONAL

}

//NEXT MODIFIED SECTION //
11.3 Information element definitions
LoggedMeasurementsConfigurationInfo ::= SEQUENCE {


absoluteTimeInfo


BIT STRING (SIZE(48)),


loggingDuration



ENUMERATED {min10, min20, min40, hr1, hr1min30,hr2,spare2,spare1},


loggingInterval



ENUMERATED {li128,li256,li512,li1024,li2048,li3072,li4096,li6144},


traceReference



TraceReference,


traceRecordingSession

TraceRecordingSession,


tce-Id





TCE-Id,

areaConfiguration

CHOICE {



cellIDList
SEQUENCE (SIZE (1..32)) OF



CellIdentity,



locationAreaList
SEQUENCE (SIZE (1..8)) OF




LAI,



routingAreaList

SEQUENCE (SIZE (1..8)) OF




RAI


}
OPTIONAL

}

LoggedMeasurementsConfigurationInfo-va50ext ::= SEQUENCE {



areaConfiguration

CHOICE {



cellIDList
SEQUENCE (SIZE (1..32)) OF






SEQUENCE {







plmn-Identity 

PLMN-Identity 

OPTIONAL,






cell-Identity

CellIdentity






},



locationAreaList
SEQUENCE (SIZE (1..8)) OF




LAI,



routingAreaList

SEQUENCE (SIZE (1..8)) OF




RAI


}
OPTIONAL

}
LoggedMeasInterfreqList-FDD ::=
SEQUENCE (SIZE (1..maxNumFDDFreqs)) OF


LoggedMeasInterfreqInfo-FDD

LoggedMeasInterfreqInfo-FDD ::= SEQUENCE {


frequencyInfo

FrequencyInfo,


loggedMeasInterfreqNeighbourList
SEQUENCE (SIZE (1..maxnumLoggedMeas)) OF 



LoggedMeasNeighbourInfo-FDD

}

LoggedMeasInterfreqInfo-TDD128 ::=
SEQUENCE {


frequencyInfo






FrequencyInfo,


loggedMeasInterfreqNeighbourList

LoggedMeasInterfreqNeighbourList-TDD128

}

LoggedMeasInterRATNeighbourMeas ::=

SEQUENCE {


loggedMeasEUTRAFreqList




LoggedMeasEUTRAFreqList


OPTIONAL,


loggedMeasGSMNeighbourCellsList


LoggedMeasGSMNeighbourCellsList
OPTIONAL

}

LoggedMeasIntrafreqNeighbourList-FDD ::=
SEQUENCE (SIZE (1..maxnumLoggedMeas)) OF 


LoggedMeasNeighbourInfo-FDD

LoggedMeasNeighbourInfo-FDD ::= SEQUENCE {


primaryCPICH-Info
PrimaryCPICH-Info,


cpich-RSCP


CPICH-RSCP,


cpich-Ec-N0


CPICH-Ec-N0

}

LoggedMeasIntrafreqNeighbourMeasList-TDD128 ::=

SEQUENCE (SIZE (1..maxnumLoggedMeas)) OF


LoggedMeasNeighbourMeas-TDD128

LoggedMeasNeighbourMeas-TDD128 ::=
SEQUENCE {


cellParametersID




CellParametersID,


primaryCCPCH-RSCP




PrimaryCCPCH-RSCP

}

LoggedMeasGSMNeighbourCellsList ::=
SEQUENCE (SIZE (1..maxnumLoggedMeas)) OF 


LoggedMeasGSMNeighbourCellsinfo

LoggedMeasGSMNeighbourCellsinfo ::= SEQUENCE {


bsic


BSIC,


frequency-band
Frequency-Band,


bcch-ARFCN

BCCH-ARFCN,


gsm-CarrierRSSI
GSM-CarrierRSSI

}

LoggedMeasEUTRAFreqList ::= SEQUENCE (SIZE (1..maxNumEUTRAFreqs))OF 


LoggedMeasEUTRAFreqInfo

LoggedMeasEUTRAFreqInfo

::= SEQUENCE {


earfcn









EARFCN,


loggedMeasEUTRAFreqNeighbourInfoList

SEQUENCE (SIZE (1.. maxnumLoggedMeas)) OF




LoggedMeasEUTRAFreqNeighbourInfo

}

LoggedMeasEUTRAFreqNeighbourInfo ::= SEQUENCE {


physicalCellIdentity

EUTRA-PhysicalCellIdentity,


rSRP





INTEGER (0..97)
,


rSRQ





INTEGER (0..33)



}

LoggedMeasLocationInfo ::= CHOICE {


ellipsoidPoint



EllipsoidPoint,


ellipsoidPointAltitude

EllipsoidPointAltitude

}

LoggedMeasInfo-FDD ::=

SEQUENCE {


relativeTimeStamp





INTEGER (0..7200),


loggedMeasServingCellMeas



LoggedMeasServingCellMeas-FDD,


loggedMeasIntrafreqNeighbourList

LoggedMeasIntrafreqNeighbourList-FDD
OPTIONAL,


loggedMeasInterfreqList




LoggedMeasInterfreqList-FDD



OPTIONAL,


loggedMeasInterRATNeighbourMeas


LoggedMeasInterRATNeighbourMeas


OPTIONAL,


loggedMeasLocationInfo 




LoggedMeasLocationInfo




OPTIONAL

}
LoggedMeasInfo-FDD-va50ext ::=

SEQUENCE {

loggedMeasServingCellMeas



LoggedMeasServingCellMeas-FDD-va50ext
OPTIONAL
}
LoggedMeasInfo-TDD128 ::=


SEQUENCE {


relativeTimeStamp





INTEGER (0..7200),


loggedMeasServingCellMeas



LoggedMeasServingCellMeas-TDD128,


loggedMeasIntrafreqNeighbourList

LoggedMeasIntrafreqNeighbourMeasList-TDD128
OPTIONAL,


loggedMeasInterfreqList




LoggedMeasInterfreqList-TDD128


OPTIONAL,


loggedMeasInterRATNeighbourMeas


LoggedMeasInterRATNeighbourMeas


OPTIONAL,


loggedMeasLocationInfo 




LoggedMeasLocationInfo




OPTIONAL

}

LoggedMeasInfo-TDD128-va50ext ::=

SEQUENCE {

loggedMeasServingCellMeas



LoggedMeasServingCellMeas-TDD128-va50ext
OPTIONAL
}
LoggedMeasInterfreqList-TDD128 ::=
SEQUENCE (SIZE (1..maxNumTDDFreqs)) OF


LoggedMeasInterfreqInfo-TDD128

LoggedMeasInterfreqNeighbourList-TDD128 ::=
SEQUENCE (SIZE (1..maxnumLoggedMeas)) OF


LoggedMeasNeighbourMeas-TDD128

LoggedMeasReport ::=




SEQUENCE {


absoluteTimeInfo


BIT STRING (SIZE(48)),


traceReference



TraceReference,


traceRecordingSession

TraceRecordingSession,


tce-Id





TCE-Id,

loggedMeasInfoList


LoggedMeasInfoList

OPTIONAL,


loggedMeasAvailable


ENUMERATED { true }

OPTIONAL

}
LoggedMeasReport-va50ext ::=




SEQUENCE {


loggedMeasInfoList


LoggedMeasInfoList-va50ext

OPTIONAL

}

LoggedMeasInfoList-FDD ::=

SEQUENCE (SIZE (1.. maxLoggedMeasReport)) OF LoggedMeasInfo-FDD
LoggedMeasInfoList-FDD-va50ext ::=

SEQUENCE (SIZE (1.. maxLoggedMeasReport)) OF LoggedMeasInfo-FDD-va50ext

LoggedMeasInfoList-TDD128 ::=
SEQUENCE (SIZE (1.. maxLoggedMeasReport)) OF LoggedMeasInfo-TDD128
LoggedMeasInfoList-TDD128-va50ext ::=
SEQUENCE (SIZE (1.. maxLoggedMeasReport)) OF LoggedMeasInfo-TDD128-va50ext
LoggedMeasInfoList ::=


SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




loggedMeasInfoList



LoggedMeasInfoList-FDD



},



tdd







SEQUENCE {




loggedMeasInfoList



LoggedMeasInfoList-TDD128



}


}

}

LoggedMeasInfoList-va50ext ::=


SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




loggedMeasInfoList



LoggedMeasInfoList-FDD-va50ext


},



tdd







SEQUENCE {




loggedMeasInfoList



LoggedMeasInfoList-TDD128-va50ext


}


}

}

LoggedMeasServingCellMeas-FDD ::=

SEQUENCE {


cellIdentity




CellIdentity,


cpich-RSCP





CPICH-RSCP,


cpich-Ec-N0





CPICH-Ec-N0

}
LoggedMeasServingCellMeas-FDD-va50ext ::=

SEQUENCE {


plmnIdentity




PLMN-Identity

OPTIONAL
}

LoggedMeasServingCellMeas-TDD128 ::=

SEQUENCE {


cellIdentity




CellIdentity,


primaryCCPCH-RSCP



PrimaryCCPCH-RSCP

}
LoggedMeasServingCellMeas-TDD128-va50ext ::=

SEQUENCE {


plmnIdentity




PLMN-Identity

OPTIONAL
}
LoggedUTRACellInfo ::= SEQUENCE {


plmn-Identity 






PLMN-Identity,

cellIdentity






CellIdentity,


uarfcn








UARFCN,

cellParametersID





CellParametersID


OPTIONAL,


primaryScramblingCode




PrimaryScramblingCode

OPTIONAL

}

LoggingAbsoluteThreshold ::= CHOICE {


rscpforANR






RSCPforANR,


ec-N0forANR






Ec-N0forANR

}
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