Page 1



3GPP RAN2 Meeting #75 
(
R2-113970
Athens, Greece, 22 – 26 August, 2011
	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	25.331
	CR
	-
	(

rev
	-
	(

Current version:
	10.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Correction to the handling of the Cell Reporting Quantities

	
	

	Source to WG:
(

	Huawei , HiSilicon

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	TEI10
	
	Date: (

	28/07/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(
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	Other comments:
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	The issue exists from R99.


<BEGIN OF THE MODIFICATION>
8.6.7.7
Cell Reporting Quantities
If the IE "Cell Reporting Quantities" is received by the UE, the UE shall store the content of the IE "Cell Reporting Quantities" to the variable MEASUREMENT_IDENTITY.

The UE shall include measured results in MEASUREMENT REPORT as specified in the IE "Cell Reporting Quantities", except for the following cases:

If the IE "Cell Identity reporting indicator" is set to TRUE, the UE shall in this version of the specification:

1>
treat the IE as if the IE "Cell Identity reporting indicator" is set to FALSE, except when configured for CSG related measurements, as described in sections 14.7a.1 and 14.7a.2.

If the IE "Cell synchronisation information reporting indicator" is set to TRUE, the UE shall:

1>
include the IE "Cell synchronisation information" in MEASUREMENT REPORT as specified in the IE "Cell Reporting Quantities":

2>
if the measurement is performed on another frequency; or

2>
if the IE "Read SFN indicator" included in the IE "Cell info" of the measured cell is set to FALSE:

3>
the UE may omit the information group "COUNT-C-SFN frame difference" in the IE "Cell synchronisation information".

2>
if the measurement is performed on the same frequency and no RLC Transparent Mode COUNT-C exists in the UE:

3>
set the IE "COUNT-C-SFN high" to 0.

2>
otherwise:

3>
include the information group "COUNT-C-SFN frame difference" with IE "COUNT-C-SFN high" set to:


COUNT-C-SFN high = (((SFN - (COUNT-C mod 4096)) mod 4096) div 256) * 256;

3>
if RLC Transparent Mode COUNT-Cs exist in both CN domains:

4>
use the COUNT-C of CS domain in this measurement.

If the IE "Proposed TGSN Reporting required" is set to TRUE, the UE shall:

1>
if compressed mode was used to monitor a TDD cell and the variable TGSN_REPORTED is set to FALSE:

2>
report the IE "Proposed TGSN" indicating the TGSN that suits best to the measured cell;

2>
set the variable TGSN_REPORTED to TRUE.

1>
otherwise

2>
omit the IE "Proposed TGSN".

<END OF THE MODIFICATION>
<Reference>
10.3.7.5
Cell reporting quantities
Includes non-frequency related cell reporting quantities.

For all boolean types TRUE means inclusion in the report is requested.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Cell synchronisation information reporting indicator
	MP
	
	Boolean
	

	Cell Identity reporting indicator
	MP
	
	Boolean
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>CPICH Ec/N0 reporting indicator
	MP
	
	Boolean
	

	>>CPICH RSCP reporting indicator
	MP
	
	Boolean
	

	>>Pathloss reporting indicator
	MP
	
	Boolean
	

	>TDD
	
	
	
	

	>>Timeslot ISCP reporting indicator
	MP
	
	Boolean
	

	>>Proposed TGSN Reporting required
	MP
	
	Boolean
	

	>>Primary CCPCH RSCP reporting indicator
	MP
	
	Boolean
	

	>>Pathloss reporting indicator
	MP
	
	Boolean
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