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10.2.1
ACTIVE SET UPDATE
NOTE:
Only for FDD.

This message is used by UTRAN to add, replace or delete radio links in the active set of the UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now".
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-6

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	CN information elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	Phy CH information elements
	
	
	
	
	

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b

	
	REL-7

	DTX-DRX Information
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing "maximum UL TX power.
	

	Downlink radio resources
	
	
	
	
	

	Radio link addition information
	OP
	1 to <maxRL-1>
	
	Radio link addition information required for each RL to add
	

	>Radio link addition information
	MP
	
	Radio link addition information 10.3.6.68
	
	

	Serving Cell Change Parameters
	CV-TargetCellPreconf
	
	Serving Cell Change Parameters 10.3.6.74b
	
	REL-8

	Radio link removal information
	OP
	1 to <maxRL>
	
	Radio link removal information required for each RL to remove
	

	>Radio link removal information
	MP
	
	Radio link removal information 10.3.6.69
	
	

	TX Diversity Mode
	MD
	
	TX Diversity Mode 10.3.6.86
	Default value is the TX diversity mode currently used in all or part of the active set.
	

	DPC Mode
	OP
	
	Enumerated (Single TPC, TPC triplet in soft)
	"Single TPC" is DPC_Mode=0 and "TPC triplet in soft" is DPC_mode=1 in [29].
	REL-5

	Serving HS-DSCH cell information
	OP
	
	Serving HS-DSCH cell information 10.3.6.74a
	
	REL-6

	E-DCH reconfiguration information
	OP
	
	E-DCH reconfiguration information 10.3.6.69a
	
	REL-6

	UL 16QAM configuration
	OP
	
	UL 16QAM configuration 10.3.6.86o
	
	REL-7

	E-DCH reconfiguration information same serving cell
	OP
	
	E-DCH reconfiguration information same serving cell 10.3.6.69b
	This IE is not present if the serving E-DCH cell is changed with this message.


	REL-7

	E-TFC Boost Info
	OP
	
	E-TFC Boost Info 10.3.6.106
	Absence of this IE means that boosting of E-DPCCH is disabled
	REL-7

	E-DPDCH power interpolation
	OP
	
	Boolean
	TRUE means E-DPDCH power interpolation formula is used, FALSE means E-DPDCH power extrapolation formula is used for the computation of the gain factor ed  according to [29]
	REL-7

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	Uplink open loop transmit diversity info FDD
	OP
	
	Uplink open loop transmit diversity info FDD 10.3.6.x
	
	REL-11


	Condition
	Explanation

	TargetCellPreconf
	This IE is mandatory present if Radio Links are added and at least one added Radio Link contains the IE Target cell preconfiguration. 


10.2.8
CELL UPDATE CONFIRM
This message confirms the cell update procedure and can be used to reallocate new RNTI information for the UE valid in the new cell.


RLC-SAP: UM


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	U-RNTI
	CV-CCCH
	
	U-RNTI 10.3.3.47
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation or a cell reselection from GERAN Iu mode
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing either an SRNS relocation or a cell reselection from GERAN Iu mode, and a change in ciphering algorithm.
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received, the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	Wait time
	OP
	
	Wait time 10.3.3.50
	
	

	RLC re-establish indicator (RB2, RB3 and RB4) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	Should not be set to TRUE if IE "Downlink counter synchronisation info" is included in message.
	

	RLC re-establish indicator (RB5 and upwards) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	Should not be set to TRUE if IE "Downlink counter synchronisation info" is included in message.
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN Information Elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Specification mode information elements
	
	
	
	
	REL-8

	Default configuration for CELL_FACH
	OP
	
	Default configuration for CELL_FACH 10.3.4.0a
	
	REL-8

	RB information elements
	
	
	
	
	

	RAB information for setup
	CV-CS
	
	RAB information for setup 10.3.4.10
	RAB identity shall be identical to the one currently configured and UE behaviour is unspecified otherwise.
	

	RB information to release list
	OP
	1 to <maxRB>
	
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	

	RB information to reconfigure list
	OP
	1 to <maxRB>
	
	
	

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	

	RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	Uplink open loop transmit diversity info FDD
	OP
	
	Uplink open loop transmit diversity info FDD
10.3.6.x
	
	REL-11


	Condition
	Explanation

	CCCH
	This IE is mandatory present when CCCH is used and ciphering is not required and not needed otherwise.

	CS
	This IE is optionally present only if CS domain RAB mapping is reconfigured between DCH and E-DCH/HS-DSCH and shall not be present otherwise.


10.2.22
PHYSICAL CHANNEL RECONFIGURATION
This message is used by UTRAN to assign, replace or release a set of physical channels used by a UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being in the mobility state the UE has maintained in CELL_DCH state or being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	RB information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	Downlink transport channels
	
	
	
	
	REL-8

	HARQ Info
	OP
	
	HARQ info 10.3.5.7a
	
	REL-7

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing value of the maximum allowed UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	Uplink open loop transmit diversity info FDD
	OP
	
	Uplink open loop transmit diversity info FDD
10.3.6.x
	
	REL-11


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition from CELL_DCH to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


10.2.27
RADIO BEARER RECONFIGURATION
This message is sent from UTRAN to reconfigure parameters related to a change of QoS or to release and setup a radio bearer used for ptp transmission of MBMS services of the broadcast type. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels. This message is also used to perform a handover from GERAN Iu mode to UTRAN.


RLC-SAP: AM or UM or sent through GERAN Iu mode

Logical channel: DCCH or sent through GERAN Iu mode

Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation or a handover from GERAN Iu mode
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing either an SRNS relocation or a handover from GERAN Iu mode and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received The UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being in the mobility state the UE has maintained in CELL_DCH state or being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN information elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	Specification mode information elements
	
	
	
	
	REL-8

	Default configuration for CELL_FACH
	OP
	
	Default configuration for CELL_FACH 10.3.4.0a
	
	REL-8

	CHOICE specification mode
	MP
	
	
	
	REL-5

	>Complete specification
	
	
	
	
	

	RB information elements
	
	
	
	
	

	>>RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	

	>>>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	

	>>RAB information for MBMS ptp bearer list
	OP
	1 to < maxMBMSservSelect >
	
	
	REL-6

	>>>RAB information for MBMS ptp bearer
	MP
	
	RAB information for MBMS ptp bearer 10.3.4.9a
	
	REL-6

	>>RB information to reconfigure list
	MP
	1to <maxRB>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>>>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	

	>>RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>>>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	>>RB with PDCP context relocation info list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	>>>PDCP context relocation info
	MP
	
	PDCP context relocation info 10.3.4.1a
	
	REL-5

	>>PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	>>Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	>>Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	>Preconfiguration
	
	
	
	
	REL-5

	>>CHOICE Preconfiguration mode
	MP
	
	
	This value only applies in case the message is sent through GERAN Iu mode
	

	>>>Predefined configuration identity
	MP
	
	Predefined configuration identity 10.3.4.5
	
	

	>>>Default configuration
	
	
	
	
	

	>>>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used
	

	>>>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	MP


	1 to <maxRL>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	Uplink open loop transmit diversity info FDD
	OP
	
	Uplink open loop transmit diversity info FDD
10.3.6.x
	
	REL-11


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition from CELL_DCH to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


10.2.30
RADIO BEARER RELEASE
This message is used by UTRAN to release a radio bearer. It can also include modifications to the configurations of transport channels and/or physical channels. It can simultaneously indicate release of a signalling connection when UE is connected to more than one CN domain.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation.
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm.
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected
	Absence of this IE implies that, according to [4], the UE shall consider itself being in the mobility state the UE has maintained in CELL_DCH state or being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	Signalling Connection release indication
	OP
	
	CN domain identity 10.3.1.1
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	RB Information Elements
	
	
	
	
	

	RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	

	>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	

	RB information to release list
	MP
	1 to <maxRB>
	
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	

	RB information to reconfigure list
	OP
	1to <maxRB>
	
	
	REL-6

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	REL-6

	RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>RB with PDCP context relocation info list
	OP
	1 to <maxRBallRABs>
	
	
	REL-5

	>>PDCP context relocation info
	MP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	MBMS RB list released to change transfer mode
	OP
	1 to <maxRB>
	
	
	REL-6

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	REL-6

	Uplink open loop transmit diversity info FDD
	OP
	
	Uplink open loop transmit diversity info FDD
10.3.6.x
	
	REL-11


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition from CELL_DCH to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


10.2.33
RADIO BEARER SETUP
This message is sent by UTRAN to the UE to establish new radio bearer(s). It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation or an SR-VCC
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm or it is performing an SR-VCC
	

	SR-VCC info
	CV-SRVCC
	
	SR-VCC info 10.3.4.24a
	
	REL-8

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	RB Information Elements
	
	
	
	
	

	CHOICE specification mode
	MP
	
	
	
	REL-6

	>Complete specification
	
	
	
	In this version of the specification, only this value is specified
	REL-6

	>>Signalling RB information to setup list
	OP
	1 to <maxSRBsetup>
	
	For each signalling radio bearer established
	

	>>>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	>>RAB information to setup list
	OP
	1 to <maxRABsetup>
	
	For each RAB established
	

	>>>RAB information for setup
	MP
	
	RAB information for setup 10.3.4.10
	
	

	>>RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	REL-6

	>>>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	REL-6

	>>RB information to reconfigure list
	OP
	1to <maxRB>
	
	
	REL-6

	>>>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	REL-6

	>>RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>>>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	>>Downlink counter synchronisation info
	OP
	
	
	
	

	>>>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	>>PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	>>Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	>>Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	Uplink open loop transmit diversity info FDD
	OP
	
	Uplink open loop transmit diversity info FDD
10.3.6.x
	
	REL-11


	Condition
	Explanation

	SRVCC
	This IE is mandatory if an SR-VCC procedure is initiated and not needed otherwise.


10.2.50
TRANSPORT CHANNEL RECONFIGURATION
This message is used by UTRAN to configure the transport channel of a UE. This also includes a possible reconfiguration of physical channels. The message can also be used to assign a TFC subset and reconfigure physical channel.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being in the mobility state the UE has maintained in CELL_DCH state or being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	RB information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	Uplink open loop transmit diversity info FDD
	OP
	
	Uplink open loop transmit diversity info FDD
10.3.6.x
	
	REL-11


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition from CELL_DCH to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


10.3.3.42
UE radio access capability
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access stratum release indicator
	MP
	
	Enumerated(R99)
	Indicates the release of the UE according to [35]. The IE also indicates the release of the RRC transfer syntax supported by the UE..
	

	
	CV-not_rrc_connectionSetupComplete
	
	Enumerated(REL-4,
	11 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7,
	
	REL-7

	
	
	
	REL-8)
	
	REL-8

	DL capability with simultaneous HS-DSCH configuration
	CV-not_iRAT_HoInfo
	
	Enumerated(32kbps, 64kbps, 128kbps, 384kbps)
	
	REL-5

	PDCP capability
	MP
	
	PDCP capability 10.3.3.24
	
	

	RLC capability
	MP
	
	RLC capability 10.3.3.34
	
	

	Transport channel capability
	MP
	
	Transport channel capability 10.3.3.40
	
	

	RF capability FDD
	OP
	
	RF capability FDD 10.3.3.33
	
	

	RF capability TDD
	OP
	
	RF capability TDD 10.3.3.33b
	One "TDD RF capability" entity shall be included for every Chip rate capability supported.
	

	
	
	1 to 2
	
	Note 1
	REL-4

	RF capability TDD 1.28 Mcps
	CV-iRAT_HoInfo
	
	RF capability TDD 1.28 Mcps 10.3.3.33c
	Note 1
	REL-4

	Physical channel capability
	MP
	
	Physical channel capability 10.3.3.25
	
	

	UE multi-mode/multi-RAT capability
	MP
	
	UE multi-mode/multi-RAT capability 10.3.3.41
	
	

	Security capability
	MP
	
	Security capability 10.3.3.37
	
	

	UE positioning capability
	MP
	
	UE positioning capability 10.3.3.45
	
	

	Measurement capability
	OP
	
	Measurement capability 10.3.3.21
	
	

	Measurement capability TDD
	OP
	
	Measurement capability TDD 10.3.3.21b
	
	REL-8

	Device type
	MD
	
	Enumerated (DoesNotBenefitFromBatteryConsumptionOptimisation)
	Absence of this value means that the device does benefit from NW-based battery consumption optimisation.

UE may set the value to 

DoesNotBenefitFromBatteryConsumptionOptimisation when it does not foresee to particularly benefit from NW-based
	REL-6

	Support for System Information Block type 11bis
	OP
	
	Enumerated (TRUE)
	
	REL-6

	
	
	
	
	The IE shall be present and set to TRUE
	REL-7

	Support for F-DPCH
	OP
	
	Enumerated (TRUE)
	The IE shall be set to TRUE when F-DPCH is fully supported by the UE.

Absence of this information element indicates that F-DPCH is not fully supported
	REL-6

	MAC-ehs support
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates that UE supports MAC-ehs, the use of special value of HE field to indicate end of an SDU for RLC AM, octet aligned transport block table and different HS-SCCHs in contiguous TTIs.

The absence of this IE indicates that the UE does not support either MAC-ehs, octet aligned transport block table or the use of special value of HE field to indicate end of an SDU for RLC AM or different HS-SCCHs in contiguous TTIs.
	REL-7

	UE specific capability Information LCR TDD
	OP
	
	Enumerated (NF, TriRxUniTx, TriRxTriTx, HexRxUniTx, HexRxTriTx, HexRxHexTx)
	For 1.28 Mcps TDD only

10 spare values needed.
	REL-7

	Support for E-DPCCH Power Boosting
	OP
	
	Enumerated

(TRUE)
	The

absence of this IE indicates that the E-DPCCH Power Boosting is not supported. The presence of this IE indicates that the E-DPCCH Power Boosting is  supported by the UE.
	REL-7

	Support of common E-DCH
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DCH enhanced random access in CELL_FACH state and Idle mode.

Note 2
	REL-8

	Support of MAC-i/is
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation. 
	REL-8

	Support of SPS operation
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.
The absence of this IE indicates that the UE does not support SPS operation.
	REL-8

	Support of Control Channel DRX operation
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.
The absence of this IE indicates that the UE does not support Control Channel DRX operation
	REL-8

	Support of CSG
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support access control based on CSG
	REL-8

	Support for Two DRX schemes in URA_PCH and CELL_PCH
	OP
	
	Enumerated
(TRUE)
	The absence of this IE indicates that the UE does not support Two DRX schemes in URA_PCH and CELL_PCH
	REL-7

	Support for E-DPDCH power interpolation formula 
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DPDCH power interpolation formula when 16QAM is not configured
	REL-7

	Support for absolute priority based cell re-selection in UTRAN
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support absolute priority based cell re-selection to UTRA inter-frequency 
	REL-8

	Support for cell-specific Tx diversity configuration for dual-cell operation
	CV-Dual_Cell_HSDPA_supported
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support cell-specific Tx diversity configuration when configured for dual-cell operation. 
	REL-8

	Support of TX Diversity on DL Control Channels by MIMO Capable UE when MIMO operation is active
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-7

	Support of uplink open loop transmit diversity
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	
	REL-11

	Note 1:
The second entity of the "RF capability TDD" is not needed in the INTER RAT HANDOVER INFO message: if both TDD 3.84/7.68 Mcps and TDD 1.28 Mcps are supported, the "RF capability TDD 1.28 Mcps" entity shall be used for TDD 1.28 Mcps; the "UE power class" in the "RF capability TDD" entity shall apply for both chip rates.

	Note 2:
For 1.28 Mcps TDD, UE supporting E-DCH enhanced random access in CELL_FACH state and Idle mode always supports HS-PDSCH reception in CELL_FACH, CELL_PCH and URA_PCH state and CELL_FACH HS-DSCH DRX operation.


	Condition
	Explanation

	not_rrc_connectionSetupComplete
	The IE is not needed in the RRC CONNECTION SETUP COMPLETE message. Otherwise the IE is mandatory present.

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.

	iRAT_HoInfo
	The IE is optional in the INTER RAT HANDOVER INFO message. Otherwise, the IE is not needed.

	Dual_Cell_HSDPA_supported
	This IE is optionally present if Dual-Cell HSDPA is supported. Otherwise it is not needed.


10.3.6.X
Uplink open loop transmit diversity info FDD
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Uplink open loop transmit diversity operation activation
	MP
	
	Enumerated (TRUE)
	
	REL-11


11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,


DedicatedPriorityInformation,


URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-v770ext,


CapabilityUpdateRequirement-v860ext,


CapabilityUpdateRequirement-r7,


CapabilityUpdateRequirement-r8,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringAlgorithm-r7,


CipheringModeInfo,


CipheringModeInfo-r7,


DelayRestrictionFlag,


DL-PhysChCapabilityFDD-v380ext,


DL-SecondaryCellInfoFDD,


DL-SecondaryCellInfoFDD-v890ext,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


GroupReleaseInformation,


H-RNTI,


High-MobilityDetected,

InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


IntegrityProtectionModeInfo-r7,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


PDCP-Capability-v770ext,

Pre-RedirectionInfo,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RedirectionInfo-v860ext,


RejectionCause,


ReleaseCause,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


SR-VCC-Info,


SR-VCC-SecurityRABInfo-v860ext,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


UE-CapabilityContainer-IEs,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-v860ext,


UE-ConnTimersAndConstants-r5,


UE-HSPA-Identities-r6,

UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapability-v7e0ext,

UE-RadioAccessCapability-v7f0ext,


UE-RadioAccessCapability-v860ext,


UE-RadioAccessCapability-v880ext,


UE-RadioAccessCapability-v890ext,


UE-RadioAccessCapability-v8xyext,


UE-RadioAccessCapability-v920ext,


UE-RadioAccessCapability-va40ext,


UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp-v770ext,

UE-RadioAccessCapabilityComp2,

UE-RadioAccessCapabilityComp2-v770ext,


UE-RadioAccessCapabilityComp2-v7f0ext,


UE-RadioAccessCapabilityComp2-v860ext,


UE-RadioAccessCapabilityComp2-v920ext,


UE-RadioAccessCapabilityComp-TDD128,


UE-RadioAccessCapabilityInfo-v770ext,


UE-RadioAccessCapabilityInfo-TDD128-v8b0ext,


UE-SecurityInformation,


UE-SecurityInformation2,

UE-SpecificCapabilityInformation-LCRTDD,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


UTRAN-DRX-CycleLengthCoefficient-r7,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigIdentity-r6,


DefaultConfigForCellFACH,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PDCP-ROHC-TargetMode,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-r6,


RAB-Info-r7,

RAB-Info-Post,


RAB-InformationList,


RAB-InformationList-r6,


RAB-InformationReconfigList,


RAB-InformationReconfigList-r8,


RAB-InformationMBMSPtpList,


RAB-InformationSetup-r7,


RAB-InformationSetup-r8,


RAB-InformationSetup-v820ext,

RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RAB-InformationSetupList-r8,


RAB-InformationSetupList-v820ext,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationAffectedList-r7,


RB-InformationAffectedList-r8,


RB-InformationChangedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReconfigList-r7,


RB-InformationReconfigList-r8,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,


SRB-InformationSetupList-r8,


SRB-InformationSetupList2,


SRB-InformationSetupList2-r6,


SRB-InformationSetupList2-r7,


SRB-InformationSetupList2-r8,


UL-AMR-Rate,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DL-DeletedTransChInfoList-r7,


DRAC-StaticInformationList,


HARQ-Info-r7,


PowerOffsetInfoShort,

TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-AddReconfTransChInfoList-r8,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,

-- Physical Channel IEs :


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

CCTrCH-PowerControlInfo-r7,


ConstantValue,


ConstantValueTdd,


ControlChannelDRXInfo-TDD128-r8,


CPCH-SetInfo,


DHS-Sync,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformation-r7,


DL-CommonInformation-r8,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-HSPDSCH-Information-r6,

DL-HSPDSCH-Information-r7,


DL-HSPDSCH-Information-r8,


DL-HSPDSCH-Information-r8-ext,


DL-HSPDSCH-Information-r8-ext2,


DL-HSPDSCH-MultiCarrier-Information,


DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6,

DL-InformationPerRL-List-r7,


DL-InformationPerRL-List-r8,


DL-InformationPerRL-List-v6b0ext,

DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-MultiCarrier-Information,


DL-PDSCH-Information,


DL-TPC-PowerOffsetPerRL-List,


DLUL-HSPA-Information-r8,


DPC-Mode,


DPCH-CompressedModeStatusInfo,


DTX-DRX-TimingInfo-r7,


DTX-DRX-Info-r7,


DynamicPersistenceLevel,


E-DCH-ReconfigurationInfo,


E-DCH-ReconfigurationInfo-r7,


E-DCH-RL-InfoSameServingCell,


E-TFC-Boost-Info-r7,

E-DPDCH-PowerInterpolation,

EXT-UL-TimingAdvance,


Feedback-cycle-r7,

FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


HARQ-Preamble-Mode,

HS-DSCH-TBSizeTable,


HS-SCCH-LessInfo-r7,


HS-SICH-Power-Control-Info-TDD384,

HS-SICH-Power-Control-Info-TDD768,


MaxAllowedUL-TX-Power,


MIMO-Parameters-r7,


MIMO-Parameters-v7f0ext,


MIMO-Parameters-v7g0ext,


MIMO-Parameters-r8,


OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-CapacityAllocationInfo-r7,


PDSCH-Identity,


Multi-frequencyInfo-LCR-r7,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4,

PUSCH-CapacityAllocationInfo-r7,


PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-AdditionInformation-list-v6b0ext,


RL-AdditionInformationList-r7,


RL-AdditionInformationList-r8,


RL-AdditionInformationList-v890ext,


RL-RemovalInformationList,


Serving-HSDSCH-CellInformation,


Serving-HSDSCH-CellInformation-r7,


Serving-HSDSCH-CellInformation-r8,


ServingCellChangeParameters,

SpecialBurstScheduling,


SPS-Information-TDD128-r8,


SSDT-Information,


SSDT-Information-r4,


TFC-ControlDuration,


SSDT-UL,


TimingMaintainedSynchInd,


TimeslotList,


TimeslotList-r4,

TX-DiversityMode,


UL-16QAM-Config,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,

UL-DPCH-Info,


UL-DPCH-Info-r4,

UL-DPCH-Info-r5,

UL-DPCH-Info-r6,


UL-DPCH-Info-r7,

UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,


UL-EDCH-Information-ext,

UL-EDCH-Information-r6,


UL-EDCH-Information-r7,


UL-EDCH-Information-r8,


UL-OLTD-InfoFDD,

UL-SynchronisationParameters-r4,


UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,


UL-TimingAdvanceControl-r7,

UpPCHposition-LCR,

-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


EventResults-v770ext,


EventResults-v860ext,


EUTRA-EventResults,


EUTRA-MeasuredResults,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResults-v770ext,


MeasuredResults-v860ext,

MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsList-v770xet,

MeasuredResultsList-v860ext,

MeasuredResultsOnRACH,


MeasuredResultsOnRACH-v7g0ext,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementCommand-r7,

MeasurementCommand-r8,


MeasurementIdentity,


MeasurementReportingMode,


NewInterFreqCellList-v7b0ext,


NewInterFreqCellList-LCR-v8a0ext,


NewIntraFreqCellList-LCR-v8a0ext,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-AssistanceData-v770ext,


UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,


UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


UE-Positioning-OTDOA-MeasuredResultsTDD-ext,


UE-Positioning-GANSS-AssistanceData,


UE-Positioning-GANSS-AssistanceData-v860ext,

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


ETWS-Information,


ETWS-WarningSecurityInfo,


GSM-TargetCellInfoList,

GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,

InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-SecurityCapList,


IntraDomainNasNodeSelector,


MIB-ValueTag,


ProtocolErrorMoreInformation,


Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type,

-- MBMS IEs:


MBMS-CellGroupIdentity-r6,


MBMS-CommonRBInformationList-r6,


MBMS-CurrentCell-SCCPCHList-r6,


MBMS-JoinedInformation-r6,

MBMS-MICHConfigurationInfo-r6,


MBMS-MICHConfigurationInfo-v770ext,


MBMS-MICHConfigurationInfo-v890ext,


MBMS-ModifedServiceList-r6,


MBMS-ModifiedServiceList-LCR-v7c0ext,


MBMS-ModifiedServiceList-v770ext,


MBMS-MSCH-ConfigurationInfo-r6,


MBMS-NeighbouringCellSCCPCHList-r6,


MBMS-NeighbouringCellSCCPCHList-v770ext,


MBMS-NumberOfNeighbourCells-r6,

MBMS-PhyChInformationList-r6,


MBMS-PhyChInformationList-r7,


MBMS-PhyChInformationList-IMB384,


MBMS-PL-ServiceRestrictInfo-r6,


MBMS-PreferredFrequencyList-r6,


MBMS-PTMActivationTime-r6,


MBMS-SelectedServiceInfo,


MBMS-SelectedServicesShort,


MBMS-ServiceAccessInfoList-r6,


MBMS-ServiceIdentity-r6,


MBMS-ServiceSchedulingInfoList-r6,


MBMS-SIBType5-SCCPCHList-r6,


MBMS-TimersAndCounters-r6,


MBMS-TranspChInfoForEachCCTrCh-r6,


MBMS-TranspChInfoForEachTrCh-r6,


MBMS-UnmodifiedServiceList-r6,


MBMS-UnmodifiedServiceList-v770ext,

MBSFN-ClusterFrequency-r7,


MBSFN-InterFrequencyNeighbourList-r7,


MBSFN-InterFrequencyNeighbourList-v860ext,


MBMS-NetworkStandardTimeInformation-LCR-v890ext,


MBSFN-TDDInformation-LCR,


MBSFN-TDM-Info-List

FROM InformationElements


maxSIBperMsg,


maxURNTI-Group
FROM Constant-definitions;

-- ***************************************************

--

-- ACTIVE SET UPDATE (FDD only)

--

-- ***************************************************

ActiveSetUpdate ::= CHOICE {


r3







SEQUENCE {



activeSetUpdate-r3



ActiveSetUpdate-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




activeSetUpdate-r3-add-ext

BIT STRING

OPTIONAL,




v4b0NonCriticalExtensions

SEQUENCE {





activeSetUpdate-v4b0ext

ActiveSetUpdate-v4b0ext-IEs,





v590NonCriticalExtensions

SEQUENCE {






activeSetUpdate-v590ext


ActiveSetUpdate-v590ext-IEs,






v690NonCriticalExtensions

SEQUENCE {







activeSetUpdate-v690ext


ActiveSetUpdate-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {} OPTIONAL






}
OPTIONAL





}
OPTIONAL




} OPTIONAL



} OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r6







SEQUENCE {





activeSetUpdate-r6



ActiveSetUpdate-r6-IEs,





activeSetUpdate-r6-add-ext

BIT STRING

OPTIONAL,





v6b0NonCriticalExtensions

SEQUENCE {






activeSetUpdate-v6b0ext


ActiveSetUpdate-v6b0ext-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r7







SEQUENCE {






activeSetUpdate-r7



ActiveSetUpdate-r7-IEs,






activeSetUpdate-r7-add-ext

BIT STRING

OPTIONAL,






v780NonCriticalExtensions

SEQUENCE {







activeSetUpdate-v780ext


ActiveSetUpdate-v780ext-IEs,







v7f0NonCriticalExtensions
SEQUENCE {








activeSetUdpate-v7f0ext

ActiveSetUpdate-v7f0ext-IEs,








v7g0NonCriticalExtensions
SEQUENCE {









activeSetUdpate-v7g0ext

ActiveSetUpdate-v7g0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r8







SEQUENCE {







activeSetUpdate-r8



ActiveSetUpdate-r8-IEs,







-- Container for adding non critical extensions after freezing REL-9







activeSetUpdate-r8-add-ext

BIT STRING

OPTIONAL,







v890NonCriticalExtensions

SEQUENCE {








activeSetUpdate-v890ext


ActiveSetUpdate-v890ext-IEs,








v7g0NonCriticalExtensions

SEQUENCE {









activeSetUpdate-v7g0ext


ActiveSetUpdate-v7g0ext-IEs,









v8xyNonCriticalExtensions

SEQUENCE {










activeSetUpdate-v8xyext


ActiveSetUpdate-8xyext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



SEQUENCE {}





}




}



}

}

}

ActiveSetUpdate-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



-- dummy and dummy2 are not used in this version of the specification, they should



-- not be sent and if received they should be ignored.



dummy





IntegrityProtectionModeInfo


OPTIONAL,



dummy2





CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



newU-RNTI





U-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



-- dummy3 is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy3





DL-CounterSynchronisationInfo

OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList

RL-AdditionInformationList


OPTIONAL,



rl-RemovalInformationList

RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode



TX-DiversityMode




OPTIONAL,



-- dummy4 is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy4






SSDT-Information




OPTIONAL

}

ActiveSetUpdate-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE RL-AdditionInformationList included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

ActiveSetUpdate-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dpc-Mode






DPC-Mode,



dl-TPC-PowerOffsetPerRL-List

DL-TPC-PowerOffsetPerRL-List


OPTIONAL

}

ActiveSetUpdate-v690ext-IEs ::= SEQUENCE {


-- Core network IEs


primary-plmn-Identity



PLMN-Identity





OPTIONAL

}

ActiveSetUpdate-r6-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime





ActivationTime





OPTIONAL,



newU-RNTI






U-RNTI







OPTIONAL,



newH-RNTI






H-RNTI







OPTIONAL,



newPrimary-E-RNTI




E-RNTI







OPTIONAL,



newSecondary-E-RNTI




E-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo




CN-InformationInfo-r6



OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList


RL-AdditionInformationList-r6

OPTIONAL,



rl-RemovalInformationList


RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode




TX-DiversityMode




OPTIONAL,



dpc-Mode






DPC-Mode






OPTIONAL,



serving-HSDSCH-CellInformation

Serving-HSDSCH-CellInformation

OPTIONAL,



e-dch-ReconfigurationInfo


E-DCH-ReconfigurationInfo


OPTIONAL
}

ActiveSetUpdate-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


rl-AdditionInformation-list-v6b0ext

RL-AdditionInformation-list-v6b0ext
OPTIONAL
}

ActiveSetUpdate-r7-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime





ActivationTime





OPTIONAL,



newU-RNTI






U-RNTI







OPTIONAL,



newH-RNTI






H-RNTI







OPTIONAL,



newPrimary-E-RNTI




E-RNTI







OPTIONAL,



newSecondary-E-RNTI




E-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo




CN-InformationInfo-r6



OPTIONAL,


-- Physical channel IEs



dtx-drx-TimingInfo




DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info





DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo




HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters





MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList


RL-AdditionInformationList-r7

OPTIONAL,



rl-RemovalInformationList


RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode




TX-DiversityMode




OPTIONAL,



dpc-Mode






DPC-Mode






OPTIONAL,



serving-HSDSCH-CellInformation

Serving-HSDSCH-CellInformation-r7
OPTIONAL,



e-dch-ReconfigurationInfo


E-DCH-ReconfigurationInfo-r7

OPTIONAL,


ul-16QAM-Config





UL-16QAM-Config





OPTIONAL,



e-dch-ReconfInfoSameCell


E-DCH-RL-InfoSameServingCell

OPTIONAL,


e-TFC-Boost-Info




E-TFC-Boost-Info-r7




OPTIONAL,



e-DPDCH-PowerInterpolation


E-DPDCH-PowerInterpolation


OPTIONAL

}

ActiveSetUpdate-v780ext-IEs ::= SEQUENCE {


-- Physical channel IEs


hs-DSCH-TBSizeTable




HS-DSCH-TBSizeTable




OPTIONAL
}

ActiveSetUpdate-v7f0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


mimoParameters






MIMO-Parameters-v7f0ext



OPTIONAL

}

ActiveSetUpdate-v7g0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


mimoParameters






MIMO-Parameters-v7g0ext



OPTIONAL

}

ActiveSetUpdate-r8-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime





ActivationTime





OPTIONAL,



newU-RNTI






U-RNTI







OPTIONAL,



newH-RNTI






H-RNTI







OPTIONAL,



newPrimary-E-RNTI




E-RNTI







OPTIONAL,



newSecondary-E-RNTI




E-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo




CN-InformationInfo-r6



OPTIONAL,


-- Physical channel IEs



dtx-drx-TimingInfo




DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info





DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo




HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters





MIMO-Parameters-r8




OPTIONAL,



maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList


RL-AdditionInformationList-r8

OPTIONAL,



servingCellChangeParameters


ServingCellChangeParameters


OPTIONAL,



rl-RemovalInformationList


RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode




TX-DiversityMode




OPTIONAL,



dpc-Mode






DPC-Mode






OPTIONAL,



serving-HSDSCH-CellInformation

Serving-HSDSCH-CellInformation-r8
OPTIONAL,



e-dch-ReconfigurationInfo


E-DCH-ReconfigurationInfo-r7

OPTIONAL,



ul-16QAM-Config





UL-16QAM-Config





OPTIONAL,



e-dch-ReconfInfoSameCell


E-DCH-RL-InfoSameServingCell

OPTIONAL,



e-TFC-Boost-Info




E-TFC-Boost-Info-r7




OPTIONAL,



e-DPDCH-PowerInterpolation


E-DPDCH-PowerInterpolation


OPTIONAL,



dl-SecondaryCellInfoFDD



DL-SecondaryCellInfoFDD



OPTIONAL

}

ActiveSetUpdate-v890ext-IEs ::= SEQUENCE {


-- User Equipment IEs



dl-SecondaryCellInfoFDD-v890ext

DL-SecondaryCellInfoFDD-v890ext

OPTIONAL,


-- Physical channel IEs



mimoParameters





MIMO-Parameters-v7f0ext



OPTIONAL,



rl-AdditionInformationList


RL-AdditionInformationList-v890ext
OPTIONAL

}

ActiveSetUpdate-v8xyext-IEs ::= SEQUENCE {



ulOLTDInfoFDD





UL-OLTD-InfoFDD


OPTIONAL

}
//NEXT MODIFIED SECTION //
-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm ::= CHOICE {


r3







SEQUENCE {



cellUpdateConfirm-r3


CellUpdateConfirm-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




cellUpdateConfirm-v3a0ext

CellUpdateConfirm-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





cellUpdateConfirm-r3-add-ext
BIT STRING
OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






cellUpdateConfirm-v4b0ext

CellUpdateConfirm-v4b0ext-IEs,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





cellUpdateConfirm-r4


CellUpdateConfirm-r4-IEs,





v4d0NonCriticalExtensions

SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






cellUpdateConfirm-r4-add-ext
BIT STRING

OPTIONAL,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






cellUpdateConfirm-r5


CellUpdateConfirm-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






cellUpdateConfirm-r5-add-ext
BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







cellUpdateConfirm-r6


CellUpdateConfirm-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







cellUpdateConfirm-r6-add-ext
BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v6b0ext

CellUpdateConfirm-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








cellUpdateConfirm-r7


CellUpdateConfirm-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








cellUpdateConfirm-r7-add-ext
BIT STRING











(CONTAINING CellUpdateConfirm-r7-add-ext-IEs)
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v780ext

CellUpdateConfirm-v780ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v860ext

CellUpdateConfirm-v860ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









cellUpdateConfirm-r8


CellUpdateConfirm-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









cellUpdateConfirm-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v7d0ext

CellUpdateConfirm-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











cellUpdateConfirm-v7f0ext
CellUpdateConfirm-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v890ext
















CellUpdateConfirm-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













cellUpdateConfirm-v7g0ext
















CellUpdateConfirm-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














cellUpdateConfirm-v8a0ext

















CellUpdateConfirm-v8a0ext-IEs,














v8xyNonCriticalExtensions

SEQUENCE {















cellUpdateConfirm-v8xyext

















CellUpdateConfirm-v8xyext-IEs,















nonCriticalExtensions


SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL











}
OPTIONAL









}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



SEQUENCE {}







}






}





}




}



}


}

}

CellUpdateConfirm-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

CellUpdateConfirm-v3a0ext ::= SEQUENCE {


-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI



DSCH-RNTI







OPTIONAL

}

CellUpdateConfirm-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

CellUpdateConfirm-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

CellUpdateConfirm-v5d0ext-IEs ::=
SEQUENCE {


--Radio Bearer IEs



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL

}

CellUpdateConfirm-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove
BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r4

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

CellUpdateConfirm-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove
BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r5

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.




dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}

CellUpdateConfirm-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

CellUpdateConfirm-v690ext-IEs ::=
SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,

-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

CellUpdateConfirm-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext
DL-InformationPerRL-List-v6b0ext
OPTIONAL
}

CellUpdateConfirm-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,



waitTime





WaitTime






OPTIONAL,


rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r7

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r7

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

CellUpdateConfirm-r7-add-ext-IEs ::= SEQUENCE {


cellUpdateConfirm-v7d0ext

CellUpdateConfirm-v7d0ext-IEs

OPTIONAL,



v7f0NonCriticalExtensions

SEQUENCE {




cellUpdateConfirm-v7f0ext

CellUpdateConfirm-v7f0ext-IEs,




v7g0NonCriticalExtensions

SEQUENCE {





cellUpdateConfirm-v7g0ext

CellUpdateConfirm-v7g0ext-IEs,





nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}
OPTIONAL



}
OPTIONAL

}

CellUpdateConfirm-v780ext-IEs ::= SEQUENCE {


-- Physical channel IEs


hs-DSCH-TBSizeTable



HS-DSCH-TBSizeTable




OPTIONAL
}

CellUpdateConfirm-v7d0ext-IEs ::=
SEQUENCE {

-- Physical channel IEs


ul-EDCH-Information



UL-EDCH-Information-ext



OPTIONAL
}
CellUpdateConfirm-v7f0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



mimoParameters




MIMO-Parameters-v7f0ext



OPTIONAL

}

CellUpdateConfirm-v7g0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



mimoParameters




MIMO-Parameters-v7g0ext



OPTIONAL

}

CellUpdateConfirm-r8-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,



waitTime





WaitTime






OPTIONAL,


rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Specification mode information



defaultConfigForCellFACH

DefaultConfigForCellFACH


OPTIONAL,


-- Radio bearer IEs



rab-InformationSetup


RAB-InformationSetup-r8



OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r8

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r8




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r8



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r8



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r8


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD



OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

CellUpdateConfirm-v860ext-IEs ::=
SEQUENCE {



rab-InformationSetup


SEQUENCE {




rab-InformationSetup-r7


RAB-InformationSetup-r7,




rab-InformationSetup-v820ext
RAB-InformationSetup-v820ext



}

OPTIONAL

}

CellUpdateConfirm-v890ext-IEs ::= SEQUENCE {


-- User Equipment IEs



dl-SecondaryCellInfoFDD-v890ext

DL-SecondaryCellInfoFDD-v890ext

OPTIONAL,

-- Physical channel IEs



dl-HSPDSCH-Information



DL-HSPDSCH-Information-r8-ext

OPTIONAL

}

CellUpdateConfirm-v8a0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-HSPDSCH-Information



DL-HSPDSCH-Information-r8-ext2

OPTIONAL

}

CellUpdateConfirm-v8xyext-IEs ::= SEQUENCE {



ulOLTDInfoFDD





UL-OLTD-InfoFDD


OPTIONAL
}
//NEXT MODIFIED SECTION //
-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION

--

-- ***************************************************

PhysicalChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



physicalChannelReconfiguration-r3











PhysicalChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions


SEQUENCE {




physicalChannelReconfiguration-v3a0ext

PhysicalChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





physicalChannelReconfiguration-r3-add-ext


BIT STRING

OPTIONAL,





v4b0NonCriticalExtenstions


SEQUENCE {






physicalChannelReconfiguration-v4b0ext













PhysicalChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext














PhysicalChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v770ext















PhysicalChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions




SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,




criticalExtensions



CHOICE {




r4







SEQUENCE {





physicalChannelReconfiguration-r4













PhysicalChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






physicalChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext













PhysicalChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v770ext















PhysicalChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






physicalChannelReconfiguration-r5














PhysicalChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






physicalChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {








physicalChannelReconfiguration-v770ext















PhysicalChannelReconfiguration-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







physicalChannelReconfiguration-r6















PhysicalChannelReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







physicalChannelReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








physicalChannelReconfiguration-v6b0ext














PhysicalChannelReconfiguration-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v770ext














PhysicalChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








physicalChannelReconfiguration-r7















PhysicalChannelReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-7








physicalChannelReconfiguration-r7-add-ext
BIT STRING
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v780ext














PhysicalChannelReconfiguration-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v7d0ext














PhysicalChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











physicalChannelReconfiguration-v7f0ext















PhysicalChannelReconfiguration-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












physicalChannelReconfiguration-v7g0ext















PhysicalChannelReconfiguration-v7g0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







}
OPTIONAL






},







criticalExtensions



CHOICE {








r8







SEQUENCE {









physicalChannelReconfiguration-r8
















PhysicalChannelReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









physicalChannelReconfiguration-r8-add-ext
BIT STRING
OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v7d0ext














PhysicalChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











physicalChannelReconfiguration-v7f0ext















PhysicalChannelReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












physicalChannelReconfiguration-v890ext















PhysicalChannelReconfiguration-v890ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {













physicalChannelReconfiguration-v7g0ext















PhysicalChannelReconfiguration-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














physicalChannelReconfiguration-v8a0ext















PhysicalChannelReconfiguration-v8a0ext-IEs,













v8xyNonCriticalExtensions

SEQUENCE {















physicalChannelReconfiguration-v8xyext















PhysicalChannelReconfiguration-v8xyext-IEs,














nonCriticalExtensions
SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL











}
OPTIONAL









}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



SEQUENCE {}







}






}





}




}



}


}

}

PhysicalChannelReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



-- Note: the reference to CPCH in the element name below is incorrect. The name is not



-- changed to keep it aligned with R99.


ul-ChannelRequirement


UL-ChannelRequirementWithCPCH-SetID

OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

PhysicalChannelReconfiguration-v3a0ext ::= SEQUENCE {


-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

PhysicalChannelReconfiguration-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

PhysicalChannelReconfiguration-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

PhysicalChannelReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



-- Note: the reference to CPCH in the element name below is incorrect. The name is not



-- changed to keep it aligned with R99.



ul-ChannelRequirement


UL-ChannelRequirementWithCPCH-SetID-r4
OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

PhysicalChannelReconfiguration-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



-- Note: the reference to CPCH in the element name below is incorrect. The name is not



-- changed to keep it aligned with R99.



ul-ChannelRequirement


UL-ChannelRequirementWithCPCH-SetID-r5
OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}

PhysicalChannelReconfiguration-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

PhysicalChannelReconfiguration-v690ext-IEs ::= SEQUENCE {


-- User Equipment IEs



delayRestrictionFlag


DelayRestrictionFlag 



OPTIONAL,


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

PhysicalChannelReconfiguration-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext
DL-InformationPerRL-List-v6b0ext
OPTIONAL
}

PhysicalChannelReconfiguration-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

PhysicalChannelReconfiguration-v770ext-IEs ::= SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL

}

PhysicalChannelReconfiguration-v780ext-IEs ::= SEQUENCE {


-- Transport channel IEs



harqInfo





HARQ-Info-r7





OPTIONAL,


-- Physical channel IEs



hs-DSCH-TBSizeTable



HS-DSCH-TBSizeTable




OPTIONAL
}
PhysicalChannelReconfiguration-v7d0ext-IEs ::= SEQUENCE {

-- Physical channel IEs



ul-EDCH-Information



UL-EDCH-Information-ext



OPTIONAL
}
PhysicalChannelReconfiguration-v7f0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



mimoParameters




MIMO-Parameters-v7f0ext



OPTIONAL

}

PhysicalChannelReconfiguration-v7g0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



mimoParameters




MIMO-Parameters-v7g0ext



OPTIONAL

}

PhysicalChannelReconfiguration-r8-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



harqInfo





HARQ-Info-r7





OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r8




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r8



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r8



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r8


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD



OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

PhysicalChannelReconfiguration-v890ext-IEs ::= SEQUENCE {


-- User Equipment IEs



dl-SecondaryCellInfoFDD-v890ext

DL-SecondaryCellInfoFDD-v890ext

OPTIONAL,

-- Physical channel IEs



dl-HSPDSCH-Information



DL-HSPDSCH-Information-r8-ext

OPTIONAL

}

PhysicalChannelReconfiguration-v8a0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-HSPDSCH-Information



DL-HSPDSCH-Information-r8-ext2

OPTIONAL

}

PhysicalChannelReconfiguration-v8xyext-IEs ::= SEQUENCE {



ulOLTDInfoFDD





UL-OLTD-InfoFDD


OPTIONAL
}
//NEXT MODIFIED SECTION //
-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



-- Prefix "v3ao" is used (in one instance) to keep alignment with R99



v3aoNonCriticalExtensions

SEQUENCE {




radioBearerReconfiguration-v3a0ext
RadioBearerReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions


SEQUENCE {






radioBearerReconfiguration-v4b0ext















RadioBearerReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext
















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {} OPTIONAL









}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerReconfiguration-r4
RadioBearerReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5








SEQUENCE {






radioBearerReconfiguration-r5

RadioBearerReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions


SEQUENCE {







radioBearerReconfiguration-v5d0ext
RadioBearerReconfiguration-v5d0ext-IEs,







v690NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,







v770NonCriticalExtensions


SEQUENCE {









radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6








SEQUENCE {







radioBearerReconfiguration-r6

RadioBearerReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions


SEQUENCE {








radioBearerReconfiguration-v6b0ext















RadioBearerReconfiguration-v6b0ext-IEs,








v6f0NonCriticalExtensions


SEQUENCE {









radioBearerRconfiguration-v6f0ext
















RadioBearerReconfiguration-v6f0ext-IEs,









v770NonCriticalExtensions


SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions



SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7








SEQUENCE {








radioBearerReconfiguration-r7

RadioBearerReconfiguration-r7-IEs,








v780NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v780ext
















RadioBearerReconfiguration-v780ext-IEs,









v790NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v790ext
















RadioBearerReconfiguration-v790ext-IEs,










v7d0NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v7d0ext
















RadioBearerReconfiguration-v7d0ext-IEs,











v7f0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v7f0ext
















RadioBearerReconfiguration-v7f0ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-v7g0ext
















RadioBearerReconfiguration-v7g0ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL











}
OPTIONAL











}
OPTIONAL










}
OPTIONAL








}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerReconfiguration-r8
RadioBearerReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerReconfiguration-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v7d0ext
















RadioBearerReconfiguration-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerReconfiguration-v7f0ext
















RadioBearerReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v890ext
















RadioBearerReconfiguration-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-v7g0ext
















RadioBearerReconfiguration-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerReconfiguration-v8a0ext
















RadioBearerReconfiguration-v8a0ext-IEs,














v8xyNonCriticalExtensions

SEQUENCE {















radioBearerReconfiguration-v8xyext
















RadioBearerReconfiguration-v8xyext-IEs,















nonCriticalExtensions
SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL











}
OPTIONAL









}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



SEQUENCE {}







}






}





}




}



}


}

}

RadioBearerReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



-- NOTE: IE rb-InformationReconfigList should be optional in later versions



-- of this message



rb-InformationReconfigList

RB-InformationReconfigList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



-- NOTE: IE dl-InformationPerRL-List is optional in later versions



-- of this message



dl-InformationPerRL-List

DL-InformationPerRL-List

}

RadioBearerReconfiguration-v3a0ext ::= SEQUENCE {


-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received the UE behaviour


-- is unspecified

new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

RadioBearerReconfiguration-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RadioBearerReconfiguration-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RadioBearerReconfiguration-v5d0ext-IEs ::= SEQUENCE {


--Radio Bearer IEs



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL

}

RadioBearerReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r4

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4 

OPTIONAL

}

RadioBearerReconfiguration-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received 



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r5

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,





-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the





-- specification, they should not be sent and if received they should be ignored.




dummy






CHOICE {






fdd







SEQUENCE {







dummy1






CPCH-SetID




OPTIONAL,







dummy2






DRAC-StaticInformationList
OPTIONAL






},






tdd







NULL





}
















OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r5






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.




dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5 

OPTIONAL

}
RadioBearerReconfiguration-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}
RadioBearerReconfiguration-v690ext-IEs ::= SEQUENCE {


-- User Equipment IEs



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,

-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerReconfiguration-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext
DL-InformationPerRL-List-v6b0ext
OPTIONAL
}

RadioBearerReconfiguration-v6f0ext-IEs ::= SEQUENCE {


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL




}



}

}

RadioBearerReconfiguration-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r7

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r7

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}
RadioBearerReconfiguration-v770ext-IEs ::= SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL

}

RadioBearerReconfiguration-v780ext-IEs ::= SEQUENCE {


-- Physical channel IEs


hs-DSCH-TBSizeTable



HS-DSCH-TBSizeTable




OPTIONAL
}

RadioBearerReconfiguration-v790ext-IEs ::= SEQUENCE {


-- Container for adding non critical extensions after freezing REL-8



radioBearerReconfiguration-r7-add-ext

BIT STRING



OPTIONAL

}

RadioBearerReconfiguration-v7d0ext-IEs ::= SEQUENCE {

-- Physical channel IEs


ul-EDCH-Information



UL-EDCH-Information-ext



OPTIONAL
}
RadioBearerReconfiguration-v7f0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


mimoParameters





MIMO-Parameters-v7f0ext



OPTIONAL

}

RadioBearerReconfiguration-v7g0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


mimoParameters





MIMO-Parameters-v7g0ext



OPTIONAL

}

RadioBearerReconfiguration-r8-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Specification mode information



defaultConfigForCellFACH

DefaultConfigForCellFACH


OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r8

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r8




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r8



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r8



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r8


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD



OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}
RadioBearerReconfiguration-v890ext-IEs ::= SEQUENCE {


-- User Equipment IEs



dl-SecondaryCellInfoFDD-v890ext

DL-SecondaryCellInfoFDD-v890ext

OPTIONAL,

-- Physical channel IEs



dl-HSPDSCH-Information



DL-HSPDSCH-Information-r8-ext

OPTIONAL

}

RadioBearerReconfiguration-v8a0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-HSPDSCH-Information



DL-HSPDSCH-Information-r8-ext2

OPTIONAL

}

RadioBearerReconfiguration-v8xyext-IEs ::= SEQUENCE {



ulOLTDInfoFDD





UL-OLTD-InfoFDD


OPTIONAL
}
//NEXT MODIFIED SECTION //
-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

RadioBearerRelease ::= CHOICE {


r3







SEQUENCE {



radioBearerRelease-r3


RadioBearerRelease-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerRelease-v3a0ext

RadioBearerRelease-v3a0ext,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




radioBearerRelease-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerRelease-v4b0ext

RadioBearerRelease-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerRelease-r4


RadioBearerRelease-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerRelease-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerRelease-r5


RadioBearerRelease-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerRelease-r5-add-ext
BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {








radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerRelease-r6


RadioBearerRelease-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerRelease-r6-add-ext
BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








radioBearerRelease-v6b0ext

RadioBearerRelease-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerRelease-r7


RadioBearerRelease-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerRelease-r7-add-ext
BIT STRING

OPTIONAL,








v780NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v780ext

RadioBearerRelease-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v7d0ext

RadioBearerRelease-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v7f0ext
RadioBearerRelease-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v7g0ext



















RadioBearerRelease-v7g0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerRelease-r8


RadioBearerRelease-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerRelease-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v7d0ext

RadioBearerRelease-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v7f0ext
RadioBearerRelease-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v890ext


















RadioBearerRelease-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerRelease-v7g0ext



















RadioBearerRelease-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerRelease-v8a0ext


















RadioBearerRelease-v8a0ext-IEs,














v8xyNonCriticalExtensions

SEQUENCE {















radioBearerRelease-v8xyext


















RadioBearerRelease-v8xyext-IEs,













nonCriticalExtensions
SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL











}
OPTIONAL









}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



SEQUENCE {}







}






}





}




}



}


}

}

RadioBearerRelease-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity

     
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RadioBearerRelease-v3a0ext ::= SEQUENCE {


-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

RadioBearerRelease-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



--  in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RadioBearerRelease-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RadioBearerRelease-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

RadioBearerRelease-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity

     
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}
RadioBearerRelease-v690ext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}

RadioBearerRelease-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}
RadioBearerRelease-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext
DL-InformationPerRL-List-v6b0ext
OPTIONAL
}

RadioBearerRelease-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationReconfigList

RB-InformationReconfigList-r7

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r7

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}
RadioBearerRelease-v770ext-IEs ::= SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL

}

RadioBearerRelease-v780ext-IEs ::= SEQUENCE {


-- Physical channel IEs


hs-DSCH-TBSizeTable



HS-DSCH-TBSizeTable




OPTIONAL
}

RadioBearerRelease-v7d0ext-IEs ::= SEQUENCE {

-- Physical channel IEs


ul-EDCH-Information



UL-EDCH-Information-ext



OPTIONAL
}
RadioBearerRelease-v7f0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


mimoParameters





MIMO-Parameters-v7f0ext



OPTIONAL

}

RadioBearerRelease-v7g0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


mimoParameters





MIMO-Parameters-v7g0ext



OPTIONAL

}

RadioBearerRelease-r8-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationReconfigList

RB-InformationReconfigList-r8

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r8




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r8



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r8



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r8


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD



OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}
RadioBearerRelease-v890ext-IEs ::= SEQUENCE {


-- User Equipment IEs



dl-SecondaryCellInfoFDD-v890ext

DL-SecondaryCellInfoFDD-v890ext

OPTIONAL,

-- Physical channel IEs



dl-HSPDSCH-Information



DL-HSPDSCH-Information-r8-ext

OPTIONAL

}

RadioBearerRelease-v8a0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-HSPDSCH-Information



DL-HSPDSCH-Information-r8-ext2

OPTIONAL

}

RadioBearerRelease-v8xyext-IEs ::= SEQUENCE {



ulOLTDInfoFDD





UL-OLTD-InfoFDD


OPTIONAL
}
//NEXT MODIFIED SECTION //
-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup ::= CHOICE {


r3







SEQUENCE {



radioBearerSetup-r3



RadioBearerSetup-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerSetup-v3a0ext

RadioBearerSetup-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerSetup-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerSetup-v4b0ext

RadioBearerSetup-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerSetup-r4



RadioBearerSetup-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerSetup-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerSetup-r5



RadioBearerSetup-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerSetup-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerSetup-r6



RadioBearerSetup-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerSetup-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v6b0ext

RadioBearerSetup-v6b0ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerSetup-r7



RadioBearerSetup-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerSetup-r7-add-ext

BIT STRING











(CONTAINING RadioBearerSetup-r7-add-ext-IEs)
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









radioBearerSetup-v780ext

RadioBearerSetup-v780ext-IEs,









v820NonCriticalExtensions

SEQUENCE {










radioBearerSetup-v820ext

RadioBearerSetup-v820ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerSetup-r8



RadioBearerSetup-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerSetup-r8-add-ext

BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerSetup-v7d0ext

RadioBearerSetup-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerSetup-v7f0ext
RadioBearerSetup-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerSetup-v890ext


















RadioBearerSetup-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerSetup-v7g0ext


















RadioBearerSetup-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerSetup-v8a0ext


















RadioBearerSetup-v8a0ext-IEs,














v8xyNonCriticalExtensions

SEQUENCE {















radioBearerSetup-v8xyext


















RadioBearerSetup-v8xyext-IEs,















nonCriticalExtensions

SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



SEQUENCE {}







}






}





}




}



}


}

}

RadioBearerSetup-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RadioBearerSetup-v3a0ext ::= SEQUENCE {


-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

RadioBearerSetup-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RadioBearerSetup-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RadioBearerSetup-v5d0ext-IEs ::=
SEQUENCE {


--Radio Bearer IEs



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL

}

RadioBearerSetup-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r4


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

RadioBearerSetup-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList-r5


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r5


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}
RadioBearerSetup-v690ext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- Radio bearer IEs



rab-InformationSetupList

RAB-InformationSetupList-r6-ext

OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList-r6


OPTIONAL,





rab-InformationSetupList

RAB-InformationSetupList-r6


OPTIONAL,





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,




rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




-- dummy is not used in this version of the specification




-- if it is sent, the UE behaviour is unspecified.




dummy






SEQUENCE {





rab-Info





RAB-Info-r6,





defaultConfigMode



DefaultConfigMode,





defaultConfigIdentity 


DefaultConfigIdentity-r6,





rb-InformationChangedList

RB-InformationChangedList-r6

OPTIONAL,





powerOffsetInfoShort


PowerOffsetInfoShort




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext
DL-InformationPerRL-List-v6b0ext
OPTIONAL,

-- MBMS IEs



-- The order of the RABs in IE rab-InformationSetupListExt is the same as



-- in IE rab-InformationSetupList that is included in this message



rab-InformationSetupListExt

RAB-InformationSetupList-v6b0ext
OPTIONAL

}

RadioBearerSetup-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList-r7


OPTIONAL,





rab-InformationSetupList

RAB-InformationSetupList-r7


OPTIONAL,





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,




rb-InformationReconfigList

RB-InformationReconfigList-r7

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r7

OPTIONAL,





dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL




},




-- dummy is not used in this version of the specification




-- if it is sent, the UE behaviour is unspecified.




dummy






NULL



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-r7-add-ext-IEs ::= SEQUENCE {



radioBearerSetup-v7d0ext

RadioBearerSetup-v7d0ext-IEs

OPTIONAL,



v7f0NonCriticalExtensions

SEQUENCE {




radioBearerSetup-v7f0ext


RadioBearerSetup-v7f0ext-IEs,




v7g0NonCriticalExtensions

SEQUENCE {





radioBearerSetup-v7g0ext


RadioBearerSetup-v7g0ext-IEs,





nonCriticalExtensions

SEQUENCE {}

OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

RadioBearerSetup-v780ext-IEs ::= SEQUENCE {


-- Physical channel IEs


hs-DSCH-TBSizeTable



HS-DSCH-TBSizeTable




OPTIONAL
}

RadioBearerSetup-v7d0ext-IEs ::= SEQUENCE {

-- Physical channel IEs


ul-EDCH-Information



UL-EDCH-Information-ext



OPTIONAL
}
RadioBearerSetup-v7f0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


mimoParameters





MIMO-Parameters-v7f0ext



OPTIONAL

}

RadioBearerSetup-v7g0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


mimoParameters





MIMO-Parameters-v7g0ext



OPTIONAL

}

RadioBearerSetup-r8-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



sr-vcc-Info





SR-VCC-Info






OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList-r8


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r8


OPTIONAL,



rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,


rb-InformationReconfigList

RB-InformationReconfigList-r8

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r8




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r8



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r8



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r8


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD



OPTIONAL,


controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-v820ext-IEs ::= SEQUENCE {


-- Radio bearer IEs



rab-InformationSetupList

RAB-InformationSetupList-v820ext
OPTIONAL

}

RadioBearerSetup-v890ext-IEs ::= SEQUENCE {


-- User Equipment IEs



dl-SecondaryCellInfoFDD-v890ext

DL-SecondaryCellInfoFDD-v890ext

OPTIONAL,

-- Physical channel IEs



dl-HSPDSCH-Information



DL-HSPDSCH-Information-r8-ext

OPTIONAL

}

RadioBearerSetup-v8a0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-HSPDSCH-Information



DL-HSPDSCH-Information-r8-ext2

OPTIONAL

}

RadioBearerSetup-v8xyext-IEs ::= SEQUENCE {



ulOLTDInfoFDD





UL-OLTD-InfoFDD


OPTIONAL
}
//NEXT MODIFIED SECTION //
-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



startList





STARTList,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


--
Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- Non critical extensions



v370NonCriticalExtensions


SEQUENCE {




rrcConnectionSetupComplete-v370ext
RRCConnectionSetupComplete-v370ext,




v380NonCriticalExtensions


SEQUENCE {





rrcConnectionSetupComplete-v380ext
RRCConnectionSetupComplete-v380ext-IEs,





-- Reserved for future non critical extension





v3a0NonCriticalExtensions


SEQUENCE {






rrcConnectionSetupComplete-v3a0ext
RRCConnectionSetupComplete-v3a0ext-IEs,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







rrcConnectionSetupComplete-r3-add-ext

BIT STRING









(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,







v3g0NonCriticalExtensions


SEQUENCE {








rrcConnectionSetupComplete-v3g0ext
RRCConnectionSetupComplete-v3g0ext-IEs,








v4b0NonCriticalExtensions


SEQUENCE {









rrcConnectionSetupComplete-v4b0ext

















RRCConnectionSetupComplete-v4b0ext-IEs,









v590NonCriticalExtensions


SEQUENCE {










rrcConnectionSetupComplete-v590ext

















RRCConnectionSetupComplete-v590ext-IEs,










v5c0NonCriticalExtensions


SEQUENCE {











rrcConnectionSetupComplete-v5c0ext

















RRCConnectionSetupComplete-v5c0ext-IEs,











v690NonCriticalExtensions


SEQUENCE {












rrcConnectionSetupComplete-v690ext

















RRCConnectionSetupComplete-v690ext-IEs,












v770NonCriticalExtensions

SEQUENCE {













rrcConectionSetupComplete-v770ext

















RRCConnectionSetupComplete-v770ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

RRCConnectionSetupComplete-v370ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext
OPTIONAL

}

RRCConnectionSetupComplete-v380ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext

}

RRCConnectionSetupComplete-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext
OPTIONAL

}
RRCConnectionSetupComplete-v3g0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext
OPTIONAL

}
RRCConnectionSetupComplete-r3-add-ext-IEs ::= SEQUENCE {



rrcConnectionSetupComplete-v650ext

RRCConnectionSetupComplete-v650ext-IEs
OPTIONAL,



v680NonCriticalExtensions



SEQUENCE {




rrcConnectionSetupComplete-v680ext

RRCConnectionSetupComplete-v680ext-IEs,




v7e0NonCriticalExtensions



SEQUENCE {





rrcConnectionSetupComplete-v7e0ext

RRCConnectionSetupComplete-v7e0ext-IEs,





v7f0NonCriticalExtensions



SEQUENCE {






rrcConnectionSetupComplete-v7f0ext















RRCConnectionSetupComplete-v7f0ext-IEs,






va40NonCriticalExtensions




SEQUENCE {







rrcConnectionSetupCompleteBand-va40ext















RRCConnectionSetupCompleteBand-va40ext-IEs,







V8xyNonCriticalExtensions




SEQUENCE {








rrcConnectionSetupComplete-v8xyext















RRCConnectionSetupComplete-v8xyext-IEs,








nonCriticalExtensions




SEQUENCE {}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

RRCConnectionSetupComplete-v4b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v4b0ext

UE-RadioAccessCapability-v4b0ext

OPTIONAL

}

RRCConnectionSetupComplete-v590ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v590ext

UE-RadioAccessCapability-v590ext

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability-v590ext

InterRAT-UE-RadioAccessCapability-v590ext
OPTIONAL

}

RRCConnectionSetupComplete-v5c0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v5c0ext

UE-RadioAccessCapability-v5c0ext

OPTIONAL
}

RRCConnectionSetupComplete-v650ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v650ext

UE-RadioAccessCapability-v650ext

}
RRCConnectionSetupComplete-v680ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v680ext

UE-RadioAccessCapability-v680ext
}
RRCConnectionSetupComplete-v690ext-IEs ::= SEQUENCE {


-- User equipment IEs



ueCapabilityContainer



BIT STRING













(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL

}

RRCConnectionSetupComplete-v770ext-IEs ::= SEQUENCE {



deferredMeasurementControlReading
ENUMERATED { true }





OPTIONAL
}

RRCConnectionSetupComplete-v7e0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability



UE-RadioAccessCapability-v7e0ext
}

RRCConnectionSetupComplete-v7f0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability



UE-RadioAccessCapability-v7f0ext
OPTIONAL

}

RRCConnectionSetupComplete-v8xyext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability



UE-RadioAccessCapability-v8xyext
OPTIONAL

}

RRCConnectionSetupCompleteBand-va40ext-IEs ::= SEQUENCE {


-- dummy is not used in this version of the specification and


-- it should be ignored by the receiver.


dummy








UE-RadioAccessCapabBand-va40ext

OPTIONAL
}

//NEXT MODIFIED SECTION //
-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



transportChannelReconfiguration-r3











TransportChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




transportChannelReconfiguration-v3a0ext












TransportChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions


SEQUENCE {





-- Container for additional R99 extensions





transportChannelReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v4b0ext















TransportChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext
















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}

OPTIONAL






}

OPTIONAL





}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





transportChannelReconfiguration-r4













TransportChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






transportChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






transportChannelReconfiguration-r5














TransportChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






transportChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







transportChannelReconfiguration-r6















TransportChannelReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







transportChannelReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








transportChannelReconfiguration-v6b0ext














TransportChannelReconfiguration-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext














TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








transportChannelReconfiguration-r7















TransportChannelReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








transportChannelReconfiguration-r7-add-ext

BIT STRING
OPTIONAL,








v780NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v780ext














TransportChannelReconfiguration-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v7d0ext














TransportChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v7f0ext















TransportChannelReconfiguration-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v7g0ext















TransportChannelReconfiguration-v7g0ext-IEs,












nonCriticalExtensions

SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









transportChannelReconfiguration-r8
















TransportChannelReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









transportChannelReconfiguration-r8-add-ext

















BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v7d0ext














TransportChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v7f0ext















TransportChannelReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v890ext














TransportChannelReconfiguration-v890ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {













transportChannelReconfiguration-v7g0ext















TransportChannelReconfiguration-v7g0ext-IEs,












v8a0NonCriticalExtensions

SEQUENCE {














transportChannelReconfiguration-v8a0ext















TransportChannelReconfiguration-v8a0ext-IEs,













v8xyNonCriticalExtensions

SEQUENCE {















transportChannelReconfiguration-v8xyext















TransportChannelReconfiguration-v8xyext-IEs,














nonCriticalExtensions


SEQUENCE {}

OPTIONAL













}
OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



SEQUENCE {}







}






}





}




}



}


}

}

TransportChannelReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

TransportChannelReconfiguration-v3a0ext ::= SEQUENCE {


-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received


-- the UE behaviour is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

TransportChannelReconfiguration-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

TransportChannelReconfiguration-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

TransportChannelReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

TransportChannelReconfiguration-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}

TransportChannelReconfiguration-v690ext-IEs ::= SEQUENCE {


-- User Equipment IEs



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,

-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

TransportChannelReconfiguration-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

TransportChannelReconfiguration-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext
DL-InformationPerRL-List-v6b0ext
OPTIONAL
}

TransportChannelReconfiguration-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

TransportChannelReconfiguration-v770ext-IEs ::= SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL

}

TransportChannelReconfiguration-v780ext-IEs ::= SEQUENCE {


-- Physical channel IEs


hs-DSCH-TBSizeTable



HS-DSCH-TBSizeTable




OPTIONAL
}

TransportChannelReconfiguration-v7d0ext-IEs ::= SEQUENCE {

-- Physical channel IEs


ul-EDCH-Information


UL-EDCH-Information-ext




OPTIONAL
}
TransportChannelReconfiguration-v7f0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


mimoParameters





MIMO-Parameters-v7f0ext



OPTIONAL

}

TransportChannelReconfiguration-v7g0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


mimoParameters





MIMO-Parameters-v7g0ext



OPTIONAL

}

TransportChannelReconfiguration-r8-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r8




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r8



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r8



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r8


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD



OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

TransportChannelReconfiguration-v890ext-IEs ::= SEQUENCE {


-- User Equipment IEs



dl-SecondaryCellInfoFDD-v890ext

DL-SecondaryCellInfoFDD-v890ext

OPTIONAL,

-- Physical channel IEs



dl-HSPDSCH-Information



DL-HSPDSCH-Information-r8-ext

OPTIONAL

}

TransportChannelReconfiguration-v8a0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-HSPDSCH-Information



DL-HSPDSCH-Information-r8-ext2

OPTIONAL

}

TransportChannelReconfiguration-v8xyext-IEs ::= SEQUENCE {



ulOLTDInfoFDD





UL-OLTD-InfoFDD


OPTIONAL
}
//NEXT MODIFIED SECTION //
-- ***************************************************

--

-- UE CAPABILITY INFORMATION

--

-- ***************************************************

UECapabilityInformation ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier


OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList

OPTIONAL,



v370NonCriticalExtensions


SEQUENCE {




ueCapabilityInformation-v370ext
UECapabilityInformation-v370ext,




v380NonCriticalExtensions


SEQUENCE {





ueCapabilityInformation-v380ext

UECapabilityInformation-v380ext-IEs,





v3a0NonCriticalExtensions


SEQUENCE {






ueCapabilityInformation-v3a0ext

UECapabilityInformation-v3a0ext-IEs,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







ueCapabilityInformation-r3-add-ext

BIT STRING










(CONTAINING UECapabilityInformation-r3-add-ext-IEs)
OPTIONAL,







-- Reserved for future non critical extension







v4b0NonCriticalExtensions


SEQUENCE {








ueCapabilityInformation-v4b0ext

UECapabilityInformation-v4b0ext,








v590NonCriticalExtensions


SEQUENCE {









ueCapabilityInformation-v590ext

UECapabilityInformation-v590ext,









v5c0NonCriticalExtensions


SEQUENCE {










ueCapabilityInformation-v5c0ext


















UECapabilityInformation-v5c0ext,










v690NonCriticalExtensions


SEQUENCE {











ueCapabilityInformation-v690ext

















UECapabilityInformation-v690ext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL
}

UECapabilityInformation-v370ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext

UE-RadioAccessCapability-v370ext

OPTIONAL

}

UECapabilityInformation-v380ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext

UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext


DL-PhysChCapabilityFDD-v380ext

}

UECapabilityInformation-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext

UE-RadioAccessCapability-v3a0ext

OPTIONAL

}

UECapabilityInformation-r3-add-ext-IEs ::= SEQUENCE {



ueCapabilityInformation-v650ext

UECapabilityInformation-v650ext-IEs

OPTIONAL,



v680NonCriticalExtensions


SEQUENCE {




ueCapabilityInformation-v680ext

UECapabilityInformation-v680ext-IEs,




v7e0NonCriticalExtensions


SEQUENCE {





ueCapabilityInformation-v7e0ext

UECapabilityInformation-v7e0ext-IEs,





v7f0NonCriticalExtensions


SEQUENCE {






ueCapabilityInformation-v7f0ext

UECapabilityInformation-v7f0ext-IEs,






va40NonCriticalExtensions



SEQUENCE {







ueCapabilityInformation-va40ext
















UECapabilityInformation-va40ext-IEs,







V8xyNonCriticalExtensions



SEQUENCE {








ueCapabilityInformation-v8xyext
















UECapabilityInformation-v8xyext-IEs,








nonCriticalExtensions



SEQUENCE {}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL


}

OPTIONAL
}
UECapabilityInformation-v4b0ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v4b0ext

UE-RadioAccessCapability-v4b0ext

OPTIONAL

}

UECapabilityInformation-v590ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext

UE-RadioAccessCapability-v3g0ext

OPTIONAL,



ue-RadioAccessCapability-v590ext

UE-RadioAccessCapability-v590ext

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability-v590ext
InterRAT-UE-RadioAccessCapability-v590ext
OPTIONAL

}

UECapabilityInformation-v5c0ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v5c0ext

UE-RadioAccessCapability-v5c0ext

OPTIONAL
}

UECapabilityInformation-v650ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v650ext

UE-RadioAccessCapability-v650ext

}

UECapabilityInformation-v680ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v680ext

UE-RadioAccessCapability-v680ext
}
UECapabilityInformation-v690ext-IEs ::= SEQUENCE {


-- User equipment IEs



ueCapabilityContainer



BIT STRING













(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL

}

UECapabilityInformation-v7e0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability



UE-RadioAccessCapability-v7e0ext
}
UECapabilityInformation-v7f0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability



UE-RadioAccessCapability-v7f0ext
OPTIONAL

}

UECapabilityInformation-v8xyext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability



UE-RadioAccessCapability-v8xyext
OPTIONAL

}

UECapabilityInformation-va40ext-IEs ::= SEQUENCE {

-- dummy is not used in this version of the specification and


-- it should be ignored by the receiver.


dummy








UE-RadioAccessCapabBand-va40ext

OPTIONAL

}

//NEXT MODIFIED SECTION //
11.3
Information element definitions
//NEXT MODIFIED SECTION //
UE-RadioAccessCapability ::=

SEQUENCE {


-- UE-RadioAccessCapability is compatible with R99, although accessStratumReleaseIndicator 


-- is removed from this IE, since its encoding did not result in bits. The 


-- accessStratumReleaseIndicator is provided in the relevant REL-4 extension IEs.


pdcp-Capability





PDCP-Capability,


rlc-Capability





RLC-Capability,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability,


physicalChannelCapability


PhysicalChannelCapability,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability,


measurementCapability



MeasurementCapability

OPTIONAL

}

UE-RadioAccessCapabilityInfo ::=

SEQUENCE {


ue-RadioAccessCapability


UE-RadioAccessCapability,


ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext

}

UE-RadioAccessCapability-v370ext ::=
SEQUENCE {


ue-RadioAccessCapabBandFDDList

UE-RadioAccessCapabBandFDDList
}

UE-RadioAccessCapability-v380ext ::=
SEQUENCE {


ue-PositioningCapabilityExt-v380

UE-PositioningCapabilityExt-v380
}

UE-RadioAccessCapability-v3a0ext ::=
SEQUENCE {


ue-PositioningCapabilityExt-v3a0

UE-PositioningCapabilityExt-v3a0
}
UE-RadioAccessCapability-v3g0ext ::=
SEQUENCE {


ue-PositioningCapabilityExt-v3g0

UE-PositioningCapabilityExt-v3g0
}
UE-RadioAccessCapability-v650ext ::=
SEQUENCE {


ue-RadioAccessCapabBandFDDList2

UE-RadioAccessCapabBandFDDList2,


-- This IE shall be included if the UE also supports Band I-VII


ue-RadioAccessCapabBandFDDList-ext
UE-RadioAccessCapabBandFDDList-ext
OPTIONAL

}

UE-RadioAccessCapability-v690ext ::= SEQUENCE {



physicalchannelcapability-edch
PhysicalChannelCapability-edch-r6,


-- TABULAR: deviceType is MD in tabular description



-- Default value is 'doesBenefitFromBatteryConsumptionOptimisation'


deviceType

ENUMERATED { doesNotBenefitFromBatteryConsumptionOptimisation }
OPTIONAL

}

UE-RadioAccessCapability-v7e0ext ::=
SEQUENCE {


-- User equipment IEs



supportForTwoDRXSchemesInPCH

ENUMERATED { true }





OPTIONAL,



supportEDPDCHPowerInterpolation

ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapability-v7f0ext ::=
SEQUENCE {


supportofTxDivOnNonMIMOChannel


ENUMERATED { true }






OPTIONAL,


-- IE physicalChannelCapability-LCR and ue-RadioAccessCapabilityComp-TDD128 shall only be


-- included in InterRATHandoverInfo for 1.28 Mcps TDD, otherwise these IEs are not needed here.


physicalChannelCapability-LCR


PhysicalChannelCapability-LCR-r4


OPTIONAL,


ue-RadioAccessCapabilityComp-TDD128

UE-RadioAccessCapabilityComp-TDD128-v7f0ext
OPTIONAL

}

UE-RadioAccessCapabilityInfo-v770ext ::= SEQUENCE {


rf-Capability






RF-Capability-v770ext




OPTIONAL,


physicalChannelCapability



PhysicalChannelCapabilityInfo-v770ext,


ganssSupportIndication




ENUMERATED { true }





OPTIONAL,


mac-ehsSupport






ENUMERATED { true }





OPTIONAL,


ue-SpecificCapabilityInformation

UE-SpecificCapabilityInformation-LCRTDD
OPTIONAL
}

UE-RadioAccessCapabilityInfo-TDD128-v8b0ext ::=
SEQUENCE {


-- INTER RAT HANDOVER INFO


measurementCapabilityTDD





MeasurementCapabilityTDD


OPTIONAL,


hSDSCH-physical-layer-category-extension












HSDSCH-physical-layer-category-extension
OPTIONAL
}
UE-RadioAccessCapability-v860ext ::=
SEQUENCE {


ue-RadioAccessCapabBandFDDList3


UE-RadioAccessCapabBandFDDList3

}

UE-RadioAccessCapability-v880ext ::=
SEQUENCE {


-- INTER RAT HANDOVER INFO


supportForPriorityReselectionInUTRAN 
ENUMERATED { true }




OPTIONAL

}
UE-RadioAccessCapability-v890ext ::= SEQUENCE {


-- UE radio access capability



supportCellSpecificTxDiversityinDC-Operation 
ENUMERATED { true }



OPTIONAL

}

UE-RadioAccessCapability-v8xyext ::=
SEQUENCE {


-- User equipment IEs



supportofULOLTD





ENUMERATED { true }



OPTIONAL

}

UE-RadioAccessCapability-v920ext ::=
SEQUENCE {


supportOfenhancedTS0



ENUMERATED { true }





OPTIONAL
}
UE-RadioAccessCapabBand-va40ext ::= SEQUENCE {


ue-RadioAccessCapabBandFDDList5



UE-RadioAccessCapabBandFDDList5,


-- This IE shall be included if the UE also supports Band I – Band XXII

ue-RadioAccessCapabBandFDDList-ext2


UE-RadioAccessCapabBandFDDList-ext2

OPTIONAL

}

UE-RadioAccessCapabBandFDDList2 ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF












UE-RadioAccessCapabBandFDD2

UE-RadioAccessCapabBandFDDList3 ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF












UE-RadioAccessCapabBandFDD3

UE-RadioAccessCapabBandFDDList5 ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD-ext2)) OF












UE-RadioAccessCapabBandFDD5

UE-RadioAccessCapabBandFDD2 ::=
SEQUENCE {


radioFrequencyBandFDD2



RadioFrequencyBandFDD2,


fddRF-Capability




SEQUENCE {



ue-PowerClass





UE-PowerClassExt,



txRxFrequencySeparation



TxRxFrequencySeparation


}

OPTIONAL,


measurementCapability2



MeasurementCapabilityExt2

}
UE-RadioAccessCapabBandFDD3 ::=

SEQUENCE {


-- UE may omit both IEs if this IE indicates the same compressed 


-- mode capability for all supported UTRA bands 


-- Otherwise, the UE shall include either one of the following OPTIONAL IEs.


radioFrequencyBandFDD



RadioFrequencyBandFDD

OPTIONAL,


radioFrequencyBandFDD2



RadioFrequencyBandFDD2

OPTIONAL,


measurementCapability3



MeasurementCapabilityExt3

}

UE-RadioAccessCapabBandFDD5 ::=

SEQUENCE {


radioFrequencyBandFDD3



RadioFrequencyBandFDD3,


fddRF-Capability




SEQUENCE {



ue-PowerClass





UE-PowerClassExt,



txRxFrequencySeparation



TxRxFrequencySeparation


}

OPTIONAL,


measurementCapability4



MeasurementCapabilityExt4

}

UE-PositioningCapabilityExt-v380 ::=
SEQUENCE {


rx-tx-TimeDifferenceType2Capable

BOOLEAN
}

UE-PositioningCapabilityExt-v3a0 ::=
SEQUENCE {


validity-CellPCH-UraPCH




ENUMERATED { true }
}

UE-PositioningCapabilityExt-v3g0 ::=
SEQUENCE {


sfn-sfnType2Capability



ENUMERATED { true }
}

UE-PositioningCapability-v770ext ::= SEQUENCE {


ue-GANSSPositioning-Capability

UE-GANSSPositioning-Capability

OPTIONAL

}

UE-PositioningCapability-v860ext ::= SEQUENCE {


ue-GANSSPositioning-Capability-v860ext











UE-GANSSPositioning-Capability-v860ext-IEs
OPTIONAL

}

UE-RadioAccessCapabBandFDDList ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF












UE-RadioAccessCapabBandFDD

UE-RadioAccessCapabBandFDDList-ext ::= SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF 











UE-RadioAccessCapabBandFDD-ext

UE-RadioAccessCapabBandFDD ::=
SEQUENCE{


radioFrequencyBandFDD



RadioFrequencyBandFDD,


fddRF-Capability




SEQUENCE {



ue-PowerClass





UE-PowerClassExt,



txRxFrequencySeparation



TxRxFrequencySeparation


}















OPTIONAL,


measurementCapability



MeasurementCapabilityExt

}
UE-RadioAccessCapabBandFDD-ext ::= SEQUENCE {


radioFrequencyBandFDD



RadioFrequencyBandFDD,


compressedModeMeasCapabFDDList-ext
CompressedModeMeasCapabFDDList-ext

}

UE-RadioAccessCapability-v4b0ext ::=
SEQUENCE {


pdcp-Capability-r4-ext



PDCP-Capability-r4-ext,


tdd-CapabilityExt




SEQUENCE {



rf-Capability





RF-Capability-r4-ext,



physicalChannelCapability-LCR

PhysicalChannelCapability-LCR-r4,



measurementCapability-r4-ext

MeasurementCapability-r4-ext


}










OPTIONAL,


-- IE " AccessStratumReleaseIndicator" is not needed in RRC CONNECTION SETUP COMPLETE


accessStratumReleaseIndicator



AccessStratumReleaseIndicator 
OPTIONAL

}

UE-RadioAccessCapabilityComp ::= SEQUENCE {

totalAM-RLCMemoryExceeds10kB


BOOLEAN,


rf-CapabilityComp





RF-CapabilityComp
}

UE-RadioAccessCapabilityComp-ext ::= SEQUENCE {


rf-CapabilityFDDComp



RF-CapabBandListFDDComp-ext

}
UE-RadioAccessCapabilityComp-TDD128-v7f0ext ::= SEQUENCE {


hSDSCH-physical-layer-category












HSDSCH-physical-layer-category



OPTIONAL,


multiCarrier-physical-layer-category









MultiCarrier-HSDSCH-physical-layer-category



OPTIONAL,


tdd-edch-PhysicalLayerCategory


INTEGER (1..6)







OPTIONAL,


dl-CapabilityWithSimultaneousHS-DSCHConfig












DL-CapabilityWithSimultaneousHS-DSCHConfig
OPTIONAL,


supportForCSVoiceoverHSPA



ENUMERATED { true }





OPTIONAL,


totalRLC-AM-BufferSize




TotalRLC-AM-BufferSize-r5-ext


OPTIONAL

}

UE-RadioAccessCapabilityComp-v770ext ::= SEQUENCE {


rf-CapabilityComp





RF-CapabilityComp-v770ext,


securityCapabilityIndication


ENUMERATED { true }





OPTIONAL,


ganssSupportIndication




ENUMERATED { true }





OPTIONAL,


mac-ehsSupport






ENUMERATED { true }





OPTIONAL

}
UE-RadioAccessCapabilityComp2 ::=

SEQUENCE {

fddPhysicalChannelCapab-hspdsch-edch
SEQUENCE {



dl-CapabilityWithSimultaneousHS-DSCHConfig











DL-CapabilityWithSimultaneousHS-DSCHConfig
OPTIONAL,


physicalChannelCapabComp-hspdsch-r6

HSDSCH-physical-layer-category,


physicalChannelCapability-edch-r6

PhysicalChannelCapability-edch-r6

}

OPTIONAL

}

UE-RadioAccessCapabilityComp2-v770ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext

HSDSCH-physical-layer-category-ext

OPTIONAL,


edch-PhysicalLayerCategory-extension
INTEGER (7)







OPTIONAL,


hsscchlessHsdschOperation



ENUMERATED { true }





OPTIONAL,


enhancedFdpch






ENUMERATED { true }





OPTIONAL,


hsdschReception-CellFach



ENUMERATED { true }





OPTIONAL,


hsdschReception-CellUraPch



ENUMERATED { true }





OPTIONAL,


discontinuousDpcchTransmission


ENUMERATED { true }





OPTIONAL,


slotFormat4







ENUMERATED { true }





OPTIONAL,


pdcp-Capability






PDCP-Capability-v770ext




OPTIONAL

}

UE-RadioAccessCapabilityComp2-v7f0ext ::= SEQUENCE {



supportofTxDivOnNonMIMOChannel

ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapabilityComp2-v860ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext2

HSDSCH-physical-layer-category-ext2

OPTIONAL,


supportOfMACiis






ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapabilityComp2-v920ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext3

HSDSCH-physical-layer-category-ext3

OPTIONAL,


edch-PhysicalLayerCategory-extension2
INTEGER (8..9)






OPTIONAL

}

UE-RadioAccessCapabilityComp-TDD128 ::=

SEQUENCE {


tdd128RF-Capability





RadioFrequencyBandTDDextList


OPTIONAL,


supportOfSFModeForHSPDSCHDualStream

ENUMERATED { sf1, sf1sf16 }



OPTIONAL,


supportOfCommonEDCH





ENUMERATED { true }





OPTIONAL,


supportOfMACiis






ENUMERATED { true }





OPTIONAL,


supportOfSPSOperation




ENUMERATED { true }





OPTIONAL,


supportOfControlChannelDRXOperation

ENUMERATED { true }





OPTIONAL

}

RF-CapabilityComp ::= SEQUENCE {


fdd 




CHOICE {



notSupported




NULL,



supported





RF-CapabBandListFDDComp


},

tdd384-RF-Capability
CHOICE {



notSupported




NULL,



supported





RadioFrequencyBandTDDList

},

tdd128-RF-Capability
CHOICE {



notSupported




NULL,



supported





RadioFrequencyBandTDDList


}
}

RF-CapabilityComp-v770ext ::=

SEQUENCE {

-- If support of TDD384 and/or TDD128 RF capability is indicated in IEs 'RF-CapabilityComp',


-- the corresponding IE 'RadioFrequencyBandTDDList-r7' shall be included in this IE.


tdd384-RF-Capability



RadioFrequencyBandTDDList-r7


OPTIONAL,


tdd768-RF-Capability



CHOICE {



notSupported





NULL,



supported






RadioFrequencyBandTDDList-r7

},


tdd128-RF-Capability



RadioFrequencyBandTDDList-r7


OPTIONAL

}

-- NOTE: This IE defines the supported TX/RX frequency separation for the respective supported

-- frequency band. Values defined as spare shall not be sent in this version of the protocol.
-- If a spare value is received, it should be interpreted as 'default-RxTX-sparation'.

RF-CapabBandFDDComp ::=



ENUMERATED { notSupported,











default-TxRx-separation, spare2, spare1 }

RF-CapabBandListFDDComp ::=


SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF


-- The first entry corresponds with the first value of IE RadioFrequencyBandFDD,


-- fdd2100, and so on. No more than seven entries should be included in this IE. The

-- 8'th entry, if present, shall be ignored.

-- An extension of this IE may be provided using the IE 'RF-CapabBandListFDDComp-ext'.


RF-CapabBandFDDComp

RF-CapabBandListFDDComp-ext ::=

SEQUENCE (SIZE (1..maxFreqBandsFDD-ext)) OF


-- The first entry corresponds with the first value of IE RadioFrequencyBandFDD2,


-- bandVIII, and so on.

RF-CapabBandFDDComp

UE-RadioAccessCapability-v590ext ::=
SEQUENCE {


dl-CapabilityWithSimultaneousHS-DSCHConfig











DL-CapabilityWithSimultaneousHS-DSCHConfig
OPTIONAL,


pdcp-Capability-r5-ext



PDCP-Capability-r5-ext,


rlc-Capability-r5-ext



RLC-Capability-r5-ext,

physicalChannelCapability


PhysicalChannelCapability-hspdsch-r5,


multiModeRAT-Capability-v590ext

MultiModeRAT-Capability-v590ext
}

UE-RadioAccessCapability-v5c0ext ::= SEQUENCE {


pdcp-Capability-r5-ext2



PDCP-Capability-r5-ext2

}

UE-RadioAccessCapability-v680ext ::= SEQUENCE {


multiModeRAT-Capability-v680ext

MultiModeRAT-Capability-v680ext
}

UL-OLTD-InfoFDD ::= 
SEQUENCE {



ulOLTDOperationActivation


ENUMERATED
{true}


OPTIONAL

}
UE-RadioAccessCapabBandFDDList-ext2 ::= SEQUENCE (SIZE (1..maxFreqBandsFDD2)) OF 











UE-RadioAccessCapabBandFDD-ext2

UE-RadioAccessCapabBandFDD-ext2 ::= SEQUENCE {


radioFrequencyBandFDD



RadioFrequencyBandFDD

OPTIONAL,


radioFrequencyBandFDD2



RadioFrequencyBandFDD2

OPTIONAL,


compressedModeMeasCapabFDDList3

CompressedModeMeasCapabFDDList3

}
//NEXT MODIFIED SECTION //
MeasurementCapabilityExt2 ::= 

SEQUENCE{


compressedModeMeasCapabFDDList

CompressedModeMeasCapabFDDList2,


compressedModeMeasCapabTDDList

CompressedModeMeasCapabTDDList
OPTIONAL,


compressedModeMeasCapabGSMList

CompressedModeMeasCapabGSMList
OPTIONAL,


compressedModeMeasCapabMC


CompressedModeMeasCapabMC

OPTIONAL

}
MeasurementCapabilityExt3 ::=

SEQUENCE {


compressedModeMeasCapabEUTRAList
CompressedModeMeasCapabEUTRAList
OPTIONAL

}

MeasurementCapabilityExt4 ::= 

SEQUENCE{


compressedModeMeasCapabFDDList2

CompressedModeMeasCapabFDDList2

OPTIONAL,


compressedModeMeasCapabFDDList3

CompressedModeMeasCapabFDDList3

OPTIONAL,


compressedModeMeasCapabTDDList

CompressedModeMeasCapabTDDList

OPTIONAL,


compressedModeMeasCapabGSMList

CompressedModeMeasCapabGSMList

OPTIONAL,


compressedModeMeasCapabMC


CompressedModeMeasCapabMC


OPTIONAL,


compressedModeMeasCapabEUTRAList
CompressedModeMeasCapabEUTRAList
OPTIONAL

}

CompressedModeMeasCapabFDDList3 ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD-ext2)) OF











CompressedModeMeasCapabFDD3

CompressedModeMeasCapabFDD3 ::=

SEQUENCE {


-- UE may omit radioFrequencyBandFDD3 if this IE indicates the compressed mode capability within


-- the same frequency band. Otherwise, the UE shall include the IE.


radioFrequencyBandFDD3



RadioFrequencyBandFDD3
OPTIONAL,


dl-MeasurementsFDD




BOOLEAN,


ul-MeasurementsFDD




BOOLEAN

}

//NEXT MODIFIED SECTION //
RadioFrequencyBandFDD2 ::=


ENUMERATED {











bandVIII,











bandIX,











bandX,











bandXI,











bandXII,











bandXIII,











bandXIV,











bandXV,











bandXVI,











bandXVII, 











bandXVIII,











bandXIX,











bandXX,











bandXXI,











bandXXII,











extension-indicator }
RadioFrequencyBandFDD3 ::=


ENUMERATED {spare64, spare63, bandXXV, spare61, spare60, spare59, spare58, spare57, spare56, spare55, spare54, spare53, spare52, spare51, spare50, spare49, spare48, spare47, spare46, spare45, spare44, spare43, spare42, spare41, spare40, spare39, spare38, spare37, spare36, spare35, spare34, spare33, spare32, spare31, spare30, spare29, spare28, spare27, spare26, spare25, spare24, spare23, spare22, spare21, spare20, spare19, spare18, spare17, spare16, spare15, spare14, spare13, spare12, spare11, spare10, spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 }

//NEXT MODIFIED SECTION //
11.4
Constant definitions

Constant-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

hiPDSCHidentities


INTEGER ::= 64

hiPUSCHidentities


INTEGER ::= 64

hiRM





INTEGER ::= 256

maxAC





INTEGER ::= 16

maxAdditionalMeas 


INTEGER ::= 4

maxASC





INTEGER ::= 8

maxASCmap




INTEGER ::= 7

maxASCpersist



INTEGER ::= 6

maxCCTrCH




INTEGER ::= 8

maxCellMeas 



INTEGER ::= 32

maxCellMeas-1



INTEGER ::= 31

maxCNdomains



INTEGER ::= 4

maxCommonHRNTI



INTEGER ::= 4

maxCommonQueueID


INTEGER ::= 2

maxCPCHsets




INTEGER ::= 16

maxDedicatedCSGFreq


INTEGER ::= 4

maxDPCH-DLchan



INTEGER ::= 8

maxDPDCH-UL




INTEGER ::= 6

maxDRACclasses



INTEGER ::= 8

maxE-DCHMACdFlow


INTEGER ::= 8

maxE-DCHMACdFlow-1


INTEGER ::= 7

maxEUTRACellPerFreq


INTEGER ::= 16

maxEUTRATargetFreqs


INTEGER ::= 8

maxEDCHRL




INTEGER ::= 4

maxEDCHs




INTEGER ::= 32

maxEDCHTxPattern-TDD128

INTEGER ::= 4 -- maxEDCHTxPattern-TDD128
should be 3

maxEDCHTxPattern-TDD128-1
INTEGER ::= 3 -- maxEDCHTxPattern-TDD128-1
should be 2
maxERNTIgroup



INTEGER ::= 32

maxERNTIperGroup


INTEGER ::= 2

maxERUCCH




INTEGER ::= 256

maxFACHPCH




INTEGER ::= 8

maxFreq





INTEGER ::= 8

maxFreqBandsEUTRA


INTEGER ::= 16

maxFreqBandsFDD



INTEGER ::= 8

maxFreqBandsFDD-ext


INTEGER ::= 15
-- maxFreqBandsFDD-ext ::= 22 - (maxFreqBandsFDD - 1)

maxFreqBandsFDD-ext2

INTEGER ::= 64
-- maxFreqBandsFDD-ext2 ::= 86 - maxFreqBandsFDD-ext

maxFreqBandsTDD



INTEGER ::= 4

maxFreqBandsTDD-ext


INTEGER ::= 16

maxFreqBandsGSM



INTEGER ::= 16

maxGANSS




INTEGER ::= 8

maxGANSS-1




INTEGER ::= 7
maxGANSSSat




INTEGER ::= 64

maxGANSSSat-1



INTEGER ::= 63
maxGERAN-SI




INTEGER ::= 8

maxGSMTargetCells


INTEGER ::= 32

maxHNBNameSize



INTEGER ::= 48

maxHProcesses 



INTEGER ::= 8

maxHS-SCCHLessTrBlk


INTEGER ::= 4

maxHSDSCHTBIndex


INTEGER ::= 64

maxHSDSCHTBIndex-tdd384

INTEGER ::= 512

maxHSSCCHs




INTEGER ::= 4

maxHSSCCHs-1



INTEGER ::= 3

maxHSSICH-TDD128


INTEGER ::= 4

maxHSSICH-TDD128-1


INTEGER ::= 3
maxInterSysMessages


INTEGER ::= 4

maxLoCHperRLC



INTEGER ::= 2

maxMAC-d-PDUsizes


INTEGER ::= 8
maxMBMS-CommonCCTrCh

INTEGER ::= 32

maxMBMS-CommonPhyCh


INTEGER ::= 32

maxMBMS-CommonRB


INTEGER ::= 32

maxMBMS-CommonTrCh


INTEGER ::= 32

maxMBMS-Freq



INTEGER ::= 4

maxMBMS-L1CP



INTEGER ::= 4

maxMBMSservCount


INTEGER ::= 8

maxMBMSservModif


INTEGER ::= 32

maxMBMSservSched


INTEGER ::= 16

maxMBMSservSelect


INTEGER ::= 8

maxMBMSservUnmodif


INTEGER ::= 64

maxMBMSTransmis



INTEGER ::= 4

maxMBSFNClusters


INTEGER ::= 16

maxMeasEvent



INTEGER ::= 8

maxMeasIntervals


INTEGER ::= 3

maxMeasParEvent



INTEGER ::= 2

maxNumCDMA2000Freqs


INTEGER ::=  8

maxNumE-AGCH



INTEGER ::= 4

maxNumE-HICH



INTEGER ::= 4

maxNumEUTRAFreqs


INTEGER ::= 8
maxNumGSMCellGroup


INTEGER ::= 16

maxNumGSMFreqRanges


INTEGER ::= 32

maxNumFDDFreqs



INTEGER ::=  8

maxNumTDDFreqs



INTEGER ::=  8
maxNoOfMeas




INTEGER ::= 16

maxOtherRAT




INTEGER ::= 15

maxOtherRAT-16



INTEGER ::= 16

maxPage1




INTEGER ::= 8

maxPCPCH-APsig



INTEGER ::= 16

maxPCPCH-APsubCh


INTEGER ::= 12

maxPCPCH-CDsig



INTEGER ::= 16

maxPCPCH-CDsubCh


INTEGER ::= 12

maxPCPCH-SF




INTEGER ::= 7

maxPCPCHs




INTEGER ::= 64

maxPDCPAlgoType



INTEGER ::= 8

maxPDSCH




INTEGER ::= 8

maxPDSCH-TFCIgroups
 

INTEGER ::= 256

maxPRACH




INTEGER ::= 16

maxPRACH-FPACH



INTEGER ::= 8

maxPredefConfig



INTEGER ::= 16

maxPrio





INTEGER ::= 8

maxPrio-1




INTEGER ::= 7

maxPUSCH




INTEGER ::= 8

maxQueueIDs




INTEGER ::= 8

maxRABsetup




INTEGER ::= 16

maxRAT





INTEGER ::= 16

maxRB





INTEGER ::= 32

maxRBallRABs



INTEGER ::= 27

maxRBMuxOptions



INTEGER ::= 8

maxRBperRAB




INTEGER ::= 8

maxRBperTrCh



INTEGER ::= 16

maxReportedEUTRACellPerFreq
INTEGER ::= 4

maxReportedEUTRAFreqs

INTEGER ::= 4

maxReportedGSMCells


INTEGER ::= 8

maxRL





INTEGER ::= 8

maxRL-1





INTEGER ::= 7

maxRLCPDUsizePerLogChan

INTEGER ::= 32
maxRFC3095-CID



INTEGER ::= 16384

maxROHC-PacketSizes-r4

INTEGER ::= 16

maxROHC-Profile-r4


INTEGER ::= 8

maxRxPatternForHSDSCH-TDD128
INTEGER ::= 4 -- maxRxPatternForHSDSCH-TDD128
should be 3

maxRxPatternForHSDSCH-TDD128-1
INTEGER ::= 3 -- maxRxPatternForHSDSCH-TDD128-1 should be 2

maxSat





INTEGER ::= 16

maxSatClockModels


INTEGER ::= 4

maxSCCPCH




INTEGER ::= 16

maxSgnType




INTEGER ::= 8
maxSIB





INTEGER ::= 32

maxSIB-FACH




INTEGER ::= 8

maxSIBperMsg



INTEGER ::= 16

maxSRBsetup




INTEGER ::= 8

maxSystemCapability


INTEGER ::= 16

maxTDD128Carrier


INTEGER ::= 6
maxTbsForHSDSCH-TDD128

INTEGER ::= 4

maxTbsForHSDSCH-TDD128-1
INTEGER ::= 3

maxTF





INTEGER ::= 32

maxTF-CPCH




INTEGER ::= 16

maxTFC





INTEGER ::= 1024

maxTFCsub




INTEGER ::= 1024

maxTFCI-2-Combs
 


INTEGER ::= 512

maxTGPS





INTEGER ::= 6

maxTrCH





INTEGER ::= 32

-- maxTrCHpreconf should be 16 but has been set to 32 for compatibility

maxTrCHpreconf



INTEGER ::= 32

maxTS





INTEGER ::= 14

maxTS-1





INTEGER ::= 13 

maxTS-2





INTEGER ::= 12

maxTS-LCR




INTEGER ::= 6

maxTS-LCR-1




INTEGER ::= 5 

maxURA





INTEGER ::= 8

maxURNTI-Group



INTEGER ::= 8

END

11.5
RRC information between network nodes

Internode-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


HandoverToUTRANCommand,


MeasurementReport,


PhysicalChannelReconfiguration,


RadioBearerReconfiguration,


RadioBearerRelease,


RadioBearerSetup,


RRCConnectionSetupComplete-r3-add-ext-IEs,


RRC-FailureInfo,


TransportChannelReconfiguration,


UECapabilityInformation-r3-add-ext-IEs
FROM PDU-definitions

-- Core Network IEs :


CN-DomainIdentity,

CN-DomainInformationList,


CN-DomainInformationListFull,


CN-DRX-CycleLengthCoefficient,


NAS-SystemInformationGSM-MAP,

-- UTRAN Mobility IEs :


CellIdentity,


URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


C-RNTI,


ChipRateCapability,


DL-CapabilityWithSimultaneousHS-DSCHConfig,


DL-PhysChCapabilityFDD-v380ext,


DL-PhysChCapabilityTDD,


DL-PhysChCapabilityTDD-LCR-r4,


GSM-Measurements,


HSDSCH-physical-layer-category,


FailureCauseWithProtErr,

MaxHcContextSpace,


MaximumAM-EntityNumberRLC-Cap,


MaximumRLC-WindowSize,


MaxNoPhysChBitsReceived,


MaxNoDPDCH-BitsTransmitted,


MaxPhysChPerFrame,


MaxPhysChPerSubFrame-r4,


MaxPhysChPerTS,


MaxROHC-ContextSessions-r4,


MaxTS-PerFrame,


MaxTS-PerSubFrame-r4,


MinimumSF-DL,


MultiModeCapability,

MultiRAT-Capability,


NetworkAssistedGPS-Supported,


PhysicalChannelCapability-edch-r6,


RadioFrequencyBandTDDList,


RLC-Capability,


RRC-MessageSequenceNumber,


SecurityCapability,


SimultaneousSCCPCH-DPCH-Reception,


STARTList,


STARTSingle,


START-Value,


SupportOfDedicatedPilotsForChEstimation,


T-305,


TransportChannelCapability,


TxRxFrequencySeparation,


U-RNTI,


UE-CapabilityContainer-IEs,

UE-GANSSPositioning-Capability,


UE-MultiModeRAT-Capability,


UE-PowerClassExt,


UE-RadioAccessCapabBandFDDList,


UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,

UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v7e0ext,

UE-RadioAccessCapability-v7f0ext,


UL-PhysChCapabilityFDD,


UL-PhysChCapabilityFDD-r6,


UL-PhysChCapabilityTDD,


UL-PhysChCapabilityTDD-LCR-r4,

-- Radio Bearer IEs :


PDCP-ROHC-TargetMode,


PredefinedConfigStatusList,


PredefinedConfigValueTag,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RAB-InformationSetupList-r8,


RAB-InformationSetupList-v820ext,


RB-Identity,


SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,


SRB-InformationSetupList-r8,

-- Transport Channel IEs :


CPCH-SetID,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DRAC-StaticInformationList,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-AddReconfTransChInfoList,

UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-AddReconfTransChInfoList-r8,

-- Physical Channel IEs :


PrimaryCPICH-Info,


TPC-CombinationIndex,


ScramblingCodeChange,


TGCFN,


TGPSI,


TGPS-ConfigurationParams,


TGPS-ConfigurationParams-r8,

-- Measurement IEs :


Event1j-r6,


Hysteresis,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,


IntraFreqEvent-1d-r5,


IntraFreqReportingCriteria-1b-r5,


InterRATCellInfoIndication,


MeasuredResultsOnRACHinterFreq,

MeasurementIdentity,


MeasurementReportingMode,


MeasurementType,


MeasurementType-r4,


MeasurementType-r6,


MeasurementType-r7,


MeasurementType-r8,


AdditionalMeasurementID-List,


PositionEstimate,

ReportingCellStatus,


ThresholdSFN-GPS-TOW-us,


TimeToTrigger,

-- MBMS IEs :


MBMS-JoinedInformation-r6,


MBMS-SelectedServiceInfo,
-- Other IEs :


GERANIu-RadioAccessCapability,


GSM-MS-RadioAccessCapability,


InterRAT-UE-RadioAccessCapabilityList,


InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-RadioAccessCapability-v690ext,


InterRAT-UE-RadioAccessCapability-v860ext,


UE-HistoryInformation,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT

FROM InformationElements


maxCNdomains,

maxEDCHRL,


maxGANSS,

maxNoOfMeas,


maxRB,


maxRBallRABs,


maxRFC3095-CID,


maxSRBsetup,


maxRL,


maxTGPS

FROM Constant-definitions;

-- Part 1: Class definitions similar to what has been defined in 11.1 for RRC messages

-- Information that is tranferred in the same direction and across the same path is grouped
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