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1 Background
For the following optional Release 10 features, capability signalling was introduced in 25.331, however the feature is missing in 25.306:
· ANR for UTRAN
· Non-contiguous multi-cell
· Inter-frequency detected set measurements

· Extended Security Mode procedure
2 Discussion
2.1 ANR for UTRAN
The ANR for UTRAN stage 3 changes (25.304, 25.331) were agreed in RAN#52 [1]. In the "UE radio access capability" IE a new indicator "Support of UTRAN ANR" was introduced (R2-113689). 
Proposal 1: Introduce "Support of UTRAN ANR" feature in 25.306 UE radio access capabilities.
2.2 Non-contiguous multi-cell
The UE capability signalling for Non-contiguous multi-cell operations was agreed through email discussion [74#11] [2]. This UE capability signalling was agreed in the RAN2 CRs for Four carrier HSDPA in RAN#52 [3]. In the "UE radio access capability extension" IE a new indicator "Non-contiguous multi-cell" was introduced (R2-113687). 
Proposal 2: Introduce "Non-contiguous multi-cell operation" feature in 25.306 UE radio access capabilities.

2.3 Inter-frequency detected set measurements

In RAN#51 a capability indication for the Inter-frequency Detected Set feature was agreed [4]. A new indicator "Inter-frequency detected set measurements" was introduced in the "Measurement capability" IE (R2-111656). 
Proposal 3: Introduce "Inter-frequency detected set measurements" feature in 25.306 UE radio access capabilities.

2.4 Extended Security Mode procedure
In RAN#51 it was decided that the Extended Security Mode feature should not be mandatory for Rel-10. RAN2 proposed to modify the existing "Security Revert Status Indicator" to indicate support (R2-112691). The presence/absence of this indicator signals whether the UE supports the Extended Security Mode procedure, i.e. reporting of security revert status. This capability signalling was agreed in RAN#52 [5]. 

Proposal 4: Introduce "Reporting of security revert status" feature in 25.306 UE radio access capabilities.

3 Summary

RAN2 is kindly requested to discuss the optional Rel-10 features missing in 25.306. 

Proposal 1: Introduce "Support of UTRAN ANR" feature in 25.306 UE radio access capabilities.

Proposal 2: Introduce "Non-contiguous multi-cell operation" feature in 25.306 UE radio access capabilities.
Proposal 3: Introduce "Inter-frequency detected set measurements" feature in 25.306 UE radio access capabilities.
Proposal 4: Introduce "Reporting of security revert status" feature in 25.306 UE radio access capabilities.
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