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	CR 3276 introduced terms relating to “initiating a Location/Registration procedure” which are initiated at the NAS and not known to the AS. 



	
	

	Summary of change:
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	Confirm that the UE AS checks the establishment cause is set to “Registration” when used for the INITIAL DIRECT TRANSFER or RRC CONNECTION REQUEST messages, in order to identify when to act on the IE “Location/Registration Access Class Barred List”

Impacted functionality:

Paging Permission with Access Control (PPAC). The change only affects the indicated functionality.

Inter-operability:

If the UE does not implement the CR it is not clear how the UE may interpret NAS procedures from the RRC protocol, and ambiguity remains regarding when to act on the IE “Location/Registration Access Class Barred List”
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5.3.1.2
Access Control

Information on cell access restrictions associated with the Access Classes is broadcast as system information, [4].

The UE shall ignore Access Class related cell access restrictions when selecting a cell to camp on, i.e. it shall not reject a cell for camping on because access on that cell is not allowed for any of the Access Classes of the UE. A change of the indicated access restriction shall not trigger cell re-selection by the UE.

Access Class related cell access restrictions shall be checked by the UE before sending an RRC connection request message when entering Connected Mode from UTRAN Idle mode. Access Class related cell access restrictions, if it is sent as a part of Domain Specific Access Restriction parameters, shall also be checked by the UE before sending INITIAL DIRECT TRANSFER message. Access Class related cell access restrictions, if it is sent as a part of Paging Permission with Access Control Parameters, shall be checked by the UE before sending a response to Paging message or before initiating an INITIAL DIRECT TRANSFER procedure or an RRC Connection Request procedure when the establishment cause is set to "Registration". Otherwise, cell access restrictions associated with the Access Classes shall not apply for a UE which already is in Connected Mode.
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