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	Reason for change:
(

	In the current specification, it does not explictly check validility of parameters used in CELL_FACH DRX.  If the value of "HS-DSCH Rx burstFACH" is configured to be greater or equal to the value of "HS-DSCH DRX cycleFACH", the following formula in subclause 8.5.49 will be TRUE for all subframes.

(SFN  H-RNTI + 65536) mod DRX_cycle < Rx_burst.

Another example is that the following formula in subclause 8.4A in 25.133 will become invalid since the obtained results are negative.

TInter FACH,DRX = Min(HS-DSCH DRX cycleFACH - HS-DSCH Rx burstFACH, HS-DSCH Rx burstFACH)- 2*0.5ms [ms].
In these cases, the UE behaviour is not clear.

	
	

	Summary of change:
(

	In tabular 10.3.6.36g, add a note stating that if Rx_burst>=DRX_cycle, the UE behaviour is unspecified.
Impact analysis
Impacted functionality:
CELL_FACH DRX operation 
Inter-operability: 

· If the UE is implemented according to the CR and the network is not, the network may give invalid parameters of CELL_FACH DRXfor which the UE behaviour is not clear.

· If the network is implemented according to the CR and the UE is not, there is no impact.
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not approved:
	The network may give some parameters for CELL_FACH DRX which do not make sense and for which the UE behaviour is not clear.
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10.3.6.36g
HS-DSCH DRX in CELL_FACH information

These parameters configure the UE in CELL_FACH state to discontinuously receive HS-DSCH.

NOTE:
Only for FDD.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	T321
	MP
	
	Enumerated (100, 200,  400, 800)
	Determines the time the UE waits until initiating DRX operation, in ms.
	REL-8

	HS-DSCH DRX cycleFACH
	MP
	
	Enumerated (4, 8, 16, 32)
	Determines the length of the DRX Cycle during DRX operation, in frames
	REL-8

	HS-DSCH Rx burstFACH
	MP
	
	Enumerated (1, 2, 4, 8, 16)
	Determines the period within the DRX Cycle that the UE continuously receives HS-DSCH, in frames.

Three spare values are needed
	REL-8

	DRX Interruption by HS-DSCH data
	MP
	
	Boolean
	TRUE means that the DRX operation can be interrupted by HS-DSCH data.

FALSE means that the DRX operation cannot be interrupted by HS-DSCH data
	REL-8

	NOTE1: if HS-DSCH Rx burstFACH >= HS-DSCH DRX cycleFACH, the UE behaviour is unspecified.
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