3GPP TSG-RAN WG2 Meeting #75


R2-114662
Athens, Greece, 22 - 26 August 2011
Title:
[DRAFT]
 LS on maximum time to search suitable E-UTRA cells
Response to:


Release:
Rel-8
Work Item:


Source:
Ericsson
To:
TSG-RAN WG4
Cc:


Contact Person:


Name:
Jose Luis Pradas
Tel. Number:
+358 299 2215
E-mail Address:
jose.luis.pradas[ at ]ericsson.com
Attachments:


1. Overall Description:

According to RAN2 specification, a UTRAN network may trigger the UE to search for a suitable EUTRA cell on specific EUTRA carriers by sending a RRC CONNECTION RELEASE message, including the IE “E-UTRA target info” in the IE “Redirection info”. The IE “E-UTRA target info” may indicate 1 to 8 EARFCNs for UE to search.

Currently, TS 25.331 states in subclause 8.1.4.3 that the UE can spend 10 seconds searching on the signaled E-UTRA frequencies, as shown below.

1>
if the RRC CONNECTION RELEASE message was received and the IE "Redirection info" was present therein:
…..

…..
2>
if the IE "E-UTRA target info" is present, attempt to camp on any of the frequencies for the indicated RAT included in the RRC CONNECTION RELEASE message, excluding any cell indicated in the list of not allowed cells for that RAT (i.e. the "blacklisted cells per freq list" for E-UTRA), if present. If no suitable cell on the indicated frequencies for that RAT is found within 10s, attempt to camp on any suitable cell on any frequencies of that RAT; or

2. Actions:

To RAN4 group.

ACTION: 
RAN2 kindly asks RAN4 to inform RAN2 whether there is any RAN4 requirement for the UE on the maximum time to search and find a cell within a set (1-8) of E-UTRA frequencies.
RAN2 wonders if RAN4 can provide guidance to RAN2 about the issue raised above.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #75bis
10 - 14 Oct 2011    
Zhuhai  
China
TSG-RAN WG2 Meeting #76
14 - 18 Nov 2011    
San Francisco  
U.S.
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