Page 1



3GPP TSG-RAN2 Meeting #75 bis
(
R2-114880
Zhuhai, China, 10th – 14th Oct 2011
	CR-Form-v9.8

	CHANGE REQUEST

	

	(

	24.008
	CR
	CRNum
	(

rev
	-
	(

Current version:
	10.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Timer of mobility management in MM state 9

	
	

	Source to WG:
(

	acer

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	TEI10
	
	Date: (

	28/09/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
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	In NAS MM, when UE got a paging, UE sends a paging response and moves to MM state 9. It’s possible the UE will not receive the SETUP from network (network problem). This will let UE is blocked in MM state 9 and can’t MO/MT call.

	
	

	Summary of change:
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	When the UE enters MM state 9, it should trigger a timer. When timer timeout, UE should release the RR connection and moves to MM Idle state.
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	If not, UE will be blocked in MM staet 9.
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11.2.1 Timer T3240 and Timer T3241
Timer T3240 is started in the mobile station when:

- the mobile station receives a LOCATION UPDATING ACCEPT message completing a location updating

procedure in the cases specified in subclauses 4.4.4.6 and 4.4.4.8;

- the mobile station receives a LOCATION UPDATING REJECT message in the cases specified in

subclause 4.4.4.7;

- the mobile station has sent a CM SERVICE ABORT message as specified in subclause 4.5.1.7;

- the mobile station has released or aborted all MM connections in the cases specified in 4.3.2.5, 4.3.5.2, 4.5.1.1,

and 4.5.3.1.
- the mobile station send the paing response to network and enter the MM state 9 (WAIT FOR NETWORK COMMAND)

Timer T3240 is stopped, reset, and started again at receipt of an MM message.
Timer T3240 is stopped and reset (but not started) at receipt of a CM message that initiates establishment of an CM

connection (an appropriate SETUP, REGISTER, or CP-DATA message as defined in 3GPP TS 24.008, 3GPP TS

24.010 [21] or 3GPP TS 24.011 [22]).
If timer T3240 expires, the MS shall abort the RR connection and enter the MM state MM IDLE.
Timer T3241 is started in the mobile station when entering MM state RR CONNECTION RELEASE NOT

ALLOWED.

Timer T3241 is stopped and reset (but not started) when the MM state RR CONNECTION RELEASE NOT

ALLOWED is left.

If timer T3241 expires, the MS shall abort the RR connection and enter the MM state MM IDLE.
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