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3.1.3
DTX-DRX and HS-SCCH less Specific definitions (FDD only)

MAC DTX cycle:
Defines the pattern of time instances where the start the uplink E-DCH transmission after inactivity is allowed.

MAC Inactivity Threshold:
E-DCH inactivity time after which the UE can start E-DCH transmission only at given times.
UE DTX DRX Offset:
Uplink DPCCH and S-DPCCH (if present) burst pattern and HS-SCCH reception pattern offset in subframes.
HS-SCCH less mode of operation:
HS-SCCH less mode of operation is enabled when the variable HS_SCCH_LESS_STATUS defined in [7] is set to TRUE.

Inactivity Threshold for UE Grant Monitoring:
Determines the number of E-DCH TTIs after an E-DCH scheduled transmission during which the UE is required to monitor the full E-AGCH transmissions from the serving radio link and the full E-RGCH(s) from all the cells in the E-DCH active set.
Inactivity Threshold for UE DTX cycle 2: Defines a number of consecutive E-DCH TTIs without an E-DCH transmission, after which the UE shall immediately move from UE_DTX_cycle_1 to using UE_DTX_cycle_2.

Default-SG-in-DTX-Cycle-2: Defines the default E-DCH Serving Grant used in the case when the UE moves from UE DTX cycle 1 to UE DTX cycle 2 after Inactivity Threshold for UE DTX cycle 2 triggers.
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

AG
Absolute Grant

ASC
Access Service Class

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

C-
Control-

CCCH
Common Control Channel

DCCH
Dedicated Control Channel

DCH
Dedicated Channel
DL
Downlink
DPCCH
Dedicated Physical Control Channel
DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel 

E-AGCH
E-DCH Absolute Grant Channel

E-DCH
Enhanced Dedicated Transport Channel

E-DPCCH
E-DCH Dedicated Physical Control Channel (FDD only)

ENI
E-UCCH Number Indication (1.28Mcps TDD only)

E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-PUCH
Enhanced Uplink Physical Channel (TDD only)

E-RGCH
E-DCH Relative Grant Channel

E-RGCH
E-DCH Relative Grant Channel (FDD only)

E-RNTI
E-DCH Radio Network Temporary Identifier

E-RUCCH
E-DCH Random Access Uplink Control Channel (TDD only)

E-TFC
E-DCH Transport Format Combination

E-TFCI
E-DCH Transport Format Combination Indicator

E-UCCH
E-DCH Uplink Control Channel (TDD only)

FACH
Forward Link Access Channel

FDD
Frequency Division Duplex

HARQ
Hybrid Automatic Repeat Request
HCSN
HS-SCCH Cyclic Sequence Number
HSDPA
High Speed Downlink Packet Access
HS-DSCH
High Speed Downlink Shared Channel

L1
Layer 1 (physical layer)

L2
Layer 2 (data link layer)

L3
Layer 3 (network layer)

MAC
Medium Access Control
MBMS
Multimedia Broadcast Multicast Service

MCCH
MBMS point-to-multipoint Control Channel

MTCH
MBMS point-to-multipoint Traffic Channel

MSCH
MBMS point-to-multipoint Scheduling Channel

PCCH
Paging Control Channel

PCH
Paging Channel

PDU
Protocol Data Unit

PHY
Physical layer

PhyCH
Physical Channels

RACH
Random Access Channel

RG
Relative Grant

RLC
Radio Link Control

RLS
Radio Link Set

RNC
Radio Network Controller

RNS
Radio Network Subsystem

RNTI
Radio Network Temporary Identity

RRC
Radio Resource Control

RSN
Retransmission Sequence Number
SAP
Service Access Point
S-DPCCH
Secondary Dedicated Physical Control Channel
SDU
Service Data Unit

SHCCH
Shared Channel Control Channel

SRNC
Serving Radio Network Controller

SRNS
Serving Radio Network Subsystem

TDD
Time Division Duplex

TFCI
Transport Format Combination Indicator

TFI
Transport Format Indicator

TSN
Transmission Sequence Number

U-
User-

UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunications System

USCH
Uplink Shared Channel

UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





