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1. Overall Description:

RAN WG1 has discussed Further Enhancements for Cell_FACH in RAN1 #66bis and would like to inform RAN2 about some decisions made about some of the sub-features that RAN1 had been tasked to evaluate in an LS [1].
Regarding the Stand-alone HS-DPCCH without ongoing E-DCH transmission sub-feature, the benefits of introducing a standalone HS-DPCCH channel have been discussed and proven and it has been concluded that this feature would be introduced in Release-11 as part of as part of  the Further Enhancements for Cell_FACH feature. In addition, the following has been agreed:
· A standalone HS-DPCCH channel can be established based on conditions other than uplink data
· A standalone HS-DPCCH transmission is triggered by an HS-SCCH order. In the absence of an HS-SCCH order, legacy procedures pertaining to the transmission of the HS-DPCCH shall apply. 
· An ACK is not transmitted on the uplink in response to the HS-SCCH order triggering a standalone HS-DPCCH.
· An E-DCH transmission is allowed to begin during an ongoing stand-alone HS-DPCCH transmission if the UE has a non-zero grant.
· The network uses legacy implicit and explicit release procedures to terminate the standalone HS-DPCCH transmission and release its allocated resources.
· The condition for starting of the timer for implicit release is still being studied.
It has also been agreed in RAN1 that a PRACH access delay reduction scheme would be introduced in Release-11. The UE selects an access slot randomly from any available access slot in the next [7] access slots. It is FFS whether support of reduced initial access timing is mandatory for UEs supporting Rel-11 enhancements.  
2. Actions:
To TSG RAN WG2:
RAN WG1 kindly asks RAN WG2 to take the above information and agreements into account for further protocol and signaling design.
To TSG RAN WG4:
None
3. Date of Next TSG-RAN WG1 Meetings:
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