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8.1.1.6.3
System Information Block type 3
The UE should store all relevant IEs included in this system information block. The UE shall:

1>
if in connected mode, and System Information Block 4 is indicated as used in the cell:

2>
read and act on information sent in that block.

1>
if in idle mode, and System Information Block 21 is indicated as used in the cell and the UE supports extended access barring:

2>
read and act on information sent in that block.
1>
if IE "Deferred measurement control reading support" is present:

2>
set variable DEFERRED_MEASUREMENT_STATUS to TRUE.

1>
else:

2>
set variable DEFERRED_MEASUREMENT_STATUS to FALSE.

With respect to Domain Specific Access Control and Paging Permission with Access Control, the UE shall:

1>
if the IE "Multiple PLMN List" is not included in the Master Information Block:

2>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", and the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters for PLMN Of MIB".

1>
else:

2>
if the PLMN specified by the IE "PLMN Identity" of the Master Information Block is chosen by the UE:

3>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", and the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters for PLMN Of MIB".

2>
else, if N-th (N=1..5) PLMN in the IE "Multiple PLMNs" contained in the IE "Multiple PLMN List" is chosen by the UE:

3>
if the IE "Domain Specific Access Restriction List" of the IE "Domain Specific Access Restriction For Shared Network", or the IE "Paging Permission with Access Control List" of the IE "Paging Permission with Access Control For Shared Network" is indicated:

4>
if the IE "Domain Specific Access Restriction Parameters For OperatorN" is indicated:

5>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For OperatorN".

4>
if the IE "Paging Permission with Access Control Parameters For OperatorN" is indicated:

5>
apply the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters For OperatorN".
3>
else,

4>
if the IE "Domain Specific Access Restriction Parameters For All" of the IE "Domain Specific Access Restriction For Shared Network" is indicated:

5>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For All".

4>
if the IE "Paging Permission with Access Control Parameters For All" of the IE "Paging Permission with Access Control For Shared Network" is indicated:

5>
apply the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters For All".
The UE shall apply the following handling with respect to any Access Class Barring information:

1>
if in idle mode:

2>
if the IE "Paging Permission with Access Control Parameters For PLMN Of MIB", the IE "Paging Permission with Access Control Parameters For OperatorN" or the IE "Paging Permission with Access Control Parameters For All" to be applied according to the requirements above is included in System Information Block Type 3, the UE shall:

3>
if Paging Response Restriction Indication is set to "None":

4>
when sending a response to any PAGING TYPE 1 message, Paging message specified in [67] or CS SERVICE NOTIFICATION message specifed in [79], act as if no Access Class is barred in the IE "Access Class Barred List" as specified in [4].

3>
if Paging Response Restriction Indication is set to "PS":

4>
when sending a response to any PAGING TYPE 1 message, Paging message specified in [67] from CS domain or CS SERVICE NOTIFICATION message specifed in [79], act as if no Access Class is barred in the IE "Access Class Barred List" as specified in [4];

4>
when sending a response to any PAGING TYPE 1 message, Paging message specified in [67] from PS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" (or IE "Access Class Barred list" if IE "Domain Specific Access Class Barred List" is not present) as specified in [4].
3>
if Paging Response Restriction Indication is set to "CS":

4>
when sending a response to any PAGING TYPE 1 message, Paging message specified in [67] from PS domain, act as if no Access Class is barred in the IE "Access Class Barred List" as specified in [4];

4>
when sending a response to any PAGING TYPE 1 message, Paging message specified in [67] from CS domain or CS SERVICE NOTIFICATION message specifed in [79], act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" (or IE "Access Class Barred list" if IE "Domain Specific Access Class Barred List" is not present) as specified in [4].
3>
else (if Paging Response Restriction Indication is set to "All"):

4>
when sending a response to any PAGING TYPE 1 message, Paging message specified in [67] from CS domain or CS SERVICE NOTIFICATION message specifed in [79], act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" as specified in [4];
4>
when sending a response to any PAGING TYPE 1 message, Paging message specified in [67] from PS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" as specified in [4];
4>
when sending a response to any PAGING TYPE 1 message, Paging message specified in [67] or CS SERVICE NOTIFICATION message specifed in [79] from PS or CS domain, act on the IE "Access Class Barred list" if the IE "Domain Specific Access Class Barred List" is not present.
3>
when initiating a Location/Registration procedure to CS domain, act on the IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "CS",as specified in [4];

3>
when initiating an access to CS domain for any other reason, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" (or IE "Access Class Barred list" if IE "Domain Specific Access Class Barred List" is not present) as specified in [4];
3>
when initiating a Location/Registration procedure to PS domain, act on the IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "PS", as specified in [4];

3>
when initiating an access to PS domain for any other reason, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" (or IE "Access Class Barred list" if IE "Domain Specific Access Class Barred List" is not present) as specified in [4].

3>
upon transition to UTRA RRC connected, the UE shall:

4>
store that Paging Permission with Access Control Parameters to the variable "PPAC_PARAM" and maintain the variable until it is cleared, the PLMN chosen by the UE is changed or the RRC connection is released;

4>
if the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", the IE "Domain Specific Access Restriction Parameters For OperatorN" or the IE "Domain Specific Access Restriction Parameters For All" to be applied according to the requirements above is included in System Information Block Type 3:

5>
store that Domain Specific Access Restriction Parameters to the variable "DSAC_PARAM" and maintain the variable until it is cleared, the PLMN chosen by the UE is changed or the RRC connection is released.

4>
act on the stored IE "Paging Response Restriction Indicator" when sending a response to any PAGING TYPE 1 or PAGING TYPE 2 message, Paging message specified in [67] or CS SERVICE NOTIFICATION message specifed in [79];

4>
act on the stored IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "CS", when initiating a Location/Registration procedure to the CS domain, as specified in [4];

4>
act on the stored IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "PS", when initiating a Location/Registration procedure to the PS domain, as specified in [4];

4>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain for any other reason, as specified in [4];

4>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, for any other reason ,as specified in [4].

2>
if neither the IE "Paging Permission with Access Control Parameters For PLMN Of MIB", the IE "Paging Permission with Access Control Parameters For OperatorN" nor the IE "Paging Permission with Access Control Parameters For All" to be applied according to the requirements above is included in System Information Block Type 3:

3>
if the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", the IE "Domain Specific Access Restriction Parameters For OperatorN" or the IE "Domain Specific Access Restriction Parameters For All" to be applied according to the requirements above is included in System Information Block Type 3 the UE shall:

4>
act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating RRC Connection establishment to send an INITIAL DIRECT TRANSFER message to the CS domain, as specified in [4]. If "no restriction" was indicated in restriction status, the UE shall act as if no Access Class is barred in the IE "Domain Specific Access Class Barred List", and ignore the IE "Access Class Barred List" in the IE "Cell Access Restriction";

4>
act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating RRC Connection establishment to send an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4]. If "no restriction" was indicated in restriction status, the UE shall act as if no Access Class is barred in the IE "Domain Specific Access Class Barred List", and ignore the IE "Access Class Barred List" in the IE "Cell Access Restriction";

4>
upon transition to UTRA RRC connected, the UE shall:

5>
store that Domain Specific Access Restriction Parameters to the variable "DSAC_PARAM" and maintain the variable until it is cleared, the PLMN chosen by the UE is changed or the RRC connection is released;

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain, as specified in [4];

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4].
3>
else:

4>
act on the IE "Access Class Barred list" when initiating RRC Connection establishment as specified in [4].
1>
if in connected mode:

2>
for the variable "DSAC_PARAM":

3>
if the IE"Domain Specific Access Restriction Parameters For PLMN Of MIB", the IE "Domain Specific Access Restriction Parameters For OperatorN" or the IE "Domain Specific Access Restriction Parameters For All" to be applied according to the requirements above is included in the System Information Block Type 3:

4>
if the variable "DSAC_PARAM is not set, the UE shall:

5>
store that Domain Specific Access Restriction Parameters to the variable "DSAC_PARAM" and maintain the variable until it is cleared, the PLMN chosen by the UE is changed or the RRC connection is released.

4>
else (the access class barring information is stored) UE shall:

5>
update the variable "DSAC_PARAM" with that Domain Specific Access Restriction Parameters;

3>
else:

4>
if the variable "DSAC_PARAM" is set, the UE shall:

5>
clear the variable "DSAC_PARAM".

2>
for the variable "PPAC_PARAM":

3>
if the IE "Paging Permission with Access Control Parameters For PLMN Of MIB", the IE "Paging Permission with Access Control Parameters For OperatorN" or the IE "Paging Permission with Access Control Parameters For All" to be applied according to the requirements above is included in the System Information Block Type 3:

4>
if the variable "PPAC_PARAM" is not set, the UE shall:

5>
store that Paging Permission with Access Control Parameters to the variable "PPAC_PARAM" and maintain the variable until it is cleared, the PLMN chosen by the UE is changed or the RRC connection is released.

4>
else (the access class barring information is stored) UE shall:

5>
update the variable "PPAC_PARAM" with that Paging Permission with Access Control Parameters.

3>
else:

4>
if the variable "PPAC_PARAM" is set, the UE shall:

5>
clear the variable "PPAC_PARAM".

2>
the UE shall:

3>
if the variable "DSAC_PARAM" is set:

4>
if the variable "PPAC_PARAM" is set:
5>
act on the stored IE "Paging Response Restriction Indicator" when sending a response to any PAGING TYPE 1 or PAGING TYPE 2 message, Paging message specified in [67] or CS SERVICE NOTIFICATION message specifed in [79]; 

5>
act on the stored IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "CS", when initiating a Location/Registration procedure to the CS domain, as specified in [4];

5>
act on the stored IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "PS", when initiating a Location/Registration procedure to the PS domain, as specified in [4];
5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain for any other reason, as specified in [4];

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, for any other reason ,as specified in [4].
4>
if the variable "PPAC_PARAM" is not set:
5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain, as specified in [4];

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4].
3>
else:

4>
act as if no Access Class is barred.
With respect to "CSG Identity" IE, the UE shall:

1>
if the IE "CSG Identity" is present:

2>
forward the content of IE "CSG Identity" to the upper layers.

If the IE "MBSFN only service" is set to TRUE the UE shall:

1>
consider this cell to operate in MBSFN mode;

1>
for TDD consider that all slots operate in MBSFN mode;

1>
for FDD, 3.84 Mcps TDD IMB and 3.84/7.68 Mcps TDD if the UE capabilities allow the reception of MBSFN in addition to the normal UE operation the UE may receive MBMS services from this cell in accordance with requirements for selection of a cell providing only MBSFN as specified in [4]. For 1.28 Mcps TDD, if the UE capabilities allow the reception of MBSFN in addition to the normal UE operation the UE may get synchronized to the MBSFN cluster as specified in [4].

With respect to "IMS Emergency Support Indicator" IE, the UE shall:

1>
if the IE "IMS Emergency Support Indicator" is present:

2>
forward the content of IE "IMS Emergency Support Indicator" to the upper layers.

 [Text Omitted]
8.1.1.6.2x
System Information Block type 21
The UE supporting extended access barring should store all relevant IEs included in this system information block. If in idle mode, the UE supports extended access barring shall: 
1>
read and act on information sent in this system information block;

1>
read the System Information Block Type 3 for any Access Class Barring information and act on that information as described in subclause 8.1.1.6.3.
If in idle mode, the UE supports extended access barring shall apply the following handling with respect to the extended access barring parameters:

1>
if the IE "Extended Access Barring Parameters for CS domain" or the IE "Extended Access Barring Parameters Common" is included:
2>
if the UE belongs to the category of UEs as indicated in the IE "Roaming Category":
3>
when initiating RRC Connection establishment to send an INITIAL DIRECT TRANSFER message to the CS domain, upper layers indicate that the RRC Connection is subject to extended access barring, act on the IE "Extended Access Barring Access Class Barred List" as specified in [4].
1>
if the IE "Extended Access Barring Parameters for PS domain" or the IE "Extended Access Barring Parameters Common" is included:
2>
if the UE belongs to the category of UEs as indicated in the IE "Roaming Category":

3>
when initiating RRC Connection establishment to send an INITIAL DIRECT TRANSFER message to the PS domain, upper layers indicate that the RRC Connection is subject to extended access barring, act on the IE "Extended Access Barring Access Class Barred List" as specified in [4].
 [Text Omitted]
10.2.48.8
System Information Blocks
The IE "SIB data" within the IEs, "First Segment", "Subsequent or last Segment" and "Complete SIB" contains either complete system information block or a segment of a system information block. The actual system information blocks are defined in the following clauses.

 [Text Omitted]
10.2.48.8.2x
System Information Block type 21
The system information block type 21 contains parameters for extended access barring, for the congestion control for both UTRAN network and core network.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Extended Access Barring Parameters for CS domain
	OP
	
	Extended Access Barring Parameters
10.3.1.xx
	
	REL-11

	Extended Access Barring Parameters for PS domain
	OP
	
	Extended Access Barring Parameters
10.3.1.xx
	
	REL-11

	Extended Access Barring Parameters Common
	CV-Common
	
	Extended Access Barring Parameters
10.3.1.xx
	
	REL-11


	Condition
	Explanation

	Common
	The IE is optionally present if neither the IE "Extended Access Barring Parameters for CS domain" nor the IE "Extended Access Barring Parameters for PS domain" is present. Otherwise, the IE is not needed.


[Text Omitted]
10.3
Information element functional definitions
10.3.1
CN Information elements
[Text Omitted]
10.3.1.xx
Extended Access Barring Parameters
	Information Element/ Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Roaming Category
	MP
	
	Enumerated(a, b, c)
	This IE identifies the category of UEs that apply the extended access barring check. Category ‘a’ includes all the UEs, category ‘b’ includes the UEs which are neither in their HPLMN nor in a PLMN that is equivalent to it, and category ‘c’ includes the UEs which are neither in the PLMN listed as most preferred PLMN of the country where the UEs are roaming in the operator-defined PLMN selector list on the SIM, nor in their HPLMN nor in a PLMN that is equivalent to their HPLMN, see [75].
	REL-11

	Extended Access Barring Access Class Barred List
	MD
	10
	
	The first instance of the parameter corresponds to Access Class 0, the second to Access Class 1 and so on up to Access Class 9. UE reads this IE of its access class stored in SIM.
Default is no access class barred is applied.
	REL-11

	>Access Class Barred
	MP
	
	Enumerated(barred, not barred)
	
	REL-11


[Text Omitted]
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxCellMeasOnSecULFreq,


maxCellMeasOnSecULFreq-1,


maxCNdomains,


maxCommonHRNTI,


maxCommonQueueID,


maxCPCHsets,


maxDedicatedCSGFreq,


maxDPCH-DLchan,


maxDPDCH-UL,


maxDRACclasses,


maxE-DCHMACdFlow,


maxE-DCHMACdFlow-1,


maxEDCHs,


maxEDCHTxPattern-TDD128,


maxEDCHTxPattern-TDD128-1,


maxERNTIgroup,


maxERNTIperGroup,


maxERUCCH,


maxEUTRACellPerFreq,


maxEUTRATargetFreqs,


maxFACHPCH,


maxFreq,


maxFreqBandsEUTRA,


maxFreqBandsFDD,


maxFreqBandsFDD2,


maxFreqBandsFDD-ext,


maxFreqBandsFDD-ext2,


maxFreqBandsIndicatorSupport,

maxFreqBandsTDD,


maxFreqBandsTDD-ext,

maxFreqBandsGSM,

maxFreqMeasWithoutCM,


maxGANSS,


maxGANSS-1,


maxGANSSSat,


maxGANSSSat-1,


maxGERAN-SI,


maxHNBNameSize,

maxHProcesses,


maxHSDSCHTBIndex,


maxHSDSCHTBIndex-tdd384,


maxHSSCCHs,


maxHSSCCHs-1,


maxHSSICH-TDD128,


maxHSSICH-TDD128-1,


maxHS-SCCHLessTrBlk,


maxInterSysMessages,


maxLoCHperRLC,


maxLoggedMeasReport,


maxnumLoggedMeas,


maxMAC-d-PDUsizes,


maxMBMS-CommonCCTrCh,


maxMBMS-CommonPhyCh,


maxMBMS-CommonRB,


maxMBMS-CommonTrCh,


maxMBMS-Freq,


maxMBMS-L1CP,


maxMBMSservCount,


maxMBMSservModif,


maxMBMSservSched,


maxMBMSservSelect,


maxMBMSservUnmodif,


maxMBMSTransmis,


maxMBSFNClusters,


maxMeasCSGRange,


maxMeasEvent,


maxMeasEventOnSecULFreq,


maxMeasIntervals,


maxMeasParEvent,


maxNonContiguousMultiCellCombinations,


maxMeasOccasionPattern,


maxMeasOccasionPattern-1,


maxNumCDMA2000Freqs,


maxNumE-AGCH,


maxNumE-HICH,


maxNumEUTRAFreqs,

maxNumFDDFreqs,

maxNumGSMCellGroup,

maxNumGSMFreqRanges,

maxGSMTargetCells,


maxNumTDDFreqs,


maxNumANRLoggedItems,


maxOtherRAT,


maxOtherRAT-16,


maxPage1,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDCPAlgoType,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPRACH-FPACH,


maxPredefConfig,


maxPrio,

maxPrio-1,


maxPUSCH,


maxQueueIDs,


maxRABsetup,


maxRAT,


maxRB,


maxRBallRABs,


maxRBperTrCh,


maxRBMuxOptions,


maxRBperRAB,


maxReportedEUTRAFreqs,


maxReportedEUTRACellPerFreq,


maxReportedGSMCells,


maxRLCPDUsizePerLogChan,

maxSRBsetup,


maxRL,


maxRL-1,


maxEDCHRL,


maxEDCHRL-1,


maxROHC-PacketSizes-r4,


maxROHC-Profile-r4,


maxRxPatternForHSDSCH-TDD128,


maxRxPatternForHSDSCH-TDD128-1,


maxSat,


maxSatClockModels,

maxSCCPCH,


maxSgnType,


maxSIB,


maxSIB-FACH,


maxSIrequest,


maxSystemCapability,


maxTDD128Carrier,


maxTDD128Carrier-1,


maxTbsForHSDSCH-TDD128,


maxTbsForHSDSCH-TDD128-1,


maxTF,


maxTF-CPCH,


maxTFC,


maxTFCsub,


maxTFCI-2-Combs,


maxTGPS,


maxTrCH,


maxTrCHpreconf,


maxTS,


maxTS-1,


maxTS-2,


maxTS-LCR,


maxTS-LCR-1,


maxURA,


maxURNTI-Group
FROM Constant-definitions;

-- ***************************************************

--

--     CORE NETWORK INFORMATION ELEMENTS (10.3.1)

--

-- ***************************************************

Ansi-41-IDNNS ::=






BIT STRING (SIZE (14))

CN-DomainIdentity ::=



ENUMERATED {











cs-domain,











ps-domain }

CN-DomainInformation ::=


SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


cn-DomainSpecificNAS-Info


NAS-SystemInformationGSM-MAP

}

CN-DomainInformationFull ::=

SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


cn-DomainSpecificNAS-Info


NAS-SystemInformationGSM-MAP,


cn-DRX-CycleLengthCoeff



CN-DRX-CycleLengthCoefficient

}

CN-DomainInformationList ::=

SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainInformation

CN-DomainInformationListFull ::=
SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainInformationFull

CN-DomainSysInfo ::=



SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


cn-Type







CHOICE {



gsm-MAP







NAS-SystemInformationGSM-MAP,



ansi-41







NAS-SystemInformationANSI-41


},


cn-DRX-CycleLengthCoeff



CN-DRX-CycleLengthCoefficient

}

CN-DomainSysInfoList ::=


SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainSysInfo

CN-InformationInfo ::= 



SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


cn-CommonGSM-MAP-NAS-SysInfo

NAS-SystemInformationGSM-MAP

OPTIONAL,


cn-DomainInformationList


CN-DomainInformationList


OPTIONAL

}

CN-InformationInfo-r6 ::= 


SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


cn-CommonGSM-MAP-NAS-SysInfo

NAS-SystemInformationGSM-MAP

OPTIONAL,


cn-DomainInformationList


CN-DomainInformationList


OPTIONAL,


primary-plmn-Identity



PLMN-Identity





OPTIONAL

}

CN-InformationInfoFull ::= 


SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


cn-CommonGSM-MAP-NAS-SysInfo

NAS-SystemInformationGSM-MAP

OPTIONAL,


cn-DomainInformationListFull

CN-DomainInformationListFull

OPTIONAL

}

Digit ::=






INTEGER (0..9)

Ec-N0forANR ::= SEQUENCE {

ec-N0







INTEGER (-24..0)




OPTIONAL
}

EAB-AccessClassBarredList ::=


SEQUENCE (SIZE (10)) OF











AccessClassBarred
ExtAccessBarringParam ::= 


SEQUENCE {

roamingCategory







ENUMERATED {














a, b, c },

restriction








EAB-AccessClassBarredList
OPTIONAL
}
Gsm-map-IDNNS ::=






SEQUENCE {


routingbasis








CHOICE {



localPTMSI









SEQUENCE {




routingparameter







RoutingParameter



},



tMSIofsamePLMN








SEQUENCE {




routingparameter







RoutingParameter



},



tMSIofdifferentPLMN







SEQUENCE {




routingparameter







RoutingParameter



},



iMSIresponsetopaging






SEQUENCE {




routingparameter







RoutingParameter



},



iMSIcauseUEinitiatedEvent





SEQUENCE {




routingparameter







RoutingParameter



},



iMEI










SEQUENCE {




routingparameter







RoutingParameter



},



spare2










SEQUENCE {




routingparameter







RoutingParameter



},



spare1










SEQUENCE {




routingparameter







RoutingParameter



}


},


-- dummy is not used in this version of the specification and


-- it should be ignored by the receiver.


dummy








BOOLEAN

}

IMEI ::=






SEQUENCE (SIZE (15)) OF











IMEI-Digit

IMEI-Digit ::=





INTEGER (0..15)

IMSI-GSM-MAP ::=




SEQUENCE (SIZE (6..21)) OF











Digit

IntraDomainNasNodeSelector ::=




SEQUENCE {


version










CHOICE {



release99









SEQUENCE {




cn-Type










CHOICE {





gsm-Map-IDNNS








Gsm-map-IDNNS,





ansi-41-IDNNS








Ansi-41-IDNNS




}



},



later










SEQUENCE {




futurecoding








BIT STRING (SIZE (15))



}


}

}

LAI ::=







SEQUENCE {


plmn-Identity





PLMN-Identity,


lac








BIT STRING (SIZE (16))

}

LocationRegistrationAccessClassBarredList ::= SEQUENCE (SIZE (15)) OF













AccessClassBarred
LocationRegistrationParameters ::=
CHOICE {


noRestriction





NULL,


restriction






LocationRegistrationAccessClassBarredList
}

MCC ::=







SEQUENCE (SIZE (3)) OF











Digit

MNC ::=







SEQUENCE (SIZE (2..3)) OF











Digit

MultiplePLMN-List-r6 ::=


SEQUENCE {


mibPLMN-Identity




BOOLEAN,


multiplePLMNs





SEQUENCE (SIZE (1..5)) OF












PLMN-IdentityWithOptionalMCC-r6

}

NAS-Message ::=





OCTET STRING (SIZE (1..4095))

NAS-Synchronisation-Indicator ::=
BIT STRING(SIZE(4))

NAS-SystemInformationGSM-MAP ::= 
OCTET STRING (SIZE (1..8))

P-TMSI-GSM-MAP ::=




BIT STRING (SIZE (32))

PagingPermissionWithAccessControlForSharedNetwork ::= CHOICE {


pagingPermissionWithAccessControlList
PagingPermissionWithAccessControlList,


pagingPermissionWithAccessControlForAll
PagingPermissionWithAccessControlParameters

}

PagingPermissionWithAccessControlList ::= SEQUENCE {


pagingPermissionWithAccessControlParametersForOperator1










PagingPermissionWithAccessControlParameters

OPTIONAL,


pagingPermissionWithAccessControlParametersForOperator2










PagingPermissionWithAccessControlParameters

OPTIONAL,


pagingPermissionWithAccessControlParametersForOperator3










PagingPermissionWithAccessControlParameters

OPTIONAL,


pagingPermissionWithAccessControlParametersForOperator4










PagingPermissionWithAccessControlParameters

OPTIONAL,


pagingPermissionWithAccessControlParametersForOperator5










PagingPermissionWithAccessControlParameters

OPTIONAL

}

PagingPermissionWithAccessControlParameters ::= SEQUENCE {


pagingResponseRestrictionIndicator


ENUMERATED {all, cS, pS, none},


locationRegistrationRestrictionIndicator
ENUMERATED {all, cS, pS},


locationRegistration





LocationRegistrationParameters

}

PagingRecordTypeID ::=



ENUMERATED {











imsi-GSM-MAP,











tmsi-GSM-MAP-P-TMSI,











imsi-DS-41,











tmsi-DS-41 }

PLMN-Identity ::=




SEQUENCE {


mcc








MCC,


mnc








MNC

}

PLMN-IdentityWithOptionalMCC-r6 ::=
SEQUENCE {


mcc








MCC





OPTIONAL,


mnc








MNC

}

PLMN-Type ::=





CHOICE {


gsm-MAP







SEQUENCE {



plmn-Identity





PLMN-Identity


},


ansi-41






SEQUENCE {



p-REV






P-REV,



min-P-REV





Min-P-REV,



sid







SID,



nid







NID


},


gsm-MAP-and-ANSI-41



SEQUENCE {



plmn-Identity




PLMN-Identity,



p-REV






P-REV,



min-P-REV





Min-P-REV,



sid







SID,



nid







NID


},


spare






NULL

}

RAB-Identity ::=




CHOICE {


gsm-MAP-RAB-Identity



BIT STRING (SIZE (8)),


ansi-41-RAB-Identity



BIT STRING (SIZE (8))

}

RAI ::=







SEQUENCE {


lai








LAI,


rac








RoutingAreaCode

}

RoutingAreaCode ::=




BIT STRING (SIZE (8))

RoutingParameter ::=






BIT STRING (SIZE (10))

TMSI-GSM-MAP ::=




BIT STRING (SIZE (32))

[Text Omitted]
-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************

BCC ::=







INTEGER (0..7)

BCCH-ModificationInfo ::=


SEQUENCE {


mib-ValueTag





MIB-ValueTag,


bcch-ModificationTime



BCCH-ModificationTime



OPTIONAL

}

-- Actual value BCCH-ModificationTime = IE value * 8

BCCH-ModificationTime ::=


INTEGER (0..511)

BSIC ::=






SEQUENCE {


ncc








NCC,


bcc








BCC

}

CBS-DRX-Level1Information ::=

SEQUENCE {


ctch-AllocationPeriod



INTEGER (1..256),


cbs-FrameOffset





INTEGER (0..255)

}

CBS-DRX-Level1Information-extension-r6 ::=
ENUMERATED {p8, p16, p32, p64, p128, p256}

CDMA2000-Message ::=



SEQUENCE {


msg-Type






BIT STRING (SIZE (8)),


payload







BIT STRING (SIZE (1..512))

}

CDMA2000-MessageList ::=



SEQUENCE (SIZE (1..maxInterSysMessages)) OF












CDMA2000-Message

CDMA2000-UMTS-Frequency-List ::=

SEQUENCE (SIZE (1..maxNumCDMA2000Freqs)) OF












FrequencyInfoCDMA2000

CellValueTag ::=





INTEGER (1..4)

DataTransmFrequency ::=



SEQUENCE {


dataTransmFreqGranularity


ENUMERATED { ms100, ms250, ms500, ms1000,












ms2000, ms5000, ms10000, ms60000 },


numberOfDataTransmOcc



INTEGER (1..610)

}

DataVolumeHistory ::=



SEQUENCE {


dataVolumeMontoringWindow


INTEGER (1..120),


dataTransmFrequency




DataTransmFrequency





OPTIONAL,


dataVolumePerRB





DataVolumePerRB-List




OPTIONAL

}

DataVolumePerRB ::=




SEQUENCE {


rb-Identity






RB-Identity,


dataVolume






INTEGER (0..4294967295)

}

DataVolumePerRB-List ::=



SEQUENCE (SIZE (1..maxRB)) OF DataVolumePerRB

DeferredMeasurementControlReadingSupport ::= SEQUENCE {


-- If modeSpecificInfo is not present, deferred SIB11, SIB11bis and SIB12 reading 


-- with default measurement quantities applies


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




intraFreqMeasQuantity-FDD


IntraFreqMeasQuantity-FDD-sib3



},



tdd








SEQUENCE {




intraFreqMeasQuantity-TDDList

IntraFreqMeasQuantity-TDD-sib3List



}


}

OPTIONAL

}

ETWS-Information ::=



SEQUENCE {


warningType






OCTET STRING (SIZE (1..2)),


messageIdentifier




OCTET STRING (SIZE (2)),


serialNumber





OCTET STRING (SIZE (2))

}

ETWS-WarningSecurityInfo ::=

OCTET STRING

EUTRA-BlacklistedCell ::=


SEQUENCE {


physicalCellIdentity



EUTRA-PhysicalCellIdentity
}

EUTRA-BlacklistedCellPerFreqList ::= SEQUENCE (SIZE (1..maxEUTRACellPerFreq)) OF











EUTRA-BlacklistedCell

EUTRA-PhysicalCellIdentity ::=

INTEGER (0..503)

EUTRA-RadioAccessCapability ::=

SEQUENCE {


ue-EUTRA-Capability




OCTET STRING

}
EUTRA-TargetFreqInfoList ::=

SEQUENCE (SIZE (1..maxEUTRATargetFreqs)) OF











EUTRA-TargetFreqInfo

EUTRA-TargetFreqInfo ::=


SEQUENCE {


dlEUTRACarrierFreq




EARFCN,


eutraBlacklistedCellPerFreqList

EUTRA-BlacklistedCellPerFreqList
OPTIONAL

}

--Actual value = 2^(IE value) 

ExpirationTimeFactor ::=



INTEGER (1..8)

ExtGANSS-SchedulingInfo ::=


SEQUENCE {


extensionGANSS-SIBType



SIB-TypeExtGANSS,


schedulingInfo





SchedulingInformation,


valueTagInfo





ValueTagInfo

}

-- For each extended GANSS SIB type the value tag information is added at the end

ExtGANSS-SIBTypeInfoSchedulingInfoList ::= SEQUENCE (SIZE (1..maxGANSS)) OF 











ExtGANSS-SIBTypeInfoSchedulingInfo

ExtGANSS-SIBTypeInfoSchedulingInfo ::= SEQUENCE {


ganssID







INTEGER (0..7)






OPTIONAL,


sbasID







UE-Positioning-GANSS-SBAS-ID


OPTIONAL,


ganssScheduling





SEQUENCE (SIZE (1..maxSIB)) OF












ExtGANSS-SchedulingInfo

}

-- For each extended SIB type the value tag information is added at the end

ExtSIBTypeInfoSchedulingInfo-List ::=
SEQUENCE (SIZE (1..maxSIB)) OF












ExtSIBTypeInfoSchedulingInfo

ExtSIBTypeInfoSchedulingInfo ::=
SEQUENCE {


extensionSIB-Type




SIB-TypeExt,


schedulingInfo





SchedulingInformation,


valueTagInfo





ValueTagInfo

}

-- For each extended SIB type the value tag information is added at the end

ExtSIBTypeInfoSchedulingInfo-List2 ::=
SEQUENCE (SIZE (1..maxSIB)) OF












ExtSIBTypeInfoSchedulingInfo2

ExtSIBTypeInfoSchedulingInfo2 ::=
SEQUENCE {


extensionSIB-Type2




SIB-TypeExt2,


schedulingInfo





SchedulingInformation,


valueTagInfo





ValueTagInfo

}

FDD-UMTS-Frequency-List ::=



SEQUENCE (SIZE (1..maxNumFDDFreqs)) OF












-- NOTE1: The IE "UARFCN (Nlow)" corresponds to












-- "uarfcn-DL" in FrequencyInfoFDD.












-- NOTE2: The IE "UARFCN (Nupper)" corresponds to












-- "uarfcn-UL" in FrequencyInfoFDD.












FrequencyInfoFDD

FrequencyInfoCDMA2000 ::=



SEQUENCE {












band-Class

BIT STRING (SIZE (5)),












cdma-Freq

BIT STRING (SIZE(11))

}

GERAN-SystemInfoBlock ::=



OCTET STRING (SIZE (1..23))

GERAN-SystemInformation ::=



SEQUENCE (SIZE (1..maxGERAN-SI)) OF GERAN-SystemInfoBlock
GSM-BA-Range ::= 





SEQUENCE {












gsmLowRangeUARFCN

UARFCN,












gsmUpRangeUARFCN

UARFCN

}

GSM-BA-Range-List ::= 




SEQUENCE (SIZE (1..maxNumGSMFreqRanges)) OF












GSM-BA-Range

-- This IE is formatted as 'TLV' and is coded in the same way as the Mobile Station Classmark 2 

-- information element in [5]. The first octet is the Mobile station classmark 2 IEI and its value

-- shall be set to 33H. The second octet is the Length of mobile station classmark 2 and its value 

-- shall be set to 3. The octet 3 contains the first octet of the value part of the Mobile Station 

-- Classmark 2 information element, the octet 4 contains the second octet of the value part of the 

-- Mobile Station Classmark 2 information element and so on. For each of these octets, the first/

-- leftmost/ most significant bit of the octet contains b8 of the corresponding octet of the Mobile

-- Station Classmark 2.
GSM-Classmark2 ::=




OCTET STRING (SIZE (5))

-- This IE is formatted as 'V' and is coded in the same way as the value part in the Mobile station

-- classmark 3 information element in [5]
-- The value part is specified by means of CSN.1, which encoding results in a bit string, to which

-- final padding may be appended upto the next octet boundary [5]. The first/ leftmost bit of the

-- CSN.1 bit string is placed in the first/ leftmost/ most significant bit of the first

-- octet. This continues until the last bit of the CSN.1 bit string, which is placed in the last/

-- rightmost/ least significant bit of the last octet.
GSM-Classmark3 ::=




OCTET STRING (SIZE (1..32))

GSM-MessageList ::=




SEQUENCE (SIZE (1..maxInterSysMessages)) OF











BIT STRING (SIZE (1..512))

GSM-MS-RadioAccessCapability ::=
OCTET STRING (SIZE (1..64))
GsmSecurityCapability ::=


BIT STRING {











-- For each bit value "0" means false/ not supported











a5-7(0),











a5-6(1),










 
a5-5(2),










 
a5-4(3),










 
a5-3(4),










 
a5-2(5),










 
a5-1(6)











}
(SIZE (7))

GSM-TargetCellInfoList ::=

SEQUENCE (SIZE (1..maxGSMTargetCells)) OF












GSM-TargetCellInfo
GSM-TargetCellInfo ::= 



SEQUENCE {


bcch-ARFCN






BCCH-ARFCN,


frequency-band





Frequency-Band,


bsic







BSIC


OPTIONAL

}

HNBName ::=






OCTET STRING (SIZE(1..maxHNBNameSize))

IdentificationOfReceivedMessage ::=
SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



receivedMessageType



ReceivedMessageType

}

InterRAT-ChangeFailureCause ::=

CHOICE {


configurationUnacceptable


NULL,


physicalChannelFailure



NULL,


protocolError





ProtocolErrorInformation,


unspecified






NULL,


spare4







NULL,


spare3







NULL,


spare2







NULL,


spare1







NULL

}








GERANIu-MessageList ::=



SEQUENCE (SIZE (1..maxInterSysMessages)) OF











BIT STRING (SIZE (1..32768))

GERANIu-RadioAccessCapability ::=
BIT STRING (SIZE (1..170))
InterRAT-UE-RadioAccessCapability ::= CHOICE {


gsm








SEQUENCE {



gsm-Classmark2





GSM-Classmark2,



gsm-Classmark3





GSM-Classmark3


},


cdma2000






SEQUENCE {



cdma2000-MessageList



CDMA2000-MessageList


}

}

InterRAT-UE-RadioAccessCapabilityList ::= 
SEQUENCE (SIZE(1..maxInterSysMessages)) OF












InterRAT-UE-RadioAccessCapability

InterRAT-UE-RadioAccessCapability-v590ext ::= SEQUENCE {


geranIu-RadioAccessCapability

GERANIu-RadioAccessCapability

}

InterRAT-UE-RadioAccessCapability-v690ext ::= SEQUENCE {


supportOfInter-RAT-PS-Handover

ENUMERATED { doesSupporInter-RAT-PS-Handover }
OPTIONAL,


gsm-MS-RadioAccessCapability

GSM-MS-RadioAccessCapability
}

InterRAT-UE-RadioAccessCapability-v860ext ::= SEQUENCE {


eutra-RadioAccessCapability


EUTRA-RadioAccessCapability



OPTIONAL

}

InterRAT-UE-SecurityCapability ::= CHOICE {


gsm








SEQUENCE {



gsmSecurityCapability


GsmSecurityCapability


}

}

InterRAT-UE-SecurityCapList ::= 
SEQUENCE (SIZE(1..maxInterSysMessages)) OF











InterRAT-UE-SecurityCapability

InterRAT-HO-FailureCause ::=

CHOICE {


configurationUnacceptable


NULL,


physicalChannelFailure



NULL,


protocolError





ProtocolErrorInformation,


interRAT-ProtocolError



NULL,


unspecified






NULL,


spare11







NULL,


spare10







NULL,


spare9







NULL,


spare8







NULL,


spare7







NULL,


spare6







NULL,


spare5







NULL,


spare4







NULL,


spare3







NULL,


spare2







NULL,


spare1







NULL

}








MasterInformationBlock ::=


SEQUENCE {



mib-ValueTag




MIB-ValueTag,



-- TABULAR: The PLMN identity and ANSI-41 core network information



-- are included in PLMN-Type.



plmn-Type





PLMN-Type,



sibSb-ReferenceList



SIBSb-ReferenceList,


-- Extension mechanism for non- release99 information



v690NonCriticalExtensions


SEQUENCE {




masterInformationBlock-v690ext

MasterInformationBlock-v690ext,




v6b0NonCriticalExtensions


SEQUENCE {





masterInformationBlock-v6b0ext

MasterInformationBlock-v6b0ext-IEs,





v860NonCriticalExtensions


SEQUENCE {






masterInformationBlock-v860ext

MasterInformationBlock-v860ext-IEs,






nonCriticalExtensions



SEQUENCE {}






OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

MasterInformationBlock-v690ext ::=
SEQUENCE {


multiplePLMN-List




MultiplePLMN-List-r6


OPTIONAL

}

MasterInformationBlock-v6b0ext-IEs ::= SEQUENCE {


extSIBTypeInfoSchedulingInfo-List
ExtSIBTypeInfoSchedulingInfo-List
OPTIONAL

}

MasterInformationBlock-v860ext-IEs ::= SEQUENCE {


extSIBTypeInfoSchedulingInfo-List
ExtSIBTypeInfoSchedulingInfo-List2

OPTIONAL,


extGANSS-SIBTypeInfoSchedulingInfoList











ExtGANSS-SIBTypeInfoSchedulingInfoList
OPTIONAL,


csg-Indicator





ENUMERATED { true }





OPTIONAL

}

MIB-ValueTag ::=




INTEGER (1..8)

NCC ::=







INTEGER (0..7)

PLMN-ValueTag ::=




INTEGER (1..256)

PredefinedConfigIdentityAndValueTag ::=
SEQUENCE {


predefinedConfigIdentity



PredefinedConfigIdentity,


predefinedConfigValueTag



PredefinedConfigValueTag

}

ProtocolErrorInformation ::=

SEQUENCE {


diagnosticsType





CHOICE {



type1







SEQUENCE {




protocolErrorCause




ProtocolErrorCause



},



spare







NULL


}

}

ReceivedMessageType ::=



ENUMERATED {











activeSetUpdate,











cellChangeOrderFromUTRAN,











cellUpdateConfirm,











counterCheck,











downlinkDirectTransfer,











interRATHandoverCommand,











measurementControl,











pagingType2,











physicalChannelReconfiguration,











physicalSharedChannelAllocation,











radioBearerReconfiguration,











radioBearerRelease,











radioBearerSetup,











rrcConnectionRelease,











rrcConnectionReject,











rrcConnectionSetup,











securityModeCommand,











signallingConnectionRelease,











transportChannelReconfiguration,











transportFormatCombinationControl,











ueCapabilityEnquiry,











ueCapabilityInformationConfirm,











uplinkPhysicalChannelControl,











uraUpdateConfirm,











utranMobilityInformation,











assistanceDataDelivery,











spare6, spare5, spare4, spare3, spare2,











spare1

}

Rplmn-Information ::=


SEQUENCE {


gsm-BA-Range-List



GSM-BA-Range-List





OPTIONAL,


fdd-UMTS-Frequency-List


FDD-UMTS-Frequency-List




OPTIONAL,


tdd-UMTS-Frequency-List


TDD-UMTS-Frequency-List




OPTIONAL,


cdma2000-UMTS-Frequency-List
CDMA2000-UMTS-Frequency-List


OPTIONAL

}

Rplmn-Information-r4 ::=

SEQUENCE {


gsm-BA-Range-List



GSM-BA-Range-List





OPTIONAL,


fdd-UMTS-Frequency-List


FDD-UMTS-Frequency-List




OPTIONAL,


-- the option is the same for 7.68 Mcps TDD as for 3.84 Mcps TDD


-- i.e. TDD-UMTS-Frequency-List applies


tdd384-UMTS-Frequency-List

TDD-UMTS-Frequency-List




OPTIONAL,


tdd128-UMTS-Frequency-List

TDD-UMTS-Frequency-List




OPTIONAL,


cdma2000-UMTS-Frequency-List
CDMA2000-UMTS-Frequency-List


OPTIONAL

}

SchedulingInformation ::=


SEQUENCE {


scheduling






SEQUENCE {



segCount






SegCount



 

 DEFAULT 1,



sib-Pos







CHOICE {




-- The element name indicates the repetition period and the value




-- (multiplied by two) indicates the position of the first segment.




rep4







INTEGER (0..1),




rep8







INTEGER (0..3),




rep16







INTEGER (0..7),




rep32







INTEGER (0..15),




rep64







INTEGER (0..31),




rep128







INTEGER (0..63),




rep256







INTEGER (0..127),




rep512







INTEGER (0..255),




rep1024







INTEGER (0..511),




rep2048







INTEGER (0..1023),




rep4096







INTEGER (0..2047)



},



sib-PosOffsetInfo




SibOFF-List





OPTIONAL


}

}

SchedulingInformationSIB ::=


SEQUENCE {


sib-Type






SIB-TypeAndTag,


scheduling






SchedulingInformation

}

SchedulingInformationSIBSb ::=


SEQUENCE {


sibSb-Type






SIBSb-TypeAndTag,


scheduling






SchedulingInformation

}

SegCount ::=





INTEGER (1..16)

SegmentIndex ::=




INTEGER (1..15)

-- Actual value SFN-Prime = 2 * IE value

SFN-Prime ::=





INTEGER (0..2047)

SIB-Data-fixed ::=




BIT STRING (SIZE (222))

SIB-Data-variable ::=



BIT STRING (SIZE (1..214))

SIBOccurIdentity ::=


INTEGER (0..15)

SIBOccurrenceIdentityAndValueTag ::=
SEQUENCE {


sibOccurIdentity



SIBOccurIdentity,


sibOccurValueTag



SIBOccurValueTag

}

SIBOccurValueTag ::=


INTEGER (0..15)

SIB-ReferenceList ::=



SEQUENCE (SIZE (1..maxSIB)) OF











SchedulingInformationSIB

SIBSb-ReferenceList ::=



SEQUENCE (SIZE (1..maxSIB)) OF











SchedulingInformationSIBSb

SIB-ReferenceListFACH ::=


SEQUENCE (SIZE (1..maxSIB-FACH)) OF 











SchedulingInformationSIB

SIB-Type ::=





ENUMERATED {











masterInformationBlock,











systemInformationBlockType1,











systemInformationBlockType2,











systemInformationBlockType3,











systemInformationBlockType4,











systemInformationBlockType5,











systemInformationBlockType6,











systemInformationBlockType7,



-- dummy, dummy2 and dummy3 are not used in this version of the specification,



-- they should not be sent. If they are received they should be ignored











dummy,











dummy2,











dummy3,











systemInformationBlockType11,











systemInformationBlockType12,











systemInformationBlockType13,











systemInformationBlockType13-1,











systemInformationBlockType13-2,











systemInformationBlockType13-3,











systemInformationBlockType13-4,











systemInformationBlockType14,











systemInformationBlockType15,











systemInformationBlockType15-1,











systemInformationBlockType15-2,











systemInformationBlockType15-3,











systemInformationBlockType16,











systemInformationBlockType17,











systemInformationBlockType15-4,











systemInformationBlockType18,











schedulingBlock1,











schedulingBlock2,











systemInformationBlockType15-5,











systemInformationBlockType5bis, 











extensionType }

SIB-TypeAndTag ::=




CHOICE {


sysInfoType1





PLMN-ValueTag,


sysInfoType2





CellValueTag,


sysInfoType3





CellValueTag,


sysInfoType4





CellValueTag,


sysInfoType5





CellValueTag,


sysInfoType6





CellValueTag,


sysInfoType7





NULL,


-- dummy, dummy2 and dummy3 are not used in this version of the specification,


-- they should not be sent. If they are received the UE behaviour is not specified.


dummy







CellValueTag,


dummy2







NULL,


dummy3







NULL,


sysInfoType11





CellValueTag,


sysInfoType12 





CellValueTag,


sysInfoType13





CellValueTag,


sysInfoType13-1





CellValueTag, 


sysInfoType13-2





CellValueTag,


sysInfoType13-3





CellValueTag,


sysInfoType13-4





CellValueTag,


sysInfoType14





NULL,


sysInfoType15





CellValueTag,


sysInfoType16





PredefinedConfigIdentityAndValueTag,


sysInfoType17





NULL,


sysInfoType15-1





CellValueTag,


sysInfoType15-2





SIBOccurrenceIdentityAndValueTag,


sysInfoType15-3





SIBOccurrenceIdentityAndValueTag,


sysInfoType15-4





CellValueTag,


sysInfoType18





CellValueTag,


sysInfoType15-5





CellValueTag,


sysInfoType5bis





CellValueTag,


spare4







NULL,


spare3







NULL,


spare2







NULL,


spare1







NULL

}

SIBSb-TypeAndTag ::=




CHOICE {


sysInfoType1





PLMN-ValueTag,


sysInfoType2





CellValueTag,


sysInfoType3





CellValueTag,


sysInfoType4





CellValueTag,


sysInfoType5





CellValueTag,


sysInfoType6





CellValueTag,


sysInfoType7





NULL,


-- dummy, dummy2 and dummy3 are not used in this version of the specification,


-- they should not be sent. If they are received the UE behaviour is not specified.


dummy







CellValueTag,


dummy2







NULL,


dummy3







NULL,


sysInfoType11





CellValueTag,


sysInfoType12 





CellValueTag,


sysInfoType13





CellValueTag,


sysInfoType13-1





CellValueTag, 


sysInfoType13-2





CellValueTag,


sysInfoType13-3





CellValueTag,


sysInfoType13-4





CellValueTag,


sysInfoType14





NULL,


sysInfoType15





CellValueTag,


sysInfoType16





PredefinedConfigIdentityAndValueTag,


sysInfoType17





NULL,


sysInfoTypeSB1





CellValueTag,


sysInfoTypeSB2





CellValueTag,


sysInfoType15-1





CellValueTag,


sysInfoType15-2





SIBOccurrenceIdentityAndValueTag,


sysInfoType15-3





SIBOccurrenceIdentityAndValueTag,


sysInfoType15-4





CellValueTag,


sysInfoType18





CellValueTag,


sysInfoType15-5





CellValueTag,


sysInfoType5bis





CellValueTag,


spare2







NULL,


spare1







NULL

}

SIB-TypeExt ::=





CHOICE {


systemInfoType11bis




NULL,


systemInfoType15bis




NULL,


systemInfoType15-1bis



NULL,


systemInfoType15-2bis



NULL,


systemInfoType15-3bis



NULL,


systemInfoType15-6




NULL,


systemInfoType15-7




NULL,


systemInfoType15-8




NULL

}

SIB-TypeExt2 ::=




CHOICE {


systemInfoType19




NULL,


systemInfoType15-2ter


NULL,


systemInfoType20




NULL,


systemInfoType21




NULL,


spare4






NULL,


spare3






NULL,

spare2






NULL,


spare1






NULL

}

SIB-TypeExtGANSS ::=



CHOICE {


systemInfoType15-1bis



NULL,


systemInfoType15-2bis



NULL,


systemInfoType15-2ter



NULL,


systemInfoType15-3bis



NULL,


systemInfoType15-6




NULL,


systemInfoType15-7




NULL,


systemInfoType15-8




NULL,


spare9







NULL,


spare8







NULL,


spare7







NULL,


spare6







NULL,


spare5







NULL,


spare4







NULL,


spare3







NULL,


spare2







NULL,


spare1







NULL

}

SibOFF ::=






ENUMERATED {











so2, so4, so6, so8, so10,











so12, so14, so16, so18,











so20, so22, so24, so26,











so28, so30, so32 }

SibOFF-List ::=





SEQUENCE (SIZE (1..15)) OF











SibOFF

SysInfoType1 ::=




SEQUENCE {


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,




cn-DomainSysInfoList


CN-DomainSysInfoList,


-- User equipment IEs



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants


OPTIONAL,



ue-IdleTimersAndConstants

UE-IdleTimersAndConstants


OPTIONAL,


-- Extension mechanism for non- release99 information



v3a0NonCriticalExtensions

SEQUENCE {




sysInfoType1-v3a0ext


SysInfoType1-v3a0ext-IEs,




v860NonCriticalExtentions

SEQUENCE {





sysInfoType1-v860ext


SysInfoType1-v860ext-IEs,





nonCriticalExtensions


SEQUENCE {} OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType1-v3a0ext-IEs ::= SEQUENCE {


ue-ConnTimersAndConstants-v3a0ext

UE-ConnTimersAndConstants-v3a0ext,


ue-IdleTimersAndConstants-v3a0ext

UE-IdleTimersAndConstants-v3a0ext

}

SysInfoType1-v860ext-IEs ::= SEQUENCE {


ue-ConnTimersAndConstants



UE-ConnTimersAndConstants-v860ext

}

SysInfoType2 ::=




SEQUENCE {


-- UTRAN mobility IEs



ura-IdentityList



URA-IdentityList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType3 ::=




SEQUENCE {



sib4indicator




BOOLEAN,


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfoSIB-3-4,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE { 




sysInfoType3-v4b0ext


SysInfoType3-v4b0ext-IEs,




v590NonCriticalExtension

SEQUENCE {





sysInfoType3-v590ext


SysInfoType3-v590ext,





v5c0NoncriticalExtension

SEQUENCE {






sysInfoType3-v5c0ext


SysInfoType3-v5c0ext-IEs,






v670NonCriticalExtension


SEQUENCE {







sysInfoType3-v670ext



SysInfoType3-v670ext,







v770NonCriticalExtension


SEQUENCE {








sysInfoType3-v770ext



SysInfoType3-v770ext-IEs,








v830NonCriticalExtension


SEQUENCE {









sysInfoType3-v830ext



SysInfoType3-v830ext-IEs,









v860NonCriticalExtension


SEQUENCE {










sysInfoType3-v860ext



SysInfoType3-v860ext-IEs,










v870NonCriticalExtension


SEQUENCE {











sysInfoType3-v870ext


SysInfoType3-v870ext-IEs,











v900NonCriticalExtension

SEQUENCE {












sysInfoType3-v920ext

SysInfoType3-v920ext-IEs,












nonCriticalExtensions
SEQUENCE {}
OPTIONAL











}






OPTIONAL










}






OPTIONAL









}






OPTIONAL








}






OPTIONAL






}






OPTIONAL






}






OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType3-v4b0ext-IEs ::= SEQUENCE {


mapping-LCR





Mapping-LCR-r4






OPTIONAL

}

SysInfoType3-v590ext ::= SEQUENCE {


cellSelectReselectInfo-v590ext

CellSelectReselectInfo-v590ext 

OPTIONAL
}

SysInfoType3-v5c0ext-IEs ::= SEQUENCE {


cellSelectReselectInfoTreselectionScaling-v5c0ext











CellSelectReselectInfoTreselectionScaling-v5c0ext
OPTIONAL

}

SysInfoType3-v670ext ::= SEQUENCE {


 
domainSpecificAccessRestrictionParametersForPLMNOfMIB










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestictionForSharedNetwork










DomainSpecificAccessRestrictionForSharedNetwork-v670ext
OPTIONAL

}

SysInfoType3-v770ext-IEs ::=

SEQUENCE {


deferredMeasurementControlReadingSupport












DeferredMeasurementControlReadingSupport
OPTIONAL,


q-QualMin-Offset





Q-QualMin-Offset



OPTIONAL,


q-RxlevMin-Offset





Q-RxlevMin-Offset



OPTIONAL,


mbsfnOnlyService





MBSFNOnlyService



OPTIONAL

}

SysInfoType3-v830ext-IEs ::=

SEQUENCE {


pagingPermissionWithAccessControlParametersForPLMNOfMIB











PagingPermissionWithAccessControlParameters

OPTIONAL,


pagingPermissionWithAccessControlParametersForSharedNetwork











PagingPermissionWithAccessControlForSharedNetwork
OPTIONAL

}

SysInfoType3-v860ext-IEs ::=

SEQUENCE {


csgIdentity






CSG-Identity






OPTIONAL,

csg-PSCSplitInfo




CSG-PSCSplitInfo





OPTIONAL

}

SysInfoType3-v870ext-IEs ::=

SEQUENCE {


cellAccessRestriction



CellAccessRestriction-v870ext


OPTIONAL

}

SysInfoType3-v920ext-IEs ::=

SEQUENCE {


imsEmergencySupportIndicator

ENUMERATED { supported }


OPTIONAL

}

SysInfoType4 ::=




SEQUENCE {


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfoSIB-3-4,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE { 




sysInfoType4-v4b0ext


SysInfoType4-v4b0ext-IEs,




v590NonCriticalExtension

SEQUENCE {





sysInfoType4-v590ext


SysInfoType4-v590ext,





v5b0NonCriticalExtension

SEQUENCE {






sysInfoType4-v5b0ext


SysInfoType4-v5b0ext-IEs,






v5c0NonCriticalExtension


SEQUENCE {







sysInfoType4-v5c0ext



SysInfoType4-v5c0ext-IEs,







nonCriticalExtensions


SEQUENCE {}





OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

SysInfoType4-v4b0ext-IEs ::= SEQUENCE {


mapping-LCR





Mapping-LCR-r4






OPTIONAL

}

SysInfoType4-v590ext ::= SEQUENCE {


cellSelectReselectInfo-v590ext

CellSelectReselectInfo-v590ext 

OPTIONAL
}

SysInfoType4-v5b0ext-IEs ::= SEQUENCE {


cellSelectReselectInfoPCHFACH-v5b0ext
CellSelectReselectInfoPCHFACH-v5b0ext 

OPTIONAL
}

SysInfoType4-v5c0ext-IEs ::= SEQUENCE {


cellSelectReselectInfoTreselectionScaling-v5c0ext











CellSelectReselectInfoTreselectionScaling-v5c0ext
OPTIONAL

}

SysInfoType5 ::=




SEQUENCE {



sib6indicator




BOOLEAN,


-- Physical channel IEs



pich-PowerOffset



PICH-PowerOffset,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





aich-PowerOffset



AICH-PowerOffset




},




tdd







SEQUENCE {


-- If PDSCH/PUSCH is configured for 1.28Mcps or 7.68Mcps TDD, the following IEs should be absent


-- and the info included in the respective tdd128SpecificInfo or tdd768SpecificInfo instead.


-- If PDSCH/PUSCH is configured for 3.84Mcps TDD in R5, HCR-r5-SpecificInfo should also be 


-- included. 





pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





openLoopPowerControl-TDD

OpenLoopPowerControl-TDD




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



-- cbs-DRX-Level1Information is conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {



sysInfoType5-v4b0ext


SysInfoType5-v4b0ext-IEs

OPTIONAL,



-- Extension mechanism for non- rel-4 information




v590NonCriticalExtensions

SEQUENCE {





sysInfoType5-v590ext


SysInfoType5-v590ext-IEs

OPTIONAL,





v650NonCriticalExtensions

SEQUENCE {






sysInfoType5-v650ext


SysInfoType5-v650ext-IEs

OPTIONAL,






v680NonCriticalExtensions

SEQUENCE {







sysInfoType5-v680ext


SysInfoType5-v680ext-IEs

OPTIONAL,







v690NonCriticalExtensions

SEQUENCE {








sysInfoType5-v690ext


SysInfoType5-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









sysInfoType5-v770ext


SysInfoType5-v770ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










sysInfoType5-v860ext


SysInfoType5-v860ext-IEs,










v890NonCriticalExtensions

SEQUENCE {











sysInfoType5-v890ext


SysInfoType5-v890ext-IEs,











v8b0NonCriticalExtensions

SEQUENCE {












sysInfoType5-v8b0ext


















SysInfoType5-v8b0ext-IEs,












v8d0NonCriticalExtensions

SEQUENCE {













sysInfoType5-v8d0ext




















SysInfoType5-v8d0ext-IEs,













va40NonCriticalExtensions

SEQUENCE {













sysInfoType5-va40ext





















SysInfoType5-va40ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL













}

OPTIONAL












}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL


}

OPTIONAL

}

SysInfoType5-v4b0ext-IEs ::= SEQUENCE {


--The following IE PNBSCH-Allocation-r4 shall be used for 3.84Mcps TDD only.


pNBSCH-Allocation-r4 


PNBSCH-Allocation-r4


OPTIONAL,


-- In case of TDD, the following IE is included instead of the


-- IE up-IPDL-Parameter in up-OTDOA-AssistanceData.


openLoopPowerControl-IPDL-TDD
OpenLoopPowerControl-IPDL-TDD-r4
OPTIONAL,

-- If SysInfoType5 is sent to describe a 1.28Mcps TDD cell, the IE PRACH-RACH-Info included in

-- PRACH-SystemInformationList shall be ignored, the IE PRACH-Partitioning and the 

-- IE rach-TransportFormatSet shall be absent and the corresponding IE in the following 

-- PRACH-SystemInformationList-LCR-r4 shall be used


prach-SystemInformationList-LCR-r4
PRACH-SystemInformationList-LCR-r4
OPTIONAL, 

tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pCCPCH-LCR-Extensions


PrimaryCCPCH-Info-LCR-r4-ext
OPTIONAL,



sCCPCH-LCR-ExtensionsList

SCCPCH-SystemInformationList-LCR-r4-ext


}















OPTIONAL,


frequencyBandIndicator


RadioFrequencyBandFDD


OPTIONAL

}

SysInfoType5-v590ext-IEs ::= SEQUENCE {


hcr-r5-SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-HCR-r5
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-HCR-r5
OPTIONAL


}
















OPTIONAL

}

SysInfoType5-v650ext-IEs ::= SEQUENCE {


frequencyBandIndicator2


RadioFrequencyBandFDD2
}

SysInfoType5-v680ext-IEs ::= SEQUENCE {


-- TABULAR: HSDPA Cell Indicator is MD in tabular description


-- Default value is 'HSDPA Capability not indicated'


hsdpa-CellIndicator

ENUMERATED { hsdpa-CapableCell }


OPTIONAL

}

SysInfoType5-v690ext-IEs ::=

SEQUENCE {


-- TABULAR: E-DCH Cell Indicator is MD in tabular description


-- Default value is 'E-DCH Capability not indicated'


edch-CellIndicator




ENUMERATED { edch-CapableCell }

OPTIONAL,


sccpch-SystemInformation-MBMS

CHOICE {


mcchOnSCCPCHusedForNonMBMS


MBMS-MCCH-ConfigurationInfo-r6,



mcchOnSCCPCHusedOnlyForMBMS


SCCPCH-SystemInformation-MBMS-r6

}

OPTIONAL,


additionalPRACH-TF-and-TFCS-CCCH-List
AdditionalPRACH-TF-and-TFCS-CCCH-List
OPTIONAL,


cBS-DRX-Level1Information-extension

CBS-DRX-Level1Information-extension-r6
OPTIONAL

}

SysInfoType5-v770ext-IEs ::=

SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




hs-dsch-CommonSystemInformation

HS-DSCH-CommonSystemInformation,




hs-dsch-PagingSystemInformation

HS-DSCH-PagingSystemInformation

OPTIONAL



},



tdd768







SEQUENCE {




pusch-SysInfoList-SFN



PUSCH-SysInfoList-SFN-VHCR


OPTIONAL,




pdsch-SysInfoList-SFN



PDSCH-SysInfoList-VHCR-r7


OPTIONAL,



-- If SysInfoType5 is sent to configure a 7.68Mcps TDD cell, the 'prach-RACH-Info' in




-- IE PRACH-SystemInformationList shall be ignored, 'prach-Partitioning' shall be absent




-- and the corresponding IE in the following IE PRACH-SystemInformationList-VHCR-r7




-- shall be used instead.




prach-SystemInformationList


PRACH-SystemInformationList-VHCR-r7
OPTIONAL



},



tdd128







SEQUENCE {




prach-SystemInformationList


PRACH-SystemInformationList-LCR-v770ext
OPTIONAL



}


}

OPTIONAL,


-- If SysInfoType5 is sent to configure a 7.68 Mcps TDD cell (in any mode) or a 3.84 Mcps TDD 

-- cell operating in MBSFN mode, IE SCCPCH-SystemInformationList-HCR-VHCR-r7 is used, otherwise


-- IE SCCPCH-SystemInformationList-r6 is used.


sccpch-SystemInformationList

SCCPCH-SystemInformationList-HCR-VHCR-r7
OPTIONAL,

sccpch-SystemInformation-MBMS

CHOICE {


-- If choice is 'mcchOnSCCPCHusedForNonMBMS', IE MBMS-MCCH-ConfigurationInfo-r6 is used.


-- If choice is 'mcchOnSCCPCHusedOnlyForMBMS', IE MBMS-MCCH-ConfigurationInfo-r7 is used



-- to configure a 7.68Mcps TDD cell or a cell operating in MBSFN mode, otherwise IE



-- SCCPCH-SystemInformation-MBMS-r6 is used.


mcchOnSCCPCHusedOnlyForMBMS


SCCPCH-SystemInformation-MBMS-r7

}

OPTIONAL,


tDD-MBSFNInformation



TDD-MBSFNInformation


OPTIONAL
}

SysInfoType5-v860ext-IEs ::= SEQUENCE {


-- The field 'dummy' shall be marked absent in SysInfoType5 and SysInfoType5bis. A failure to


-- comply with this requirement may prevent the UE to receive any service in the cell. The UE


-- may treat the cell as barred.


dummy







SEQUENCE {}







OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




hs-dsch-DrxCellfach-info


HS-DSCH-DrxCellfach-info



OPTIONAL



},



tdd128







SEQUENCE {




hs-dsch-CommonSysInfo



SEQUENCE {





hs-dsch-CommonSystemInformation

HS-DSCH-CommonSystemInformation-TDD128,





hs-dsch-PagingSystemInformation

HS-DSCH-PagingSystemInformation-TDD128
OPTIONAL




}

OPTIONAL,




hs-dsch-DrxCellfach-info


HS-DSCH-DrxCellfach-info-TDD128


OPTIONAL



}


}

}

SysInfoType5-v890ext-IEs ::= SEQUENCE {


secondFrequencyInfo




FrequencyInfoTDD



OPTIONAL,


commonEDCHSystemInfo



CommonEDCHSystemInfo





OPTIONAL

}

SysInfoType5-v8b0ext-IEs ::= SEQUENCE {


tresetUsageIndicator



ENUMERATED { true }



OPTIONAL,


upPCHpositionInfo




UpPCHposition-LCR



OPTIONAL

}

SysInfoType5-v8d0ext-IEs ::= SEQUENCE {


commonEDCHSystemInfoFDD



CommonEDCHSystemInfoFDD


OPTIONAL

}

SysInfoType5-va40ext-IEs ::= SEQUENCE {


frequencyBandsIndicatorSupport

FrequencyBandsIndicatorSupport
OPTIONAL,


frequencyBandIndicator3



RadioFrequencyBandFDD3


OPTIONAL

}

-- SysInfoType5bis uses the same structure as SysInfoType5

SysInfoType5bis ::= SysInfoType5

SysInfoType6 ::=




SEQUENCE {


-- Physical channel IEs



pich-PowerOffset



PICH-PowerOffset,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





aich-PowerOffset



AICH-PowerOffset,





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






CSICH-PowerOffset


OPTIONAL




},




tdd







SEQUENCE {





-- If PDSCH/PUSCH is configured for 1.28Mcps TDD, pusch-SysInfoList-SFN,





-- pdsch-SysInfoList-SFN and openLoopPowerControl-TDD should be absent





-- and the info included in the tdd128SpecificInfo instead.





-- If PDSCH/PUSCH is configured for 7.68Mcps TDD, pusch-SysInfoList-SFN





-- and pdsch-SysInfoList-SFN should be absent and the info included in the





-- tdd768SpecificInfo instead.





-- If PDSCH/PUSCH is configured for 3.84Mcps TDD in R5, HCR-r5-SpecificInfo should 





-- also be included.





pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





openLoopPowerControl-TDD

OpenLoopPowerControl-TDD




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList


OPTIONAL,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList

OPTIONAL,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {



sysInfoType6-v4b0ext


SysInfoType6-v4b0ext-IEs

OPTIONAL,



-- Extension mechanism for non- rel-4 information




v590NonCriticalExtensions
SEQUENCE {





sysInfoType6-v590ext


SysInfoType6-v590ext-IEs

OPTIONAL,





v650nonCriticalExtensions

SEQUENCE {






sysInfoType6-v650ext


SysInfoType6-v650ext-IEs

OPTIONAL,






v690nonCriticalExtensions

SEQUENCE {







sysInfoType6-v690ext


SysInfoType6-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








sysInfoType6-v770ext


SysInfoType6-v770ext-IEs,








va40NonCriticalExtensions


SEQUENCE {









sysInfoType6-va40ext



SysInfoType6-va40ext-IEs,










nonCriticalExtensions



SEQUENCE {}
OPTIONAL 








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL


}
OPTIONAL

}

SysInfoType6-v4b0ext-IEs ::= SEQUENCE {


-- openLoopPowerControl-IPDL-TDD is present only if IPDLs are applied for TDD


openLoopPowerControl-IPDL-TDD
OpenLoopPowerControl-IPDL-TDD-r4
OPTIONAL,


-- If SysInfoType6 is sent to describe a 1.28Mcps TDD cell, the IE PRACH-RACH-Info included


-- in PRACH-SystemInformationList shall be ignored, the IE PRACH-Partitioning and the 


-- IE rach-TransportFormatSet shall be absent and the corresponding IEs in the following 


-- PRACH-SystemInformationList-LCR-r4 shall be used


prach-SystemInformationList-LCR-r4
PRACH-SystemInformationList-LCR-r4
OPTIONAL, 

tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pCCPCH-LCR-Extensions


PrimaryCCPCH-Info-LCR-r4-ext
OPTIONAL,



sCCPCH-LCR-ExtensionsList

SCCPCH-SystemInformationList-LCR-r4-ext
OPTIONAL


}















OPTIONAL,


frequencyBandIndicator


RadioFrequencyBandFDD


OPTIONAL

}

SysInfoType6-v590ext-IEs ::= SEQUENCE {


hcr-r5-SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-HCR-r5
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-HCR-r5
OPTIONAL


}
















OPTIONAL

}

SysInfoType6-v650ext-IEs ::= SEQUENCE {


frequencyBandIndicator2


RadioFrequencyBandFDD2
}

SysInfoType6-v690ext-IEs ::= SEQUENCE {


additionalPRACH-TF-and-TFCS-CCCH-List
AdditionalPRACH-TF-and-TFCS-CCCH-List
OPTIONAL

}
SysInfoType6-v770ext-IEs ::=

SEQUENCE {


tdd768SpecificInfo




SEQUENCE {



pusch-SysInfoList-SFN



PUSCH-SysInfoList-SFN-VHCR


OPTIONAL,



pdsch-SysInfoList-SFN



PDSCH-SysInfoList-VHCR-r7


OPTIONAL,


-- If SysInfoType6 is sent to configure a 7.68Mcps TDD cell, the 'prach-RACH-Info' in



-- IE PRACH-SystemInformationList shall be ignored, 'prach-Partitioning' shall be absent



-- and the corresponding IE in the following IE PRACH-SystemInformationList-VHCR-r7



-- shall be used instead.



prach-SystemInformationList


PRACH-SystemInformationList-VHCR-r7
OPTIONAL


}

OPTIONAL,


-- If SysInfoType6 is sent to configure a 7.68 Mcps TDD cell,


-- IE SCCPCH-SystemInformationList-HCR-VHCR-r7 is used, otherwise


-- IE SCCPCH-SystemInformationList-r6 is used.


sccpch-SystemInformationList

SCCPCH-SystemInformationList-HCR-VHCR-r7
OPTIONAL
}

SysInfoType6-va40ext-IEs ::= SEQUENCE {


frequencyBandIndicator3


RadioFrequencyBandFDD3



OPTIONAL

}

SysInfoType7 ::=




SEQUENCE {


-- Physical channel IEs



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





ul-Interference




UL-Interference




},




tdd







NULL



},



prach-Information-SIB5-List

DynamicPersistenceLevelList,



prach-Information-SIB6-List

DynamicPersistenceLevelList


OPTIONAL,



expirationTimeFactor


ExpirationTimeFactor



OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- This IE is not used in this version of the specification.

-- It was kept only for backwards compatibility reasons

SysInfoType8 ::=




SEQUENCE {


-- User equipment IEs



-- dummy1, dummy2, dummy3 are not used in this version of the specification and



-- they should be ignored by the receiver.



dummy1






CPCH-Parameters,


-- Physical channel IEs



dummy2






CPCH-SetInfoList,



dummy3






CSICH-PowerOffset,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- This IE is not used in this version of the specification.

-- It was kept only for backwards compatibility reasons

SysInfoType9 ::=




SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification and



-- it should be ignored by the receiver.



dummy






CPCH-PersistenceLevelsList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- This IE is not used in this version of the specification.

-- It was kept only for backwards compatibility reasons

SysInfoType10 ::=




SEQUENCE {


-- User equipment IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy






DRAC-SysInfoList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType11 ::=




SEQUENCE {



sib12indicator




BOOLEAN,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {




sysInfoType11-v4b0ext


SysInfoType11-v4b0ext-IEs

OPTIONAL,




v590NonCriticalExtension

SEQUENCE {





sysInfoType11-v590ext


SysInfoType11-v590ext-IEs,





v690NonCriticalExtensions

SEQUENCE {






sysInfoType11-v690ext


SysInfoType11-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







sysInfoType11-v6b0ext


SysInfoType11-v6b0ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








sysInfoType11-v770ext


SysInfoType11-v770ext-IEs,








v7b0NonCriticalExtensions

SEQUENCE {









sysInfoType11-v7b0ext


SysInfoType11-v7b0ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










sysInfoType11-v860ext


SysInfoType11-v860ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

SysInfoType11-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType11-v590ext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v590ext


SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


intraFreqEventCriteriaList-v590ext

Intra-FreqEventCriteriaList-v590ext

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL
}

SysInfoType11-v690ext-IEs ::= SEQUENCE {


-- dummy is not used in this version of the specification. If received, the UE behaviour


-- is not specified.


dummy







Dummy-InterFreqRACHReportingInfo
OPTIONAL

}
SysInfoType11-v6b0ext-IEs ::= SEQUENCE {


-- Measurement IEs


interFreqRACHReportingInfo


InterFreqRACHReportingInfo


OPTIONAL

}
SysInfoType11-v770ext-IEs ::= SEQUENCE {


-- Measurement IEs



mbsfnFrequencyList



MBSFNFrequencyList




OPTIONAL

}

SysInfoType11-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

SysInfoType11-v860ext-IEs ::=

SEQUENCE {


-- Measurement IEs



mbsfnFrequencyList



MBSFNFrequencyList-v860ext


OPTIONAL

}

SysInfoType11bis ::=



SEQUENCE {


-- Measurement IEs



measurementControlSysInfo

MeasurementControlSysInfoExtension


OPTIONAL,



measurementControlSysInfo-LCR
MeasurementControlSysInfoExtension-LCR-r4
OPTIONAL,



measurementControlSysInfoExtensionAddon-r5











MeasurementControlSysInfoExtensionAddon-r5
OPTIONAL,


-- Extension mechanism for non-release99 information



v7b0NonCriticalExtensions

SEQUENCE {




sysInfoType11bis-v7b0ext

SysInfoType11bis-v7b0ext-IEs,




v860NonCriticalExtensions

SEQUENCE {





sysInfoType11bis-v860ext

SysInfoType11bis-v860ext-IEs,





nonCriticalExtensions


SEQUENCE {}



OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

SysInfoType11bis-v7b0ext-IEs ::=
SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

SysInfoType11bis-v860ext-IEs ::=
SEQUENCE {


-- UTRAN mobility IEs



csg-PSCSplitInfo



CSG-PSCSplitInfo




OPTIONAL,



csg-DedicatedFrequencyInfoList
CSG-DedicatedFrequencyInfoList

OPTIONAL

}

SysInfoType12 ::=




SEQUENCE {


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {




sysInfoType12-v4b0ext


SysInfoType12-v4b0ext-IEs

OPTIONAL,




v590NonCriticalExtension

SEQUENCE {





sysInfoType12-v590ext


SysInfoType12-v590ext-IEs,





v690NonCriticalExtensions

SEQUENCE {






sysInfoType12-v690ext


SysInfoType12-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







sysInfoType12-v6b0ext


SysInfoType12-v6b0ext-IEs,







v7b0NonCriticalExtensions

SEQUENCE {








sysInfoType12-v7b0ext


SysInfoType12-v7b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}



OPTIONAL







}






OPTIONAL






}






OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType12-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType12-v590ext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v590ext


SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


intraFreqEventCriteriaList-v590ext

Intra-FreqEventCriteriaList-v590ext

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL
}

SysInfoType12-v690ext-IEs ::= SEQUENCE {


-- dummy is not used in this version of the specification. If received, the UE behaviour


-- is not specified.


dummy







Dummy-InterFreqRACHReportingInfo
OPTIONAL

}
SysInfoType12-v6b0ext-IEs ::= SEQUENCE {


-- Measurement IEs


interFreqRACHReportingInfo


InterFreqRACHReportingInfo


OPTIONAL

}

SysInfoType12-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

SysInfoType13 ::=




SEQUENCE {


-- Core network IEs



cn-DomainSysInfoList


CN-DomainSysInfoList,


-- User equipment IEs



ue-IdleTimersAndConstants

UE-IdleTimersAndConstants


OPTIONAL,



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,


-- Extension mechanism for non- release99 information



v3a0NonCriticalExtensions


SEQUENCE { 




sysInfoType13-v3a0ext


SysInfoType13-v3a0ext-IEs,




v4b0NonCriticalExtensions

SEQUENCE {





sysInfoType13-v4b0ext


SysInfoType13-v4b0ext-IEs,




-- Extension mechanism for non- release99 information





v770NonCriticalExtensions

SEQUENCE {






sysInfoType13-v770ext


SysInfoType13-v770ext-IEs,






nonCriticalExtensions


SEQUENCE {}





OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType13-v3a0ext-IEs ::= SEQUENCE {


ue-IdleTimersAndConstants-v3a0ext

UE-IdleTimersAndConstants-v3a0ext

}

SysInfoType13-v4b0ext-IEs ::= SEQUENCE {


capabilityUpdateRequirement-r4Ext
CapabilityUpdateRequirement-r4-ext
OPTIONAL

}

SysInfoType13-v770ext-IEs ::= SEQUENCE {


capabilityUpdateRequirement


CapabilityUpdateRequirement-v770ext
OPTIONAL

}

SysInfoType13-1 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-RAND-Information

ANSI-41-RAND-Information,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType13-2 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-UserZoneID-Information
ANSI-41-UserZoneID-Information,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType13-3 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-PrivateNeighbourListInfo ANSI-41-PrivateNeighbourListInfo,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType13-4 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-GlobalServiceRedirectInfo











ANSI-41-GlobalServiceRedirectInfo,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType14 ::=




SEQUENCE {


-- Physical channel IEs



individualTS-InterferenceList
IndividualTS-InterferenceList,



expirationTimeFactor


ExpirationTimeFactor



OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType15 ::=




SEQUENCE {


-- Measurement IEs



ue-positioning-GPS-CipherParameters

UE-Positioning-CipherParameters

OPTIONAL,



ue-positioning-GPS-ReferenceLocation
ReferenceLocation,



ue-positioning-GPS-ReferenceTime

UE-Positioning-GPS-ReferenceTime,



ue-positioning-GPS-Real-timeIntegrity

BadSatList






OPTIONAL,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions


SEQUENCE { 




sysInfoType15-v4b0ext



SysInfoType15-v4b0ext-IEs,



-- Extension mechanism for non- release4 information




v770NonCriticalExtensions


SEQUENCE { 





sysInfoType15-v770ext



SysInfoType15-v770ext-IEs,






va40NonCriticalExtensions

SEQUENCE {







sysInfoType15-va40ext


SysInfoType15-va40ext-IEs,






nonCriticalExtensions


SEQUENCE {}



OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

SysInfoType15-v4b0ext-IEs ::= SEQUENCE {


up-Ipdl-Parameters-TDD


UE-Positioning-IPDL-Parameters-TDD-r4-ext
OPTIONAL

}

SysInfoType15-v770ext-IEs ::=
SEQUENCE {


-- Measurement IEs



ue-Positioning-GPS-ReferenceTime

UE-Positioning-GPS-ReferenceTime-v770ext

}

SysInfoType15-va40ext-IEs ::= 
SEQUENCE {


-- Measurement IEs



ue-Positioning-GPS-ReferenceTime

UE-Positioning-GPS-ReferenceTime-va40ext

}

SysInfoType15bis ::=



SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-ReferencePosition
ReferenceLocationGANSS,



ue-positioning-GANSS-ReferenceTime

UE-Positioning-GANSS-ReferenceTime,



ue-positioning-GANSS-IonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


-- Extension mechanism for non-release99 information



v860NonCriticalExtensions

SEQUENCE {




sysInfoType15bis-v860ext

SysInfoType15bis-v860ext-IEs,





va40NonCriticalExtensions
SEQUENCE {





sysInfoType15bis-va40ext

SysInfoType15bis-va40ext-IEs,





nonCriticalExtensions


SEQUENCE {}



OPTIONAL



}
OPTIONAL


}
OPTIONAL

}

SysInfoType15bis-v860ext-IEs ::= SEQUENCE {


-- Measurement IEs



ue-Positioning-GANSS-AddIonoModel
UE-Positioning-GANSS-AddIonoModel


OPTIONAL,



ue-Positioning-GANSS-EarthOrientationPara












UE-Positioning-GANSS-EarthOrientPara

OPTIONAL

}

SysInfoType15bis-va40ext-IEs ::= SEQUENCE {


-- Measurement IEs


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime-va40ext

}
SysInfoType15-1 ::=




SEQUENCE {


-- DGPS corrections



ue-positioning-GPS-DGPS-Corrections


UE-Positioning-GPS-DGPS-Corrections,


-- Extension mechanism for non- release99 information




v920NonCriticalExtensions

SEQUENCE { 





sysInfoType15-1-v920ext


SysInfoType15-1-v920ext-IEs,





nonCriticalExtensions


SEQUENCE {}



OPTIONAL



}
OPTIONAL

}

SysInfoType15-1-v920ext-IEs ::=
SEQUENCE {


-- Measurement IEs


ue-positioning-GPS-DGPS-Corrections



UE-Positioning-GPS-DGPS-Corrections-v920ext

}

SysInfoType15-1bis ::=



SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-DGANSS-Corrections
UE-Positioning-DGANSSCorrections,


-- Extension mechanism for non-release99 information




v920NonCriticalExtensions

SEQUENCE { 





sysInfoType15-1bis-v920ext

SysInfoType15-1bis-v920ext-IEs,





nonCriticalExtensions


SEQUENCE {}



OPTIONAL



}
OPTIONAL

}

SysInfoType15-1bis-v920ext-IEs ::=
SEQUENCE {


-- Measurement IEs


ue-positioning-GANSS-DGANSS-Corrections

UE-Positioning-DGANSSCorrections-v920ext 

}

SysInfoType15-2 ::=




SEQUENCE {


-- Ephemeris and clock corrections



transmissionTOW




GPS-TOW-1sec,



satID






SatID,



ephemerisParameter



EphemerisParameter,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}


OPTIONAL

}

SysInfoType15-2bis ::=



SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-navigationModel
UE-Positioning-GANSS-NavigationModel,


-- Extension mechanism for non-release99 information



nonCriticalExtensions


SEQUENCE {}



OPTIONAL
}

SysInfoType15-2ter ::=



SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-AddNavigationModels
UE-Positioning-GANSS-AddNavigationModels,


-- Extension mechanism for non-release99 information



nonCriticalExtensions


SEQUENCE {}



OPTIONAL

}

SysInfoType15-3 ::=




SEQUENCE {


-- Almanac and other data



transmissionTOW





GPS-TOW-1sec,



ue-positioning-GPS-Almanac


UE-Positioning-GPS-Almanac



OPTIONAL,



ue-positioning-GPS-IonosphericModel
UE-Positioning-GPS-IonosphericModel

OPTIONAL,



ue-positioning-GPS-UTC-Model

UE-Positioning-GPS-UTC-Model


OPTIONAL,



satMask







BIT STRING (SIZE (1..32))



OPTIONAL,



lsbTOW







BIT STRING (SIZE (8))




OPTIONAL,


-- Extension mechanism for non- release99 information



va40NonCriticalExtensions


SEQUENCE {




sysInfoType15-3-va40ext



SysInfoType15-3-va40ext-IEs,




nonCriticalExtensions



SEQUENCE {}




OPTIONAL



}
OPTIONAL

}

SysInfoType15-3-va40ext-IEs ::=

SEQUENCE {


-- Measurement IEs



ue-positioning-GPS-Almanac


UE-Positioning-GPS-Almanac-va40ext


OPTIONAL

}

SysInfoType15-3bis ::=



SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-Almanac
UE-Positioning-GANSS-Almanac

OPTIONAL,



ue-positioning-GANSS-TimeModels
UE-Positioning-GANSS-TimeModels

OPTIONAL,



ue-positioning-GANSS-UTC-Model
UE-Positioning-GANSS-UTCModel

OPTIONAL,


-- Extension mechanism for non-release99 information



v860NonCriticalExtensions

SEQUENCE {




sysInfoType15-3bis-v860ext

SysInfoType15-3bis-v860ext-IEs,




va40NonCriticalExtensions
SEQUENCE {





sysInfoType15-3bis-va40ext
SysInfoType15-3bis-va40ext-IEs,





nonCriticalExtensions


SEQUENCE {}



OPTIONAL




}
OPTIONAL


}
OPTIONAL

}
SysInfoType15-3bis-v860ext-IEs ::= SEQUENCE {


-- Measurement IEs



ue-Positioning-GANSS-Almanac

UE-Positioning-GANSS-Almanac-v860ext
OPTIONAL,



ue-Positioning-GANSS-AddUTCModels
UE-Positioning-GANSS-AddUTCModels

OPTIONAL,



ue-Positioning-GANSS-AuxiliaryInfo
UE-Positioning-GANSS-AuxiliaryInfo

OPTIONAL

}

SysInfoType15-3bis-va40ext-IEs ::= SEQUENCE {


-- Measurement IEs


ue-Positioning-GANSS-Almanac

UE-Positioning-GANSS-Almanac-va40ext
OPTIONAL,



ue-positioning-GANSS-TimeModels

UE-Positioning-GANSS-TimeModels-va40ext
OPTIONAL

}

SysInfoType15-4 ::=




SEQUENCE {


-- Measurement IEs



ue-positioning-OTDOA-CipherParameters
UE-Positioning-CipherParameters


OPTIONAL,



ue-positioning-OTDOA-AssistanceData

UE-Positioning-OTDOA-AssistanceData,



v3a0NonCriticalExtensions


SEQUENCE {




sysInfoType15-4-v3a0ext



SysInfoType15-4-v3a0ext,


-- Extension mechanism for non- release99 information




v4b0NonCriticalExtensions


SEQUENCE {





sysInfoType15-4-v4b0ext



SysInfoType15-4-v4b0ext,





nonCriticalExtensions



SEQUENCE {}

OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

SysInfoType15-4-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity



SFN-Offset-Validity

OPTIONAL
}

SysInfoType15-4-v4b0ext ::= SEQUENCE {


ue-Positioning-OTDOA-AssistanceData-r4ext
UE-Positioning-OTDOA-AssistanceData-r4ext
OPTIONAL

}

SysInfoType15-5 ::=




SEQUENCE {


-- Measurement IEs



ue-positioning-OTDOA-AssistanceData-UEB

UE-Positioning-OTDOA-AssistanceData-UEB,



v3a0NonCriticalExtensions


SEQUENCE {




sysInfoType15-5-v3a0ext



SysInfoType15-5-v3a0ext,



-- Extension mechanism for non- release99 information




v770NonCriticalExtensions


SEQUENCE {





sysInfoType15-5-v770ext



SysInfoType15-5-v770ext-IEs,





nonCriticalExtensions



SEQUENCE {}

OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

SysInfoType15-5-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity


SFN-Offset-Validity

OPTIONAL
}

SysInfoType15-5-v770ext-IEs ::=

SEQUENCE {


ue-Positioning-OTDOA-AssistanceData-UEB-ext












UE-Positioning-OTDOA-AssistanceData-UEB-ext

OPTIONAL

}

SysInfoType15-6 ::=




SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-TOD

INTEGER (0..86399),



ue-positioning-GANSS-ReferenceMeasurementInformation











UE-Positioning-GANSS-ReferenceMeasurementInfo,


-- Extension mechanism for non-release99 information



va40NonCriticalExtensions

SEQUENCE {




sysInfoType15-6-va40ext


SysInfoType15-6-va40ext-IEs,



nonCriticalExtensions


SEQUENCE {}



OPTIONAL



}
OPTIONAL
}

SysInfoType15-6-va40ext-IEs ::=

SEQUENCE {


ue-positioning-GANSS-ReferenceMeasurementInformation












UE-Positioning-GANSS-ReferenceMeasurementInfo-va40ext
}
SysInfoType15-7 ::=




SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-DataBitAssistance
UE-Positioning-GANSS-Data-Bit-Assistance,


-- Extension mechanism for non-release99 information



nonCriticalExtensions


SEQUENCE {}



OPTIONAL
}

SysInfoType15-8 ::=




SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-DataCipheringInfo
UE-Positioning-CipherParameters
OPTIONAL,



ue-positioning-GANSS-realTimeIntegrity
UE-Positioning-GANSS-RealTimeIntegrity
OPTIONAL,


-- Extension mechanism for non-release99 information



nonCriticalExtensions


SEQUENCE {}



OPTIONAL
}
SysInfoType16 ::=




SEQUENCE {


-- Radio bearer IEs



preDefinedRadioConfiguration
PreDefRadioConfiguration,


-- Extension mechanism for non- release99 information



v770NonCriticalExtensions

SEQUENCE {




sysInfoType16-v770ext


SysInfoType16-v770ext-IEs,




v920NonCriticalExtensions

SEQUENCE {





sysInfoType16-v920ext


SysInfoType16-v920ext-IEs,





nonCriticalExtensions


SEQUENCE {}


OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

SysInfoType16-v770ext-IEs ::= SEQUENCE {



preDefinedRadioConfiguration
PreDefRadioConfiguration-v770ext

}

SysInfoType16-v920ext-IEs ::= SEQUENCE {



preDefinedRadioConfiguration
PreDefRadioConfiguration-v920ext

}

SysInfoType17 ::=




SEQUENCE {


-- Physical channel IEs



-- If PDSCH/PUSCH is configured for 1.28Mcps or 7.68Mcps TDD, pusch-SysInfoList and



-- pdsch-SysInfoList should be absent and the info included in the respective



-- tdd128SpecificInfo or tdd768SpecificInfo instead.


-- If PDSCH/PUSCH is configured for 3.84Mcps TDD in R5, HCR-r5-SpecificInfo should also be 



-- included.


pusch-SysInfoList



PUSCH-SysInfoList



OPTIONAL,



pdsch-SysInfoList



PDSCH-SysInfoList



OPTIONAL,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {



sysInfoType17-v4b0ext


SysInfoType17-v4b0ext-IEs,



v590NonCriticalExtensions
SEQUENCE {





sysInfoType17-v590ext


SysInfoType17-v590ext-IEs

OPTIONAL,





v770NonCriticalExtensions

SEQUENCE {






sysInfoType17-v770ext


SysInfoType17-v770ext-IEs,






nonCriticalExtensions


SEQUENCE {}



OPTIONAL





}






OPTIONAL




}






OPTIONAL


}






OPTIONAL

}

SysInfoType17-v4b0ext-IEs ::= SEQUENCE {


tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList



PUSCH-SysInfoList-LCR-r4

OPTIONAL,



pdsch-SysInfoList



PDSCH-SysInfoList-LCR-r4

OPTIONAL


}
















OPTIONAL

}

SysInfoType17-v590ext-IEs ::= SEQUENCE {


hcr-r5-SpecificInfo



SEQUENCE {



pusch-SysInfoList


PUSCH-SysInfoList-HCR-r5
OPTIONAL,



pdsch-SysInfoList


PDSCH-SysInfoList-HCR-r5
OPTIONAL


}














OPTIONAL

}

SysInfoType17-v770ext-IEs ::=

SEQUENCE {


tdd768SpecificInfo




SEQUENCE {



pusch-SysInfoList-SFN



PUSCH-SysInfoList-SFN-VHCR

OPTIONAL,



pdsch-SysInfoList-SFN



PDSCH-SysInfoList-VHCR-r7

OPTIONAL

}

OPTIONAL

}

SysInfoType18 ::=





SEQUENCE {



idleModePLMNIdentities


PLMNIdentitiesOfNeighbourCells

OPTIONAL,



connectedModePLMNIdentities
PLMNIdentitiesOfNeighbourCells

OPTIONAL,


-- Extension mechanism for non- release99 information



v6b0NonCriticalExtensions

SEQUENCE {




sysInfoType18-v6b0ext


SysInfoType18-v6b0ext,




v860NonCriticalExtensions

SEQUENCE {





sysInfoType18-v860ext


SysInfoType18-v860ext,





nonCriticalExtensions


SEQUENCE {}

OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

SysInfoType18-v6b0ext ::=



SEQUENCE {



idleModePLMNIdentitiesSIB11bis

PLMNIdentitiesOfNeighbourCells

OPTIONAL,



connectedModePLMNIdentitiesSIB11bis
PLMNIdentitiesOfNeighbourCells

OPTIONAL

}

SysInfoType18-v860ext ::=



SEQUENCE {



idleModePLMNIdentities



PLMNIdentitiesOfNeighbourCells-v860ext
OPTIONAL,



connectedModePLMNIdentities


PLMNIdentitiesOfNeighbourCells-v860ext
OPTIONAL

}

SysInfoType19 ::=





SEQUENCE {


-- Measurement IEs



utra-PriorityInfoList



UTRA-PriorityInfoList,



gsm-PriorityInfoList



GSM-PriorityInfoList




OPTIONAL,



eutra-FrequencyAndPriorityInfoList
EUTRA-FrequencyAndPriorityInfoList

OPTIONAL,


-- Extension mechanism for non-release8 information



v920NonCriticalExtensions

SEQUENCE {




sysInfoType19-v920ext


SysInfoType19-v920ext,




nonCriticalExtensions



SEQUENCE {}







OPTIONAL



}
OPTIONAL

}

SysInfoType19-v920ext ::=



SEQUENCE {



utra-PriorityInfoList-v920ext




UTRA-PriorityInfoList-v920ext,



eutra-FrequencyAndPriorityInfoList-v920ext

EUTRA-FrequencyAndPriorityInfoList-v920ext

}
SysInfoType20 ::=




SEQUENCE {



hNBName






HNBName








OPTIONAL,



nonCriticalExtensions


SEQUENCE {}







OPTIONAL

}

SysInfoType21 ::=




SEQUENCE {



extAccessBarringParam-CS-Domain

ExtAccessBarringParam


OPTIONAL,


extAccessBarringParam-PS-Domain

ExtAccessBarringParam


OPTIONAL,



extAccessBarringParamCommon


ExtAccessBarringParam


OPTIONAL,


nonCriticalExtensions




SEQUENCE {}





OPTIONAL

}
SysInfoTypeSB1 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList,


-- Extension mechanism for non- release99 information



v6b0NonCriticalExtensions

SEQUENCE {




sysInfoTypeSB1-v6b0ext


SysInfoTypeSB1-v6b0ext,




v860NonCriticalExtensions

SEQUENCE {





sysInfoTypeSB1-v860ext


SysInfoTypeSB1-v860ext,





nonCriticalExtensions


SEQUENCE {}





OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

SysInfoTypeSB1-v6b0ext ::=


SEQUENCE {


extSIBTypeInfoSchedulingInfo-List
ExtSIBTypeInfoSchedulingInfo-List

OPTIONAL

}

SysInfoTypeSB1-v860ext ::=


SEQUENCE {


extSIBTypeInfoSchedulingInfo-List
ExtSIBTypeInfoSchedulingInfo-List2

OPTIONAL,


extGANSS-SIBTypeInfoSchedulingInfoList











ExtGANSS-SIBTypeInfoSchedulingInfoList
OPTIONAL

}

SysInfoTypeSB2 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList,


-- Extension mechanism for non- release99 information



v6b0NonCriticalExtensions

SEQUENCE {




sysInfoTypeSB2-v6b0ext


SysInfoTypeSB2-v6b0ext,




v860NonCriticalExtensions

SEQUENCE {





sysInfoTypeSB2-v860ext


SysInfoTypeSB2-v860ext,





nonCriticalExtensions


SEQUENCE {}





OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

SysInfoTypeSB2-v6b0ext ::=


SEQUENCE {


extSIBTypeInfoSchedulingInfo-List
ExtSIBTypeInfoSchedulingInfo-List

OPTIONAL

}

SysInfoTypeSB2-v860ext ::=


SEQUENCE {


extSIBTypeInfoSchedulingInfo-List
ExtSIBTypeInfoSchedulingInfo-List2

OPTIONAL,


extGANSS-SIBTypeInfoSchedulingInfoList











ExtGANSS-SIBTypeInfoSchedulingInfoList
OPTIONAL

}

TDD-UMTS-Frequency-List ::= 


SEQUENCE (SIZE (1..maxNumTDDFreqs)) OF












FrequencyInfoTDD

UE-HistoryInformation ::=


SEQUENCE {


ue-InactivityPeriod




INTEGER (1..120),


ueMobilityStateIndicator


High-MobilityDetected



OPTIONAL,


ul-dataVolumeHistory



DataVolumeHistory




OPTIONAL,


dl-dataVolumeHistory



DataVolumeHistory




OPTIONAL

}

-- For systemInformationBlockType11bis the Value Tag Info "CellValueTag" is used

ValueTagInfo ::= CHOICE {


none







NULL,


cellValueTag





CellValueTag,


plmn-ValueTag





PLMN-ValueTag,


sIBOccurrenceIdentityAndValueTag
SIBOccurrenceIdentityAndValueTag

}
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