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	Reason for change:
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	The LPP error detection procedure specified in subclause 5.4.3 implies that a target or a server has to provide positioning method specific error reasons if measurements or assistance data are requested but not supported by the receipient of the request. This means that (parts of) the ASN.1 has to be implemented for a positioning method not supported by an entity.

	
	

	Summary of change:
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	The procedure description is clarified such that if information for a non supported positioning method is requested, the entity shall provide only the information supported by that entity. If none of the requested information is supported, the “provide message” may be empty or the common IEs may indicate an error reason.
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not approved:
	A target device or server would have to provide indications on information that is not supported, which implies supporting method specific error reasons for not supported positioning methods.
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Impacted functionality

LPP error detection procedure. The change only impacts the corrected functionality.
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No interoperability impact is foreseen.
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5.4.3
LPP Error Detection

Upon receiving any LPP message, the receiving entity shall attempt to decode the message and verify the presence of any errors and:

1>
if decoding errors are encountered:

2>

if the receiver can not determine that the received message is an LPP Error or Abort message:
3>
return an LPP Error message to the sender and include the received LPP-TransactionID, if this was decoded, and type of error;

3>
discard the received message and stop the error detection procedure;

1>
if the message is a duplicate of a previously received message:

2>
discard the message and stop the error detection procedure;

1>
if the LPP-TransactionID matches the LPP-TransactionID for a procedure that is still ongoing for the same session and the message type is invalid for the current state of the procedure:

2>
abort the ongoing procedure;

2>
return an LPP Error message to the sender and include the received transaction ID and type of error;

2>
discard the message and stop the error detection procedure;

1> if the message type is an LPP RequestCapabilities and some of the requested information is not supported:

2>
return any information that can be provided in a normal response.
1>
if the message type is an LPP RequestAssistanceData or RequestLocationInformation and some or all of the requested information is not supported:

2>
return a normal response and include any information that can be provided. 
1>
if the message type is an LPP RequestLocationInformation and none of the requested information is supported:

2> include an indication that the requested information is not supported. 
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