3GPP TSG RAN WG2 Meeting #77

R2-120038
Dresden, Germany, 06 - 10 February 2012
3GPP TSG-RAN WG3 Meeting #88E
S2-120404

12 - 20 January 2012 - Elbonia 
(revision of S2-120263)
Title:
Reply LS on MME/eNB behaviour in case of broken SCTP connection.

Response to:
LS (S2-120035/R3-113152) on MME/eNB behaviour in case of broken SCTP connection

Release:
Rel-11

Work Item:
TEI11

Source:
3GPP TSG- SA WG2

To:
3GPP TSG- RAN WG3, 3GPP TSG-CT WG 4

Cc:
3GPP TSG-RAN WG2

Contact Person:


Name:
Frank Mademann
E-mail Address:
 frank dot mademann at huawei dot com

Attachments:
S2-120380

1. Overall Description:

SA WG2 would like to thank RAN WG3 for the liaison statement on MME/eNB behaviour in case of broken SCTP connection. SA WG2 has updated the related specification as the attached CR. 

RAN WG3 may want to update their approved changes to clarify that the mentioned state is “ECM-IDLE”, not just “IDLE”, which is ambiguous. And RAN WG3 may want to update their approved changes by referring to TS 23.401 to clarify that TS 23.401 is the main place defining such state behaviour and takes precedence as the modified TS 36.300 neither defines ECM states nor does it describe anything else about ECM states.
2. Actions:

SA WG2 kindly asks to RAN WG3 to taken the above information into account. 
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA2 Meeting 89
6th – 10th February 2012
Vancouver (Canada)

TSG-SA2 Meeting 90 
16th- 20th April  2012
Bratislava (Slovakia).


