Page 1



3GPP TSG-RAN2 Meeting #77 
(
R2-120165
Dresden, Germany, 6 – 10 February 2012
	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	36.331
	CR
	CRNum
	(

rev
	-
	(

Current version:
	10.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction on SystemInformationBlockType12 Acquistion

	
	

	Source to WG:
(

	ITRI

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	TEI9, LTE-L23
	
	Date: (

	29/01/2012

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	1. In Section 5.2.2.4, it is specified that the CMAS capable UE shall acquire SIB12 following CMAS indication, upon entering a cell during RRC_IDLE, following successful handover and upon connection re-establishment. However, it is not correct to use “AND”, because a UE is not able to satisfy all of these conditions simultaneously.
2. In Section 5.2.2.4, the word “aquire” is a typo.

3. Some colons are missed in Section 5.2.2.5 and 5.2.2.15.

	
	

	Summary of change:
(

	1. Change the “and” to “or” in the corresponding sentence.
2. Correct the typo “aquire” to “acquire” in Section 5.2.2.4.
3. Include the missed colons in Section 5.2.2.5 and 5.2.2.15.

Impact analysis
Impacted functionality: 

System Information acquisition by the UE.

Inter-operability: 

If network implements this CR but UE does not, the CMAS capable UE may not acquire SIB12 following CMAS indication.

If UE implements this CR but network does not, no issue is forseen.

	
	

	Consequences if 
(

not approved:
	The CMAS Capable UE would never acquire SystemInformationBlockType12.

	
	

	Clauses affected:
(

	5.2.2.4, 5.2.2.5, 5.2.2.15

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


5.2.2.4
System information acquisition by the UE

The UE shall:

1>
apply the specified BCCH configuration defined in 9.1.1.1;

1>
if the procedure is triggered by a system information change notification:
2>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
NOTE 1:
The UE continues using the previously received system information until the new system information has been acquired.

1>
if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:

2>
acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_IDLE, as defined in 5.2.2.3;
1>
following successful handover completion to a PCell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:

2>
acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_CONNECTED, as defined in 5.2.2.3;
2> upon acquiring the concerned system information:

3>
discard the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any;

1>
following a request from CDMA2000 upper layers:

2>
acquire SystemInformationBlockType8, as defined in 5.2.3;
1>
neither initiate the RRC connection establishment procedure nor initiate transmission of the RRCConnectionReestablishmentRequest message until the UE has a valid version of the MasterInformationBlock and SystemInformationBlockType1 messages as well as SystemInformationBlockType2 ;

1>
if the UE is ETWS capable:

2>
upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>

discard any previously buffered warningMessageSegment;

3>
clear, if any, the current values of messageIdentifier and serialNumber for SystemInformationBlockType11;
2>
when the UE acquires SystemInformationBlockType1 following ETWS indication, upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>
if schedulingInfoList indicates that SystemInformationBlockType10 is present:

4>
start acquiring SystemInformationBlockType10 immediately;

3>
if schedulingInfoList indicates that SystemInformationBlockType11 is present:

4>
start acquiring SystemInformationBlockType11 immediately;

NOTE 2:
UEs shall start acquiring SystemInformationBlockType10 and SystemInformationBlockType11 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

1>
if the UE is CMAS capable:

2>
upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:

3>

discard any previously buffered warningMessageSegment;

3>
clear, if any, stored values of messageIdentifier and serialNumber for SystemInformationBlockType12 associated with the discarded warningMessageSegment;

2>
when the UE acquires SystemInformationBlockType1 following CMAS indication, upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:

3>
if schedulingInfoList indicates that SystemInformationBlockType12 is present:

4>
acquire SystemInformationBlockType12;

NOTE 3:
UEs shall start acquiring SystemInformationBlockType12 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

1>
if the UE is interested to receive MBMS services; and

1>
if schedulingInfoList indicates that SystemInformationBlockType13 is present and the UE does not have stored a valid version of this system information block:

2>
acquire SystemInformationBlockType13;

The UE may apply the received SIBs immediately, i.e. the UE does not need to delay using a SIB until all SI messages have been received. The UE may delay applying the received SIBs until completing lower layer procedures associated with a received or a UE originated RRC message, e.g. an ongoing random access procedure.

NOTE 4:
While attempting to acquire a particular SIB, if the UE detects from schedulingInfoList that it is no longer present, the UE should stop trying to acquire the particular SIB.
Next Modified Subclause
5.2.2.5
Essential system information missing

The UE shall:
1>
if in RRC_IDLE or in RRC_CONNECTED while T311 is running:

2>
if the UE is unable to acquire the MasterInformationBlock or the SystemInformationBlockType1:

3>
consider the cell as barred in accordance with TS 36.304 [4] and;

3>
perform barring as if intraFreqReselection is set to allowed, and as if the csg-Indication is set to FALSE;

2>
else if the UE is unable to acquire the SystemInformationBlockType2:

3>
treat the cell as barred in accordance with TS 36.304 [4];

Next Modified Subclause
5.2.2.15
Actions upon reception of SystemInformationBlockType8
Upon receiving SystemInformationBlockType8, the UE shall:

1>
if the systemTimeInfo is included:

2>
forward the systemTimeInfo to CDMA2000 upper layers;

1>
if the UE is in RRC_IDLE and if searchWindowSize is included:

2>
forward the searchWindowSize to CDMA2000 upper layers;

1>
if parametersHRPD is included:
2>
forward the preRegistrationInfoHRPD to CDMA2000 upper layers only if the UE has not received the preRegistrationInfoHRPD within an RRCConnectionReconfiguration message after entering this cell;

2>
if the cellReselectionParametersHRPD is included:

3>
forward the neighCellList to the CDMA2000 upper layers;

1>
if the parameters1XRTT is included:

2>
if the csfb-RegistrationParam1XRTT is included:

3>
forward the csfb-RegistrationParam1XRTT to the CDMA2000 upper layers which will use this information to determine if a CS registration/re-registration towards CDMA2000 1xRTT in the EUTRA cell is required;
2>
else:

3>
indicate to CDMA2000 upper layers that CSFB Registration to CDMA2000 1xRTT is not allowed;
2>
if the longCodeState1XRTT is included:

3>
forward the longCodeState1XRTT to CDMA2000 upper layers;

2>
if the cellReselectionParameters1XRTT is included:

3>
forward the neighCellList to the CDMA2000 upper layers;

2>
if the csfb-SupportForDualRxUEs is included:

3>
forward csfb-SupportForDualRxUEs to the CDMA2000 upper layers;

2>
else:
3>
forward csfb-SupportForDualRxUEs, with its value set to FALSE, to the CDMA2000 upper layers;

2>
forward the ac-BarringConfig1XRTT to CDMA2000 upper layers, if included;

2>
if the csfb-DualRxTxSupport is included:

3>
forward csfb-DualRxTxSupport to the CDMA2000 upper layers;

2>
else:
3>
forward csfb-DualRxTxSupport, with its value set to FALSE, to the CDMA2000 upper layers;
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