Page 1



3GPP TSG-RAN WG2 Meeting #77 
(
R2-120244
Dresden, Germany, Feburary 06-10 2012
	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	36.331
	CR
	CRNum
	(

rev
	-
	(

Current version:
	10.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Draft CR to 36.331 for ROHC context transfer support

	
	

	Source to WG:
(

	Samsung

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	TEI11
	
	Date: (

	06/02/2012

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	It is not possible to have feature of ROHC context transfer in the current specification.  

	
	

	Summary of change:
(

	In section 6.2.2, drb-ContinueROHC-List-r11 is introduced for RRCConnectionReconfiguration message

In section 6.3.6, drb-ContinueROHC-Support-r11 is introduced in UE-EUTRA-Capability IE

	
	

	Consequences if 
(

not approved:
	ROHC context transfer is not supported

	
	

	Clauses affected:
(

	6.2.2, 6.3.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension



RRCConnectionReconfiguration-v890-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v890-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING




OPTIONAL,
-- Need OP


nonCriticalExtension



RRCConnectionReconfiguration-v920-IEs

OPTIONAL

}

RRCConnectionReconfiguration-v920-IEs ::= SEQUENCE {


otherConfig-r9





OtherConfig-r9




OPTIONAL,
-- Need ON


fullConfig-r9





ENUMERATED {true}



OPTIONAL, 
-- Cond HO-Reestab


nonCriticalExtension



RRCConnectionReconfiguration-v1020-IEs

OPTIONAL

}

RRCConnectionReconfiguration-v1020-IEs ::= SEQUENCE {


sCellToReleaseList-r10



SCellToReleaseList-r10


OPTIONAL, 
-- Need ON


sCellToAddModList-r10



SCellToAddModList-r10


OPTIONAL, 
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v11x0-IEs





OPTIONAL
-- Need OP

}

RRCConnectionReconfiguration-v11x0-IEs ::= SEQUENCE {


drb-ContinueROHC-List-r11


DRB-ContinueROHC-List-r11

OPTIONAL,
-- Cond HO2


nonCriticalExtension



SEQUENCE {}





OPTIONAL
-- Need OP

}

DRB-ContinueROHC-List-r10 ::=

SEQUENCE (SIZE (1..maxDRB) OF DRB-ContinueROHC-r10

DRB-ContinueROHC-List-r10 ::= 

SEQUENCE {


drb-Identity





DRB-Identity
}

SCellToAddModList-r10 ::=

SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-r10
SCellToAddMod-r10 ::=


SEQUENCE {


sCellIndex-r10





SCellIndex-r10,


cellIdentification-r10



SEQUENCE {



physCellId-r10





PhysCellId,



dl-CarrierFreq-r10




ARFCN-ValueEUTRA


}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r10

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r10
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2


...

}

SCellToReleaseList-r10 ::=


SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellIndex-r10

SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig

OPTIONAL,
-- Cond fullConfig




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	fullConfig

Indicates the full configuration option is applicable for the RRC Connection Reconfiguration message.

	keyChangeIndicator

true is used only in an intra-cell handover when a KeNB key is derived from a native KASME key taken into use through the successful NAS SMC, as described in TS 33.401 [32] for KeNB re-keying. false is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]

	DRB-ContinueROHC-List 
This field is used to indicate for which DRB header compression protocol does not reset. E-UTRA includes only RLC UM bearer in the list.  


	Conditional presence
	Explanation

	fullConfig
	This field is mandatory present for handover within E-UTRA when the fullConfig is included; otherwise it is optionally present, Need OP. 

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	HO-Reestab
	This field is optionally present, need ON, in case of handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment; otherwise the field is not present.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or for reconfigurations when fullConfig is included; otherwise the field is optionally present, need ON.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is not present.

	SCellAdd2
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need ON.

	HO2
	This field is optionally present, need ON, in case of handover within E-UTRA; otherwise the field is not present. 


Next Change
–
UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], and the Feature Group Indicators for mandatory features (defined in Annex B.1) to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.

UE-EUTRA-Capability information element
-- ASN1START

UE-EUTRA-Capability ::=


SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..5),


pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measParameters





MeasParameters,


featureGroupIndicators



BIT STRING (SIZE (32))



OPTIONAL,


interRAT-Parameters



SEQUENCE {



utraFDD







IRAT-ParametersUTRA-FDD



OPTIONAL,



utraTDD128






IRAT-ParametersUTRA-TDD128



OPTIONAL,



utraTDD384






IRAT-ParametersUTRA-TDD384



OPTIONAL,



utraTDD768






IRAT-ParametersUTRA-TDD768



OPTIONAL,



geran







IRAT-ParametersGERAN




OPTIONAL,



cdma2000-HRPD





IRAT-ParametersCDMA2000-HRPD


OPTIONAL,



cdma2000-1xRTT





IRAT-ParametersCDMA2000-1XRTT


OPTIONAL


},


nonCriticalExtension



UE-EUTRA-Capability-v920-IEs

OPTIONAL

}

UE-EUTRA-Capability-v920-IEs ::=

SEQUENCE {


phyLayerParameters-v920



PhyLayerParameters-v920,


interRAT-ParametersGERAN-v920


IRAT-ParametersGERAN-v920,


interRAT-ParametersUTRA-v920


IRAT-ParametersUTRA-v920


OPTIONAL,


interRAT-ParametersCDMA2000-v920

IRAT-ParametersCDMA2000-1XRTT-v920
OPTIONAL,


deviceType-r9






ENUMERATED {noBenFromBatConsumpOpt}
OPTIONAL,


csg-ProximityIndicationParameters-r9
CSG-ProximityIndicationParameters-r9,


neighCellSI-AcquisitionParameters-r9
NeighCellSI-AcquisitionParameters-r9,


son-Parameters-r9





SON-Parameters-r9,


nonCriticalExtension




UE-EUTRA-Capability-v940-IEs

OPTIONAL

}

UE-EUTRA-Capability-v940-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1020-IEs

OPTIONAL

}

UE-EUTRA-Capability-v1020-IEs ::=
SEQUENCE {


ue-Category-v1020




INTEGER (6..8)






OPTIONAL,


phyLayerParameters-v1020


PhyLayerParameters-v1020



OPTIONAL,


rf-Parameters-v1020




RF-Parameters-v1020





OPTIONAL,


measParameters-v1020



MeasParameters-v1020




OPTIONAL,


featureGroupIndicators-v1020

BIT STRING (SIZE (32))




OPTIONAL,


interRAT-ParametersCDMA2000-v1020
IRAT-ParametersCDMA2000-1XRTT-v1020

OPTIONAL,


ue-BasedNetwPerfMeasParameters-r10
UE-BasedNetwPerfMeasParameters-r10

OPTIONAL,


interRAT-ParametersUTRA-TDD-v1020
IRAT-ParametersUTRA-TDD-v1020


OPTIONAL,


nonCriticalExtension



SEQUENCE {}







OPTIONAL

}

AccessStratumRelease ::=


ENUMERATED {











rel8, rel9, rel10, spare5, spare4, spare3,











spare2, spare1, ...}

PDCP-Parameters ::=



SEQUENCE {


supportedROHC-Profiles



SEQUENCE {



profile0x0001





BOOLEAN,



profile0x0002





BOOLEAN,



profile0x0003





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0101





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0103





BOOLEAN,



profile0x0104





BOOLEAN


},


maxNumberROHC-ContextSessions

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24, cs32,












cs48, cs64, cs128, cs256, cs512, cs1024,












cs16384, spare2, spare1}



DEFAULT cs16,


...,


drb-ContinueROHC-Support-r11

ENUMERATED {supported}


OPTIONAL
}

PhyLayerParameters ::=



SEQUENCE {


ue-TxAntennaSelectionSupported

BOOLEAN,


ue-SpecificRefSigsSupported

BOOLEAN

}

PhyLayerParameters-v920 ::=

SEQUENCE {


enhancedDualLayerFDD-r9


ENUMERATED {supported}


OPTIONAL,


enhancedDualLayerTDD-r9


ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-v1020 ::=


SEQUENCE {


twoAntennaPortsForPUCCH-r10



ENUMERATED {supported}




OPTIONAL,


tm9-With-8Tx-FDD-r10




ENUMERATED {supported}




OPTIONAL,


pmi-Disabling-r10





ENUMERATED {supported}




OPTIONAL,


crossCarrierScheduling-r10



ENUMERATED {supported}




OPTIONAL,


simultaneousPUCCH-PUSCH-r10



ENUMERATED {supported}




OPTIONAL,


multiClusterPUSCH-WithinCC-r10


ENUMERATED {supported}




OPTIONAL,


nonContiguousUL-RA-WithinCC-List-r10
NonContiguousUL-RA-WithinCC-List-r10
OPTIONAL

}

NonContiguousUL-RA-WithinCC-List-r10 ::= SEQUENCE (SIZE (1..maxBands)) OF NonContiguousUL-RA-WithinCC-r10

NonContiguousUL-RA-WithinCC-r10 ::=

SEQUENCE {


nonContiguousUL-RA-WithinCC-Info-r10
ENUMERATED {supported}




OPTIONAL

}

RF-Parameters ::=




SEQUENCE {


supportedBandListEUTRA



SupportedBandListEUTRA

}

RF-Parameters-v1020 ::=



SEQUENCE {


supportedBandCombination-r10


SupportedBandCombination-r10

}

SupportedBandCombination-r10 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-r10 

BandCombinationParameters-r10 ::= SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-r10

BandParameters-r10 ::= SEQUENCE {


bandEUTRA-r10




INTEGER (1..64),


bandParametersUL-r10


BandParametersUL-r10




OPTIONAL,


bandParametersDL-r10


BandParametersDL-r10




OPTIONAL

}

BandParametersUL-r10 ::= SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersUL-r10

CA-MIMO-ParametersUL-r10 ::= SEQUENCE {


ca-BandwidthClassUL-r10



CA-BandwidthClass-r10,


supportedMIMO-CapabilityUL-r10

MIMO-CapabilityUL-r10



OPTIONAL

}

BandParametersDL-r10 ::= SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersDL-r10

CA-MIMO-ParametersDL-r10 ::= SEQUENCE {


ca-BandwidthClassDL-r10



CA-BandwidthClass-r10,


supportedMIMO-CapabilityDL-r10

MIMO-CapabilityDL-r10



OPTIONAL

}

CA-BandwidthClass-r10 ::= ENUMERATED {a, b, c, d, e, f, ...}

MIMO-CapabilityUL-r10 ::= ENUMERATED {twoLayers, fourLayers}

MIMO-CapabilityDL-r10 ::= ENUMERATED {twoLayers, fourLayers, eightLayers}

SupportedBandListEUTRA ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA 

SupportedBandEUTRA ::=



SEQUENCE {


bandEUTRA






INTEGER (1..64),


halfDuplex






BOOLEAN

}

MeasParameters ::=




SEQUENCE {


bandListEUTRA





BandListEUTRA

}

MeasParameters-v1020 ::=


SEQUENCE {


bandCombinationListEUTRA-r10


BandCombinationListEUTRA-r10

}

BandListEUTRA ::=




SEQUENCE (SIZE (1..maxBands)) OF BandInfoEUTRA 

BandCombinationListEUTRA-r10 ::=
SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandInfoEUTRA

BandInfoEUTRA ::=




SEQUENCE {


interFreqBandList




InterFreqBandList,


interRAT-BandList




InterRAT-BandList

OPTIONAL

}

InterFreqBandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterFreqBandInfo

InterFreqBandInfo ::=



SEQUENCE {


interFreqNeedForGaps



BOOLEAN

}

InterRAT-BandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterRAT-BandInfo

InterRAT-BandInfo ::=



SEQUENCE {


interRAT-NeedForGaps



BOOLEAN

}

IRAT-ParametersUTRA-FDD ::=

SEQUENCE {


supportedBandListUTRA-FDD


SupportedBandListUTRA-FDD

}

IRAT-ParametersUTRA-v920 ::=

SEQUENCE {


e-RedirectionUTRA-r9



ENUMERATED {supported}

}

SupportedBandListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-FDD 

SupportedBandUTRA-FDD ::=


ENUMERATED {











bandI, bandII, bandIII, bandIV, bandV, bandVI,











bandVII, bandVIII, bandIX, bandX, bandXI,











bandXII, bandXIII, bandXIV, bandXV, bandXVI, ...,











bandXVII-8a0, bandXVIII-8a0, bandXIX-8a0, bandXX-8a0,











bandXXI-8a0, bandXXII-8a0, bandXXIII-8a0, bandXXIV-8a0,











bandXXV-8a0, bandXXVI-8a0, bandXXVII-8a0, bandXXVIII-8a0,











bandXXIX-8a0, bandXXX-8a0, bandXXXI-8a0, bandXXXII-8a0}

IRAT-ParametersUTRA-TDD128 ::=

SEQUENCE {


supportedBandListUTRA-TDD128

SupportedBandListUTRA-TDD128

}

SupportedBandListUTRA-TDD128 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD128 

SupportedBandUTRA-TDD128 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersUTRA-TDD384 ::=

SEQUENCE {


supportedBandListUTRA-TDD384

SupportedBandListUTRA-TDD384

}

SupportedBandListUTRA-TDD384 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD384 

SupportedBandUTRA-TDD384 ::=

ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

IRAT-ParametersUTRA-TDD768 ::=

SEQUENCE {


supportedBandListUTRA-TDD768

SupportedBandListUTRA-TDD768

}

SupportedBandListUTRA-TDD768 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD768 

SupportedBandUTRA-TDD768 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersUTRA-TDD-v1020 ::=

SEQUENCE {


e-RedirectionUTRA-TDD-r10



ENUMERATED {supported}

}

IRAT-ParametersGERAN ::=


SEQUENCE {


supportedBandListGERAN



SupportedBandListGERAN,


interRAT-PS-HO-ToGERAN



BOOLEAN

}

IRAT-ParametersGERAN-v920 ::=

SEQUENCE {


dtm-r9







ENUMERATED {supported}


OPTIONAL,


e-RedirectionGERAN-r9



ENUMERATED {supported}


OPTIONAL

}

SupportedBandListGERAN ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandGERAN 

SupportedBandGERAN ::=



ENUMERATED {











gsm450, gsm480, gsm710, gsm750, gsm810, gsm850,











gsm900P, gsm900E, gsm900R, gsm1800, gsm1900,











spare5, spare4, spare3, spare2, spare1, ...}

IRAT-ParametersCDMA2000-HRPD ::=
SEQUENCE {


supportedBandListHRPD



SupportedBandListHRPD,


tx-ConfigHRPD





ENUMERATED {single, dual},


rx-ConfigHRPD





ENUMERATED {single, dual}

}

SupportedBandListHRPD ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

IRAT-ParametersCDMA2000-1XRTT ::=
SEQUENCE {


supportedBandList1XRTT



SupportedBandList1XRTT,


tx-Config1XRTT





ENUMERATED {single, dual},


rx-Config1XRTT





ENUMERATED {single, dual}

}

IRAT-ParametersCDMA2000-1XRTT-v920 ::=
SEQUENCE {


e-CSFB-1XRTT-r9





ENUMERATED {supported},


e-CSFB-ConcPS-Mob1XRTT-r9


ENUMERATED {supported}


OPTIONAL
}

IRAT-ParametersCDMA2000-1XRTT-v1020 ::=
SEQUENCE {


e-CSFB-dual-1XRTT-r10



ENUMERATED {supported}

}

SupportedBandList1XRTT ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

CSG-ProximityIndicationParameters-r9 ::=
SEQUENCE {


intraFreqProximityIndication-r9
ENUMERATED {supported}


OPTIONAL,


interFreqProximityIndication-r9
ENUMERATED {supported}


OPTIONAL,


utran-ProximityIndication-r9

ENUMERATED {supported}


OPTIONAL

}

NeighCellSI-AcquisitionParameters-r9 ::=
SEQUENCE {


intraFreqSI-AcquisitionForHO-r9
ENUMERATED {supported}


OPTIONAL,


interFreqSI-AcquisitionForHO-r9
ENUMERATED {supported}


OPTIONAL,


utran-SI-AcquisitionForHO-r9

ENUMERATED {supported}


OPTIONAL

}

SON-Parameters-r9 ::=



SEQUENCE {


rach-Report-r9





ENUMERATED {supported}


OPTIONAL

}

UE-BasedNetwPerfMeasParameters-r10 ::=
SEQUENCE {


loggedMeasurementsIdle-r10



ENUMERATED {supported}

OPTIONAL,


standaloneGNSS-Location-r10



ENUMERATED {supported}

OPTIONAL

}

-- ASN1STOP

	UE-EUTRA-Capability field descriptions

	accessStratumRelease

Set to rel10 in this version of the specification.

	bandCombinationListEUTRA

One entry corresponding to each supported band combination listed in the same order as in supportedBandCombination. 

	bandEUTRA

E‑UTRA band as defined in TS 36.101 [42].

	bandListEUTRA

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.

This field shall include all bands which are indicated in BandCombinationParameters-r10.

	CA-BandwidthClass

The CA bandwidth class supported by the UE as defined in TS 36.101 [42, Table 5.6A-1]. 

	deviceType

UE may set the value to “noBenFromBatConsumpOpt” when it does not foresee to particularly benefit from NW-based battery consumption optimisation. Absence of this value means that the device does benefit from NW-based battery consumption optimisation.

	drb-ContinueROHC-Support 
Indicates whether the UE supports PDCP re-establishment without context reset.

	dtm

Indicates whether the UE supports DTM in GERAN.

	e-CSFB-1XRTT

Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT or not.

	e-CSFB-ConcPS-Mob1XRTT
Indicates whether the UE supports concurrent enhanced CS fallback to CDMA2000 1xRTT and PS handover/ redirection to CDMA2000 HRPD.

	e-CSFB-dual-1XRTT

Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT for dual Rx/Tx configuration. This bit can only be set to supported if tx-Config1XRTT and rx-Config1XRTT are both set to dual.

	enhancedDualLayerTDD

Indicates whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for TDD or not.

	e-RedirectionUTRA-TDD

Indicates whether the UE supports enhanced redirection to UTRA TDD using SIB related to multiple carrier frequencies provided by RRCConnectionRelease or not.

	featureGroupIndicators

The definitions of the bits in the bit string are described in Annex B.

	halfDuplex

If halfDuplex is set to true, only half duplex operation is supported for the band, otherwise full duplex operation is supported.

	interFreqBandList

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.

	interFreqNeedForGaps

Indicates need for measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA or on the E-UTRA band combination given by the entry in bandCombinationListEUTRA and measuring on the E‑UTRA band given by the entry in interFreqBandList.

	interFreqProximityIndication

Indicates whether the UE supports proximity indication for inter-frequency E-UTRAN CSG member cells.

	interFreqSI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring inter-frequency cell.

	interRAT-BandList

One entry corresponding to each supported band of another RAT listed in the same order as in the interRAT-Parameters.

	interRAT-NeedForGaps

Indicates need for DL measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA or on the E-UTRA band combination given by the entry in bandCombinationListEUTRA and measuring on the inter-RAT band given by the entry in the interRAT-BandList.

	interRAT-PS-HO-ToGERAN

Indicates whether the UE supports inter-RAT PS handover to GERAN or not.

	intraFreqProximityIndication

Indicates whether the UE supports proximity indication for intra-frequency E-UTRAN CSG member cells.

	intraFreqSI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring intra-frequency cell.

	loggedMeasurementsIdle

Indicates whether the UE supports logged measurements in Idle mode.

	maxNumberROHC-ContextSessions

Set to the maximum number of concurrently active ROHC contexts supported by the UE, excluding context sessions that leave all headers uncompressed. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on. The network ignores this field if the UE supports none of the ROHC profiles in supportedROHC-Profiles.

	MIMO-CapabilityDL

The number of supported layers for spatial multiplexing in DL. 

	MIMO-CapabilityUL

The number of supported layers for spatial multiplexing in UL.

	NonContiguousUL-RA-WithinCC-List
One entry corresponding to each supported E-UTRA band listed in the same order as in supportedBandListEUTRA.

	rach-Report

Indicates whether the UE supports delivery of rachReport.

	standaloneGNSS-Location

Indicates whether the UE is equipped with a standalone GNSS receiver that may be used to provide detailed location information in RRC measurement report and logged measurements.

	SupportedBandGERAN

GERAN band as defined in TS 45.005 [20].

	SupportedBandList1XRTT

One entry corresponding to each supported CDMA2000 1xRTT band class.

	SupportedBandListHRPD

One entry corresponding to each supported CDMA2000 HRPD band class.

	SupportedBandUTRA-FDD

UTRA band as defined in TS 25.101 [17].

	SupportedBandUTRA-TDD128

UTRA band as defined in TS 25.102 [18].

	SupportedBandUTRA-TDD384

UTRA band as defined in TS 25.102 [18].

	SupportedBandUTRA-TDD768

UTRA band as defined in TS 25.102 [18].

	ue-Category

UE category as defined in TS 36.306 [5]. Set to values 1 to 8 in this version of the specification. If the UE includes ue-Category-v1020 (category 6 to 8) it shall also include rf-Parameters-v1020 even if it does not support carrier aggregation.

	ue-TxAntennaSelectionSupported

TRUE indicates that the UE is capable of supporting UE transmit antenna selection as described in TS 36.213 [23, 8.7].

	utran-ProximityIndication

Indicates whether the UE supports proximity indication for UTRAN CSG member cells.

	utran-SI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring UMTS cell.


NOTE 1:
The IE UE-EUTRA-Capability does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.

NOTE 2:
All the combinations of CA-MIMO-ParametersUL and CA-MIMO-ParametersDL for one band and across all the bands in each BandCombinationParameters are supported by the UE and have the same measurement gap requirement (i.e. the same BandInfoEUTRA applies). The BandCombinationParameters for the same band combination can be included more than once.
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