3GPP TSG-RAN WG2 meeting #77





R2-120652
Dresden, Germany, 6 - 10 Feburary 2012
Agenda item:
7.10.4
Source:
Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
Title:
On UE-speed-based methods for improving the mobility performance in HetNets
Document for:
Discussion and decision
1     Introduction
From the results obtained so far through the RAN2 simulation efforts for mobility in HetNet [2][3], we have the common understanding that UE speed having significant impact to the mobility performance in HetNets.
In this contribution, we discuss the impact the UE speed on the HO performance in HetNet with further simulation results. The speed-aware solutions are simulated and the results show that the UE speed-based methods can improve the mobility performance significantly.  Possible enhancement for UE mobility state (speed) estimation is also discussed.
2 Discussion and proposals
2.1     HO decision based on UE speed
2.1.1 Simulation results for the UE speed based HO decision

Large area hetnet simulations were conducted to study the HO decision based on the UE speeds. The large area simulation parameters and assumptions are followed from [1] unless otherwise specified. ABS is enabled at the Picos. Three UE speeds 30 km/h, 60 km/h and 120 km/h were considered. Multiple UEs were randomly placed in the simulation area and they were allowed to travel in straight lines at one of the three randomly selected speed among 30 km/h, 60 km/h and 120 km/h. if the UE speed was either 60 km/h or 120 km/h those UEs were not handed in to the picos and they stay in the macro layer and communicate with macro in the pico ABS subframes when they move into the pico coverage. Set 3 configurations are used here.
	HO state
	HO metric
	 No high speed HO to pico and with Pico ABS 
	                    All speeds HO to pico

	
	
	M-P
	P-M
	M-M
	Overall
	M-P
	P-M
	M-M
	Overall

	2
	HOFs/UE/s
	0.000565
	0.000524
	0.005404
	0.006493
	0.009376
	0.009634
	0.025729
	0.044740

	
	HO failure rate [%]
	9.210526
	10.156250
	6.027890
	6.432281
	35.180055
	52.834008
	18.395355
	24.215784

	3
	HOFs/UE/s
	0.000000
	0.000000
	0.000040
	0.000040
	0.000000
	0.000000
	0.000037
	0.000037

	
	HO failure rate [%]
	0.000000
	0.000000
	0.044984
	0.039952
	0.000000
	0.000000
	0.026392
	0.019980

	Total
	Successful HOs/UE/s
	0.005566
	0.004638
	0.084210
	0.094414
	0.017276
	0.008601
	0.114101
	0.139977

	
	HOFs/UE/s
	0.000565
	0.000524
	0.005445
	0.006534
	0.009376
	0.009634
	0.025766
	0.044776

	
	HO failure rate [%]
	9.210526
	10.156250
	6.072874
	6.472233
	35.180055
	52.834008
	18.421747
	24.235764

	Short TOS/UE/S
	0.013067
	0.018789

	Short TOS rate [%]
	13.83728
	13.415919

	
	
	


Results show that  the HOF failure performance including the HOF rate and HOFs/UE/s significantly improves with the UE speed based HO decision .  The short time of stay rate slightly increases.

2.1.2 Discussion on the UE speed based HO decision

The RAN2 simulation results show that for high speed UEs, e.g. UEs at a speed of 120 km/h, their handover failure rate is much higher than that for low-speed UEs (e.g. 3km/h). The handover performance of high-speed UEs deteriorates significantly due to the small size of the “low-transmitted power node”. It can be concluded that high-speed UEs are under high risk of handover problems and service interruption in HetNet.

In addition, frequent handover for high-speed UEs towards small cells will incur large overhead between eNBs as well as between UE and eNB. When the high speed mobiles move across pico cells tangentially, they may only stay a short time in small cells. The connection to a cell with too short time-of-stay (ToS) is considered as an invalid connection which can not support efficient communications between the UE and the eNB. Under this situation, the pico cell could not efficiently carry the traffic load from the high speed UEs while suffered with more signalling overhead.

Therefore, it is desired to keep the high speed UEs stay with the macro cell. To realize the UE speed dependent handover, the UE speed information should be available at the eNB. UEs will be classified into low speed, medium speed and high speed categories. High speed UEs should be blocked to HO to the small cells. 
In order to support the feature of keeping the high speed UE stay with the umbrella macro cell, we should minimize the interference from the pico cell when the macro cell attached UE moving across the pico cell coverage area. ABS at the pico cell should be considered for this purpose.
Note: when a pico cell is placed at the coverage hole of the macro cells, it is better not to block the high speed UE to HO to the pico cell. The umbrella macro eNB should know which pico cell is located at the macro cell overage hole and should be able to make HO decision accordingly.
Proposal 1: HO decision should be based on UE speed.  Normally high speed UEs should not be directed to HO to the pico cells which are overlaid within the macro cell. 
Proposal 2: ABS should be enabled at the pico to allow those UEs being forced stay with the umbrella macro cell to communicate with the macro in the pico ABS to reduce the pico interference.
2.2     Mobility configuration optimization based on UE speed
2.2.1 Simulation results on mobility configuration based on UE speed

The large area hetnet simulations were conductued to optimze the mobility parameters based on the UE speed.  The  large area simulation parameters and assumptions are followed from [1] unless otherwise specified. Three UE speeds 30 km/h, 60 km/h and 120 km/h were considered.  The mobility parameters, Handover threshold, TTT and the K factor are optimized.  Multiple UEs were randomly placed in the simulation area and they were allowed to travel in straight lines at one of the three randomly selected speed among 30 km/h, 60 km/h and 120 km/h.  For the UE speed 60 km/h the mobility parameters are assumed  as TTT=160ms, HO threshold=2 dB and K=2.  For lower speed (=30km/h) all three mobility parameters are scaled by 1.5 and for higher speed (=120 km/h) they were scaled by 0.5.

	HO state
	HO metric
	                    No Optimization
	                             With Optimization

	
	
	M-P
	P-M
	M-M
	Overall
	M-P
	P-M
	M-M
	Overall

	2
	HOFs/UE/s
	0.01504
	0.01039
	0.03661
	0.06204
	6.732E-3
	8.367E-3
	0.01842
	0.03352

	
	HO failure rate [%]
	50.3927
	59.5078
	24.6709
	31.7029
	21.6171
	33.7864
	9.8890
	13.9205

	3
	HOFs/UE/s
	7.814E-5
	0.0000
	1.172E-4
	1.953E-4
	2.885E-4
	4.809E-5
	3.847E-4
	7.213E-4

	
	HO failure rate [%]
	0.2618
	0.0000
	0.0790
	0.09982
	0.96931
	0.1942
	0.2066
	0.29958

	Total
	Successful HOs/UE/s
	0.01473
	0.007071
	0.1118
	0.1336
	0.02274
	0.01635
	0.1674
	0.20649

	
	HOFs/UE/s
	0.01512
	0.01039
	0.03673
	0.06224
	7.021E-3
	8.415E-3
	0.0188
	0.03424

	
	HO failure rate [%]
	50.6545
	59.5078
	24.7499
	31.8027
	22.5864
	33.9806
	10.0956
	14.2201

	Short TOS/UE/S
	0.01254
	0.06092

	Short TOS rate [%]
	9.397
	29.4994

	
	
	


The results indicate that the HOF rate improves significantly with the speed dependent optimization in all cases (M-M, M-P and P-M).  As expected it increses the short time of stay rate.

2.2.2 Discussion on UE speed-based mobility configuration optimization 
From the results of HetNet mobility simulation with different configuration sets obtained so far, the following initial observation can be made:

1. Different configuration parameter settings have significant impact to the mobility performance in HetNets.

2. The configuration parameter optimized for conventional mobility in macro cell only environment is not suitable/optimized for HetNets.

3. For high speed UEs, the performance of HOs between macro and pico cells is of the primary concern while ping-pong problem is not so severe.

4. For low speed UEs, the ping-pong becomes a bigger issue but HO failure is secondary.
For UE speed dependent handover configuration parameter optimization, UEs can be classified into low speed, medium speed and high speed categories. High speed UEs should be blocked to HO to the small cells. For the low and medium speed UEs which are allowed to HO to the small cells, it is desired to have smaller TTT since TTT has more impact to the HO failure rate in HetNet. 
For low speed UEs, ping-pong is a major concern, and relatively high HO offset (HO threshold) and hysteresis should be applied to reduce ping-pong at the expense of sightly increased HO failure rate. For medium speed UEs, the HO failure rate is of more concern and less ping-pong is observed, and relatively low HO offset and hysteresis should be used. 
For faster moving UEs, more responsive filtering is desired to support quicker HO decisions especially for the HOs in HetNet. Higher UE speed require a lower L1 filtering time (which is L1 to L3 reporting time). Higher UE speed also requires a smaller K value of the L3 filter.

The UE speed dependent HO configuration change could be realized by two possible options: 1) the network detect the UE speed and based on the speed, the network sends the reconfiguration unicast message to the UE. 2) the UE estimate its own speed and based on the estimation results adjust the HO configuration parameters by itself. The network may broadcast related information to assist this activity. The second approach could be used for not only UEs in CONNECTED mode but also UEs in IDLE mode. 

When performing the small cell measurement, the DRX cycle could also be optimized to achieve a better tradeoff between the UE power consumption and the mobility performance. For example, if the speed is medium high, a relatively shorter DRX cycle could be used to support a more responsive HO mechanism. If the speed is low, a relative longer DRX cycle could be applied to relax the HO sensitivity requirement and reduce the UE power consumption

Proposal 3:  Initial simulations results indicate the gains of speed dependent HO parameter optimization.  We proposed to study further to estabilish the gains and benefits

2.3   Small cell search and discovery based on UE speed
In a separate study on improving the UE operation such as small cell search and discovery, the speed factor should also be taken into consideration.

If a UE is able to determine its speed, with UE speed based small cell search and discovery, UE will decide whether to search the neighboring small cell based on speed. This will be more efficient for saving UE power especially the small cell is on a different carrier. If a UE speed is very high and the UE should not HO to the small cell, performing small cell measurement and reporting measurement data is wasting UE power and radio resource. Therefore, speed based small cell search and discovery is desired, especially for inter-frequency. This could be performed at the UE. For example, UE could decide whether to perform the measurement of the neighboring small cell based on the logic similar to the HO decision: if the UE speed is very high, no search of the neighboring small cell is performed. If the UE speed is low, allow to perform small cell measurement to search the small cell.

.

Proposal 4: RAN2 is kindly requested to study enhancement for UE speed-aware pico cell search and discovery.
2.4   Enhance the UE mobility state estimation

Currently, the standards supported low cost method performed at a UE is simply counting the number of handovers during a given period of time. This speed estimation is used to roughly classify the UE speed into high, medium, low three mobility states (speed categories). It is very coarse with large estimation variance. 
In addition, due to different cell size in HetNet, the existing mechanism which assumes the cells have the same size is not suitable and can not be directly applied for HetNet. To address the cell size issue in HetNet, there was suggestion in RAN2 to provide UE the cell size information. 
However, Figure 1 shows that even with the cell size information provided to UEs, the existing mobility states approach for speed estimation still has problems: the difference of the pico cell placement in different area could also lead to very different HO counts, even if the size of the pico cells are notified to the UE. The size of the pico cells may be useful only when cluster of pico cells are deployed together. For the more commonly seen scenarios that pico cells are scattered around, the distance between the small cells will be an important factor impacting the results. Additional information is required for UE to have reasonable mobility state estimation.
                              
[image: image1.emf]In a given 

time duration

Pico cell

Same speed


Figure 1 If the pico cells’ locations are scattered, HO counting even with knowledge of cell size does not  provide good mobility state estimation.

In order to allow the mobility state estimation in HetNet, in addition to the pico size, the location of the pico cell could be very useful. For example, since the size of the pico cells is small, when a UE passed through a pico cell, we could consider the pico cell location is the UE location at that moment. Over a given period of time, the UE pass through different pico cells, the accumulated distance between those picos could be considered approximately as the distance which the UE travelled (see Figure 2). The mobility state estimation could be conducted at a UE or at the network [2]. Regardless where it is performed, the cell location information will be useful for the mobility state estimation in the HetNet. 


[image: image2.emf](Xm,Ym)

(Xm+2,Ym+2)

(Xm+1,Ym+1)

(Xm+n,Ym+n)

B

A

A’

B’

The mobile traveled distance from A to 

B can be approximated by the 

accumulated distances between the 

pico cells from A’ to B’. Within a given 

period of time the UE speed could be 

estimated accordingly

Mobility state estimation based 

on the small cell locations


Figure 2 estimate the UE traveled distance with the accumulated distance between the pico cells passed by the UE.

To enhance the current UE based mobility state estimation, the pico cell location information could be delivered to the UE via broadcast or dedicated signaling. Additional information is also needed such as cell size or pico power which maybe more useful. At least, a UE should know the type of a cell, i.e. whether a cell is pico or macro cell.
With the existence of pico cells in a HetNet, the situation is much complicated for mobility state estimation. There should be criteria for the system to determine whether the pico HOs could be used for mobility state estimation. If the pico density is low and the picos are scattered apart far away, the distance between the picos on the UE route could be used to determine whether the pico should be counted in for mobility state estimation. There are other potentially useful information such as ToS and pico power measurement for determine whether the pico information is to be used for mobility state estimation..
Proposal 5: RAN2 is kindly requested to study enhancement of UE mobility state estimation in HetNet with cell location and type/ power information.
3 Conclusion
This contribution discusses the mobility enhancement for high-speed UEs in HetNet. The following proposals are made.  
Proposal 1: HO decision should be based on UE speed.  Normally high speed UEs should not be directed to HO to the pico cells which are overlaid within the macro cell. 

Proposal 2: ABS should be enabled at the pico to allow those UEs being forced stay with the umbrella macro cell to communicate with the macro in the pico ABS to reduce the pico interference.
Proposal 3:  Intial simulations results indicate the gains of speed dependent HO parameter optimization.  We proposed to study further to estabilish the gains and benefits.

Proposal 4: RAN2 is kindly requested to study enhancement for UE speed-aware pico cell search and discovery.
Proposal 5: RAN2 is kindly requested to study enhancement of UE mobility state estimation in HetNet with pico location and type/power information.
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