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	Reason for change:
(

	How to provision IMS voice call contniutes had been discussed and SA2 agreed on a solution at SA2#89 meeting and asked RAN2 add a new capability in AS layer as in S2-121016 to assure that IMS Voice call continuity. This new capabilty is whether UE support Voice over PS domain in UMTS according to GSMA requirement, IR58. Besides, to make a correct decision on SRVCC vs PS HO, eNB should know whether UE supports SRVCC from UTRA to UTRA and SRVCC from UTRA to GERAN. Therefore, this CR includes those new capabilities.

	
	

	Summary of change:
(

	Three new UE capability are added. 



	
	

	Consequences if 
(

not approved:
	If this CR is not appproved, eNB does not know whether UE supports voice over PS domain in UMTS according to GSMA recommendation and voice call may drop if UE does not support voice over PS domain in UMTS and eNB performs voice call handover. Also eNB cannot make correct decision between SRVCC and PSHO to assure voice call continuity.

Impact Analysis

Impacted functionality:

IMS Voice call support
Inter-operability:

If UE implements this CR and network does not but still perform handover for voice over PS call from LTE to UMTS, the handover for the voice over PS call may not work properly. Thus network may always just not to perform handover for the voice over PS call from LTE to UMTS.

If network implement this CR and UE does not, network will not be able to perform handover for voice over PS call from LTE to UMTS.
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	Other comments:
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4.3.x
IMS Voice parameters
4.3.x.1
supportIMS-VoiceInUMTS
Only applicable if the UE supports UTRA. This parameter defines whether the UE supports IMS Voice in UMTS.

4.3.x.2
supportSRVCC-FromUTRA-ToUMTS
Only applicable if the UE supports UTRA. This parameter defines whether the UE supports SRVCC handover from UTRA to UTRA.

4.3.x.3
supportSRVCC-FromUTRA-ToGERAN
Only applicable if the UE supports UTRA and GERAN. This parameter defines whether the UE supports SRVCC handover from UTRA to GERAN.
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