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	Reason for change:
(

	In subclause 4.9 Measurement related capabilities (FDD only), the definition for “Enhanced inter-frequency measurements without compressed mode” is not correct, where we elaberate on following three critical conditions for that:

(1) Other than the frequency associated with the serving HS-DSCH cell (This condition is crystal clear!) 

(2) Each frequency belongs either to the frequency band of the currently used frequency (This is crystal clear!) 
(3) (each frequency belongs) or to a frequency band in the band combinations as reported in the IE "Radio Access Capability Band Combination List". (This may lead to confusion!)
E.g., UE supports standalone band: A,B,C, and band combinations: A+B, A+C, B+C.  Band A is the primary band with primary DL frequency configured, and UE supports "Enhanced inter-frequency measurements without compressed mode". Shall UE support non-CM measurement on one non-configured secondary DL carrier in band B and the other non-configured secondary DL carrier in band C with configured primary band A? Obviously, this may imply three RF modules, which seems impossible in the 4C-HSDPA context. In 25.331, there is no explcit text clarifying this capability either. Hence, we feel it necessary to correct the definition for “Enhanced inter-frequency measurements without compressed mode”.
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	This CR provides corrected definition for “Enhanced inter-frequency measurements without compressed mode”.
Impact analysis

Impacted functionality

Impacts functionality for 4C-HSDPA.
Inter-operability

There are no inter-operability issues 
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// START//
4.9
Measurement related capabilities (FDD only)

Need for downlink compressed mode

Defines whether the UE needs compressed mode in the downlink in order to perform inter-frequency or inter-RAT measurements. There are separate parameters for measurements on each UTRA mode, on each RAT, and in each frequency band.

Need for uplink compressed mode

Defines whether the UE needs compressed mode in the uplink in order to perform inter-frequency or inter-RAT measurements. There are separate parameters for measurements on each UTRA mode, on each RAT, and in each frequency band.
Support for absolute priority based cell re-selection in UTRAN
Defines whether absolute priority based cell re-selection in UTRAN is supported or not. If the UE supports absolute priority based cell re-selection in UTRAN, it shall also support absolute priority based cell re-selection to GERAN if GERAN is supported by the UE.
Adjacent Frequency measurements without compressed mode
Defines whether the UE needs compressed mode to perform measurements on an adjacent frequency, i.e. a frequency whose center is within 5MHz of the center of the currently used frequency and belongs to the same frequency band as that of the currently used frequency.

Inter-band Frequency measurements without compressed mode

Defines whether the UE needs compressed mode to perform measurements on an inter-band frequency, i.e. a frequency belonging to a frequency band in the band combinations as reported in the IE "Radio Access Capability Band Combination List" but not belonging to the same frequency band as that of the currently used frequency.
Support for System Information Block type 11bis

Defines whether the UE supports System Information Block type 11bis.

Enhanced inter-frequency measurements without compressed mode

Defines whether the UE needs compressed mode to perform measurements on two additional frequencies other than the frequency associated with the serving HS-DSCH cell, where each frequency belongs either to the frequency band of the currently used frequency or to a frequency band in the band combinations as reported in the IE "Radio Access Capability Band Combination List". The two additional frequencies to be measured without compressed mode together with currently used frequency cannot belong to more than two frequeny bands.
Frequency specific compressed mode
For the dual band operation, defines whether the UE can apply compressed mode  only to the  frequencies associated with the secondary serving HS-DSCH cells, which are in the frequency band other than the serving HS-DSCH cell.
Extended measurements ID support

Defines whether the UE supports extended measurement identity range 17 to 32.
Inter-frequency detected set measurements
Defines whether the UE supports measurements of inter-frequency detected set cells.
// END//
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