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	In 25.331, there is no explcit text clarifying the capability scope for enhanced inter-frequency measurements without CM, which may lead to some confusion such as:
E.g., UE supports standalone band: A,B,C, and band combinations: A+B, A+C, B+C.  Band A is the primary band with primary DL frequency configured, and UE supports "Enhanced inter-frequency measurements without compressed mode". Shall UE support non-CM measurement on one non-configured secondary DL carrier in band B and the other non-configured secondary DL carrier in band C with configured primary band A? Obviously, this may imply three RF modules, which seems impossible in the 4C-HSDPA context. Hence, we feel it necessary to provide more clarification about usage of enhanced inter-frequency measurements without CM.
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	This CR provides clarification about the capability scop of enhanced inter-frequency measurements without CM.
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// START//
10.3.3.21
Measurement capability
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Inter-frequency detected set measurements
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE is able to measure inter-frequency detected cells.
	REL-10

	Need for downlink compressed mode
	
	
	
	
	

	FDD measurements
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on FDD
	

	3.84 Mcps TDD measurements
	CV-3.84_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 3.84 Mcps TDD
	Name changed in REL-4

	7.68 Mcps TDD measurements
	CV-7.68_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 7.68 Mcps TDD
	REL-7

	1.28 Mcps TDD measurements
	CV-1.28_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 1.28 Mcps TDD
	REL-4

	GSM measurements
	CV-gsm_sup
	
	
	
	

	>GSM 900
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM 900
	

	>DCS 1800
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on DCS 1800
	

	>GSM 1900
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM 1900
	

	Multi-carrier measurement
	CV-mc_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on multi-carrier
	

	Adjacent Frequency measurements without compressed mode
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	TRUE means that the UE does not require compressed mode for adjacent frequency measurements.
	REL-8

	Inter-band Frequency measurements without compressed mode
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	TRUE means that the UE does not require compressed mode for Inter-band measurements for the band combinations reported in the IE “Radio Access Capability Band Combination List”.
	REL-9

	Enhanced inter-frequency measurements without compressed mode
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE does not require compressed mode for measurements on two additional frequencies. The two additional frequencies to be measured together with currently used frequency can not span more than two frequeny bands, or beyond the band combinations reported in the IE “Radio Access Capability Band Combination List”.
	REL-10

	Frequency specific compressed mode
	CV-not_iRAT_HoInf
	
	Enumerated (TRUE)
	TRUE means that for the dual band operation the UE can apply compressed mode only to the configured frequencies, which belong to the frequency band other than the serving HS-DSCH cell.
	REL-10

	Need for uplink compressed mode
	
	
	
	
	

	FDD measurements
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on FDD
	

	3.84 Mcps TDD measurements
	CV-3.84_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on 3.84 Mcps TDD
	Name changed in REL-4

	7.68 Mcps TDD measurements
	CV-7.68_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on 7.68 Mcps TDD
	REL-7

	1.28 Mcps TDD measurements
	CV-1.28_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 1.28 Mcps TDD
	REL-4

	GSM measurements
	CV-gsm_sup
	
	
	
	

	>GSM 900
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM 900
	

	>DCS 1800
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on DCS 1800
	

	>GSM 1900
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM 1900
	

	Multi-carrier measurement
	CV-mc_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on multi-carrier
	


	Condition
	Explanation

	3.84_Mcps_tdd_sup
	The IE is mandatory present if an IE "TDD RF capability" is present with the IE "Chip rate capability" set to "3.84 Mcps". Otherwise this field is not needed in the message.

	7.68_Mcps_tdd_sup
	The IE is mandatory present if an IE “TDD RF capability” is present with the IE “Chip rate capability” set to “7.68 Mcps”. Otherwise this field is not needed in the message.

	1.28_Mcps_tdd_sup
	The IE is mandatory present if an IE "TDD RF capability" is present with the IE "Chip rate capability" set to "1.28 Mcps". Otherwise this field is not needed in the message.

	gsm_sup
	The IE is mandatory present if the IE "Inter-RAT UE radio access capability" indicates support for GSM900, GSM1800 and/or GSM1900. Otherwise this field is not needed in the message.

	mc_sup
	The IE is mandatory present if the IE "Support of multi-carrier" has the value TRUE. Otherwise this field is not needed in the message.

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optionally present.
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