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1. Overall Description:

For the additional carrier types for carrier aggregation enhancement, RAN1 has reached the following agreement:

Agreement (at least for the case of a carrier of the new type being “unsynchronised” (see below for definition in this context) with the associated backward-compatible carrier):
· New carrier type can carry 1 RS port (consisting of the Rel-8 CRS Port 0 REs per PRB and Rel-8 sequence) within 1 subframe with 5ms periodicity

· This RS port is not used for demodulation

· FFS how RSRP measurements would then be handled for the NCT 

· Bandwidth of the RS port is FFS until RAN1#69 between one of:

· full system BW, and

· min(system BW, X) where X is selected from {6, 25}RBs

· configurable between full system BW and min(system BW, X)

Agreement (for unsynchronised cases): Rel-8 PSS/SSS sequences are transmitted.

The definition of synchronised and unsynchronised cases of the new carrier type was agreed in RAN1#67 as follows:

· Synchronized carriers, i.e. where the legacy and additional carriers are synchronized in time and frequency to the extent that no separate synchronization processing is needed in the receiver.

· Unsynchronized carriers (i.e. where the legacy and additional carriers are not synchronized with the same degree of accuracy as for the synchronized carriers).

Note that synchronization is considered from the perspective of the UE receiver. 

RAN1 would like to seek guidance from RAN4 on the following issues:

· From the perspective of time and frequency tracking accuracy, which bandwidth (as listed in the agreement above) is considered as sufficient?
· How should the RRM measurements be handled for the new carrier type?

· If the RRM measurements are performed based on the RS port described above, which bandwidth (as listed in the agreement above) is considered as sufficient?

2. Actions:

To: RAN4 
ACTION: 
RAN1 kindly asks RAN4 to investigate and provide guidance on the two aspects listed above and comment on any other related issues that RAN1 should take into account.
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