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	Reason for change:
(

	The current conditions in 8.5.56 of 25.331 to evaluate the variable HSPA_RNTI_STORED_CELL_PCH have an error or typo. In the current specification, there are four places to evaluate the variable HSPA_RNTI_STORED_CELL_PCH, i.e. 8.1.1.6.5 (SIB5/5bis), 8.2.2.3 (dedicated OTA messages), 8.3.1.6 (cell update confirm), and 8.3.1.2 (cell update). 

The current wording of the last condition to evaluate the variable in 8.5.56 is:

IE "New C-RNTI" is included in the received message if the variable HSPA_RNTI_STORED_CELL_PCH is determined according to subclause 8.2.2.3 or 8.3.1.6, or variable C_RNTI is set if the variable HSPA_RNTI_STORED_CELL_PCH is determined according to subclause 8.3.1.2.
There are two issues:

1. If the UE follows the procedure in the SIB5/5bis section (8.1.1.6.5) to evaluate the variable, then HSPA_RNTI_STORED_CELL_PCH would be always FALSE merely according to the above condition. Thus the UE would always set the variable to FALSE when it receives SIB5. This should not be the intention.
2. If the UE follows the procedure in the cell update section (8.3.1.2) to evaluate the variable, then HSPA_RNTI_STORED_CELL_PCH would be always FALSE. This is because the UE already moves to CELL_FACH state before evaluating the variable in 8.3.1.2, and easily the first condition of 8.5.56 will not be satisfied. Thus there is no need to mention 8.3.1.2 in the above condition in 8.5.56.

	
	

	Summary of change:
(

	In the first paragraph in subclause 8.5.56, replace 8.3.1.2 (referring to the cell update section) with 8.1.1.6.5 (the SIB5/5bis section).
Impact analysis
Impacted functionality:

The UE behaviours to evaluate the variable HSPA_RNTI_STORED_CELL_PCH  when receiving SIB5/5bis.
Inter-operability: 

· If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.

If the network is implemented according to the CR and the UE is not, there is no inter-operability issue, but the UE would always set the variable HSPA_RNTI_STORED_CELL_PCH to FALSE upon receiving SIB5/5bis.

	
	

	Consequences if 
(

not approved:
	The UE would always set the variable HSPA_RNTI_STORED_CELL_PCH to FALSE upon receiving SIB5/5bis. The advantage to reduce the UE transition time by introducing this variable is diminished.
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8.5.56
Actions related to HSPA_RNTI_STORED_CELL_PCH variable (FDD and 1.28 Mcps TDD only)
The variable HSPA_RNTI_STORED_CELL_PCH shall be set to TRUE only when all the following conditions are met:

1>
the UE is in CELL_PCH state or the UE after state transition enters CELL_PCH state if the variable HSPA_RNTI_STORED_CELL_PCH is determined according to subclause 8.2.2.3 or 8.3.1.6; and

1>
the UE supports E-DCH transmission in CELL_FACH state and Idle mode; and

1>
the UE supports HS-DSCH reception in CELL_FACH state; and

1>
the IE "HS-DSCH common system information" is included in system information block type 5 or 5bis; and

1>
the IE "Common E-DCH system info" is included in system information block type 5 or 5bis; and

1>
the IE "HS-DSCH paging system information" is not included in system information block type 5 or 5bis or the UE does not support HS-DSCH reception in CELL_PCH and URA_PCH state; and

1>
the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type "E-DCH" in the UL; and

1>
variable H-RNTI is set; and

1>
variable E_RNTI is set; and

1>
IE "New C-RNTI" is included in the received message if the variable HSPA_RNTI_STORED_CELL_PCH is determined according to subclause 8.2.2.3 or 8.3.1.6, or variable C_RNTI is set if the variable HSPA_RNTI_STORED_CELL_PCH is determined according to subclause 8.1.1.6.5.

If any of the above conditions is not met and the variable HSPA_RNTI_STORED_CELL_PCH is set to TRUE, the UE shall:

1>
set the variable HSPA_RNTI_STORED_CELL_PCH to FALSE.

If the variable HSPA_RNTI_STORED_CELL_PCH is set to TRUE:

1>
if the UE has uplink RLC data PDU or uplink RLC control PDU on RB1 or upwards to transmit: or

1>
if the UE is requested to move into CELL_FACH state by paging type 1 as described in subclause 8.1.2.3, UE shall:

2>
move the UE to CELL_FACH state;

2>
set the variable HSPA_RNTI_STORED_CELL_PCH to FALSE;

2>
stop timer T319 if it is running;

2>
restart the timer T305 if it is set to any value other than "infinity";

2>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

2>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

2>
for FDD and 1.28 Mcps TDD:

3>
initiate the measurement report procedure as specified in subclause 8.4.2;

3>
not prohibit periodical status transmission in RLC;

3>
configure the Enhanced Uplink in CELL_FACH state and Idle mode as specified in subclause 8.5.45 for FDD and 8.5.45a for 1.28 Mcps TDD;

3>
start to receive HS-DSCH according to the procedure in subclause 8.5.36.
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