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1. Overall Description
The issue of ACK/NACK repetition blocking other UL transmissions was discussed in the last two RAN2 meetings. It was concluded that current behaviour of ACK/NACK always having highest priority can potentially lead to RLF when measurement reports cannot be transmitted due to collisions. 
It was agreed to allow D-SR and prioritize RACH related transmissions (including preamble and msg3) over ACK/NACK repetition when it occurs in the same subframe. RAN2 would like to ask RAN1 to capture the agreement in RAN1 specification, e.g. in 36.213 section 10.2:
If HARQ-ACK repetition is enabled, upon detection of a PDSCH transmission in subframe n-4 intended for the UE and for which HARQ-ACK response shall be provided, and if the UE is not repeating the transmission of any HARQ-ACK in subframe 
[image: image1.wmf]n

 corresponding to a PDSCH transmission in subframes 
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, the UE:
· shall transmit only the HARQ-ACK response (corresponding to the detected PDSCH transmission in subframe 
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) on PUCCH in subframes 
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, using PUCCH resource defined in 10.1.4 except in subframes:
· where also scheduling request is transmitted. In this subframe UE shall use scheduling request resource for transmitting HARQ-ACK response
· where also preamble or a PUSCH transmission corresponding to a Random Access Response Grant or a retransmission of the same transport is transmitted. In this subframe UE shall drop HARQ-ACK response
· shall not transmit any other signal in subframes 
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· shall not transmit any HARQ-ACK response repetitions corresponding to any detected PDSCH transmission in subframes 
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2. Actions

To RAN1:
RAN2 kindly asks RAN1 to capture the above agreement for both FDD and TDD in related specification.
3. Date of Next TSG-RAN WG2 Meetings:
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