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	This contribution corrects a wrong CR implementation. 

In CR4920 (R2-120909) it was clarified in section 8.5.37a when to clear stored  HARQ info when HS-DSCH reception is not supported. However the first line in section 8.5.37a was not removed. 
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<Start of modified section>
8.5.37a
Actions related to HS_DSCH_RECEPTION_GENERAL

The UE shall:
1>
For CELL_FACH state, if the UE supports HS-DSCH reception in CELL_FACH state and the IE "HS-DSCH common system information" is not included in the System Information Block Type 5/5bis; or,

1>
For CELL_PCH and URA PCH state, if the UE supports HS-DSCH reception in CELL_PCH and URA_PCH state and the IE "HS-DSCH paging system information" is not included in System Information Block type 5 or System Information Block type 5bis:
2>
if the variable HS_DSCH_RECEPTION_GENERAL is set to TRUE:

3>
set the variable HS_DSCH_RECEPTION_GENERAL to FALSE;

3>
stop any HS-SCCH reception procedures;

3>
stop any HS-DSCH reception procedures;

3>
if the variable HSPA_RNTI_STORED_CELL_PCH is set to FALSE:

4>
clear the variable H_RNTI and remove any stored H-RNTI.

3>
reset the MAC-ehs entity [15];
3>
release all HARQ resources.
<End of modified section>
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