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	Reason for change:
(

	If the UE has knowledge on which frequency an MBMS service of interest is provided, it is allowed to consider that frequency to be the highest priority during the MBMS session. Such UE behaviour allows a user to have better user experience from Release 9 for reception of the MBMS service of interest on that frequency. 

However, access to cells on that frequency will be restricted in the following cases.
1) If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or inter-frequency cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300s. (see subclause 5.2.4.4)

2) When cell status "barred" is indicated or to be treated as if the cell status is "barred", if the field intraFreqReselection in field cellAccessRelatedInfo in SystemInformationBlockType1 message is set to "not allowed" the UE shall not re-select a cell on the same frequency as the barred cell, and the UE shall exclude the barred cell and the cells on the same frequency as a candidate for cell selection/reselection for 300 seconds. (see Section 5.3.1)
As a result, UE could not receive the MBMS service for 300 seconds which significantly degrade MBMS user experience.


	
	

	Summary of change:
(

	1) The following sentence is added to subclause 5.2.4.4
“If the UE considers that frequency to be the highest priority due to an MBMS service of interest as specified in subclause 5.2.4.1, any limitation on that frequency shall be removed.”
2) The following sentence is added to subclause 5.3.1
“If the UE considers that frequency to be the highest priority due to an MBMS service of interest as specified in subclause 5.2.4.1, the UE may select another cell on the same frequency if the selection/reselection criteria are fulfilled.”
Impact analysis
Impacted functionality:

Cell reselection
Inter-operability:

This CR has an impact on the UE side only. There is no inter-operability issue. 
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	UE will fail to receive an MBMS service of interest for 300 seconds in some cases.
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5.2.4.4

Cells with cell reservations, access restrictions or unsuitable for normal camping

For the highest ranked cell (including serving cell) according to cell reselection criteria specified in subclause 5.2.4.6, for the best cell according to absolute priority reselection criteria specified in subclause 5.2.4.5, the UE shall check if the access is restricted according to the rules in subclause 5.3.1.

If that cell and other cells have to be excluded from the candidate list, as stated in subclause 5.3.1, the UE shall not consider these as candidates for cell reselection. This limitation shall be removed when the highest ranked cell changes.
If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or inter-frequency cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300s. If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under E-UTRAN control to a frequency for which the timer is running, any limitation on that frequency shall be removed. If the UE considers that frequency to be the highest priority due to an MBMS service of interest as specified in subclause 5.2.4.1, any limitation on that frequency shall be removed.
If the highest ranked cell or best cell according to absolute priority reselection rules is an inter-RAT cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell as a candidate for reselection for a maximum of 300s. In case of UTRA further requirements are defined in the [8]. If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under E-UTRAN control to a frequency for which the timer is running, any limitation on that frequency shall be removed.

If the highest ranked cell or best cell according to absolute priority reselection rules is a CSG cell which is not suitable due to the CSG ID and associated PLMN identity not being present in the CSG whitelist of the UE, the UE shall not consider this cell as candidate for cell reselection but shall continue considering other cells on the same frequency for cell reselection.

************************************** Omitted sections ****************************************
5.3.1
Cell status and cell reservations

Cell status and cell reservations are indicated in the SystemInformationBlockType1message [3] by means of two fields:

-
cellBarred (IE type: "barred" or "not barred") 
In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs

-
cellReservedForOperatorUse (IE type: "reserved" or "not reserved") 
In case of multiple PLMNs indicated in SIB1, this field is specified per PLMN.
When cell status is indicated as "not barred" and "not reserved" for operator use,

-
All UEs shall treat this cell as candidate during the cell selection and cell reselection procedures.

When cell status is indicated as "not barred" and "reserved" for operator use for any PLMN,

-
UEs assigned to Access Class 11 or 15 operating in their HPLMN/EHPLMN shall treat this cell as candidate during the cell selection and reselection procedures if the field cellReservedForOperatorUse for that PLMN set to “reserved”.

-
UEs assigned to an Access Class in the range of 0 to 9, 12 to 14 shall behave as if the cell status is "barred" in case the cell is "reserved for operator use" for the registered PLMN or the selected PLMN.
NOTE 1:
ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN; ACs 12, 13, 14 are only valid for use in the home country [4].

When cell status "barred" is indicated or to be treated as if the cell status is "barred",

-
The UE is not permitted to select/reselect this cell, not even for emergency calls.

-
The UE shall select another cell according to the following rule:

-
If the cell is a CSG cell:

-
the UE may select another cell on the same frequency if the selection/reselection criteria are fulfilled.
-
If the UE considers that frequency to be the highest priority due to an MBMS service of interest as specified in subclause 5.2.4.1,
-
the UE may select another cell on the same frequency if the selection/reselection criteria are fulfilled.
-
else

-
If the field intraFreqReselection in field cellAccessRelatedInfo in SystemInformationBlockType1 message is set to "allowed", the UE may select another cell on the same frequency if re-selection criteria are fulfilled.

-
The UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.

-
If the field intraFreqReselection in field cellAccessRelatedInfo in SystemInformationBlockType1 message is set to "not allowed" the UE shall not re-select a cell on the same frequency as the barred cell;

-
The UE shall exclude the barred cell and the cells on the same frequency as a candidate for cell selection/reselection for 300 seconds.

The cell selection of another cell may also include a change of RAT.
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