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1. Overall Description:
RAN WG2 has discussed the issue of the conditionality of certain IEs in RRC specification for the case of handover to E-UTRA or when fullConfig is included in the handover command. As a conclusion of the discussion, RAN2 found that there is a mismatch between the RAN2 and RAN5 specifications.
The current RAN2 signalling assumes that the UE is not mandated to read system information prior to the handover to E-UTRA. Additionally, the IE contained in the HO to E-UTRA message, RadioResourceConfigCommon, states that the fields RACH-ConfigDedicated, PDSCH-ConfigCommon, RACH-ConfigCommon, PHICH-Config, PUCCH-ConfigCommon, SoundingRS-UL-ConfigCommon, UplinkPowerControlCommon and AntennaInfoCommon  are optional to include in the configuration given to UE in handover command but are required to be signalled in the handover command in case of handover to E-UTRA. The RAN2 understanding is that the RAN4 requirements are also based on this.
Additionally, RAN2 came to the understanding that the field additionalSpectrumEmission in MobilityControlInfo is also missing in the RAN5 test case for HO to E-UTRAN. RAN2 would like to inform RAN5 that the field additionalSpectrumEmission is mandatory present in case of HO to E-UTRAN according to TS36.331.

Therefore, RAN2 thinks  that the RAN5 test cases should be corrected to include all the relevant fields so that the performance requirements of the test case are aligned with the RAN2 specification and RAN4 timing requirements.
2. Actions:
To TSG RAN WG5:
RAN WG2 would like to request RAN WG5 that the test cases involving handover to E-UTRA should ensure that the IEs RACH-ConfigDedicated, PDSCH-ConfigCommon, RACH-ConfigCommon, PHICH-Config, PUCCH-ConfigCommon, SoundingRS-UL-ConfigCommon, UplinkPowerControlCommon and AntennaInfoCommon  are always signalled to the UE  in test cases for handover to E-UTRA or of handover involving fullConfig-option.
RAN2 WG2 would like to request that the RAN WG5 adds the mandatory present field additionalSpectrumEmission in MobilityControlInfo to the HO to E-UTRAN test case.
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