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	Reason for change:
(

	RAN4 has agreed on the following CGI acquisition requirement which is based on intra-UTRA FDD requirements in TS 25.133. If autonomous gaps are used for measurement with the purpose of reportCGI, regardless of whether DRX is used or not, the UE shall be able to identify a new CGI of UTRA FDD cell within: 
· Tidentify_CGI, UTRAN FDD =  [630]+40*SIB3 _REP [ms]
RAN4 recommends 1910ms for T321 value, which corresponds to SIB3_REP of 32 frames, starting from release-9.

	
	

	Summary of change:
(

	It is proposed to T321 value for SI acquisition in case of handover to UTRA FDD (currently 1 second with square brackets) to 2 seconds, taking into account a typical UTRA SIB3 repetition cycle of 32 frames.
T321 value for UTRA TDD is left for further study.

Impact analysis

Impacted functionality:

UTRA SI acquisition for handover to UTRA CSG cell
Inter-operability:

If the network is implemented according to the CR and the UE is not, there is no inter-operability problem though the UE may interrupt CGI acquisition too early.
If the network is not implemented according to the CR and the UE is, the network may consider the procedure is unsuccesful due to the UE not responding with Measurement Report within the currently defined T321, which is shorter than the value proposed in this CR.

	
	

	Consequences if 
(

not approved:
	The UE may not have sufficient time to acquire the system information from the target UTRA cell.
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5.5.2.3
Measurement identity addition/ modification

E-UTRAN applies the procedure as follows:

-
configure a measId only if the corresponding measurement object, the corresponding reporting configuration and the corresponding quantity configuration, are configured;

The UE shall:

1>
for each measId included in the received measIdToAddModList:

2>
if an entry with the matching measId exists in the measIdList within the VarMeasConfig:

3>
replace the entry with the value received for this measId;

2>
else:

3>
add a new entry for this measId within the VarMeasConfig ;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

2>
if the triggerType is set to 'periodical' and the purpose is set to 'reportCGI' in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:

4>
if the si-RequestForHO is included in the reportConfig associated with this measId:

5>
start timer T321 with the timer value set to 150 ms for this measId;

4>
else:

5>
start timer T321 with the timer value set to 1 second for this measId;
3>
else if the measObject associated with this measId concerns UTRA:
4>
if the si-RequestForHO is included in the reportConfig associated with this measId:

5>
for UTRA FDD, start timer T321 with the timer value set to 2 seconds for this measId;
5>
for UTRA TDD, start timer T321 with the timer value set to [1 second] for this measId;

4>
else:

5>
start timer T321 with the timer value set to 8 seconds for this measId;
3>
else:
4>
start timer T321 with the timer value set to 8 seconds for this measId;
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