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1. Introduction

In TS 37.320 s5.1.3 MDT initiation, MDT procedure starts at Network side.
If the UE is not at MDT configuration area and there is an issue happened that network may not know (voice quality bad or data throughput bad, etc…), user can send an indicator to trigger network to start MDT configuration. Network will know the issue outside the specific region and it saves wireless network resource and UE battery.
2. Discussion
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Figure A: User encounters voice quality bad and triggers Network to start MDT configuration

In TS 37.320 s5.1.3 MDT initiation, MDT procedure starts at Network side that choosing:

· A PLMN without specific UE.

· A limited region within a PLMN (limited by a cell list, a TA list, a LA list or a RA list) without specific UE.

· A PLMN with specific UE.

· A limited region within a PLMN (limited by a cell list, a TA list, a LA list or a RA list) with specific UE.

If network assign a PLMN without specific UE to do MDT configuration, it wastes wireless netwok resource and UE battery. If network assign a region within a PLMN with/without specific UE, network will not know the issue outside the specific region.

So, we propose user can press button and let UE trigger network to start MDT configuration if the UE is not at MDT configuration area (Figure A). Network will know the issue outside the specific region and it saves wireless network resource and UE battery.
Proposal: User can press button and let UE trigger network to start MDT configuration if the UE is not at MDT configuration area.
3. Conclusions

In this contribution, we have the following proposal:

Proposal: User can press button and let UE trigger network to start MDT configuration if the UE is not at MDT configuration area.
4. References

[1] TS 37.320 Radio measurement collection for Minimization of Drive Tests (MDT); Overall description
_1395749919.vsd
�

UE1


User1


NW


NW


UE2


User2


Conversation at no MDT configuration area


Voice quality bad


User press button(s) and let UE trigger NW to start MDT config.


UE send indication
to trigger NW to
start MDT configuration.


NW start MDT measurement.
Scheduled IP Throughput measurement.
Data volume measurement.
……


MDT measurement
configuration


MDT measurement
configuration



