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	For RA procedure on an activated SCell, clarify that 
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2). The Random Access Preamble assignment via PDCCH order is received on the scheduling cell of this activated SCell
3). Preamble of SCell RA procedure is transmitted on this activated SCell

4). Msg2 reception of SCell RA procedure occur on the PCell
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10.1.5.2
Non-contention based random access procedure

The non-contention based random access procedure is outlined on Figure 10.1.5.2-1 below:
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Figure 10.1.5.2-1: Non-contention based Random Access Procedure

The three steps of the non-contention based random access procedures are:

0)
Random Access Preamble assignment via dedicated signalling in DL:

-
eNB assigns to UE a non-contention Random Access Preamble (a Random Access Preamble not within the set sent in broadcast signalling).

-
Signalled via:

-
HO command generated by target eNB and sent via source eNB for handover;

-
PDCCH in case of DL data arrival or positioning
-
PDCCH for initial UL time alignment for a sTAG
1)
Random Access Preamble on RACH in uplink: 

-
UE transmits the assigned non-contention Random Access Preamble.

2)
Random Access Response on DL-SCH:

-
Semi-synchronous (within a flexible window of which the size is two or more TTIs) with message 1;

-
No HARQ;

-
Addressed to RA-RNTI on PDCCH;

-
Conveys at least:

-
Timing Alignment information and initial UL grant for handover;

-
Timing Alignment information for DL data arrival;

-
RA-preamble identifier.

-
Intended for one or multiple UEs in one DL-SCH message.

When CA is configured, for Random Access on the PCell, the Random Access Preamble assignment via PDCCH of step 0, step 1 and 2 of the non-contention based random access procedure occur on the PCell. For Random Access on an activated SCell, the Random Access Preamble assignment via PDCCH of step 0 occur on the scheduling cell of this activated SCell, and step 1 and 2 occur on this activated SCell and PCell respectively.
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