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5.3.5.3
Reception of an RRCConnectionReconfiguration not including the mobilityControlInfo by the UE

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

2>
re-establish PDCP for SRB2 and for all DRBs that are established, if any;

2>
re-establish RLC for SRB2 and for all DRBs that are established, if any;

2>
if the RRCConnectionReconfiguration message includes the fullConfig:

3>
perform the radio configuration procedure as specified in section 5.3.5.8;

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

2> resume SRB2 and all DRBs that are suspended, if any;

NOTE 1:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

NOTE 2:
The UE may discard SRB2 messages and data that it receives prior to completing the reconfiguration used to resume these bearers.

1>
else:

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

NOTE 3:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList:

2>
forward each element of the dedicatedInfoNASList to upper layers in the same order as listed;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
if the RRCConnectionReconfiguration message includes the reportProximityConfig:

2>
perform the proximity indication in accordance with the received reportProximityConfig;
1>
stop timer T340, if running;
1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

5.3.15
UE Assistance Information 
5.3.15.1
General
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Figure 5.3.15.1-1: UE Assistance Information
The purpose of this procedure is to allow the UE to provide information to assist the network in configuring radio resources. 
5.3.15.2
Initiation

If the UE supports the procedure, and if enabled by the network during the RRC connection establishment / reconfiguration procedures, a UE in RRC_CONNECTED initiates the UE Assistance Information procedure whenever it wants to provide information to assist the network in configuring radio resources, except at RRC connection establishment / reconfiguration in which cases the information is piggybacked to the RRCConnectionSetupComplete /  RRCConnectionReconfigurationComplete messages. The UE initiates the UE Assistance Information procedure by sending the UEAssistanceInformation message. 
Upon initiation of the procedure, the UE shall:

1>
if timer T340 is running:

2>
end the procedure;
1>
else: 

2>
start timer T340 with the timer value set to the ppi-ProhibitTimer;
2>
submit the UEAssistanceInformation message to lower layers for transmission, upon which the procedure ends;
6.2.1
General message structure

–
UL-DCCH-Message
The UL-DCCH-Message class is the set of RRC messages that may be sent from the UE to the E‑UTRAN or from the RN to the E-UTRAN on the uplink DCCH logical channel.

-- ASN1START

UL-DCCH-Message ::= SEQUENCE {


message




UL-DCCH-MessageType

}

UL-DCCH-MessageType ::= CHOICE {


c1





CHOICE {



csfbParametersRequestCDMA2000


CSFBParametersRequestCDMA2000,



measurementReport





MeasurementReport,



rrcConnectionReconfigurationComplete
RRCConnectionReconfigurationComplete,



rrcConnectionReestablishmentComplete
RRCConnectionReestablishmentComplete,



rrcConnectionSetupComplete



RRCConnectionSetupComplete,



securityModeComplete




SecurityModeComplete,



securityModeFailure





SecurityModeFailure,



ueCapabilityInformation




UECapabilityInformation,



ulHandoverPreparationTransfer


ULHandoverPreparationTransfer,



ulInformationTransfer




ULInformationTransfer,



counterCheckResponse




CounterCheckResponse,



ueInformationResponse-r9



UEInformationResponse-r9,



proximityIndication-r9




ProximityIndication-r9,



rnReconfigurationComplete-r10


RNReconfigurationComplete-r10,



mbmsCountingResponse-r10



MBMSCountingResponse-r10,



interFreqRSTDMeasurementIndication-r10
InterFreqRSTDMeasurementIndication-r10,



ueAssistanceInformation-r11



UEAssistanceInformation-r11

},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

6.2.2
Message definitions

–
MeasurementReport

The MeasurementReport message is used for the indication of measurement results or for the indication of UE assistance information to the eNB.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

MeasurementReport message
-- ASN1START

MeasurementReport ::=



SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




measurementReport-r8



MeasurementReport-r8-IEs,




ueAssistanceInformation–r11


UEAssistanceInformation-r11-IEs,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MeasurementReport-r8-IEs ::=

SEQUENCE {


measResults






MeasResults,


nonCriticalExtension



MeasurementReport-v8a0-IEs






OPTIONAL

}

MeasurementReport-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

UEAssistanceInformation-r11-IEs ::=

SEQUENCE {


powerPreferenceInd-r11



PowerPreferenceInd-r11



OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP
–
RRCConnectionReconfigurationComplete
The RRCConnectionReconfigurationComplete message is used to confirm the successful completion of an RRC connection reconfiguration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionReconfigurationComplete message
-- ASN1START

RRCConnectionReconfigurationComplete ::= SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



rrcConnectionReconfigurationComplete-r8












RRCConnectionReconfigurationComplete-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfigurationComplete-r8-IEs ::= SEQUENCE {


nonCriticalExtension



RRCConnectionReconfigurationComplete-v8a0-IEs
OPTIONAL

}

RRCConnectionReconfigurationComplete-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionReconfigurationComplete-v1020-IEs
OPTIONAL

}

RRCConnectionReconfigurationComplete-v1020-IEs ::= SEQUENCE {


rlf-InfoAvailable-r10



ENUMERATED {true}



OPTIONAL,


logMeasAvailable-r10



ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionReconfigurationComplete-v1110-IEs
OPTIONAL

}

RRCConnectionReconfigurationComplete-v1110-IEs ::= SEQUENCE {


powerPreferenceInd-r11



PowerPreferenceInd-r11


OPTIONAL,

nonCriticalExtension



SEQUENCE {}





OPTIONAL

}
-- ASN1STOP

–
RRCConnectionReestablishmentComplete
The RRCConnectionReestablishmentComplete message is used to confirm the successful completion of an RRC connection reestablishment.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionReestablishmentComplete message
-- ASN1START

RRCConnectionReestablishmentComplete ::= SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



rrcConnectionReestablishmentComplete-r8












RRCConnectionReestablishmentComplete-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReestablishmentComplete-r8-IEs ::= SEQUENCE {


nonCriticalExtension



RRCConnectionReestablishmentComplete-v920-IEs
OPTIONAL

}

RRCConnectionReestablishmentComplete-v920-IEs ::= SEQUENCE {


rlf-InfoAvailable-r9



ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishmentComplete-v8a0-IEs
OPTIONAL

}

RRCConnectionReestablishmentComplete-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishmentComplete-v1020-IEs
OPTIONAL

}

RRCConnectionReestablishmentComplete-v1020-IEs ::= SEQUENCE {


logMeasAvailable-r10



ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishmentComplete-v1110-IEs
OPTIONAL

}
RRCConnectionReestablishmentComplete-v1110-IEs ::= SEQUENCE {


powerPreferenceInd-r11



PowerPreferenceInd-r11


OPTIONAL,

nonCriticalExtension



SEQUENCE {}





OPTIONAL

}
-- ASN1STOP

	RRCConnectionReestablishmentComplete field descriptions

	rlf-InfoAvailable

This field is used to indicate the availability of radio link failure or handover failure related measurements


–
RRCConnectionSetupComplete
The RRCConnectionSetupComplete message is used to confirm the successful completion of an RRC connection establishment.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionSetupComplete message
-- ASN1START

RRCConnectionSetupComplete ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionSetupComplete-r8

RRCConnectionSetupComplete-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionSetupComplete-r8-IEs ::= SEQUENCE {


selectedPLMN-Identity



INTEGER (1..6),


registeredMME





RegisteredMME





OPTIONAL,


dedicatedInfoNAS




DedicatedInfoNAS,


nonCriticalExtension



RRCConnectionSetupComplete-v8a0-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1020-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v1020-IEs ::= SEQUENCE {


gummei-Type-r10





ENUMERATED {native, mapped}


OPTIONAL,


rlf-InfoAvailable-r10



ENUMERATED {true}




OPTIONAL,


logMeasAvailable-r10



ENUMERATED {true}




OPTIONAL,


rn-SubframeConfigReq-r10


ENUMERATED {required, notRequired}
OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1110-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v1110-IEs ::= SEQUENCE {


powerPreferenceInd-r11



PowerPreferenceInd-r11


OPTIONAL,

nonCriticalExtension



SEQUENCE {}





OPTIONAL

}
RegisteredMME ::=




SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


mmegi







BIT STRING (SIZE (16)),


mmec







MMEC

}

-- ASN1STOP

	RRCConnectionSetupComplete field descriptions

	gummei-Type

This field is used to indicate whether the GUMMEI included is native (assigned by EPC) or mapped (from 2G/3G identifiers).

	Mmegi

Provides the Group Identity of the registered MME within the PLMN, as provided by upper layers, see TS 23.003 [27].

	registeredMME

This field is used to transfer the GUMMEI of the MME where the UE is registered, as provided by upper layers.

	Rn-SubframeConfigReq

If present, this field indicates that the connection establishment is for an RN and whether a subframe configuration is requested or not.

	selectedPLMN-Identity

Index of the PLMN selected by the UE from the plmn-IdentityList included in SIB1. 1 if the 1st PLMN is selected from the plmn-IdentityList included in SIB1, 2 if the 2nd PLMN is selected from the plmn-IdentityList included in SIB1 and so on.


–
UEAssistanceInformation
The UEAssistanceInformation message is used for the indication of UE assistance information to the eNB.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

UEAssistanceInformation message
-- ASN1START

UEAssistanceInformation ::=



SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




ueAssistanceInformation–r11


UEAssistanceInformation-r11-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UEAssistanceInformation-r11-IEs ::=

SEQUENCE {


powerPreferenceInd-r11



PowerPreferenceInd-r11



OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP
6.3.2
Radio resource control information elements
–
MAC-MainConfig

The IE MAC-MainConfig is used to specify the MAC main configuration for signalling and data radio bearers.

MAC-MainConfig information element
-- ASN1START

MAC-MainConfig ::=




SEQUENCE {


ul-SCH-Config





SEQUENCE {



maxHARQ-Tx






ENUMERATED {













n1, n2, n3, n4, n5, n6, n7, n8,













n10, n12, n16, n20, n24, n28,













spare2, spare1}

OPTIONAL,
-- Need ON



periodicBSR-Timer




ENUMERATED {













sf5, sf10, sf16, sf20, sf32, sf40, sf64, sf80,













sf128, sf160, sf320, sf640, sf1280, sf2560,













infinity, spare1}
OPTIONAL,
-- Need ON



retxBSR-Timer





ENUMERATED {













sf320, sf640, sf1280, sf2560, sf5120,













sf10240, spare2, spare1},



ttiBundling






BOOLEAN


}















OPTIONAL, 
-- Need ON


drx-Config






DRX-Config




OPTIONAL,
-- Need ON


timeAlignmentTimerDedicated


TimeAlignmentTimer,


phr-Config






CHOICE {



release







NULL,



setup







SEQUENCE {




periodicPHR-Timer




ENUMERATED {sf10, sf20, sf50, sf100, sf200,
















sf500, sf1000, infinity},




prohibitPHR-Timer




ENUMERATED {sf0, sf10, sf20, sf50, sf100,

















sf200, sf500, sf1000},




dl-PathlossChange




ENUMERATED {dB1, dB3, dB6, infinity}



}


}















OPTIONAL,
-- Need ON


...,


[[
sr-ProhibitTimer-r9




INTEGER (0..7)


OPTIONAL
-- Need ON


]],


[[
mac-MainConfig-v1020



SEQUENCE {




sCellDeactivationTimer-r10


ENUMERATED {














rf2, rf4, rf8, rf16, rf32, rf64, rf128,














spare}


OPTIONAL,
-- Need OP




extendedBSR-Sizes-r10



ENUMERATED {setup}

OPTIONAL,
-- Need OR



extendedPHR-r10





ENUMERATED {setup}

OPTIONAL
-- Need OR



}














OPTIONAL
-- Need ON


]],


[[
ue-AssistanceInfoConfig-v1110


SEQUENCE {




ppi-Enabled







BOOLEAN


OPTIONAL,
-- Need ON



ppi-ProhibitTimer





ENUMERATED {0, 5, 10, 20, 30, 60, 90, 120}

















OPTIONAL
-- Need ON


}

]]
}

DRX-Config ::=





CHOICE {


release







NULL,


setup







SEQUENCE {



onDurationTimer





ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6,













psf8, psf10, psf20, psf30, psf40,













psf50, psf60, psf80, psf100,













psf200},



drx-InactivityTimer




ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6,













psf8, psf10, psf20, psf30, psf40,













psf50, psf60, psf80, psf100,













psf200, psf300, psf500, psf750,













psf1280, psf1920, psf2560, psf0-v1020,













spare9, spare8, spare7, spare6,













spare5, spare4, spare3, spare2,













spare1},



drx-RetransmissionTimer



ENUMERATED {













psf1, psf2, psf4, psf6, psf8, psf16,













psf24, psf33},



longDRX-CycleStartOffset

CHOICE {




sf10






INTEGER(0..9),




sf20






INTEGER(0..19),




sf32






INTEGER(0..31),




sf40






INTEGER(0..39),




sf64






INTEGER(0..63),




sf80






INTEGER(0..79),




sf128






INTEGER(0..127),




sf160






INTEGER(0..159),




sf256






INTEGER(0..255),




sf320






INTEGER(0..319),




sf512






INTEGER(0..511),




sf640






INTEGER(0..639),




sf1024






INTEGER(0..1023),




sf1280






INTEGER(0..1279),




sf2048






INTEGER(0..2047),




sf2560






INTEGER(0..2559)



},



shortDRX






SEQUENCE {




shortDRX-Cycle





ENUMERATED
{














sf2, sf5, sf8, sf10, sf16, sf20,














sf32, sf40, sf64, sf80, sf128, sf160,














sf256, sf320, sf512, sf640},




drxShortCycleTimer




INTEGER (1..16)



}

OPTIONAL












-- Need OR


}

}

-- ASN1STOP

	MAC-MainConfig field descriptions

	dl-PathlossChange

DL Pathloss Change and the change of the required power backoff due to power management (as allowed by P-MPRc [42]) for PHR reporting in TS 36.321 [6]. Value in dB. Value dB1 corresponds to 1 dB, dB3 corresponds to 3 dB and so on. The same value applies for each serving cell (although the associated functionality is performed independently for each cell).

	Drx-InactivityTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	Drx-RetransmissionTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drxShortCycleTimer

Timer for DRX in TS 36.321 [6]. Value in multiples of shortDRX-Cycle. A value of 1 corresponds to shortDRX-Cycle, a value of 2 corresponds to 2 * shortDRX-Cycle and so on.

	extendedBSR-Sizes

If value setup is configured, the BSR index indicates extended BSR size levels as defined in TS 36.321 [6, Table 6.1.3.1-2].

	extendedPHR

Indicates if power headroom shall be reported using the Extended Power Headroom Report MAC control element defined in TS 36.321 [6] (value setup). Otherwise the power headroom shall be reported using the Power Headroom Report MAC control element defined in TS 36.321 [6]. E-UTRAN always configures the value setup if more than one Serving Cell with uplink is configured.

	longDRX-CycleStartOffset

longDRX-Cycle and drxStartOffset in TS 36.321 [6]. The value of longDRX-Cycle is in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. If shortDRX-Cycle is configured, the value of longDRX-Cycle shall be a multiple of the shortDRX-Cycle value. The value of drxStartOffset value is in number of sub-frames.

	maxHARQ-Tx

Maximum number of transmissions for UL HARQ in TS 36.321 [6].

	onDurationTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	periodicBSR-Timer

Timer for BSR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on.

	periodicPHR-Timer

Timer for PHR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 subframes, sf20 corresponds to 20 subframes and so on.

	prohibitPHR-Timer

Timer for PHR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf0 corresponds to 0 subframes, sf100 corresponds to 100 subframes and so on.

	retxBSR-Timer

Timer for BSR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf640 corresponds to 640 sub-frames, sf1280 corresponds to 1280 sub-frames and so on.

	sCellDeactivationTimer

Scell deactivation timer in TS 36.321 [6]. Value in number of radio frames. Value rf4 corresponds to 4 radio frames, value rf8 corresponds to 8 radio frames and so on. E-UTRAN only configures the field if the UE is configured with one or more Scells. If the field is absent, the UE shall delete any existing value for this field and assume the value to be set to infinity. The same value applies for each Scell (although the associated functionality is performed independently for each Scell).

	shortDRX-Cycle

Short DRX cycle in TS 36.321 [6]. Value in number of sub-frames. Value sf2 corresponds to 2 sub-frames, sf5 corresponds to 5 subframes and so on.

	Sr-ProhibitTimer

Timer for SR transmission on PUCCH in TS 36.321 [6]. Value in number of SR period(s). Value 0 means no timer for SR transmission on PUCCH is configured. Value 1 corresponds to one SR period, Value 2 corresponds to 2*SR periods and so on.

	ttiBundling

TRUE indicates that TTI bundling TS 36.321 [6] is enabled while FALSE indicates that TTI bundling is disabled. TTI bundling can be enabled for FDD and for TDD only for configurations 0, 1 and 6. For TDD, E-UTRAN does not simultaneously enable TTI bundling and semi-persistent scheduling in this release of specification. Furthermore, E-UTRAN does not simultaneously configure TTI bundling and Scells with configured uplink.

	ppi-Enabled
The field is used to indicate whether Power Preference Indication reporting from the UE is allowed (value TRUE) or not (value FALSE).

	ppi-ProhibitTimer
Prohibit timer for Power Preference Indication reporting. Value in seconds. 


6.3.6
Other information elements

–
PowerPreferenceInd
The IE PowerPreferenceInd  is used to provide the information related to the UE power saving preference.

PowerPreferenceInd information element
-- ASN1START

PowerPreferenceInd ::=


ENUMERATED
{up, down}






-- Option b









ENUMERATED
{default, lowpowerconsummption}

-- Option c
-- ASN1STOP

	PowerPreferenceInd field descriptions

	PowerPreferenceInd
Option b:

‘up’ indicates the UE preference for a DRX configuration that is more optimised for power saving than the configured one.
‘down’ indicates the UE preference for a DRX configuration that is less optimised for power saving than the configured one.

Option c:
‘default’ indicates the UE preference for a default DRX configuration 
‘lowpowerconsumption’ indicates the UE preference for a DRX configuration that is primarily optimised for power saving.


7.3
Timers (Informative)

	Timer
	Start
	Stop
	At expiry

	T300

	Transmission of RRCConnectionRequest 
	Reception of RRCConnectionSetup or RRCConnectionReject message, cell re-selection and upon abortion of connection establishment by upper layers
	Perform the actions as specified in 5.3.3.6

	T301
	Transmission of RRCConnectionReestabilshmentRequest
	Reception of RRCConnectionReestablishment or RRCConnectionReestablishmentReject message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Reception of RRCConnectionReject while performing RRC connection establishment
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T303
	Access barred while performing RRC connection establishment for mobile originating calls
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T304
	Reception of RRCConnectionReconfiguration message including the MobilityControl Info or

reception of MobilityFromEUTRACommand message including CellChangeOrder
	Criterion for successful completion of handover to EUTRA or cell change order is met (the criterion is specified in the target RAT in case of inter-RAT)
	In case of cell change order from E-UTRA or intra E-UTRA handover, initiate the RRC connection re-establishment procedure; In case of handover to E-UTRA, perform the actions defined in the specifications applicable for the source RAT.

	T305
	Access barred while performing RRC connection establishment for mobile originating signalling
	Upon entering RRC_CONNECTED and upon cell re-selection 
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T306
	Access barred while performing RRC connection establishment for mobile originating CS fallback.
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T310
	Upon detecting physical layer problems i.e. upon receiving N310 consecutive out-of-sync indications from lower layers
	Upon receiving N311 consecutive in-sync indications from lower layers, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure 

	T311
	Upon initiating the RRC connection re-establishment procedure
	Selection of a suitable E-UTRA cell or a cell using another RAT.
	Enter RRC_IDLE

	T320
	Upon receiving t320 or upon cell (re)selection to E-UTRA from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cellGlobalId for the requested cell, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI
	Initiate the measurement reporting procedure, stop performing the related measurements and remove the corresponding measId

	T330
	Upon receiving LoggedMeasurementConfiguration message
	Upon log volume exceeding the suitable UE memory, upon initiating the release of LoggedMeasurementConfiguration procedure
	Perform the actions specified in 5.6.6.4

	T340
	Upon transmitting UEAssistanceInformation message
	Upon receiving RRCConnectionReconfiguration message
	No action.


11.2
Processing delay requirements for RRC procedures

The UE performance requirements for RRC procedures are specified in the following table, by means of a value N:

N = the number of 1ms subframes from the end of reception of the E-UTRAN -> UE message on the UE physical layer up to when the UE shall be ready for the reception of uplink grant for the UE -> E-UTRAN response message with no access delay other than the TTI-alignment (e.g. excluding delays caused by scheduling, the random access procedure or physical layer synchronisation).

NOTE:
No processing delay requirements are specified for RN-specific procedures.
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Figure 11.2-1: Illustration of RRC procedure delay

	Procedure title:
	E-UTRAN -> UE
	UE -> E-UTRAN
	N
	Notes

	RRC Connection Control Procedures

	RRC connection establishment


	RRCConnectionSetup
	RRCConnectionSetupComplete
	15
	

	RRC connection release
	RRCConnectionRelease
	
	NA


	

	RRC connection re-configuration (radio resource configuration)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (measurement configuration)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (intra-LTE mobility)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-establishment


	RRCConnectionReestablishment
	RRCConnectionReestablishmentComplete
	15
	

	Initial security activation
	SecurityModeCommand
	SecurityModeCommandComplete/SecurityModeCommandFailure
	10
	

	Initial security activation + RRC connection re-configuration (RB establishment)
	SecurityModeCommand, RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	The two DL messages are transmitted in the same TTI

	Paging
	Paging
	
	NA
	

	Inter RAT mobility

	Handover to E-UTRA
	RRCConnectionReconfiguration (sent by other RAT)
	RRCConnectionReconfigurationComplete
	NA
	The performance of this procedure is specified in [50] in case of handover from GSM and [29], [30] in case of handover from UTRA.

	Handover from E-UTRA
	MobilityFromEUTRACommand
	
	NA
	The performance of this procedure is specified in [16]

	Handover from E-UTRA to CDMA2000
	HandoverFromEUTRAPreparationRequest (CDMA2000)
	
	NA
	Used to trigger the handover preparation procedure with a CDMA2000 RAT.

The performance of this procedure is specified in [16]

	Measurement procedures

	Measurement Reporting
	
	MeasurementReport
	NA
	

	Other procedures

	UE capability transfer
	UECapabilityEnquiry
	UECapabilityInformation
	10
	

	Counter check
	CounterCheck
	CounterCheckResponse
	10
	

	Proximity indication
	
	ProximityIndication
	NA
	

	UE information
	UEInformationRequest
	UEInformationResponse
	15
	

	MBMS counting
	MBMSCountingRequest
	MBMSCountingResponse
	NA
	

	UE assistance information
	
	UEAssistanceInformation
	NA
	


A.6
Protection of RRC messages (informative)

The following list provides information which messages can be sent (unprotected) prior to security activation and which messages can be sent unprotected after security activation.

P…Messages that can be sent (unprotected) prior to security activation

A - I…Messages that can be sent without integrity protection after security activation

A - C…Messages that can be sent unciphered after security activation

NA… Message can never be sent after security activation

	Message
	P
	A-I
	A-C
	Comment

	CSFBParametersRequestCDMA2000
	+
	-
	-
	

	CSFBParametersResponseCDMA2000
	+
	-
	-
	

	CounterCheck
	-
	- 
	- 
	

	CounterCheckResponse
	-
	- 
	- 
	

	DLInformationTransfer
	+
	-
	-
	

	HandoverFromEUTRAPreparationRequest (CDMA2000)
	-
	- 
	- 
	

	InterFreqRSTDMeasurementIndication
	-
	-
	-
	

	LoggedMeasurementsConfiguration
	-
	-
	-
	

	MasterInformationBlock
	+
	+
	+
	

	MBMSCountingRequest
	+
	+
	+
	

	MBMSCountingResponse
	-
	-
	-
	

	MBSFNAreaConfiguration
	+
	+
	+
	

	MeasurementReport
	+
	-
	-
	Justification for case “P”: RAN2 agreed that measurement configuration may be sent prior to security activation

	MobilityFromEUTRACommand
	-
	- 
	-
	

	Paging
	+
	+
	+
	

	ProximityIndication
	-
	-
	-
	

	RNReconfiguration
	-
	-
	-
	

	RNReconfigurationComplete
	-
	-
	-
	

	RRCConnectionReconfiguration
	+
	-
	-
	The message shall not be sent unprotected before security activation if it is used to perform handover or to establish SRB2 and DRBs

	RRCConnectionReconfigurationComplete
	+
	-
	-
	Unprotected, if sent as response to RRCConnectionReconfiguration which was sent before security activation

	RRCConnectionReestablishment
	-
	+
	+
	This message is not protected by PDCP operation.

	RRCConnectionReestablishmentComplete
	-
	-
	-
	

	RRCConnectionReestablishmentReject
	-
	+
	+
	One reason to send this may be that the security context has been lost, therefore sent as unprotected. 

	RRCConnectionReestablishmentRequest
	-
	-
	+
	This message is not protected by PDCP operation. However a short MAC-I is included.

	RRCConnectionReject
	+
	NA
	NA
	

	RRCConnectionRelease
	+
	-
	-
	Justification for P: If the RRC connection only for signalling not requiring DRBs or ciphered messages, or the signalling connection has to be released prematurely, this message is sent as unprotected.

	RRCConnectionRequest
	+
	NA
	NA
	

	RRCConnectionSetup
	+
	NA
	NA
	

	RRCConnectionSetupComplete
	+
	NA
	NA
	

	SecurityModeCommand
	+
	NA
	NA
	Integrity protection applied, but no ciphering (integrity verification done after the message received by RRC)

	SecurityModeComplete
	-
	NA
	NA
	Integrity protection applied, but no ciphering. Ciphering is applied after completing the procedure.

	SecurityModeFailure
	+
	NA
	NA
	Neither integrity protection nor ciphering applied.

	SystemInformation
	+
	+
	+
	

	SystemInformationBlockType1
	+
	+
	+
	

	UEAssistanceInformation
	-
	-
	-
	

	UECapabilityEnquiry
	+
	-
	-
	

	UECapabilityInformation
	+
	-
	-
	

	UEInformationRequest
	-
	-
	-
	

	UEInformationResponse
	-
	-
	-
	

	ULHandoverPreparationTransfer (CDMA2000)
	-
	-
	-
	This message should follow HandoverFromEUTRAPreparationRequest

	ULInformationTransfer
	+
	-
	-
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