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** Modification starts**
5.2.1.4
Indication of ETWS notification

ETWS primary notification and/ or ETWS secondary notification can occur at any point in time. The Paging message is used to inform ETWS capable UEs in RRC_IDLE and UEs in RRC_CONNECTED about presence of an ETWS primary notification and/ or ETWS secondary notification. If the UE receives a Paging message including the etws-Indication, it shall start receiving the ETWS primary notification and/ or ETWS secondary notification according to schedulingInfoList contained in SystemInformationBlockType1 and acquire the system information as defined in 5.2.2.3 immediately without waiting until the next modification period. If the UE receives Paging message including the etws-Indication while it is acquiring ETWS notification(s), the UE shall continue acquiring ETWS notification(s) based on the previously acquired schedulingInfoList until it re-acquires schedulingInfoList in SystemInformationBlockType1.

NOTE:
The UE is not required to periodically check schedulingInfoList contained in SystemInformationBlockType1, but Paging message including the etws-Indication triggers the UE to re-acquire schedulingInfoList contained in SystemInformationBlockType1 for scheduling changes for SystemInformationBlockType10 and SystemInformationBlockType11. The UE may or may not receive a Paging message including the etws-Indication and/or systemInfoModification when ETWS is no longer scheduled.

ETWS primary notification is contained in SystemInformationBlockType10 and ETWS secondary notification is contained in SystemInformationBlockType11. Segmentation can be applied for the delivery of a secondary notification. The segmentation is fixed for transmission of a given secondary notification within a cell (i.e. the same segment size for a given segment with the same messageIdentifier, serialNumber and warningMessageSegmentNumber). An ETWS secondary notification corresponds to a single CB data IE as defined according to TS 23.041 [37].
5.2.2.3
System information required by the UE

The UE shall:

1>
ensure having a valid version, as defined below, of (at least) the following system information, also referred to as the 'required' system information:

2>
if in RRC_IDLE:
3>
the MasterInformationBlock and SystemInformationBlockType1 as well as SystemInformationBlockType2 through SystemInformationBlockType8, depending on support of the concerned RATs;

2>
if in RRC_CONNECTED:
3>
the MasterInformationBlock, SystemInformationBlockType1 and SystemInformationBlockType2 as well as SystemInformationBlockType8, depending on support of CDMA2000;

1>
delete any stored system information after 3 hours from the moment it was confirmed to be valid as defined in 5.2.1.3, unless specified otherwise;

1>
consider any stored system information except SystemInformationBlockType10, SystemInformationBlockType11 and systemInformationBlockType12 to be invalid if systemInfoValueTag included in the SystemInformationBlockType1 is different from the one of the stored system information;
** Next Change**
5.2.2.4
System information acquisition by the UE

The UE shall:

1>
apply the specified BCCH configuration defined in 9.1.1.1;

1>
if the procedure is triggered by a system information change notification:
2>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
NOTE 1:
The UE continues using the previously received system information until the new system information has been acquired.

1>
if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:

2>
acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_IDLE, as defined in 5.2.2.3;
1>
following successful handover completion to a PCell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:

2>
acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_CONNECTED, as defined in 5.2.2.3;
2> upon acquiring the concerned system information:

3>
discard the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any;

1>
following a request from CDMA2000 upper layers:

2>
acquire SystemInformationBlockType8, as defined in 5.2.3;
1>
neither initiate the RRC connection establishment procedure nor initiate transmission of the RRCConnectionReestablishmentRequest message until the UE has a valid version of the MasterInformationBlock and SystemInformationBlockType1 messages as well as SystemInformationBlockType2 ;

1>
if the UE is ETWS capable:

2>
upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:

3>

discard any previously buffered warningMessageSegment;

3>
clear, if any, the current values of messageIdentifier and serialNumber for SystemInformationBlockType11;

2>
when the UE acquires SystemInformationBlockType1 following ETWS indication, upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:

3>
if schedulingInfoList indicates that SystemInformationBlockType10 is present:

4>
start acquiring SystemInformationBlockType10 immediately;

3>
if schedulingInfoList indicates that SystemInformationBlockType11 is present:

4>
start acquiring SystemInformationBlockType11 immediately;

NOTE 2:
UEs shall start acquiring SystemInformationBlockType10 and SystemInformationBlockType11 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.
2>
starts acquiring the system information as defined in 5.2.2.3 immediately, without waiting until the next modification period
1>
if the UE is CMAS capable:

2>
upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:

3>

discard any previously buffered warningMessageSegment;

3>
clear, if any, stored values of messageIdentifier and serialNumber for SystemInformationBlockType12 associated with the discarded warningMessageSegment ;

2>
when the UE acquires SystemInformationBlockType1 following CMAS indication, upon entering a cell during RRC_IDLE, following successful handover and upon connection re-establishment:

3>
if schedulingInfoList indicates that SystemInformationBlockType12 is present:

4>
acquire SystemInformationBlockType12;

NOTE 3:
UEs shall start acquiring SystemInformationBlockType12 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

1>
if the UE is interested to receive MBMS services; and

1>
if schedulingInfoList indicates that SystemInformationBlockType13 is present and the UE does not have stored a valid version of this system information block:

2>
aquire SystemInformationBlockType13;

The UE may apply the received SIBs immediately, i.e. the UE does not need to delay using a SIB until all SI messages have been received. The UE may delay applying the received SIBs until completing lower layer procedures associated with a received or a UE originated RRC message, e.g. an ongoing random access procedure.

NOTE 4:
While attempting to acquire a particular SIB, if the UE detects from schedulingInfoList that it is no longer present, the UE should stop trying to acquire the particular SIB.
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