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1. Overall Description:

RAN2 would like to thank SA3 for the LS on enhancements PWS key distribution.

RAN2 discussed the questions described in the LS, and would like to provide the following feedback:
· According to current RAN2 specification on UMTS and LTE, there is no size limitation for the dedicated RRC messages transmitted over the radio interface.
· About the constraints of distributing PWS keys and the number of PWS keys to be included in the dedicated RRC message, RAN2 believe this should be answered by other relative groups, it is out the scope of RAN2 specification.
· Although there are no strict size limitations on dedicated RRC messages, since NAS message will be filled in PDCP in LTE but not in UMTS, so the size of a dedicated RRC message is actually limited by the maximum PDCP SDU size of 8188 bytes in LTE. 

· RAN2 would also like to point out that making large extensions to messages (like SMC) that have to be sent during every connection establishment will result in additional delay to the start of user data transmission. Actual delay will depend on radio conditions during connection establishment.
2. Actions:

To SA3 group
ACTION: 
RAN2 would like SA3 to take the above feedback into account.

3. Date of Next TSG-RAN WG2 Meetings:
TSG-RAN WG2 #79bis
  8 – 12 Oct 2012 
Bratislava, Slovakia 

TSG-RAN WG2 #80
  12–16 November 2012
New Orleans, USA
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